
THE HAZARDS AND RISKS ASSOCIATED WITH THE WORKS

SHOWN ON THIS DRAWING AND DESCRIBED IN THE SCHEDULE

OF WORKS ARE CONSIDERED TO BE WITHIN THE REASONABLE,

NORMAL AND ACCEPTABLE LIMITS FOR GENERAL BUILDING

AND MAINTENANCE WORKS. PLEASE REFER TO DESIGNER

RISK ASSESSMENT
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PLATFORM 1

PROPOSED LIFT & LANDING STRUCTURE 

167190-NRD-ECM1-AAP-DRG-ECV-200014 A01

AS SHOWN

FORM 001

ECM1 4 miles 1716 yards

167190-NRD-ECM1-AAP-RSA-ECV-200001

C INKLEY

14.04.20

C TEARE

14.04.20

P BENNETT

14.04.20

S PARKER

14.04.20

A01 14.04.20 FORM 1 SUBMISSION CI CT SP

SECTIONAL ELEVATION THROUGH PROPOSED LIFT AND LANDING
(PLATFORM 1)

SCALE 1:25
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LIFTING BEAM SIZE AND ARRANGEMENT TO BE
CONFIRMED AT DETAILED DESIGN STAGE

PROPOSED TRESPA CLADDING  PANELS FIXED VIA STAINLESS
STEEL SUPPORT SYSTEM TO LIFT SHAFT. (METEON PANELS OR
SIMILAR APPROVED). FINAL TYPE, COLOUR AND FINISH TO BE
CONFIRMED AT DETAILED DESIGN STAGE
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37.050

36.650

36.150

47.150

REINFORCED CONCRETE LIFT PIT BASEPROPOSED REINFORCED CONCRETE STRUCTURE, FULLY
WATERPROOFED. DETAILS AND SPECIFICATION TO BE CONFIRMED
AT DETAILED DESIGN STAGE

NEW LIFT PIT CONSTRUCTION
· TEMPORARY SUPPORTS / SHORING WILL BE REQUIRED DURING

CONSTRUCTION OF NEW LIFT PIT
· THE RETENTION METHODS USED ARE REQUIRED TO SUITABLY

PROTECT THE FOUNDATIONS FOR THE EXISTING STATION
STRUCTURES THROUGHOUT THE PROPOSED WORKS

· CONTRACTOR TO SUBMIT CONSTRUCTION METHODOLOGY FOR
PROVIDING TEMPORARY SUPPORT AND CONSTRUCTION OF NEW
LIFT PIT (AT DETAILED DESIGN)

CONCRETE INFILL PLACED AFTER LIFT SHAFT
HAS BEEN CAST TO ALLOW FOR SUMP

PROPOSED LIFT DOOR OPENING, STAINLESS STEEL DOORS AND TRIM
TO BE AGREED BETWEEN NETWORK RAIL AND STAKEHOLDERS

PROPOSED GALVANISED STEEL STRUCTURE FOR NEW LIFT.  SECTION
SIZES AND DETAILS TO BE CONFIRMED AT DETAILED DESIGN STAGE

8945 LANDING STRUCTURE

PROPOSED REINFORCED CONCRETE LIFT SHAFT TO EXTEND 150mm
ABOVE PLATFORM SURFACE TO SUPPORT STEEL FRAME ABOVE

ALL STEELWORK WITHIN LIFT SHAFT
STRUCTURE TO BE TRACTION BONDED, DETAILS
TO BE CONFIRMED AT DETAILED DESIGN STAGE

FINAL DESIGN OF LIFT AND ASSOCIATED WORKS ARE
TO BE CONFIRMED AT FORM 003 (DETAILED DESIGN)
STAGE FOLLOWING DETAILED LIFT SPECIFICATION

+150 ABOVE EXISTING
PLATFORM LEVEL

PROPOSED REINFORCED CONCRETE PAD
FOUNDATION. SIZE, TYPE AND LEVEL TO BE
CONFIRMED AT DETAILED DESIGN STAGE (TYPICAL)

STEEL TRESTLE SUPPORTS FOR LANDING
STRUCTURE, SECTION SIZES AND DETAILS TO
BE CONFIRMED AT DETAILED DESIGN STAGE

STEEL TRESTLE SUPPORTS
FOR LANDING STRUCTURE

PROPOSED REINFORCED CONCRETE PAD
FOUNDATION FOR LANDING STRUCTURE TO
BE INTEGRATED WITH LIFT PIT FOUNDATION.
SIZE, TYPE AND LEVEL TO BE CONFIRMED AT
DETAILED DESIGN STAGE (TYPICAL)

PROPOSED STEELWORK LANDING STRUCTURE TO
PROVIDE LEVEL ACCESS FROM EXISTING FOOTBRIDGE
TO PROPOSED LIFT. STEELWORK SIZES, TYPE AND
LEVEL TO BE CONFIRMED AT DETAILED DESIGN STAGE

PROPOSED GRP ANTI-SLIP FLOOR FINISH TO
LANDING STRUCTURE. FINAL TYPE AND FINISH
TO BE CONFIRMED AT DETAILED DESIGN STAGE

18
00

PROPOSED GLASS REINFORCED PLASTIC (GRP) SOLID INFILL PARAPET PANELS.
FINAL TYPE, COLOUR AND FINISH TO BE CONFIRMED AT DETAILED DESIGN STAGE.
N.B INDICATIVE GLAZING PANELS, WHICH WOULD IMPROVE SIGHT LINES AND
PERCEIVED SAFETY, SHOWN INDICATIVELY BUT IS AT STAKEHOLDERS DISCRETION.
TO BE CONFIRMED AT DETAILED DESIGN STAGE

38.672

EXISTING PLATFORM 1 SWITCHROOM  BUILDING TO
HAVE NEW LIQUID APPLIED ROOF SYSTEM APPLIED
PRIOR TO CONSTRUCTION OF NEW LANDING
STRUCTURE (APPROX. AREA 23m²)

PROPOSED PROFILED SHEET ROOF CONSTRUCTION AND
INTEGRATED GUTTER AND CROSSFALL. TYPE, STYLE AND
COLOUR TO BE DETERMINED AT DETAILED DESIGN STAGE

· PROPOSED CANTILEVERED LIFT CANOPY, WITH CLEAR,
UV PROTECTED POLYCARBONATE CLADDING. TYPE AND
STYLE TO BE CONFIRM AT DETAILED DESIGN

· PROPOSED BULKHEAD LIGHTING. TYPE AND STYLE TO BE
CONFIRMED AT DETAILED DESIGN STAGE

· PROPOSED CANTILEVERED LIFT CANOPY, WITH CLEAR,
UV PROTECTED POLYCARBONATE CLADDING. TYPE AND
STYLE TO BE CONFIRM AT DETAILED DESIGN

· PROPOSED BULKHEAD LIGHTING. TYPE AND STYLE TO BE
CONFIRMED AT DETAILED DESIGN STAGE

PROPOSED MASONRY CLADDING TO LOWER LEVEL OF
LIFT SHAFT. COLOUR TO MATCH EXISTING STATION
BUILDING. MASONRY RESTRAINT / TIE SYSTEM TO BE
CONFIRMED AT DETAILED DESIGN STAGE
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SCALE 1:25

INDICATIVE DOWNPIPE FROM LANDING
TO CARRIER PIPE TO REAR OF PLATFORM

INDICATIVE DOWNPIPE FROM LANDING TO
CARRIER PIPE TO REAR OF PLATFORM

1. ALL DIMENSIONS IN MILLIMETRES UNLESS NOTED OTHERWISE. ALL LEVELS
IN METRES UNLESS NOTED OTHERWISE.

2. THIS IS A FORM 001 'APPROVAL IN PRINCIPLE' DESIGN

3. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL OTHER RELEVANT
DOCUMENTS, INCLUDING:-

DOCUMENTS

167190-NRD-ECM1-AAP-F01-ECV-200001 (FORM 001 REPORT)

DRAWINGS LIST

REFER TO COMPLETE LIST SHOWN ON DRAWING
167190-NRD-ECM1-AAP-DRG-ECV-200000

KEY

NETWORK RAIL BOUNDARY

REMAIN / UNCHANGED ITEMS

MODIFIED / MOVED ITEMS

REDUNDANT / REMOVED ITEMS

NEW / PROPOSED ITEMS

TEMPORARY ITEMS

12
00

 A
PP

RO
XI

MA
TE

400

RE
FE

R 
TO

 D
RA

W
IN

G 
16

71
90

-N
RD

-E
CM

1-
AA

P-
DR

G-
EC

V-
20

00
20

FO
R 

DE
TA

ILS
 F

OO
TB

RI
DG

E 
RE

PL
AC

EM
EN

T 
W

OR
KS

IMPORTANT CDM / H&S NOTE

THE DESIGNERS WOULD DRAW THE READERS ATTENTION

TO THE KEY RESIDUAL HEALTH AND SAFETY RISKS THAT

HAVE NOT BEEN ELIMINATED FROM THE DESIGNS SHOWN

ON THIS DRAWING BY THE DESIGN PROCESS.

DRA REF:

BURIED / CONCEALED SERVICES

BUILDING SERVICES

WORKING ON OR NEAR THE LINE

FOR MORE DETAILED INFORMATION ON THE HIGHLIGHTED HAZARDS, REFER TO

THE DESIGNER'S RISK ASSESSMENT FOR THIS PROJECT

'EVERYDAY' LOW RISK HAZARDS AND THOSE HAZARDS WHICH SHOULD BE OBVIOUS

TO A COMPETENT CONTRACTOR HAVE NOT BEEN INDICATED ON THIS DRAWING

SHOULD ANY ADDITIONAL HAZARDS BE IDENTIFIED DURING THE COURSE OF THE

WORKS, THE CONTRACTOR SHALL NOTIFY ALL RELEVANT MEMBERS OF THE

PROJECT TEAM
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25kV OVERHEAD LINES

DISRUPTION TO STATION OPERATIONS

TEMPORARY WORKS
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