
Existing Render to be removed

Existing brick

Existing internal finishes vary -

allowance for removal of heritage 

timber joinery (Committee Rooms)

Finish varies

EXTERIOR

EXTERIOR

EXISTING WALL 

SYSTEMS

PROPOSED 

UPGRADE

Existing build up based on historic drawings and 
from Buro Happold Existing building thermal performance 
enhancement - Option Report -
System Reference EWS05 - Render on Solid Brick

Insulated Render System

Existing brick

Existing build up based on historic drawings and 
from Buro Happold Existing building thermal performance 
enhancement - Option Report -
System Reference EWS03 - Feature wall with integrated glazing

Rendered Reinforced Concrete Wall

Existing build up based on historic drawings and 
from Buro Happold Existing building thermal performance 
enhancement - Option Report -
System Reference EWS04 - Reinforced Concrete Wall

Location -

Repair / cleaning to PAYE 

Specification - to accommodate 

thickening of build up.
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Existing Render to be removed

Existing Reinforced Concrete

Render finish

Existing Reinforced Concrete

Existing wall system varies

Existing internal retained

Bespoke precast module with 

inset glazing to be removed

Existing wall system varies

Rendered Brickwork - Insulated

Existing neighbouring 

precast to be removed
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Replacement GRC Rainscreen 

system as EWT-211

Feature Wall - Precast with integrated glazing

EXTERIOR

EXTERIOR

EXTERIOR

EXTERIOR

Copyright Hawkins\Brown Architects
No implied licence exists. This drawing should 
not be used to calculate areas for the purposes 
of valuation. Do not scale this drawing. All
dimensions to be checked on the site by the 
contractor and such dimensions to be their 
responsibility. All work must comply with 
relevant British Standards and Building 
Regulations requirements. Drawing errors and 
omissions to be reported to the architect. To be 
read in
conjunction with Architect's specification and 
other consultant information.
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Notes

1. All upgrades to external walls subject to survey and trials by PAYE

General Notes

1. Existing build up based on historic drawings and from Buro 

Happold Existing building thermal performance enhancement -

Option Report - 0044501-BHE-XX-XX-RP-Y-0002 Buro Happold 

Existing building thermal performance enhancement - Option 

Report - 0044501-BHE-XX-XX-RP-Y-0002

2. Existing wall system references based on 

3. Brickwork to be repointed, cleaned & made good

4. Repairs & further investigations to existing brickwork as per Buro 

Happold Facade System Condition Survey recommendations -

0049545-BHE-XX-XX-RP-Y-0001

5. Refer to 21 Series External Wall Bay Studies and Details

REFER TO DRAWINGS 218212 & 218213 
FOR LOCATIONS

P1

Rev Description Date

P1 Planning Issue 05.04.23


