10 12

PW - Roof Level
34 500
.

PW - Level LO6
31500
AV

PW - Level LO5
28 500

PW - Level L04
25 500

PW - Level L0O3

22 500 1
- =
1 - —.L_ - - -!:“J'. |
-~ =N b |

PW - Level L02 : - e
19 500 = il

v _______________________________ | = | S B
PW - Level LO1 l .;T
16 500 :E-J‘.-_u

N4

'_.,T'E’!'i“_‘-; .r:l . Ei

"""ti"'

B
— J"
—
Vit
-
1 b vl L
W
Py
1
L
|

(")
I
©

SCALE 1:100

m PROPOSED INTERNAL COURTYARD - NORTH ELEVATION 11 16 23 13

MATERIAL PALETTE PRECEDENT IMAGES
MATERIAL DESCRIPTION:

1. FACADE FINISH - BRICK WORK 8. FACADE FINISH - BRICK WORK (HEADER COURSE) 14. DOOR FINISH 20. GATEWAY ARCH W i

Brick type 1: red shades Brick type 4: white shades Proprietary bronze PPC aluminium glazing system Bronze coloured entrance metal gateway with lettering e

T

2. FACADE FINISH - BRICK WORK 9. FACADE FINISH - BRICK WORK 15. DOOR FINISH - SHOP FRONT 21. WINDOWHEAD TREATMENT *_1 s :

Brick type 2 - grey shades Glazed bricks (as shown) Timber framed glazing system (profile to match historic Painted Concrete : red shades =T __-:’_h "

detail) L .

3. FACADE FINISH - BRICK WORK 10. FACADE FINISH - STANDING SEAM CLADDING 22. WINDOWHEAD TREATMENT = ES ” %

Brick type 3 - buff shades Bronze coloured metal panel 16. DOOR FINISH Painted Concrete : white shades Brick type 1 - red shades Brick type 2 - white shades

Proprietary bronze PPC aluminium system, glazed door

4. FACADE FINISH - BRICK WORK 11. DOOR FINISH 23. WINDOWHEAD TREATMENT
Brick type 4 - white shades Proprietary grey louvred double door with solid top panel 17. DOOR FINISH Painted Concrete : grey shades
Perforated bronze PPC aluminium system
5. FACADE FINISH - BRICK WORK 12. BALUSTRADES 24. SLAB EDGE TREATMENT
To match existing Painted metal 18. PARAPET - COPING Precast ribbed band : red shades
Portland stone coping with weathering
6. FACADE FINISH - BRICK WORK (HEADER COURSE) 13. WINDOW FINISH
Brick type 1: red shades Proprietary PPC aluminium glazing system 19. TOTEM Bronze coloured standing seam  Proprietary white PPC Millenial Pink Office Building, Duggan Morris, London Theodora House, ADEPT Architects, Denmark
(bronze,white or grey as shown) Bronze coloured screen with singage
7. FACADE FINISH - BRICK WORK (HEADER COURSE) panel aluminium glazing system
Brick type 3: buff shades
0 1 2 3 4 5 10
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