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General Notes:

bl o

POW Architects retain full copyright of the design and of
the content of this drawing.

Do not scale drawings. Dimensions govern.

All dimensions are in milimetres unless noted otherwise.
All dimensions shall be verified on site before proceeding
with the work.

POW Architects shall be notified in writing of any
discrepancies.

Contractor/builder to carry out their own survey work prior
to quantification and construction.
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WINDOW/DOOR NOTES

- All external glazing to be double glazed
sealed units

- Purge ventilation to be provided to all
habitable rooms at a rate of not less than
1/20th room floor area when window opens 30
degrees or more. Windows that open less than
30 degrees should be at least 1/10th of the
floor area of the room

- Backround ventilation to be in accordance
with trickle vent sizes specified on schedule
plan.

- All glazing located within a door or side light
within 1500mm above floor level and 300mm
either side of the door shall be carried out
using toughened glass. All glazing to ground
floor windows and those above porches/bays
to be toughened or laminated. Any window or
glazed panel within 800mm above floor level
shall be carried out using safety glass as
defined in BS6262 Part 4 1994 and BS6206
1981
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RISK SCHEDULE

ITEM | DESCRIPTION OF RISK & ACTION

Boiler and Kitchen Appliance Installation

Lintel Installation

Risk: Injury due to fall from height, incorrect handling, falling
objects

Activity: Canopy/Porch/ Window Roof Installation

Stairs Installation

Large Glazing Installation

Risk: Injury due to fall from height, incorrect handling, falling
objects, crushing

2 Activity: Ceiling Mounted Cooker Hood Installation
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