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WALL CONSTRUCTION LEGEND 

W2- INTERNAL PARTY WALL -  BETWEEN DWELLINGS
2 No. LEAVES OF BLOCKWORK -100mm thick each"Hemelite" Standard Lightweight Blockwork (7.3N/mm² strength
and 1450kg/m³ density))
200mm CAVITY CONTAINING FULL FILL KNAUF SUPAFIL PARTY WALL BLOWN FIBRE
WITH 12.5mm KNAUF WALLBOARD ON 12.5mm DABS ON 8mm RENDER SCRATCH COAT WITH 3mm PLASTER
SKIM FINISH EACH SIDE. TO BE IN STRICT ACCORDANCE WITH ROBUST STANDARD DETAIL E-WM-32

W1- EXTERNAL CAVITY WALL -  BRICK
103mm FACING  BRICKWORK OUTER LEAF 'YELLOW LONDON STOCK'
200mm CAVITY CONTAINING 150mm Rockwool insulation
100mm thick "Hemelite" Standard Lightweight Blockwork (7.3N/mm² strength
and 1450kg/m³ density)INNER LEAF
FINISHED WITH 12.5mm PLASTERBOARD ON 10 mm DABS ON 8mm RENDER 
SCRATCH COAT WITH 3mm PLASTER SKIM FINISH

INTERNAL NON LOADBEARING PARTITION - TIMBER STUD - SOUND INSULATED
38x89mm TIMBER STUDS AT MAX. 600mm CENTRES UNLESS OTHERWISE INDICATED
CAVITY FILLED WITH 50mm KNAUF EARTHWOOL ACOUSTIC ROLL (MIN. 16kg/m3)
FINISHED WITH 12.5mm PLASTERBOARD .  all joints finished with TAPE & JOINT
REINFORCEMENT FRAMING

INTERNAL NON-LOADBEARING PARTITION - TIMBER STUD
38x89mm TIMBER STUDS AT MAX. 600mm CENTRES UNLESS OTHERWISE INDICATED
FINISHED WITH 12.5mm PLASTERBOARD.  all joints finished with TAPE & JOINT
REINFORCEMENT FRAMING

12.5mm MOISTURE PANEL IN REPLACEMENT OF THE 12.5mm KANUF WALLBOARD

INTERNAL NON LOADBEARING PARTITION - TIMBER STUD - FIRE RESISTANT
38x89mm TIMBER STUDS AT MAX. 600mm CENTRES UNLESS OTHERWISE INDICATED
CAVITY FILLED WITH 50mm KNAUF EARTHWOOL ACOUSTIC ROLL (MIN. 16kg/m3)
FINISHED WITH 12.5mm PLASTERBOARD FIRE RESISTANT .  all joints finished with TAPE & JOINT
REINFORCEMENT FRAMING

W3- INTERNAL PARTY WALL -  BETWEEN DWELLINGS
2 No. LEAVES OF BLOCKWORK -100mm each thick "Hemelite" Standard Lightweight Blockwork (7.3N/mm² strength 
and 1450kg/m³ density))
75mm CAVITY CONTAINING FULL FILL KNAUF DRITHERM® CAVITY SLAB 32
WITH 12.5mm KNAUF WALLBOARD ON 12.5mm DABS ON 8mm RENDER SCRATCH COAT WITH 3mm PLASTER
SKIM FINISH EACH SIDE. TO BE IN STRICT ACCORDANCE WITH ROBUST STANDARD DETAIL E-WM-32

SERVICES BOXING LEGEND
SVP and boxing shown as thus to be full height unless AAV. To consist of 38 x 38mm SW 
timber batten framed construction and finished with:
Green = 2No layers of plasterboard
SVP to always be wrapped with 25mm insulation quilt.

SVP - SOIL VENT PIPE            AAV - AIR ADMITTANCE VALVE
SS- STUBSTACK           DC - DIRECT CONNECTION
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CONSTRUCTION

1 : 601 GROUND FLOOR PLAN

RISK SCHEDULE
ITEM DESCRIPTION OF RISK & ACTION

!
Activity: Ceiling Mounted Cooker Hood Installation
Boiler and Kitchen Appliance Installation
Lintel Installation
Risk: Injury due to fall from height, incorrect handling, falling
objects
Activity: Canopy/Porch/Window Roof Installation
Stairs Installation
Large Glazing Installation
Risk: Injury due to fall from height, incorrect handling, falling
objects, crushing

NOTE . SVP, AAV  DC AND WATER ENTRY POINT LOCATIONS ARE PROVISIONAL

Rev. Date Reason For  Issue Check
P1 29/10/21 Preliminay Issue FB
P2 24/11/21 Groundworks Issue FB
P3 09/12/21 Added Bin Stores, Pergolas and meter boxes FB
P4 24/06/22 Updated structure FB
T1 21/07/22 Tender Issue FB
T1 28/07/22 Tender Issue FB
C1 18/11/22 Construction Issue FB

C2 05/04/23 Updated legend Party wall & wardrobe space plots
4-7 FB

C3 06/04/23 Added furniture FB
C4 10/05/23 Updated dimensions FB
C5 18/05/23 Updated Plot 1 FB
C6 08/08/23 Updated Plot 1-Client comments FB
C7 12/09/23 Updated Windows 28 & 41 FB
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