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DISCLAIMER

This document has been prepared for a specific client and to meet a specific brief.

The preparation of this document may have been affected by limitations of scope, resources or time scale
required by the client.

Should any part of this document be relied on in circumstances other than those for which it was originally
commissioned LBHGEO disclaims any liability for such use.

LBHGEO disclaims any liability for inaccuracies or omissions in any third party information used by this
document.

LBHGEO disclaims all liability for any reliance on or use of this document by third parties.
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1. INTRODUCTION

1.1 BACKGROUND

It is proposed to construct a new, single-storey home adjacent to No. 175 Nightingale Lane on land that
currently forms part of the garden to No. 175.

The new building at No.175a will include a basement extending rearwards to provide a basement level
patio area.

A planning application for a previously proposed single-storey development on site in conjunction with a
refurbishment of the existing building at No. 175 was granted permission by London Borough of Haringey
in September 2022 (Planning Ref. HGY/2022/1406).  A previous version (ver. 1.0) of this report was
submitted as part of that application.

1.2 BRIEF

LBHGEO have been appointed to update the Surface Water Drainage Assessment & Outline SuDS
Strategy in order to support a new planning application to the London Borough of Haringey. The new
application considers the new house in isolation and does not include any works at No. 175.

1.3 SUDS GUIDANCE

The government advice is that developers should seek opportunities to reduce the overall level of flood
risk through the appropriate application of sustainable drainage systems.

Sustainable drainage systems are designed to control surface water run off close to where it falls and
mimic natural drainage as closely as possible. They provide opportunities to:

 reduce the causes and impacts of flooding;
 remove pollutants from urban run-off at source;
 combine water management with green space with benefits for amenity, recreation and wildlife.

The aim is to discharge surface run off as high up the following hierarchy of drainage options as
reasonably practicable:

1. into the ground (infiltration);
2. to a surface water body;
3. to a surface water sewer, highway drain, or another drainage system;
4. to a combined sewer.

Drainage solutions should incorporate SuDS principles as laid out in the Non-Statutory Technical
Standards1 for Sustainable Drainage Systems and the London Plan2.

For redevelopment sites where there is a net increase in impermeable area, development must include at

1 DEFRA March 2015 Non-Statutory Technical Standards (NSTS) for sustainable drainage systems
2 London Plan Chapter Five  - London’s Responses to Climate Change Policy 5.1.3 Sustainable Drainage
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least one ‘source control’ SuDS measure. Examples of potential Source Control measures include:

 blue/green roof
 rainwater harvesting
 bio-retention
 rain garden
 permeable paving

Underground storage/attenuation tanks are not encouraged and are to be used only as a last resort.

The London Borough of Haringey Development Management Development Plan Document (DPD) (July
2017) provides guidance for sustainable drainage systems under Policy DM25 as per the below:

Policy DM25: Sustainable Drainage Systems

A All proposals for new development must seek to manage surface water as close to its source as
possible in line with the London Plan drainage hierarchy.

B The Council will require Sustainable Drainage Systems (SuDS) to be sensitively incorporated into
new development by way of site layout and design, having regard to the following requirements:

a All major development proposals will be required to reduce surface water flows to a
greenfield run-off rate for a 1 in 100 year critical storm event;

b All minor development proposals should aim to achieve a greenfield run-off rate and, at a
minimum, achieve a 50 per cent reduction on existing site run-off rates;

c All other development should seek to achieve a greenfield run-off rate and include at least
one ‘at source’ SuDS measure resulting in a net improvement in water quantity or quality
discharging to a sewer; and

d For all development where a greenfield runoff rate cannot be achieved justification must
be provided to demonstrate that the run-off rate has been reduced as much as possible.

C Where Sustainable Drainage Systems are implemented they will be expected to:

a Meet the requirements set out in the Council’s relevant local standards and guidance, or
national standards where agreed;

b Incorporate measures identified in the Surface Water Management Plan;

c Be designed to maximise biodiversity and local amenity benefits, and where appropriate,
ensure that SuDS techniques provide for clean and safe water at the surface;

d Improve water quality; and

e Function effectively over the lifespan of the development.

D Where SuDS cannot be implemented due to site constraints (such as land contamination or space
limitations) robust justification must be provided along with proposed alternative sustainable
approaches to surface water management.”
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1.4 REPORT STRUCTURE

This report initially describes the site characteristics and the proposed development, following which
consideration is given to the feasibility of different SuDS techniques for this site, in line with the SuDS
hierarchy.

An analysis is then presented of surface water run-off and of the attenuation volume that will be required
to achieve the required reduction in the predicted run-off rates, taking into account increased rainfall rates
due to anticipated climatic change.

A SuDS strategy is then developed including information about the proposed SuDS types, with an aim to
reduce the drainage discharge rates as far as can be reasonably achieved in the proposed post-
development scenario.

The report is accompanied by detailed calculations and a summary sustainable drainage pro-forma.

1.5 DOCUMENTS CONSULTED

The following drawings of the existing site and the proposed development were used for this assessment.

 2021 Nov SI Factual Data Your Environment
Ref. YEX3069

 2021 Apr Topographical Survey Callidus
Ref. 21045

 2023 Aug Existing Drawings Office S&M
Ref. 23510

 2023 Aug Proposed Drawings Office S&M
Ref. 23510
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2. THE SITE

2.1 SITE LOCATION

The site is located at the northern end of Nightingale Lane, immediately adjacent to the Alexandra Palace
Park.

The site may be located approximately by the postcode N8 7LJ or by National Grid Reference 530160,
189775.

2.2 TOPOGRAPHICAL SETTING

The site lies on the lower southeastern slopes of Alexandra Palace at around +36m OD.  The land slopes
down to the now culverted Moselle Brook, which flows north-eastwards approx. 300m to the south-east of
the site in the region of Brook Road.

LOCATION PLAN
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EXTRACT OF FIGURE 2-6 OF HARINGEY SFRA

CRITICAL DRAINAGE AREAS IN HARINGEY

EXTRACT FROM HARINGEY SWMP (P.39)

PREDICTED DEPTH OF FLOODING IN CDAs

2.3 GEOLOGICAL, HYDROGEOLOGICAL & HYDROLOGICAL INFORMATION

The British Geological Survey (BGS) records indicate that the site is underlain directly by the London Clay
Formation.  The London Clay Formation is virtually impermeable; hence no significant groundwater
presence is to be expected beneath this site.

The site drains south-eastwards towards the Moselle Brook.

Environment Agency (EA) surface water flood maps suggest that the site and the immediately surrounding
area are at a very low risk of surface water flooding.

The site is identified to lie within a Critical Drainage Area by the Haringey Strategic Flood Risk
Assessment (SFRA), but is not located within any Local Flood Risk Zone specified by the Haringey
Surface Water Management Plan (SWMP).

EXTRACT OF EA SURFACE WATER FLOOD RISK MAP
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SITE PLAN SHOWING EXISTING FEATURES

ALEXANDRA PARK

2.4 SITE DESCRIPTION

The site forms an undeveloped area, which was formerly the northern half of the No. 175 property and is
understood to have now been separated from No. 175 via a fence along the southern boundary, which
links with the northern elevation of the existing building.

The eastern portion of the site, to the north of the No.175 building, is occupied by a patio with a planter,
shed and a coal store.  A tall hedgerow is present along the concrete fence forming the northern boundary
of the site, separating it from the Alexandra Park.

The site slopes gently eastwards, falling from approx. +36.6m OD at the western end of the site to approx.
+35.9m OD at Nightingale Lane.

Two trees are present within the rear garden of No. 175.  The northern boundary of the site was
historically marked by a line of tall trees.  These old trees near the site had been felled by the 1990s (but
possibly as early as the 1950s).
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FRONT ELEVATION OF THE SITE

EXISTING REAR PATIO AND GARDEN ON SITE – PRIOR TO ERECTION OF THE FENCE
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EXISTING SIDE (NORTHERN) ELEVATION

FENCE

EXISTING No. 175

EXISTING FRONT ELEVATION

FENCE

EXISTING No. 175
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2.5 EXISTING SURFACE WATER DRAINAGE

The only existing surface water drainage system on site comprises a drainage run along the southern
boundary, which is primarily expected to collect runoff from the existing building at No. 175 towards a
manhole at the eastern end of the site.

The drain is understood to also collect some of the surface water runoff from the hard surfaced areas of
the site and No. 175, although the majority of this is likely allowed to drain using the natural slope.

The manhole is then expected to connect to a public combined sewer below Nightingale Lane.

EXISTING SURFACE WATER DRAINAGE FEATURES
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PROPOSED BASEMENT PLAN

3. PROPOSED DEVELOPMENT

It is proposed to construct a new, two-storey building with a basement, adjacent to the neighbouring No.
175.  The front elevation of the new building is to be set back from the terrace line and the adjacent No.
175 and the rear elevation is to be in line with the rearmost elevation of No. 175.

The proposed basement will be excavated immediately beside the existing house at No. 175 and is to
extend to the rear to provide a basement patio with stepped access up to the garden.  The new basement
excavation will extend to approximately 2.8m depth (approx. +33.4m OD).

PROPOSED GROUND FLOOR PLAN
(SHOWING PROPOSED BASEMENT EXTENT IN ORANGE DASH)

BASEMENT LEVEL PATIO

No. 175

B’

B
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PROPOSED FRONT ELEVATION

No. 175

THE SITE

PROPOSED SECTION

B B’
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4. SURFACE WATER MANAGEMENT

4.1 SURFACE WATER MANAGEMENT (SWM) OBJECTIVES

The drainage strategy follows the guidance set out in the 2015 CIRIA C753 SuDS Manual; the principle of
SuDS design is that surface water runoff is managed for maximum benefit.

4.2 SUDS DISCHARGE HIERACHY

The surface water runoff should be managed using the following techniques in order of priority:

SuDS Drainage Hierarchy Suitable for the
site? (Y/N) Comment

Store rainwater for later use Y There is scope to introduce rainwater butts.

Use infiltration techniques N Infiltration is not feasible due to the impermeable
geology.

Attenuate rainwater in ponds
or open water features for
gradual release

N There is not sufficient space for water features.

Attenuate rainwater by storing
in tanks or sealed water
features for gradual release

Y There is scope to provide attenuation within a blue
roof and also within sub-surface cellular tanks.

Discharge rainwater direct to a
watercourse N There is no available watercourse.

Discharge rainwater to a
surface water sewer/drain N There is understood to be no surface water sewer

serving the area.

Discharge rainwater to the
combined sewer Y The site will continue to discharge to a combined

sewer beneath Nightingale Lane.

The objective is to control the quantity of runoff to support the management of flood risk and maintain and
protect the natural water cycle. The above hierarchy seeks to ensure that surface water runoff is controlled
as near to its source as possible to mimic natural drainage systems and retain water on or near to the site.

Before disposal of surface water to the public sewer is considered, all other options set out in the above
hierarchy need to be exhausted.
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4.3 FEASIBLE SUDS COMPONENTS

SUDS
Component Description

Suitable
for the
site?
(Y/N)

Comment

Rainwater
harvesting

Collection of rainwater runoff
from roofs or impermeable areas
for reuse.

Y There is scope to introduce
rainwater butts.

Green roofs

Vegetated areas installed on the
top of buildings provide visual
and ecological benefits in
addition to surface water runoff
reduction and enhanced building
performance.

Y
The new building will offer scope
for a limited area of sedum roof to
be included.

Blue roofs
Roof design intended to store
water providing attenuation
storage.

Y
The above sedum roof can be
designed to include a blue roof
storage tank under the vegetation.

Infiltration
systems

Infiltration can contribute to
reducing runoff rates and
volumes while supporting base
flow and groundwater recharge
processes.

N Infiltration is not feasible due to the
impermeable geology.

Proprietary
treatment
systems

Proprietary treatment systems
are manufactured products which
remove specified pollutants from
surface water runoff.

N Not required.

Filter strips/drains

Filter strips are gently sloping
strips of grass that provide
treatment of runoff from adjacent
impermeable areas.
Filter drains are gravel or stone
filled trenches which provide
temporary subsurface storage for
attenuation conveyance and
filtration of surface water runoff.

N There is insufficient space.

Swales

Swales are shallow, flat
bottomed, vegetated open
channels designed to convey,
treat, and attenuate surface water
runoff.

N There is insufficient space.

Bioretention
systems

Rain gardens or shallow
landscaped depressions that may
reduce surface water runoff rates
and volumes and/or treat
pollution using engineered soils
and vegetation.

N There is insufficient space.
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Trees

Trees aid surface water
management through
transpiration, inception, infiltration
and phytoremediation.

N There is insufficient space for
additional trees.

Pervious
Pavements

Pervious pavements facilitate the
infiltration of surface water into a
subsurface structure where
filtration, adsorption,
biodegradation or sedimentation
may also provide treatment of the
runoff.

Y

Infiltration is not feasible due to the
impermeable geology.

However, pervious pavement can
be used at basement level
discharging into sub-surface
cellular attenuation tanks.

Attenuation
storage tanks

Attenuation storage tanks provide
below-ground void space for the
temporary storage of surface
water before infiltration,
controlled release or use.

Y
Construction of sub-surface
cellular attenuation storage tanks
is feasible.

Detention basins Attenuation storage in the form of
dry landscaped depressions. N There is insufficient space.

Ponds and
wetlands

Permanent water filled ponds or
wetlands that provide attenuation
storage or treatment of surface
water runoff.

N There is insufficient space.

4.4 BENEFITS

The types of benefits that may be achieved by utilising SuDS are categorised by the design objectives
outlined in the following section.

4.4.1 WATER QUANTITY

There is scope to constrain the runoff rates and volumes through the inclusion of attenuation storage in
the form a blue roof underlying the sedum roof and through the introduction of subsurface cellular storage
attenuation tanks in combination with other storage media.

In line with the Haringey Development Management DPD guidance for minor developments, the aim will
be to achieve the calculated equivalent greenfield rate and, at a minimum, to achieve a 50% reduction on
the existing run-off rates.

4.4.2 WATER QUALITY

The water quality design objective is to manage the quality of runoff to prevent pollution, supporting the
management of water quality in the receiving surface waters and groundwater and design system
resilience to cope with future change.

As the surface water runoff from the site will be directed towards a public combined sewer, the Pollution
Hazard Index detailed by the CIRIA 735 SuDS Manual will not be applicable.

Nevertheless, it is considered that the introduction of the sedum green roof areas will provide a degree
physical, biological and chemical filtration of any airborne pollutants and pollutants entrained within
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rainwater that will reduce the amount of pollution delivered to the local drainage system.

The retained soft landscaped areas will serve the same function, with all rainfall incident on the garden
initially filtered by the ground cover before being routed into the attenuation storage and the drainage
system.

4.4.3 AMENITY

The amenity design objective is to create and sustain better places for people by implementing the
following criteria for the site:

• Maximise multi-functionality
• Enhance visual character
• Deliver safe surface water management systems
• Support development resilience/adaptability to future change
• Maximise legibility
• Support community environmental learning

The areas of sedum green roof as well as the new and retained vegetation will provide a degree of
amenity value.

4.4.4 BIODIVERSITY

The biodiversity design objective is to create and sustain better places for nature by implementing the
following criteria for the site:

• Support and protect natural local habitats and species
• Contribute to the delivery of local biodiversity objectives
• Contribute to habitat connectivity
• Create diverse, self-sustaining and resilient ecosystems.

Similarly, the biodiversity objective for this site can be met through the inclusion of the sedum green roof
and the secured retention of varied vegetation in soft landscaped areas.

4.5 SUDS CONSTRUCTION

It is proposed to provide sufficient attenuation storage to reduce the discharge rate to the equivalent
greenfield discharge rates. This is to be provided by a drainage system connecting the blue roof storage
below the sedum roof, cellular storage present under the basement patio and an underground attenuation
tank at the front of the property.  The tank is to be a final point for the drainage train and will discharge via
gravity to a combined sump for pumping up at a controlled discharge rate into the existing manhole in the
front garden of the property, which can then drain to the sewer beneath the street.

The existing manhole is currently serving No. 175 Nightingale Lane and this is expected to be preserved,
with this becoming a mutual point of connection for both properties into the public sewer.

 It is noted that the existing drainage run serving No. 175 will require replacement in order to ensure that
surface water runoff incident on the roof and the rear garden of the existing property can be routed
towards the existing manhole.
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It should be also noted that an application for discharge will be required to Thames Water for the new
dwelling.

4.6 MAINTENANCE

There is a need to introduce clear arrangements in place for on-going maintenance over the lifetime of the
development.

The SuDS features will require some regular inspection and maintenance to clear any accumulated
sediment or debris which may reduce the storage capacity as well as to ensure the inlets and outlets are
clear and do not impede the water flow.

Maintenance activities can be broadly categorised as:

 Regular maintenance consists of inspections and basic tasks carried out to a frequent schedule
(more frequently than once per year) including inspections, silt, litter or debris removal and
vegetation management.
Regular maintenance inspections are to be undertaken at least monthly (and following significant
storm events) during the first year of operation of all SuDS components to ensure the system is
functioning as designed.

 Occasional maintenance comprises tasks that are required on a much less frequent and
predictable basis (e.g. annual checks)

 Remedial maintenance describes the intermittent tasks that may be required to rectify faults
associated with the system such as inlet and outlet repairs, infiltration surface rehabilitation,
replacement of blocked filter materials/fabrics, system rehabilitation immediately following a
pollution event.

The maintenance activities envisaged for the proposed SuDS components at the site are detailed in the
table below:

TABLE OF MAINTENANCE REQUIREMENTS
Suds
Component

Maintenance
Category Maintenance activity details and proposed frequency

Green
(Sedum) &
Blue Roof

Regular Maintenance

Below are proposed to be carried out at least annually or after
severe storms (unless stated otherwise):

 Remove debris and litter to prevent clogging of inlet
drains and interfere with plant growth

 During establishment (year one following development),
replace dead plants as required

 Remove invasive vegetation and weeds
 Mow grasses or prune vegetation, clippings should be

removed and not allowed to accumulate

Regular Inspection

Below are proposed to be carried out at least annually or after
severe storms:

 Inspect all components including soil substrate,
vegetation, drains, irrigation systems (if applicable),
membranes and roof structure for proper operation,
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integrity of waterproofing and structural stability
 Inspect soil substrate for evidence of erosion channels

and identify any sediment sources
 Inspect drain inlets to ensure unrestricted runoff from the

drainage layer to the conveyance or roof drain system
 Inspect underside of roof for any evidence of leakages

Remedial following
inspection

Below are proposed to be carried out when required following
inspection:

 If erosion channels are evident, these should be
stabilised with extra soil substrate similar to the original
material and sources of erosion should be identified

 If drain inlet has settled, cracked or moved, investigate
and repair as appropriate

Pervious
pavement

Regular Inspection
Below are proposed to be carried out at least monthly:

 Inspect for evidence of poor operation or build-up of
sediment and litter– if required, take remedial action.

Occasional

Below are proposed to be carried out at least annually or after
severe storms:

 Brush and clear sand joints of any vegetation or moss
 Vacuum, sweep and/or brush the pervious surfacing
 Remove litter and/or debris

Remedial following
inspection

 Remedial work to any depressions, rutting and cracked or
broken blocks considered detrimental to the structural
performance or a hazard to users

 Replacement of any lost joint material

Underground
attenuation
storage
tanks

Regular

Below are proposed to be carried out at least monthly:
 Inspect and check outfall flow controls.
 Inspect drain inlets and outlets to ensure proper flow
 Check the outer areas near the crates for any signs of

leaks

Occasional

Below are proposed to be carried out at least annually or after
severe storms:

 Brush and clear sand joints and inlets of any vegetation
or moss.

 Remove sediment from silt traps

Remedial following
inspection

 Repair or rehabilitate inlets / outlets, overflows and vents
as required following inspection
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5. INITIAL DESIGN CONSIDERATIONS

While the detailed drainage design may not be accomplished for some time until the detailed development
is itself progressed, it is necessary to demonstrate at this concept stage that there exists suitable capacity
on site to accommodate sufficient SuDS features to meet the flooding risk reduction objective of returning
the site as near as possible to the equivalent of an undeveloped state.

5.1 SCHEDULE OF AREAS

The following areas have been estimated:

SCHEDULE OF ESTIMATED DRAINAGE AREAS
EXISTING PROPOSED

Cv % % Cv % %
HARD
SURFACING 38 m2 0.9 27.1%

27.1%
IMP

46 m2 0.9 32.9%
57.9%
 IMPBUILDING 0 m2 0.9 0% 35 m2 0.9 25.0%

GARDEN 102 m2 0.4 72.9% 72.9%
PER 59 m2 0.4 42.1% 42.1%

PER
TOTAL
DEVELOPMENT
AREA

140 m2 100% 100% 140 m2 100% 100%

5.2 GREENFIELD RUNOFF RATE

The Greenfield runoff rates from the site have been calculated using the UK SuDS online tool and the
Institute of Hydrology (IoH) 124 methodology.

Greenfield Rates:
Qbar: 0.06 l/sec
1 in 1 0.05 l/sec

1 in 30 0.14 l/sec
1 in 100 0.20 l/sec
1 in 200 0.23 l/sec
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5.3 EXISTING RUNOFF RATE

The development area of the site comprises a total area of approximately 140m2 of which 27.1% is
currently impermeably surfaced.  No existing SuDS features are present at the site.

The existing peak storm runoff for the 1% (1 in 100 year) annual probability 15 min rainfall event on the
site is estimated to be 2.7 I/sec. The calculation was based on the Wallingford Procedure and the resulting
runoff was calculated using the Modified Rational Method with an M5-60 of 20mm, an 'r' value of 0.42 and
a critical rainfall intensity of 99.3 mm/hr.

The rainfall runoff volume for the 1% (1 in 100 year) annual probability, 6 hour duration storm from the
existing site is estimated to be 6.2 m3.

5.4 PROPOSED DISCHARGE RATE

The proposed development will result in a soft landscaping cover of the site at a proportion of
approximately 42%.

Calculations were carried out in order to estimate the required attenuation storage to be provided on site
in order to limit the peak storm run-off for the 1% (1 in 100) annual probability rainfall event plus 40%
allowance for future climate change to the calculated equivalent greenfield rate.  The calculations have
been provided in the Appendix to this assessment.

These indicate that some 7.1m3 of attenuation storage may be required.
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6. PROPOSED SURFACE WATER DRAINAGE SCHEME

Surface water falling on the roof area of the new structure will be directed into the sedum roof for
attenuation by the blue roof storage underlying this.

The runoff in the basement patio area will enter the attenuation crates underlying pervious decking, before
being directed towards a basement sump.  Any other runoff incident on hard surfacing will be eventually
directed towards the attenuation tank at the front of the property before being discharged to the public
sewer via a flow control.

Calculations indicate that 7.1m3 of attenuation storage will be required for the 1 in 100 year rainfall event,
in consideration of up to 40% climate change allowance, in order to reduce the proposed discharge rate to
the equivalent greenfield discharge rates.

It is envisaged that this could potentially be provided as follows:

 Blue roof storage underlying the sedum roof area 0.6 m3

 Cellular storage underlying basement patio decking 0.5 m3

 Cellular storage tank below the front of the site 6.0 m3

A schematic plan of the proposed SuDS features on site, which would provide the necessary attenuation
storage for both of the considered properties, is presented overleaf.

While it is proposed to introduce a rainwater harvesting element by providing small rainwater storage
butts, these were not taken into consideration when calculating the required volume of attenuation
storage.
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Not shown on plan:
Potential rainwater harvesting
storage butts

Final discharge from existing
manhole (shared with No. 175) to
public sewer.

Pervious decking underlain
by 150mm deep cellular
storage providing approx.
0.5m3

of attenuation volume.

Green roof underlain by 150mm
deep blue roof storage layer
providing approx. 0.6m3

of
attenuation volume.

2m x 2m in plan, 1.5m deep cellular
underground attenuation storage
tank providing approx. 6m3

of
attenuation volume.
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7. CONCLUSION

This assessment has demonstrated that the developer has sought opportunities to reduce the overall level
of flood risk through the appropriate application of sustainable drainage systems.

This assessment demonstrates that there is scope for various SuDS features that can restrain runoff to
the equivalent greenfield runoff rates at the new No. 175a Nightingale Road in accordance with Policy
DM25 of the London Borough of Haringey Development Management DPD (July 2017) and Policy 5.13 of
the London Plan, to mitigate the risk of future surface water flooding on and off the site, taking into
account potential climate change.
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APPENDIX

No. 175a SUSTAINABLE DRAINAGE PRO-FORMA

No. 175a PRELIMINARY DRAINAGE CALCULATIONS
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E
N

m2

m2

m2

Designer Company LBHGEO

Existing drainage connection type and
location

Public combined sewer beneath Nightingale Lane

Designer Name S R L B
Designer Position Principal

1.
 P

ro
je

ct
 &

 S
ite

 D
et

ai
ls

Project / Site Name (including sub-catchment
/ stage / phase where appropriate) 175A NIGHTINGALE LANE

Total proposed impervious area 81

Is the site in a surface water flood risk
catchment (ref. local Surface Water
Management Plan)?

No

Construction of a new, single-storey home adjacent to No.
175 Nightingale Lane.  The new building will include a

basement extending rearwards to provide a basement level
patio area.

Total site Area for Attenuation 140
Total existing impervious area 38

OS Grid ref. (Easting, Northing)
530160
189775

Address & post code

LPA reference (if applicable)

175a NIGHTINGALE LANE
HARINGEY

N8 7LJ

Brief description of proposed work
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Proposed discharge location Sewer beneath Nightingale Lane / as per existing

Has the owner/regulator of the discharge
location been consulted?

No

2.
 P

ro
po

se
d 

Di
sc

ha
rg

e 
Ar

ra
ng

em
en

ts

2c. Proposed Discharge Details

N

Y

6  discharge rainwater to a surface water sewer/drain N

N

N

Y

No groundwater present

Y

5  discharge rainwater direct to a watercourse N

3  attenuate rainwater in ponds or open water features for
gradual release

N

4  attenuate rainwater by storing in tanks or sealed water features
for gradual release

Y

7  discharge rainwater to the combined sewer. Y

1  store rainwater for later use Y
2  use infiltration techniques, such as porous surfaces in non-clay
areas

2b. Drainage Hierarchy
No

N N

Feasible (Y/N) Proposed (Y/N)

Site infiltration rate - m/s
Depth to groundwater level
Is infiltration feasible?

2a. Infiltration Feasibility

Superficial geology classification n/a

Bedrock geology classification London Clay Formation
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31 0 0
Blue roofs (31) 0 0.6
Filter strips 0 0 0
Filter drains 0 0 0

Attenuation tanks 105 6

Storage vol. (m 3 )

4 0 0.5

0 7.1

Swales 0 0 0
Basins/ponds 0 0

Rainwater harvesting 0 0
Infiltration systems 0 0
Green roofs

Total 140

1 in 100 0.20 2.69 4.69 0.20

3b. Principal Method of Flow Control Orifice

3c. Proposed SuDS Measures

0

Bioretention / tree pits 0 0 0
Pervious pavements

Catchment area
(m 2 )

Plan area (m 2 )

Required storage for
GF rate (m 3 )

Proposed
discharge rate

(l/s)

Qbar

1 in 30 0.14 2.10 3.58 0.14
1 in 1 0.05 0.86 1.59 0.05

1 in 100 + CC 7.14 0.20

Climate change allowance used 40%

3.
 D

ra
in

ag
e 

St
ra

te
gy

3a. Discharge Rates & Required Storage

0.06

Greenfield (GF)
runoff rate (l/s)

Existing discharge
rate (l/s)
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4b. Other Supporting Details Page/section of drainage report

Proposed SuDS measures & specifications (3b) Section 5 & Section 6

Section 4.4

Detailed landscaping plans P14

Detailed drainage design drawings, including
exceedance flow routes

P25

c) amenity?

a) water quality of the runoff?
b) biodiversity?

Demonstration of how the proposed SuDS measures
improve:

SuDS Assessment report

Maintenance strategy

Detailed Development Layout P14 & P15

4a. Discharge & Drainage Strategy Page/section of drainage report

Section 4.6

Discharge rates & storage (3a) – detailed hydrologic
and hydraulic calculations

Appendix to the SuDS Assessment

Discharge is to be via the existing sewer connection -
there will be no new connection.

Proposed discharge details (2c) – utility plans,
correspondence / approval from owner/regulator of
discharge location

Section 4.2Drainage hierarchy (2b)

Infiltration feasibility (2a) – geotechnical factual and
interpretive reports, including infiltration results

Appendix to the SuDS Assessment

4.
 S

up
po

rt
in

g 
In

fo
rm

at
io

n



Catchment Area: 140sqm 0.014ha

PO Code : N8 7LJ

Hydrological
 Region: 6 From Wallingford on-line tool

SAAR: 650mm From Wallingford on-line tool

SOIL type: 4 From Wallingford on-line tool
Sand Clayey Sand Sandy Clay Clay Rock

SPR: 0.47 Derived as follows: 1 2 3 4 5
SPR 0.1 0.3 0.37 0.47 0.53

From Wallingford on-line tool using IH 124 Method
Qbar: 221.34 Calculated from SPR and SAAR

Greenfield Peak
Run-off Rate: Growth curve Factor

1 in 1 188.1 l/sec 0.85
1 in 30 509.1 l/sec 2.30

1 in 100 706.1 l/sec 3.19
1 in 200 827.8 l/sec 3.74

Qbar: 0.06 l/sec

1 in 1 0.05 l/sec
1 in 30 0.14 l/sec
1 in 100 0.20 l/sec
1 in 200 0.23 l/sec

National Non-Statutory Guidance:
For greenfield developments, the peak runoff rate from the development to any highway drain, sewer or surface water body for the 1 in 1 year rainfall event and the
1 in 100 year rainfall event should never exceed the peak greenfield runoff rate for the same event.

For developments which were previously developed, the peak runoff rate from the development to any drain, sewer or surface water body for the 1 in 1 year
rainfall event and the 1 in 100 year rainfall event should be as close as reasonably practicable to the greenfield runoff rate from the development for the same rainfall
event, but should never exceed the rate of discharge from the development prior to redevelopment for that event.

Where reasonably practicable, for greenfield development, the runoff volume from the development to any highway drain, sewer or surface water body in the 1 in
100 year, 6 hour rainfall event should never exceed the greenfield runoff volume for the same event.

Where reasonably practicable, for developments which have been previously developed, the runoff volume from the development to any highway drain, sewer or
surface water body in the 1 in 100 year, 6 hour rainfall event must be constrained to a value as close as is reasonably practicable to the greenfield runoff volume for
the same event, but should never exceed the runoff volume from the development site prior to redevelopment for that event.

Project Reference:

Client: J Kebe

Greenfield
Peak Run-off Rate:

SuDs CALCULATIONS

LBH4651

07/09/2023 1Date: Rev:

SOIL

175A Nightingale Lane

GREENFIELD RUNOFF

Sheet 1 of 7

Project:

GREENFIELD RUNOFF



Z1 M5-D
5min 5min 0.38 7.6mm 2

M5-60 : 20 From Wallingford Fig A1 10min 10min 0.55 11.0mm 3
r: 0.42 From Wallingford Fig A2 15min 15min 0.65 13.0mm 4

30min 30min 0.75 15.0mm 5
1hr 60min 1.00 20.0mm 6
2hr 120min 1.20 24.0mm 7
4hr 240min 1.40 28.0mm 8
6hr 360min 1.60 32.0mm 9
10hr 600min 1.70 34.0mm 10
24hr 1440min 2.20 44.0mm 11
48hr 2880min 2.50 50.0mm 12

M5-D M1-D M2-D M3-D M4-D M5-D M10-D M20-D M30-D M100-D
5min 5min 7.6mm 0.62 0.79 0.89 0.97 1.02 1.19 1.36 1.43 1.79
10min 10min 11.0mm 0.61 0.79 0.90 0.97 1.03 1.22 1.41 1.49 1.91
15min 15min 13.0mm 0.61 0.79 0.90 0.97 1.03 1.22 1.41 1.49 1.91
30min 30min 15.0mm 0.62 0.81 0.90 0.97 1.03 1.24 1.44 1.53 1.99

1hr 60min 20.0mm 0.64 0.81 0.90 0.97 1.03 1.24 1.45 1.54 2.03
2hr 120min 24.0mm 0.64 0.81 0.90 0.97 1.03 1.24 1.45 1.54 2.03
4hr 240min 28.0mm 0.66 0.82 0.91 0.97 1.03 1.24 1.44 1.53 2.01
6hr 360min 32.0mm 0.68 0.83 0.91 0.97 1.03 1.22 1.42 1.51 1.97
10hr 600min 34.0mm 0.68 0.83 0.91 0.97 1.03 1.22 1.42 1.51 1.97
24hr 1440min 44.0mm 0.70 0.84 0.92 0.97 1.02 1.19 1.38 1.47 1.89
48hr 2880min 50.0mm 0.72 0.85 0.93 0.98 1.02 1.17 1.34 1.42 1.81

2 3 4 5 6 7 8 9 10

M5-D M1-D M2-D M3-D M4-D M5-D M10-D M20-D M30-D M100-D
5min 5min 7.6mm 4.7mm 6.0mm 6.8mm 7.4mm 7.8mm 9.0mm 10.3mm 10.8mm 13.6mm
10min 10min 11.0mm 6.7mm 8.7mm 9.9mm 10.7mm 11.3mm 13.4mm 15.5mm 16.4mm 21.0mm
15min 15min 13.0mm 7.9mm 10.3mm 11.7mm 12.6mm 13.4mm 15.9mm 18.3mm 19.4mm 24.8mm
30min 30min 15.0mm 9.3mm 12.2mm 13.5mm 14.6mm 15.5mm 18.6mm 21.6mm 22.9mm 29.9mm

1hr 60min 20.0mm 12.8mm 16.2mm 18.0mm 19.4mm 20.6mm 24.8mm 29.0mm 30.9mm 40.6mm
2hr 120min 24.0mm 15.4mm 19.4mm 21.6mm 23.3mm 24.7mm 29.8mm 34.8mm 37.0mm 48.7mm
4hr 240min 28.0mm 18.5mm 23.0mm 25.5mm 27.2mm 28.8mm 34.7mm 40.3mm 42.9mm 56.3mm
6hr 360min 32.0mm 21.8mm 26.6mm 29.1mm 31.0mm 33.0mm 39.0mm 45.4mm 48.4mm 63.0mm
10hr 600min 34.0mm 23.1mm 28.2mm 30.9mm 33.0mm 35.0mm 41.5mm 48.3mm 51.5mm 67.0mm
24hr 1440min 44.0mm 30.8mm 37.0mm 40.5mm 42.7mm 44.9mm 52.4mm 60.7mm 64.5mm 83.2mm
48hr 2880min 50.0mm 36.0mm 42.5mm 46.5mm 49.0mm 51.0mm 58.5mm 67.0mm 71.0mm 90.5mm

2 3 4 5 6 7 8 9 10

M1-D M2-D M3-D M4-D M5-D M10-D M20-D M30-D M100-D
5min 5min 0.08hr 56.5mm/hr 72.0mm/hr 81.2mm/hr 88.5mm/hr 93.0mm/hr 108.5mm/hr 124.0mm/hr 130.1mm/hr 163.2mm/hr
10min 10min 0.17hr 40.3mm/hr 52.1mm/hr 59.4mm/hr 64.0mm/hr 68.0mm/hr 80.5mm/hr 93.1mm/hr 98.3mm/hr 126.1mm/hr
15min 15min 0.25hr 31.7mm/hr 41.1mm/hr 46.8mm/hr 50.4mm/hr 53.6mm/hr 63.4mm/hr 73.3mm/hr 77.5mm/hr 99.3mm/hr
30min 30min 0.50hr 18.6mm/hr 24.3mm/hr 27.0mm/hr 29.1mm/hr 30.9mm/hr 37.2mm/hr 43.2mm/hr 45.8mm/hr 59.7mm/hr

1hr 60min 1.00hr 12.8mm/hr 16.2mm/hr 18.0mm/hr 19.4mm/hr 20.6mm/hr 24.8mm/hr 29.0mm/hr 30.9mm/hr 40.6mm/hr
2hr 120min 2.00hr 7.7mm/hr 9.7mm/hr 10.8mm/hr 11.6mm/hr 12.4mm/hr 14.9mm/hr 17.4mm/hr 18.5mm/hr 24.4mm/hr
4hr 240min 4.00hr 4.6mm/hr 5.7mm/hr 6.4mm/hr 6.8mm/hr 7.2mm/hr 8.7mm/hr 10.1mm/hr 10.7mm/hr 14.1mm/hr
6hr 360min 6.00hr 3.6mm/hr 4.4mm/hr 4.9mm/hr 5.2mm/hr 5.5mm/hr 6.5mm/hr 7.6mm/hr 8.1mm/hr 10.5mm/hr
10hr 600min 10.00hr 2.3mm/hr 2.8mm/hr 3.1mm/hr 3.3mm/hr 3.5mm/hr 4.1mm/hr 4.8mm/hr 5.1mm/hr 6.7mm/hr
24hr 1440min 24.00hr 1.3mm/hr 1.5mm/hr 1.7mm/hr 1.8mm/hr 1.9mm/hr 2.2mm/hr 2.5mm/hr 2.7mm/hr 3.5mm/hr
48hr 2880min 48.00hr 0.6mm/hr 0.8mm/hr 0.8mm/hr 0.9mm/hr 0.9mm/hr 1.1mm/hr 1.3mm/hr 1.3mm/hr 1.7mm/hr
48hr 2880min 48.00hr 0.8mm/hr 0.9mm/hr 1.0mm/hr 1.0mm/hr 1.1mm/hr 1.2mm/hr 1.4mm/hr 1.5mm/hr 1.9mm/hr

Date: Rev:

RAINFALL PEAK  INTENSITY   (i)

D Duration

D Duration

D Duration
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Z2

MT-D

Intensity i

175A Nightingale Lane

RAINFALL PEAK  INTENSITY

Client:

07/09/2023 1
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Project:

Project Reference:



Hydrological
 Region: 6 From Wallingford on-line tool Qbar: 0.06 l/sec

M1-D M2-D M3-D M4-D M5-D M10-D M20-D M30-D M100-D
5min 5min 0.08hr 0.05 l/sec 0.05 l/sec 0.06 l/sec 0.07 l/sec 0.08 l/sec 0.10 l/sec 0.12 l/sec 0.15 l/sec 0.20 l/sec
10min 10min 0.17hr 0.05 l/sec 0.05 l/sec 0.06 l/sec 0.07 l/sec 0.08 l/sec 0.10 l/sec 0.12 l/sec 0.15 l/sec 0.20 l/sec
15min 15min 0.25hr 0.05 l/sec 0.05 l/sec 0.06 l/sec 0.07 l/sec 0.08 l/sec 0.10 l/sec 0.12 l/sec 0.15 l/sec 0.20 l/sec
30min 30min 0.50hr 0.05 l/sec 0.05 l/sec 0.06 l/sec 0.07 l/sec 0.08 l/sec 0.10 l/sec 0.12 l/sec 0.15 l/sec 0.20 l/sec

1hr 60min 1.00hr 0.05 l/sec 0.05 l/sec 0.06 l/sec 0.07 l/sec 0.08 l/sec 0.10 l/sec 0.12 l/sec 0.15 l/sec 0.20 l/sec
2hr 120min 2.00hr 0.05 l/sec 0.05 l/sec 0.06 l/sec 0.07 l/sec 0.08 l/sec 0.10 l/sec 0.12 l/sec 0.15 l/sec 0.20 l/sec
4hr 240min 4.00hr 0.05 l/sec 0.05 l/sec 0.06 l/sec 0.07 l/sec 0.08 l/sec 0.10 l/sec 0.12 l/sec 0.15 l/sec 0.20 l/sec
6hr 360min 6.00hr 0.05 l/sec 0.05 l/sec 0.06 l/sec 0.07 l/sec 0.08 l/sec 0.10 l/sec 0.12 l/sec 0.15 l/sec 0.20 l/sec
10hr 600min 10.00hr 0.05 l/sec 0.05 l/sec 0.06 l/sec 0.07 l/sec 0.08 l/sec 0.10 l/sec 0.12 l/sec 0.15 l/sec 0.20 l/sec
24hr 1440min 24.00hr 0.05 l/sec 0.05 l/sec 0.06 l/sec 0.07 l/sec 0.08 l/sec 0.10 l/sec 0.12 l/sec 0.15 l/sec 0.20 l/sec
48hr 2880min 48.00hr 0.05 l/sec 0.05 l/sec 0.06 l/sec 0.07 l/sec 0.08 l/sec 0.10 l/sec 0.12 l/sec 0.15 l/sec 0.20 l/sec

2 3 4 5 6 7 8 9 10

M1-D M2-D M3-D M4-D M5-D M10-D M20-D M30-D M100-D
5min 5min 0.08hr 0.0 m3 0.0 m3 0.0 m3 0.0 m3 0.0 m3 0.0 m3 0.0 m3 0.0 m3 0.1 m3
10min 10min 0.17hr 0.0 m3 0.0 m3 0.0 m3 0.0 m3 0.0 m3 0.1 m3 0.1 m3 0.1 m3 0.1 m3
15min 15min 0.25hr 0.0 m3 0.0 m3 0.1 m3 0.1 m3 0.1 m3 0.1 m3 0.1 m3 0.1 m3 0.2 m3
30min 30min 0.50hr 0.1 m3 0.1 m3 0.1 m3 0.1 m3 0.1 m3 0.2 m3 0.2 m3 0.3 m3 0.4 m3

1hr 60min 1.00hr 0.2 m3 0.2 m3 0.2 m3 0.3 m3 0.3 m3 0.4 m3 0.4 m3 0.5 m3 0.7 m3
2hr 120min 2.00hr 0.4 m3 0.4 m3 0.5 m3 0.5 m3 0.6 m3 0.7 m3 0.9 m3 1.1 m3 1.4 m3
4hr 240min 4.00hr 0.8 m3 0.8 m3 0.9 m3 1.0 m3 1.1 m3 1.4 m3 1.8 m3 2.1 m3 2.8 m3
6hr 360min 6.00hr 1.1 m3 1.2 m3 1.4 m3 1.5 m3 1.7 m3 2.2 m3 2.6 m3 3.2 m3 4.3 m3
10hr 600min 10.00hr 1.9 m3 2.0 m3 2.3 m3 2.6 m3 2.9 m3 3.6 m3 4.4 m3 5.4 m3 7.1 m3
24hr 1440min 24.00hr 4.6 m3 4.7 m3 5.4 m3 6.1 m3 6.9 m3 8.7 m3 10.5 m3 12.9 m3 17.1 m3
48hr 2880min 48.00hr 9.1 m3 9.4 m3 10.9 m3 12.3 m3 13.7 m3 17.3 m3 21.1 m3 25.7 m3 34.2 m3

J Kebe

D Duration

LBH4651

175A Nightingale Lane

GREENFIELD PEAK RUNOFF

Sheet 3 of 7

Project:

Project Reference:

Date:

Client:

Rev:

Run-Off Volume
D Duration
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Run-Off Q
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CV: 0.54 Volumetric Run-Off Coefficient
CR: 1.3 Routing Coefficient

M1-D M2-D M3-D M4-D M5-D M10-D M20-D M30-D M100-D
5min 5min 0.08hr 1.5 l/sec 2.0 l/sec 2.2 l/sec 2.4 l/sec 2.5 l/sec 2.9 l/sec 3.4 l/sec 3.5 l/sec 4.4 l/sec
10min 10min 0.17hr 1.1 l/sec 1.4 l/sec 1.6 l/sec 1.7 l/sec 1.8 l/sec 2.2 l/sec 2.5 l/sec 2.7 l/sec 3.4 l/sec
15min 15min 0.25hr 0.9 l/sec 1.1 l/sec 1.3 l/sec 1.4 l/sec 1.5 l/sec 1.7 l/sec 2.0 l/sec 2.1 l/sec 2.7 l/sec
30min 30min 0.50hr 0.5 l/sec 0.7 l/sec 0.7 l/sec 0.8 l/sec 0.8 l/sec 1.0 l/sec 1.2 l/sec 1.2 l/sec 1.6 l/sec

1hr 60min 1.00hr 0.3 l/sec 0.4 l/sec 0.5 l/sec 0.5 l/sec 0.6 l/sec 0.7 l/sec 0.8 l/sec 0.8 l/sec 1.1 l/sec
2hr 120min 2.00hr 0.2 l/sec 0.3 l/sec 0.3 l/sec 0.3 l/sec 0.3 l/sec 0.4 l/sec 0.5 l/sec 0.5 l/sec 0.7 l/sec
4hr 240min 4.00hr 0.1 l/sec 0.2 l/sec 0.2 l/sec 0.2 l/sec 0.2 l/sec 0.2 l/sec 0.3 l/sec 0.3 l/sec 0.4 l/sec
6hr 360min 6.00hr 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.2 l/sec 0.2 l/sec 0.2 l/sec 0.3 l/sec
10hr 600min 10.00hr 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.2 l/sec
24hr 1440min 24.00hr 0.0 l/sec 0.0 l/sec 0.0 l/sec 0.0 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec
48hr 2880min 48.00hr 0.0 l/sec 0.0 l/sec 0.0 l/sec 0.0 l/sec 0.0 l/sec 0.0 l/sec 0.0 l/sec 0.0 l/sec 0.1 l/sec

2 3 4 5 6 7 8 9 10

M1-D M2-D M3-D M4-D M5-D M10-D M20-D M30-D M100-D
5min 5min 0.08hr 0.5 m3 0.6 m3 0.7 m3 0.7 m3 0.8 m3 0.9 m3 1.0 m3 1.1 m3 1.3 m3
10min 10min 0.17hr 0.7 m3 0.8 m3 1.0 m3 1.0 m3 1.1 m3 1.3 m3 1.5 m3 1.6 m3 2.1 m3
15min 15min 0.25hr 0.8 m3 1.0 m3 1.1 m3 1.2 m3 1.3 m3 1.5 m3 1.8 m3 1.9 m3 2.4 m3
30min 30min 0.50hr 0.9 m3 1.2 m3 1.3 m3 1.4 m3 1.5 m3 1.8 m3 2.1 m3 2.2 m3 2.9 m3

1hr 60min 1.00hr 1.2 m3 1.6 m3 1.8 m3 1.9 m3 2.0 m3 2.4 m3 2.8 m3 3.0 m3 4.0 m3
2hr 120min 2.00hr 1.5 m3 1.9 m3 2.1 m3 2.3 m3 2.4 m3 2.9 m3 3.4 m3 3.6 m3 4.8 m3
4hr 240min 4.00hr 1.8 m3 2.2 m3 2.5 m3 2.7 m3 2.8 m3 3.4 m3 3.9 m3 4.2 m3 5.5 m3
6hr 360min 6.00hr 2.1 m3 2.6 m3 2.8 m3 3.0 m3 3.2 m3 3.8 m3 4.4 m3 4.7 m3 6.2 m3
10hr 600min 10.00hr 2.3 m3 2.8 m3 3.0 m3 3.2 m3 3.4 m3 4.0 m3 4.7 m3 5.0 m3 6.5 m3
24hr 1440min 24.00hr 3.0 m3 3.6 m3 3.9 m3 4.2 m3 4.4 m3 5.1 m3 5.9 m3 6.3 m3 8.1 m3
48hr 2880min 48.00hr 3.5 m3 4.1 m3 4.5 m3 4.8 m3 5.0 m3 5.7 m3 6.5 m3 6.9 m3 8.8 m3

M1-D M2-D M3-D M4-D M5-D M10-D M20-D M30-D M100-D
5min 5min 0.08hr 0.4 m3 0.6 m3 0.6 m3 0.7 m3 0.7 m3 0.9 m3 1.0 m3 1.0 m3 1.3 m3
10min 10min 0.17hr 0.6 m3 0.8 m3 0.9 m3 1.0 m3 1.1 m3 1.2 m3 1.4 m3 1.5 m3 1.9 m3
15min 15min 0.25hr 0.7 m3 1.0 m3 1.1 m3 1.2 m3 1.2 m3 1.5 m3 1.7 m3 1.8 m3 2.2 m3
30min 30min 0.50hr 0.8 m3 1.1 m3 1.2 m3 1.3 m3 1.4 m3 1.6 m3 1.9 m3 2.0 m3 2.6 m3

1hr 60min 1.00hr 1.1 m3 1.4 m3 1.5 m3 1.6 m3 1.7 m3 2.1 m3 2.4 m3 2.5 m3 3.2 m3
2hr 120min 2.00hr 1.1 m3 1.5 m3 1.7 m3 1.8 m3 1.8 m3 2.2 m3 2.5 m3 2.5 m3 3.3 m3
4hr 240min 4.00hr 1.0 m3 1.5 m3 1.6 m3 1.6 m3 1.7 m3 1.9 m3 2.2 m3 2.0 m3 2.6 m3
6hr 360min 6.00hr 1.0 m3 1.4 m3 1.5 m3 1.5 m3 1.5 m3 1.6 m3 1.8 m3 1.5 m3 1.9 m3
10hr 600min 10.00hr 0.4 m3 0.8 m3 0.8 m3 0.7 m3 0.6 m3 0.4 m3 0.3 m3 -0.3 m3 -0.6 m3
24hr 1440min 24.00hr -1.5 m3 -1.1 m3 -1.5 m3 -2.0 m3 -2.5 m3 -3.6 m3 -4.6 m3 -6.6 m3 -9.0 m3
48hr 2880min 48.00hr -5.6 m3 -5.3 m3 -6.3 m3 -7.5 m3 -8.7 m3 -11.6 m3 -14.5 m3 -18.8 m3 -25.3 m3

CV:
Catchment Area: 140sqm 100%

Permeable: 102sqm 73% 0.40
Impermeable: 38sqm 27% 0.90
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CV: 0.69 Volumetric Run-Off Coefficient Climate Change Allowance: 0%
CR: 1.3 Routing Coefficient

M1-D M2-D M3-D M4-D M5-D M10-D M20-D M30-D M100-D
5min 5min 0.08hr 2.0 l/sec 2.5 l/sec 2.8 l/sec 3.1 l/sec 3.2 l/sec 3.8 l/sec 4.3 l/sec 4.5 l/sec 5.7 l/sec
10min 10min 0.17hr 1.4 l/sec 1.8 l/sec 2.1 l/sec 2.2 l/sec 2.4 l/sec 2.8 l/sec 3.2 l/sec 3.4 l/sec 4.4 l/sec
15min 15min 0.25hr 1.1 l/sec 1.4 l/sec 1.6 l/sec 1.8 l/sec 1.9 l/sec 2.2 l/sec 2.6 l/sec 2.7 l/sec 3.5 l/sec
30min 30min 0.50hr 0.6 l/sec 0.8 l/sec 0.9 l/sec 1.0 l/sec 1.1 l/sec 1.3 l/sec 1.5 l/sec 1.6 l/sec 2.1 l/sec

1hr 60min 1.00hr 0.4 l/sec 0.6 l/sec 0.6 l/sec 0.7 l/sec 0.7 l/sec 0.9 l/sec 1.0 l/sec 1.1 l/sec 1.4 l/sec
2hr 120min 2.00hr 0.3 l/sec 0.3 l/sec 0.4 l/sec 0.4 l/sec 0.4 l/sec 0.5 l/sec 0.6 l/sec 0.6 l/sec 0.8 l/sec
4hr 240min 4.00hr 0.2 l/sec 0.2 l/sec 0.2 l/sec 0.2 l/sec 0.3 l/sec 0.3 l/sec 0.4 l/sec 0.4 l/sec 0.5 l/sec
6hr 360min 6.00hr 0.1 l/sec 0.2 l/sec 0.2 l/sec 0.2 l/sec 0.2 l/sec 0.2 l/sec 0.3 l/sec 0.3 l/sec 0.4 l/sec
10hr 600min 10.00hr 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.2 l/sec 0.2 l/sec 0.2 l/sec
24hr 1440min 24.00hr 0.0 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec
48hr 2880min 48.00hr 0.0 l/sec 0.0 l/sec 0.0 l/sec 0.0 l/sec 0.0 l/sec 0.0 l/sec 0.0 l/sec 0.1 l/sec 0.1 l/sec

2 3 4 5 6 7 8 9 10

M1-D M2-D M3-D M4-D M5-D M10-D M20-D M30-D M100-D
5min 5min 0.08hr 0.6 m3 0.8 m3 0.8 m3 0.9 m3 1.0 m3 1.1 m3 1.3 m3 1.4 m3 1.7 m3
10min 10min 0.17hr 0.8 m3 1.1 m3 1.2 m3 1.3 m3 1.4 m3 1.7 m3 1.9 m3 2.1 m3 2.6 m3
15min 15min 0.25hr 1.0 m3 1.3 m3 1.5 m3 1.6 m3 1.7 m3 2.0 m3 2.3 m3 2.4 m3 3.1 m3
30min 30min 0.50hr 1.2 m3 1.5 m3 1.7 m3 1.8 m3 1.9 m3 2.3 m3 2.7 m3 2.9 m3 3.7 m3

1hr 60min 1.00hr 1.6 m3 2.0 m3 2.3 m3 2.4 m3 2.6 m3 3.1 m3 3.6 m3 3.9 m3 5.1 m3
2hr 120min 2.00hr 1.9 m3 2.4 m3 2.7 m3 2.9 m3 3.1 m3 3.7 m3 4.4 m3 4.7 m3 6.1 m3
4hr 240min 4.00hr 2.3 m3 2.9 m3 3.2 m3 3.4 m3 3.6 m3 4.4 m3 5.1 m3 5.4 m3 7.1 m3
6hr 360min 6.00hr 2.7 m3 3.3 m3 3.7 m3 3.9 m3 4.1 m3 4.9 m3 5.7 m3 6.1 m3 7.9 m3
10hr 600min 10.00hr 2.9 m3 3.5 m3 3.9 m3 4.1 m3 4.4 m3 5.2 m3 6.1 m3 6.5 m3 8.4 m3
24hr 1440min 24.00hr 3.9 m3 4.6 m3 5.1 m3 5.4 m3 5.6 m3 6.6 m3 7.6 m3 8.1 m3 10.4 m3
48hr 2880min 48.00hr 4.5 m3 5.3 m3 5.8 m3 6.2 m3 6.4 m3 7.3 m3 8.4 m3 8.9 m3 11.4 m3

M1-D M2-D M3-D M4-D M5-D M10-D M20-D M30-D M100-D
5min 5min 0.08hr 0.6 m3 0.7 m3 0.8 m3 0.9 m3 0.9 m3 1.1 m3 1.3 m3 1.3 m3 1.6 m3
10min 10min 0.17hr 0.8 m3 1.1 m3 1.2 m3 1.3 m3 1.4 m3 1.6 m3 1.9 m3 2.0 m3 2.5 m3
15min 15min 0.25hr 0.9 m3 1.2 m3 1.4 m3 1.5 m3 1.6 m3 1.9 m3 2.2 m3 2.3 m3 2.9 m3
30min 30min 0.50hr 1.1 m3 1.4 m3 1.6 m3 1.7 m3 1.8 m3 2.2 m3 2.5 m3 2.6 m3 3.4 m3

1hr 60min 1.00hr 1.4 m3 1.8 m3 2.0 m3 2.2 m3 2.3 m3 2.8 m3 3.2 m3 3.3 m3 4.4 m3
2hr 120min 2.00hr 1.5 m3 2.0 m3 2.3 m3 2.4 m3 2.5 m3 3.0 m3 3.5 m3 3.6 m3 4.7 m3
4hr 240min 4.00hr 1.6 m3 2.1 m3 2.3 m3 2.4 m3 2.5 m3 2.9 m3 3.3 m3 3.2 m3 4.2 m3
6hr 360min 6.00hr 1.6 m3 2.2 m3 2.3 m3 2.4 m3 2.4 m3 2.7 m3 3.1 m3 2.9 m3 3.6 m3
10hr 600min 10.00hr 1.0 m3 1.6 m3 1.6 m3 1.6 m3 1.5 m3 1.6 m3 1.7 m3 1.1 m3 1.3 m3
24hr 1440min 24.00hr -0.7 m3 -0.1 m3 -0.3 m3 -0.8 m3 -1.2 m3 -2.1 m3 -2.9 m3 -4.7 m3 -6.6 m3
48hr 2880min 48.00hr -4.6 m3 -4.1 m3 -5.0 m3 -6.1 m3 -7.3 m3 -10.0 m3 -12.6 m3 -16.8 m3 -22.8 m3

1.6 m3 3.6 m3 4.7 m3
CV:

Catchment Area: 140sqm 100%
Permeable Garden 59sqm 42% 0.40

Impermeable: 81sqm 58% 0.90
0.69
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CV: 0.69 Volumetric Run-Off Coefficient Climate Change Allowance: 40%
CR: 1.3 Routing Coefficient

M1-D M2-D M3-D M4-D M5-D M10-D M20-D M30-D M100-D
5min 5min 0.08hr 2.8 l/sec 3.5 l/sec 4.0 l/sec 4.3 l/sec 4.5 l/sec 5.3 l/sec 6.1 l/sec 6.4 l/sec 8.0 l/sec
10min 10min 0.17hr 2.0 l/sec 2.5 l/sec 2.9 l/sec 3.1 l/sec 3.3 l/sec 3.9 l/sec 4.5 l/sec 4.8 l/sec 6.2 l/sec
15min 15min 0.25hr 1.5 l/sec 2.0 l/sec 2.3 l/sec 2.5 l/sec 2.6 l/sec 3.1 l/sec 3.6 l/sec 3.8 l/sec 4.8 l/sec
30min 30min 0.50hr 0.9 l/sec 1.2 l/sec 1.3 l/sec 1.4 l/sec 1.5 l/sec 1.8 l/sec 2.1 l/sec 2.2 l/sec 2.9 l/sec

1hr 60min 1.00hr 0.6 l/sec 0.8 l/sec 0.9 l/sec 0.9 l/sec 1.0 l/sec 1.2 l/sec 1.4 l/sec 1.5 l/sec 2.0 l/sec
2hr 120min 2.00hr 0.4 l/sec 0.5 l/sec 0.5 l/sec 0.6 l/sec 0.6 l/sec 0.7 l/sec 0.8 l/sec 0.9 l/sec 1.2 l/sec
4hr 240min 4.00hr 0.2 l/sec 0.3 l/sec 0.3 l/sec 0.3 l/sec 0.4 l/sec 0.4 l/sec 0.5 l/sec 0.5 l/sec 0.7 l/sec
6hr 360min 6.00hr 0.2 l/sec 0.2 l/sec 0.2 l/sec 0.3 l/sec 0.3 l/sec 0.3 l/sec 0.4 l/sec 0.4 l/sec 0.5 l/sec
10hr 600min 10.00hr 0.1 l/sec 0.1 l/sec 0.2 l/sec 0.2 l/sec 0.2 l/sec 0.2 l/sec 0.2 l/sec 0.3 l/sec 0.3 l/sec
24hr 1440min 24.00hr 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.2 l/sec
48hr 2880min 48.00hr 0.0 l/sec 0.0 l/sec 0.0 l/sec 0.0 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec 0.1 l/sec

2 3 4 5 6 7 8 9 10

M1-D M2-D M3-D M4-D M5-D M10-D M20-D M30-D M100-D
5min 5min 0.08hr 0.8 m3 1.1 m3 1.2 m3 1.3 m3 1.4 m3 1.6 m3 1.8 m3 1.9 m3 2.4 m3
10min 10min 0.17hr 1.2 m3 1.5 m3 1.7 m3 1.9 m3 2.0 m3 2.4 m3 2.7 m3 2.9 m3 3.7 m3
15min 15min 0.25hr 1.4 m3 1.8 m3 2.1 m3 2.2 m3 2.4 m3 2.8 m3 3.2 m3 3.4 m3 4.4 m3
30min 30min 0.50hr 1.6 m3 2.1 m3 2.4 m3 2.6 m3 2.7 m3 3.3 m3 3.8 m3 4.0 m3 5.2 m3

1hr 60min 1.00hr 2.2 m3 2.8 m3 3.2 m3 3.4 m3 3.6 m3 4.4 m3 5.1 m3 5.4 m3 7.1 m3
2hr 120min 2.00hr 2.7 m3 3.4 m3 3.8 m3 4.1 m3 4.3 m3 5.2 m3 6.1 m3 6.5 m3 8.6 m3
4hr 240min 4.00hr 3.2 m3 4.0 m3 4.5 m3 4.8 m3 5.1 m3 6.1 m3 7.1 m3 7.5 m3 9.9 m3
6hr 360min 6.00hr 3.8 m3 4.7 m3 5.1 m3 5.5 m3 5.8 m3 6.9 m3 8.0 m3 8.5 m3 11.1 m3
10hr 600min 10.00hr 4.1 m3 5.0 m3 5.4 m3 5.8 m3 6.2 m3 7.3 m3 8.5 m3 9.0 m3 11.8 m3
24hr 1440min 24.00hr 5.4 m3 6.5 m3 7.1 m3 7.5 m3 7.9 m3 9.2 m3 10.7 m3 11.3 m3 14.6 m3
48hr 2880min 48.00hr 6.3 m3 7.5 m3 8.2 m3 8.6 m3 9.0 m3 10.3 m3 11.8 m3 12.5 m3 15.9 m3

M1-D M2-D M3-D M4-D M5-D M10-D M20-D M30-D M100-D
5min 5min 0.08hr 0.8 m3 1.0 m3 1.2 m3 1.3 m3 1.3 m3 1.6 m3 1.8 m3 1.9 m3 2.3 m3
10min 10min 0.17hr 1.1 m3 1.5 m3 1.7 m3 1.8 m3 1.9 m3 2.3 m3 2.7 m3 2.8 m3 3.6 m3
15min 15min 0.25hr 1.3 m3 1.8 m3 2.0 m3 2.2 m3 2.3 m3 2.7 m3 3.1 m3 3.3 m3 4.2 m3
30min 30min 0.50hr 1.5 m3 2.0 m3 2.3 m3 2.4 m3 2.6 m3 3.1 m3 3.6 m3 3.8 m3 4.9 m3

1hr 60min 1.00hr 2.1 m3 2.7 m3 2.9 m3 3.2 m3 3.3 m3 4.0 m3 4.7 m3 4.9 m3 6.4 m3
2hr 120min 2.00hr 2.3 m3 3.0 m3 3.3 m3 3.6 m3 3.8 m3 4.5 m3 5.2 m3 5.4 m3 7.1 m3
4hr 240min 4.00hr 2.5 m3 3.3 m3 3.6 m3 3.8 m3 3.9 m3 4.7 m3 5.3 m3 5.4 m3 7.0 m3
6hr 360min 6.00hr 2.7 m3 3.5 m3 3.8 m3 3.9 m3 4.1 m3 4.7 m3 5.4 m3 5.3 m3 6.8 m3
10hr 600min 10.00hr 2.2 m3 3.0 m3 3.2 m3 3.2 m3 3.3 m3 3.7 m3 4.1 m3 3.7 m3 4.7 m3
24hr 1440min 24.00hr 0.9 m3 1.8 m3 1.7 m3 1.4 m3 1.0 m3 0.5 m3 0.1 m3 -1.5 m3 -2.5 m3
48hr 2880min 48.00hr -2.8 m3 -2.0 m3 -2.7 m3 -3.7 m3 -4.7 m3 -7.1 m3 -9.3 m3 -13.2 m3 -18.3 m3

7.1 m3
CV:

Catchment Area: 140sqm 100%
Permeable Garden 59sqm 42% 0.40

Impermeable: 81sqm 58% 0.90
0.69
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Proposed Discharge Rates: Greenfield x 1

M1-D M2-D M3-D M4-D M5-D M10-D M20-D M30-D M100-D
5min 5min 0.08hr 0.8 m3 1.1 m3 1.2 m3 1.3 m3 1.4 m3 1.6 m3 1.8 m3 1.9 m3 2.4 m3
10min 10min 0.17hr 1.2 m3 1.5 m3 1.7 m3 1.9 m3 2.0 m3 2.4 m3 2.7 m3 2.9 m3 3.7 m3
15min 15min 0.25hr 1.4 m3 1.8 m3 2.1 m3 2.2 m3 2.4 m3 2.8 m3 3.2 m3 3.4 m3 4.4 m3
30min 30min 0.50hr 1.6 m3 2.1 m3 2.4 m3 2.6 m3 2.7 m3 3.3 m3 3.8 m3 4.0 m3 5.2 m3

1hr 60min 1.00hr 2.2 m3 2.8 m3 3.2 m3 3.4 m3 3.6 m3 4.4 m3 5.1 m3 5.4 m3 7.1 m3
2hr 120min 2.00hr 2.7 m3 3.4 m3 3.8 m3 4.1 m3 4.3 m3 5.2 m3 6.1 m3 6.5 m3 8.6 m3
4hr 240min 4.00hr 3.2 m3 4.0 m3 4.5 m3 4.8 m3 5.1 m3 6.1 m3 7.1 m3 7.5 m3 9.9 m3
6hr 360min 6.00hr 3.8 m3 4.7 m3 5.1 m3 5.5 m3 5.8 m3 6.9 m3 8.0 m3 8.5 m3 11.1 m3
10hr 600min 10.00hr 4.1 m3 5.0 m3 5.4 m3 5.8 m3 6.2 m3 7.3 m3 8.5 m3 9.0 m3 11.8 m3
24hr 1440min 24.00hr 5.4 m3 6.5 m3 7.1 m3 7.5 m3 7.9 m3 9.2 m3 10.7 m3 11.3 m3 14.6 m3
48hr 2880min 48.00hr 6.3 m3 7.5 m3 8.2 m3 8.6 m3 9.0 m3 10.3 m3 11.8 m3 12.5 m3 15.9 m3

2 3 4 5 6 7 8 9 10

M1-D M2-D M3-D M4-D M5-D M10-D M20-D M30-D M100-D
5min 5min 0.08hr 0.0 m3 0.0 m3 0.0 m3 0.0 m3 0.0 m3 0.0 m3 0.0 m3 0.0 m3 0.1 m3
10min 10min 0.17hr 0.0 m3 0.0 m3 0.0 m3 0.0 m3 0.0 m3 0.1 m3 0.1 m3 0.1 m3 0.1 m3
15min 15min 0.25hr 0.0 m3 0.0 m3 0.1 m3 0.1 m3 0.1 m3 0.1 m3 0.1 m3 0.1 m3 0.2 m3
30min 30min 0.50hr 0.1 m3 0.1 m3 0.1 m3 0.1 m3 0.1 m3 0.2 m3 0.2 m3 0.3 m3 0.4 m3

1hr 60min 1.00hr 0.2 m3 0.2 m3 0.2 m3 0.3 m3 0.3 m3 0.4 m3 0.4 m3 0.5 m3 0.7 m3
2hr 120min 2.00hr 0.4 m3 0.4 m3 0.5 m3 0.5 m3 0.6 m3 0.7 m3 0.9 m3 1.1 m3 1.4 m3
4hr 240min 4.00hr 0.8 m3 0.8 m3 0.9 m3 1.0 m3 1.1 m3 1.4 m3 1.8 m3 2.1 m3 2.8 m3
6hr 360min 6.00hr 1.1 m3 1.2 m3 1.4 m3 1.5 m3 1.7 m3 2.2 m3 2.6 m3 3.2 m3 4.3 m3
10hr 600min 10.00hr 1.9 m3 2.0 m3 2.3 m3 2.6 m3 2.9 m3 3.6 m3 4.4 m3 5.4 m3 7.1 m3
24hr 1440min 24.00hr 4.6 m3 4.7 m3 5.4 m3 6.1 m3 6.9 m3 8.7 m3 10.5 m3 12.9 m3 17.1 m3
48hr 2880min 48.00hr 9.1 m3 9.4 m3 10.9 m3 12.3 m3 13.7 m3 17.3 m3 21.1 m3 25.7 m3 34.2 m3

M1-D M2-D M3-D M4-D M5-D M10-D M20-D M30-D M100-D
5min 5min 0.08hr 0.8 m3 1.0 m3 1.2 m3 1.3 m3 1.3 m3 1.6 m3 1.8 m3 1.9 m3 2.3 m3
10min 10min 0.17hr 1.1 m3 1.5 m3 1.7 m3 1.8 m3 1.9 m3 2.3 m3 2.7 m3 2.8 m3 3.6 m3
15min 15min 0.25hr 1.3 m3 1.8 m3 2.0 m3 2.2 m3 2.3 m3 2.7 m3 3.1 m3 3.3 m3 4.2 m3
30min 30min 0.50hr 1.5 m3 2.0 m3 2.3 m3 2.4 m3 2.6 m3 3.1 m3 3.6 m3 3.8 m3 4.9 m3

1hr 60min 1.00hr 2.1 m3 2.7 m3 2.9 m3 3.2 m3 3.3 m3 4.0 m3 4.7 m3 4.9 m3 6.4 m3
2hr 120min 2.00hr 2.3 m3 3.0 m3 3.3 m3 3.6 m3 3.8 m3 4.5 m3 5.2 m3 5.4 m3 7.1 m3
4hr 240min 4.00hr 2.5 m3 3.3 m3 3.6 m3 3.8 m3 3.9 m3 4.7 m3 5.3 m3 5.4 m3 7.0 m3
6hr 360min 6.00hr 2.7 m3 3.5 m3 3.8 m3 3.9 m3 4.1 m3 4.7 m3 5.4 m3 5.3 m3 6.8 m3
10hr 600min 10.00hr 2.2 m3 3.0 m3 3.2 m3 3.2 m3 3.3 m3 3.7 m3 4.1 m3 3.7 m3 4.7 m3
24hr 1440min 24.00hr 0.9 m3 1.8 m3 1.7 m3 1.4 m3 1.0 m3 0.5 m3 0.1 m3 -1.5 m3 -2.5 m3
48hr 2880min 48.00hr -2.8 m3 -2.0 m3 -2.7 m3 -3.7 m3 -4.7 m3 -7.1 m3 -9.3 m3 -13.2 m3 -18.3 m3

ATTENUATION STORAGE REQUIRED: 2.7 m3 3.5 m3 3.8 m3 3.9 m3 4.1 m3 4.7 m3 5.4 m3 5.4 m3 7.1 m3
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