
Stair
ST-13

Stair
ST-14

E

E1E2

FG

G1

H

H1

JK

K1

LM

L1

N

N1N2

PQ

Q1

RST

CIVIC BLOCKASSEMBLY HALL BLOCK

EXISTING WINDOWS TO
BE UPGRADED FOR
IMPROVED ACOUSTICS

EXISTING ROOF IN POOR
CONDITION AND TO BE
REPAIRED

NEW FIRE ESCAPE STAIRS ST-14
TO THE NEW FUNCTION ROOM/
PERFORMANCE SPACE/ CINEMA
F.50 AND ROOF TERRACE. THE
STAIR IS ALSO USED FOR
SERVICES MAINTENANCE

NEW FIRE ESCAPE STAIRS
ST-13 TO REPLACE STAIR IN
CURRENT POOR CONDITION.
THIS NEW STAIR IS EXTENDED
TO PROVIDE MAINTENANCE
ACCESS TO THE ROOF.

STR-101

AM-305

STR-101 EWS-701

ALT-805

RUST AND
SPALLING IN
SILL

CRACKS UNDER
CONCRETE
CANTILEVER

EROSION OF
BRICKWORK

CRACK IN
STONE
PLINTH

COPING STONES
DEBONDED AND DAMP
PENETRATION VISIBLE

VERTICAL
CRACK

DIAGONAL CRACK
IN BRICKWORK
AND DAMP
PENETRATION

VERTICAL CRACK,
DISCOLOURATION OF
BRICKWORK AND DAMP
PENETRATION

ALT-705

AM-305AM-305 AM-305

EL.+40.000
SURVEY DATUM

EL.+45.920
FFL LOWER GROUND

EL.+48.970
FFL GROUND FLOOR

EL.+52.620
FFL FIRST FLOOR

EL.+55.680
ROOF LEVEL

* NOTE THAT INTERNAL FFLs
DIFFERS WITHIN THE BUILDING.
REFER TO PLANS

RFS-201AM-305

EL.+45.600
FFL LOWER GROUND

EL.+48.390
FFL GROUND FLOOR

EL.+52.000
FFL FIRST FLOOR

EL.+55.440
FFL SECOND FLOOR

(+48.720 LINK BUILDING
AND EAST WING)

© KDS & Associates Ltd

HORNSEY TOWN HALL
TOWN HALL & BROADWAY ANNEX
LONDON N8 9JJ

TOWN HALL PROPOSED ELEVATION
ELEVATION 02 (NORTH)

3670-KDS-TH-ZZ-DR-A-05-2201

1:100 @ A101.07.19 JH

C2

CONSTRUCTION

6 WHARF STUDIOS,

www.ardmoregroup.co.ukGROUP
TEL: 0208-344 0300Ardmore
LONDON,  N1 7GR
28 WHARF ROAD,

ARDMORE CONSTRUCTION LTD

KEYPLAN

PROPOSED ELEVATION - ELEVATION 02 (NORTH)02

*

*

*

*

*

* APPLICABLE ACROSS THE ENTIRE FACADE AND/OR ROOF

INDICATES SPECIFIC AREAS OF CONCERN.
REFER TO ANNOTATIONS AND HUTTON +
ROSTRON FACADE MASONRY CONDITION
INVESTIGATION REPORT.

FOR EXTERNAL LIGHTING CODES, REFER TO SPECIALIST LIGHTING
DESIGNER'S DOCUMENTATION

FOR EXTERNAL EMERGENCY AND/OR MAINTENANCE LIGHTING,
REFER TO ELECTRICAL ENGINEER'S DOCUMENTATION

KEY

BRICK NO CAVITY

BRICK + BLOCK CAVITY
WALL

BRICK + BRICK CAVITY
WALL

REFER TO MAKE SPECIFICATION DOCUMENT FOR FULL
DESCRIPTION OF SPECIFICATION CODES

W-LG-01

W-G-04

W-G-05

W-L1-09

W-L1-11W-L1-12W-L1-13W-L1-14W-L1-15

W-L1-16

W-L1-97W-L1-99

W-L1-98



Roof Plant

Stair
ST-13

RRRRRoooooooofffff PPPPPlllllaaaannnn

20a 17a 15 14 13 01020304050607080909a

ALT-805

BAL-401

STR-101

EWS-701

EWS-701

ALT-835

RFS-201 RFS-201

ASSEMBLY HALL BLOCKEAST WING

EL.+40.000
SURVEY DATUM

EL.+45.700
FFL LOWER GROUND

EL.+48.720
FFL GROUND FLOOR

EL.+52.000
FFL FIRST FLOOR

EL.+55.440
ROOF LEVEL

© KDS & Associates Ltd

HORNSEY TOWN HALL
TOWN HALL & BROADWAY ANNEX
LONDON N8 9JJ

TOWN HALL PROPOSED ELEVATION
ELEVATION 03 (EAST)

3670-KDS-TH-ZZ-DR-A-05-2202

1:100 @ A101.07.19 JH

C2

CONSTRUCTION

6 WHARF STUDIOS,

www.ardmoregroup.co.ukGROUP
TEL: 0208-344 0300Ardmore
LONDON,  N1 7GR
28 WHARF ROAD,

ARDMORE CONSTRUCTION LTD

KEYPLAN

PROPOSED ELEVATION - ELEVATION 03 (EAST)03

*

*

*

*

*

KEY

EXTENSION TO EAST WING:
BRICKWORK TO MATCH EXISTING
HISTORIC BRICKWORK. PARAPETS,
WINDOW HEADS AND SILLS AND
STONE FACINGS TO MATCH EXISTING.
NEW WINDOWS TO MATCH ORIGINAL
DESIGN WITH IMPROVED ACOUSTICS

EXTENSION TO EAST WING:
BRICKWORK TO MATCH EXISTING
HISTORIC BRICKWORK. PARAPETS,
WINDOW HEADS AND SILLS AND
STONE FACINGS TO MATCH EXISTING.
NEW WINDOWS TO MATCH ORIGINAL
DESIGN WITH IMPROVED ACOUSTICS

EXISTING ROOF IN POOR
CONDITION. ROOF TO BE
REPAIRED AND
REFURBISHED

EXISTING
WINDOWS
TO BE
UPGRADED
FOR
IMPROVED
ACOUSTICS

CRACK IN PARAPET
/ WORN JOINTS

CRACK IN BRICKWORK
CRACK IN COPING STONE

SPALLING IN
THE REVEAL

SPALLING IN THE CONCRETE
OVERHANG

CONCRETE SILLS
CRACKED

CONCRETE
SILLS CRACKED

CRACK IN
BRICKWORK

DAMP BENEATH
WINDOW SILLS

WORN
JOINTS

* NOTE THAT INTERNAL FFLs DIFFERS
WITHIN THE BUILDING. REFER TO
PLANS

* APPLICABLE ACROSS THE ENTIRE FACADE AND/OR ROOF

INDICATES SPECIFIC AREAS OF CONCERN.
REFER TO ANNOTATIONS AND HUTTON +
ROSTRON FACADE MASONRY CONDITION
INVESTIGATION REPORT.

FOR EXTERNAL LIGHTING CODES, REFER TO SPECIALIST LIGHTING
DESIGNER'S DOCUMENTATION

FOR EXTERNAL EMERGENCY AND/OR MAINTENANCE LIGHTING,
REFER TO ELECTRICAL ENGINEER'S DOCUMENTATION

BRICK NO CAVITY

BRICK + BLOCK CAVITY
WALL

BRICK + BRICK CAVITY
WALL

REFER TO MAKE SPECIFICATION DOCUMENT FOR FULL
DESCRIPTION OF SPECIFICATION CODES

W-LG-02W-LG-03

W-XX-08

W-LG-06W-LG-07W-LG-08W-LG-09W-LG-10W-LG-11W-LG-12W-LG-13

W-G-06W-G-07
W-G-10

W-G-12W-G-13W-G-14W-G-15W-G-16W-G-17

W-XX-18W-XX-19

W-G-20W-G-21W-G-22W-G-23W-G-24W-G-25

W-L1-17W-L1-18

W-L1-22W-L1-23W-L1-24W-L1-25W-L1-26W-L1-27W-L1-28W-L1-29W-L1-29W-L1-30W-L1-31W-L1-32

W-L2-01W-L2-02W-L2-03W-L2-04W-L2-05W-L2-06

W-L2-67

W-L2-07W-L2-08W-L2-09W-L2-10W-L2-11W-L2-12



Town Hall Gardens

A B C D E1 E2 G1 H J K L L1 N1 N2 Q1

RLF-103ALT-805 ALT-705

ALT-858

EWS-701

AM-305

AM-303

WEST WING COUNCIL CHAMBER BLOCK LINK BUILDING EAST WING

RESIDENTIAL BLOCKEL.+40.000
SURVEY DATUM

EL.+45.600
FFL LOWER GROUND

EL.+48.390
FFL GROUND FLOOR

EL.+52.000
FFL FIRST FLOOR

EL.+55.380
ROOF LEVEL

(+48.720 LINK BUILDING
AND EAST WING)

© KDS & Associates Ltd

HORNSEY TOWN HALL
TOWN HALL & BROADWAY ANNEX
LONDON N8 9JJ

TOWN HALL PROPOSED ELEVATION
ELEVATION 04 (SOUTH)

3670-KDS-TH-ZZ-DR-A-05-2203

1:100 @ A101.07.19 JH

C2

CONSTRUCTION

6 WHARF STUDIOS,

www.ardmoregroup.co.ukGROUP
TEL: 0208-344 0300Ardmore
LONDON,  N1 7GR
28 WHARF ROAD,

ARDMORE CONSTRUCTION LTD

KEYPLAN

PROPOSED ELEVATION - ELEVATION 04 (SOUTH)04

*

*

*

*

*

KEY

NEW DOORS TO MATCH
EXISTING DOOR DETAILS,
METALWORK AND GLAZING

BRICKWORK
REPAIR
REQUIRED

CONCRETE SILLS
CRACKED

CONCRETE
SILLS CRACKED

LINTELS
CRACKED

LINTELS AND
SILLS CRACKED

BRICKWORK
SUBJECT TO DAMP
PENETRATION

DAMAGE TO
BRICKWORK AND
EROSION TO
POINTING

* NOTE THAT INTERNAL FFLs
DIFFERS WITHIN THE
BUILDING. REFER TO PLANS

* APPLICABLE ACROSS THE ENTIRE FACADE AND/OR ROOF

INDICATES SPECIFIC AREAS OF CONCERN.
REFER TO ANNOTATIONS AND HUTTON +
ROSTRON FACADE MASONRY CONDITION
INVESTIGATION REPORT.

FOR EXTERNAL LIGHTING CODES, REFER TO SPECIALIST LIGHTING
DESIGNER'S DOCUMENTATION

FOR EXTERNAL EMERGENCY AND/OR MAINTENANCE LIGHTING,
REFER TO ELECTRICAL ENGINEER'S DOCUMENTATION

BRICK NO CAVITY

BRICK + BLOCK CAVITY
WALL

BRICK + BRICK CAVITY
WALL

REFER TO MAKE SPECIFICATION DOCUMENT FOR FULL
DESCRIPTION OF SPECIFICATION CODES

W-LG-18W-LG-19W-LG-20W-LG-21

W-G-36W-G-37W-G-38W-G-39W-G-40W-G-41W-G-67W-G-68

W-L1-44W-L1-45W-L1-46W-L1-47W-L1-48W-L1-49W-L1-78W-L1-79W-L1-80
W-L1-87

W-L1-86

W-L1-85

W-G-71

W-L2-23W-L2-24W-L2-25W-L2-26W-L2-27W-L2-28
W-L2-47

W-L2-48W-L2-49W-L2-50
W-L2-51

W-L2-52
W-L2-54

W-L2-55

W-L2-57

W-L2-56



13141517a

EL.+40.000
SURVEY DATUM

EL.+45.700
FFL LOWER GROUND

EL.+48.740
FFL GROUND FLOOR

EL.+52.100
FFL FIRST FLOOR

EL.+55.440
ROOF LEVEL

* NOTE THAT INTERNAL FFLs
DIFFERS WITHIN THE BUILDING.
REFER TO PLANS

NEW EXTERNAL LEVEL
TO CREATE LEVELLED
ACCESS FROM TOWN
HALL TO TOWN HALL
GARDENS

2019181716

15a

1514

EL.+40.000
SURVEY DATUM

EL.+45.700
FFL LOWER GROUND

EL.+48.740
FFL GROUND FLOOR

EL.+52.100
FFL FIRST FLOOR

EL.+55.440
FFL SECOND FLOOR

EXISTING WINDOWS TO BE
UPGRADED FOR IMPROVED
ACOUSTICS PF COUNCIL
CHAMBER

ROOF TO BE REPAIRED AND REFURBISH.
CURRENT ROOF ABOVE BALCONY
SEATING (NORTH END OF THE COUNCIL
CHAMBER) IN POOR CONDITION WITH
INTERIOR FINISHES DETERIORATING
DUE TO WATER INGRESS.

ALT-805

ALT-705

* NOTE THAT INTERNAL FFLs
DIFFERS WITHIN THE BUILDING.
REFER TO PLANS

NEW EXTERNAL LEVEL TO CREATE
LEVELLED ACCESS FROM TOWN
HALL TO TOWN HALL GARDENS

AM-305

AM-305

Stair
ST-13

Roof plantRRRRoooooo pppp aaannn

TSQ1N2N1L1LLJH

EL.+40.000
SURVEY DATUM

EL.+45.920
FFL LOWER GROUND

EL.+48.970
FFL GROUND FLOOR

EL.+52.620
FFL FIRST FLOOR

EL.+55.680
ROOF LEVEL

ALT-805

STR-101

BAL-401

EWS-701

ALT-705

ALT-706RFS-201

AM-305AM-305

© KDS & Associates Ltd

HORNSEY TOWN HALL
TOWN HALL & BROADWAY ANNEX
LONDON N8 9JJ

TOWN HALL PROPOSED ELEVATION
ELEVATIONS 05, 06, 07

3670-KDS-TH-ZZ-DR-A-05-2204

1:100 @ A101.07.19 JH

C3

CONSTRUCTION

6 WHARF STUDIOS,

www.ardmoregroup.co.ukGROUP
TEL: 0208-344 0300Ardmore
LONDON,  N1 7GR
28 WHARF ROAD,

ARDMORE CONSTRUCTION LTD

KEYPLAN

PROPOSED ELEVATION - ELEVATION 06 (WEST OF COUNCIL CHAMBER BLOCK)06

PROPOSED ELEVATION - ELEVATION 05 (SOUTH OF ASSEMBLY HALL)05

PROPOSED ELEVATION - ELEVATION 07 (EAST OF WEST WING)07

*

*

*

*

*

KEY

NEW ACCESS DOOR TO
DEDICATED SERVICE
CORRIDOR TO MATCH
EXISTING DOORS

ROOF TO BE REPAIRED AND
REFURBISH. CURRENT ROOF
IN POOR CONDITION WITH
INTERIOR FINISHES
DETERIORATING DUE TO
WATER INGRESS.

NEW GOODS / DISABLED LIFT
FOR ASSEMBLY HALL STAGE
AND GREEN ROOM. EXTERNAL
BRICKWORK AND FACADE
DETAILS TO MATCH EXISTING

EXISTING WINDOWS
TO BE UPGRADED
FOR IMPROVED
ACOUSTICS OF
ASSEMBLY HALL.
REFER TO WINDOW
SCHEDULE.

WORN
JOINTS /
DAMP

OPENING
UP IN THE
BRICKWORK

OPENING
UP IN THE
BRICKWORK

LARGE CRACK
IN THE
BRICKWORK

BRICKWORK
POINTING
REPAIR
REQUIRED

CRACK IN
BRICKWORK

* NOTE THAT INTERNAL FFLs
DIFFERS WITHIN THE BUILDING.
REFER TO PLANS

WORN
JOINTS /
DAMP

WALL ABOVE GOODS
LIFT TO BE REBUILT
WITH SALVAGED
BRICKS

* APPLICABLE ACROSS THE ENTIRE FACADE AND/OR ROOF

INDICATES SPECIFIC AREAS OF CONCERN.
REFER TO ANNOTATIONS AND HUTTON +
ROSTRON FACADE MASONRY CONDITION
INVESTIGATION REPORT.

FOR EXTERNAL LIGHTING CODES, REFER TO SPECIALIST LIGHTING
DESIGNER'S DOCUMENTATION

FOR EXTERNAL EMERGENCY AND/OR MAINTENANCE LIGHTING,
REFER TO ELECTRICAL ENGINEER'S DOCUMENTATION

BRICK NO CAVITY

BRICK + BLOCK CAVITY
WALL

BRICK + BRICK CAVITY
WALL

REFER TO MAKE SPECIFICATION DOCUMENT FOR FULL
DESCRIPTION OF SPECIFICATION CODES

W-L2-52

W-G-69

W-G-70

W-L1-81W-L1-83

W-L1-82W-L1-77

W-L1-75

W-L1-74W-L1-76

W-G-62W-G-63W-G-64W-G-65W-G-66

W-G-09

W-G-56

W-L1-20

W-L1-50 W-L1-51 W-L1-52 W-L1-53 W-L1-54


