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Pumping AppliancePumping Appliance

32.70m
Pumping Appliance
Pumping Appliance

7.9

1.5 4.4

Pumping Appliance
Overall Length 7.900m
Overall Width 2.500m
Overall Body Height 3.300m
Min Body Ground Clearance 0.140m
Track Width 2.500m
Lock to lock time 4.00s
Kerb to Kerb Turning Radius 7.750m
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WATTS CLOSE,
HARINGEY, LONDON

FORMATION GROUP
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SWEPT PATH ANALYSIS OF A
LONDON FIRE BRIGADE FIRE TENDER

Telephone: 02076 202444
Fax: 02076 201168

E: info@odysseyconsult.co.uk
W: www.odysseyconsult.co.uk

18-21 Morley Street,
London,
SE1 7QZ
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SWEPT PATH ANALYSIS IS BASED ON THE FOLLOWING
VEHICLE

KEY

MAXIMUM FIRE HOSE DISTANCE (45m)

MAINS FED SPRINKLER
SYSTEM TO BE INSTALLED

IN FLAT BLOCK, SEE
SPRINKLERS DIRECT

DRAWING RB16091682-XX
REV A.

 NO REQUIREMENT FOR
FIRE TENDER OR HOSE

ACCESS

MAINS FED SPRINKLER
SYSTEM TO BE INSTALLED
IN FLAT BLOCK, SEE
SPRINKLERS DIRECT
DRAWING RB16091682-XX
REV A.
NO REQUIREMENT FOR
FIRE TENDER OR HOSE
ACCESS

SWEPT PATH ANALYSIS OF A FIRE
TENDER ACCESSING THE SITE VIA

GREENFIELD ROAD AND EGRESSING
VIA SEAFORD ROAD

SWEPT PATH ANALYSIS OF A FIRE
TENDER ACCESSING NORTHERN EXTENT

OF THE SITE VIA LOMOND CLOSE
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