
WINDOW TYPE WN01 WINDOW TYPE WN02 WINDOW TYPE WN03 WINDOW TYPE WN04

Aluminium timber 
composite frames, sash 
and sill, RAL 8000

Glazed, side hung, 
inward opening

Proprietary trickle 
vent - tBC
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Glazed, fixed

Aluminium timber 
composite frames, sash 
and sill, RAL 8000

Double glazed, side 
hung, inward opening

Proprietary trickle 
vent - tBC

Double glazed, fixed

Aluminium timber 
composite frames, sash 
and sill, RAL 8000

Double glazed, side 
hung, inward opening

Proprietary trickle 
vent - tBC

PPC aluminium spandrel 
panel to match frames, 
RAL 8000, with 
insulation behind.

Aluminium timber 
composite frames, sash 
and sill, RAL 8000

Double glazed, side 
hung, inward opening

Proprietary trickle 
vent - tBC

Double glazed, fixed

Full brick 225 reveal

PPC Aluminium sill, to 
match frames

PPC Aluminium flashing 
to window head, 
coloured to match 
frames.

Full brick 225 reveal

PPC Aluminium sill, to 
match frames

PPC Aluminium flashing 
to window head, 
coloured to match 
frames.

Full brick 225 reveal

PPC Aluminium sill, to 
match frames

PPC Aluminium flashing 
to window head, 
coloured to match 
frames.

Full brick 225 reveal

PPC Aluminium sill, to 
match frames

PPC Aluminium flashing 
to window head, 
coloured to match 
frames.

NOTE: All drawings are subject to Planning and 
Building Control approval, and require input 
from the Structural engineer, M@E, Part o, 
SAPS, Acoustician and Fire Consultants.
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General Notes:

Extent of openable windows required to be confirmed by Part O consultant.

Windows to incorporate metal railing with flat section where openable glazing is to be provided below 1100mm.

All windows and doors to have full brick 225mm reveals, as per planning condition.

All window dimensions are for structural openings only, Manufacture to allow for tolerances


