BOX VALLEY GUTTER
With tiles rOOf 1. tiles roof

2. sheet clip in zinc plus,

th=0.7 mm min., w=80 mm, 2 per m
3. continuous folded strip in zinc plus
4. plywood
5. non continuous plywood
6. box gutter in zinc plus

7. continuous eaves apron strip in zinc plus

8. VMZINC Membrane

9. ventilated space

10. heating cables (if required)
11. overflow

12. insect mesh

13. packers laid to gutter fall
14. tiles roof

15. fixing wedge

17. flashing in zinc plus

- In some cases it is recommended to provide snow guards
- When cementing a wall it is recommended
to protect the VM ZINC®.

16. mastic sealant, compatible with zinc

NN

- =2
/ !
o
N
30mm
-
|
|
|
|
|
_

min 60mm

AV T T T T T T T
\
\

|

|

: 12

N 10
| \
|
|

\
R B ——
.
200mm min.
200mm min

I

//
/7

The confidential information in this design document is protected by intellectual property rights and is the sole property of VM Building Solutions. Any use/distribution of the design, in whole or in part, not related to the installation of VM Building Solutions products, is
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Work must be carried out in accordance with the "Design and specification requirements" from the last edition of VMZINC®, produced by VM Building Solutions.

IMZINC

STANDARD DETAIL

Ref : VMZ-SN-MA-BI-03 Date: 2020

VM Building Solutions UK Collier House, Mead Lane, Hertford, SG13 7AX Tel: 0203.445.5640
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