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(Detail 05)

Slot Drain
Gully Drain

Bollards
(Existing Bollards to be
refurbished and re—used)

Ramp/Stepped
section to
remain as is.
As per ALT—421

Notes:

1. THE COPYRIGHT OF THIS DRAWING IS VESTED IN
GREENSIDE LANDSCAPES AND IT MAY NOT BE REPRODUCED
IN WHOLE OR PART OR USED FOR THE MANUFACTURE OF
ANY ARTICLE WITHOUT THE EXPRESS PERMISSION OF THE
COPYRIGHT HOLDERS.

2. WORK TO FIGURED DIMENSIONS ONLY.

3. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL
RELEVANT  ARCHITECT'S, SERVICE ENGINEER'S AND
GREENSIDE LANDSCAPES SPECIFICATIONS
@ Existing bollards to be reinstalled

where necessary.

Hatched area is outside site
boundary. Design is for surface
finishes and paving orientation only.
Drainage and further design to be
done by others.

Slot drain to be installed at paving level.
(Existing step to be removed)

@ Suitable circular gap of approximatelly
100mm around tree trunk to be
provided

Drain line altered to avoid clash with
existing manhole cover, not shown on
original drawings.

@ Bike racks shifted over to avoid
obstruction of any existing access.

Tactile studs omitted, along with
CO5| surplus slot drains due to LF [11.11.21
slope conditions

Slot drain aded at paving level.

Co4 Paving adjusted to suit as built
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