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Slab hole/Cast-in element

RWP offset route

SVP offset route

Service penetration from above
SVP below

Gully / Sump

|:| Incoming services

Indicates Top of Screed

Indicates Top of Slab
(no build-up in these areas)

Rain Water Pipe
Soil Vent Pipe (SVP)
Stub Stack (SS)

Door showing Leaf Size
and Door ID

External/lnternal, Core to core Dims
Internal Opening Dimensions
(Nominal Structural Opening)

Dims to Grid

Internal partition setting out
(Flat setting out plans)

Setting out of brick panel/brick
recess

Air Brick Dimensions

REFERENCING
EXTERNAL WALL DETAIL

Dwg no. TAN-AQP-ZZ-ZZ-DR-AR-210x

INTERNAL WALL DETAIL

Dwg no. TAN-AQP-ZZ-ZZ-DR-AR-225x

WINDOW / DOOR DETAIL

Dwg no. TAN-AQP-ZZ-ZZ-DR-AR-216x

GENERAL DETAIL

Dwg no. TAN-AQP-ZZ-ZZ-DR-AR-2xxx

@ Dwg no. TAN-AQP-ZZ-ZZ-DR-AR-04xx

PARTY WALL DETAIL

Dwg no. TAN-AQP-ZZ-ZZ-DR-AR-220x

BALCONY DETAIL

Dwg no. TAN-AQP-ZZ-ZZ-SH-AR-367x
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EXTERNAL OPENINGS INTERNAL DOORS

Communal Area Door

SECTION DETAILED SECTION

m Dwg no. TAN-AQP-2Z-ZZ-DR-AR-05xx Dwg no. TAN-AQP-ZZ-ZZ-DR-AR-2xxx

@

ELEVATION PLAN BREAK

Dwg no. TAN-AQP-ZZ-ZZ-DR-AR-02xx

WINDOW/DOOR NUMBERING
(Blogk)  (Sequential Window No. within Floor)

L1-C1-CD-01
(Floor Ref)a 4 (Opening Type ED/CD/RD/WI/LV)

INTERNAL OPENINGS REFERENCE KEY

Sequential door
number

EXTERNAL OPENINGS REFERENCE KEY

Type reference

Sequential opening

number (per floor
level)

Core reference

Level Reference

(e.g: Level 01)

hsdowi]
Door(ED)

L1-D-RD-01

Level Reference
(e.g: Level 01)

Location reference
e.g: Block N

NOTES & SPECIFIC DRAWING LOCATIONS ALL FOUNDATIONS ARE SHOWN INDICATIVELY ONLY. REFER TO STRUCTURAL ENGINEER'S DRAWINGS

* Refer to S.E drawings for horizontal transfer routes through structure.

* Setting out of SVPs, RWPs, AAVs and Incoming Services holes are shown
indicatively only. Refer to MWP and NLY drawings for setting out coordinates,
builders work holes /, etc.

* Refer to Setting out Plans 0300 series for setting out dimensions.

* Setting out of lighting is indicative and is subject to coordination with
services and structural elements.

* Refer to Detail drawing EAS-AQP-ZZ-ZZ-DR-AR-2255 for typical SVP boxing out
details.

* Refer to Flat setting out drawings EAS-AQP-ZZ-ZZ-DR-AR-0345 series for
internal partition setting out.

* Setting out dimensions (widths & heights) of internal doors are shown
indicatively only & are subject to revision following detailed design with suppliers.

Internal finished Floor Levels (FFL) are shown to top of final floor finish. Allow
nominal 15 mm for final finishes.

All Riser Walls to be internally lined with 18 mm WBP Plywood for fixing of

532,900,463.3
190,129,660.7
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GF Bike Stores - Cycle Store Provision

|
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| COMMUNAL CYCLE STORE

I
500mm 2.5m 5m
DIMENSION AT ORIGINAL SHEET SIZE

Contractors must check all dimensions on site. Only figured dimensions are to be worked from.
Discrepancies must be reported to the Architect before proceeding.© This drawing is Copyright

Willan Road

Gloucester Road

@

NOTES:

ICONTRACTOR(S), SUB-CONTRACTORS AND MANUFACTURERS TO ENSURE THAT ALL
IMATERIALS AND COMPONENTS ARE SUITABLE FOR THEIR INTENDED PURPOSE AND
LOCATION; DESIGNED, MANUFACTURED AND INSTALLED IN ACCORDANCE WITH ALL
RELEVANT CURRENT BRITISH STANDARDS, CODES OF PRACTICE, AND
IMANUFACTURER’S SPECIFICATIONS.

WHERE AN ITEM IS COVERED BY DRAWINGS TO DIFFERENT SCALES THE LARGER
ISCALE DRAWING IS TO BE WORKED TO.

DO NOT SCALE DRAWING.
ALL DETAILS SUBJECT to FIRE ENGINEER's ADVICE & NHBC AGREEMENT

ICDM REGULATIONS
IDRAWING/SPECIFICATION TO BE READ IN CONJUNCTION WITH DESIGNER's HAZARD
& ENVIRONMENTAL ASSESSMENT RECORD.

DESIGN RISK ASSESSMENT
WINDOW INSTALLATION/CLEANING / MAINTENANCE STRATEGY, DESIGN AND
INSTALLATION TO BE TO THE COMPLETE SATISFACTION OF THE CDM CO-ORDINATOR.

WORKING AT HEIGHT - OBTAIN METHOD STATEMENTS FROM MAINTENANCE
ICONTRACTORS, WHO ARE TO FOLLOW ACCESS/MAINTENANCE SPECIALIST'S
STRATEGY.

WORKING AT HEIGHT OVER PROJECTING BAYS AND VARIOUS DESIGN FEATURES -
OBTAIN DETAILED METHOD STATEMENTS FROM MAINTENANCE CONTRACTORS,
ISCAFFOLD SOLUTION SOUGHT.

IDANGER OF FALLING DURING THE CLEANING & MAINTENANCE OF ROOF LIGHTS /
ROOFTOP EQUIPMENT, etc - OBTAIN DETAILED METHOD STATEMENT FROM
IMAINTENANCE/CLEANING CONTRACTORS AND DETAILED CONFIRMATION FROM
WINDOW SUPPLIER.

DANGER WHILST MANOEUVRING LARGE OBJECTS - OBTAIN DETAILED METHOD
ISTATEMENT FOR THE DELIVERY & INSTALLATION OF LARGE FABRICATIONS.

IDANGER TO PUBLIC AND SITE OPERATIVES DURING ACCESS AND EGRESS; WHEN
LOADING AND UNLOADING MATERIALS; FROM WORKS CARRIED OUT ADJACENT TO
OR FROM PUBLIC HIGHWAYS - CONTRACTOR TO CAREFULLY PROGRAMME THE
WORKS, SEPARATING WORK AREAS FROM PUBLIC AREAS, PROVIDING CLEAR
NOTICES, HOARDING, PROTECTION, AND SEGREGATION AS REQUIRED. LIAISE WITH
LOCAL HIGHWAYS AUTHORITY WITH REGARD TO LICENCES ETC.

RISK OF INJURY TO PERSONS HAVING GAINED UNAUTHORISED ACCESS TO
IMAINTENANCE WORKS - ENSURE HOARDING FULLY PROTECTS WORKS. CONTROL
IACCESS TO WORKS AND PROVIDE CLEAR NOTICES. STORE ALL MATERIALS AND
PLANT WITHIN DESIGNATED SECURE AREAS.

EXTERNAL FIRE ESCAPE ROUTE - PROVIDE & MAINTAIN ADEQUATE ESCAPE ROUTES
FOR RESIDENTS & OPERATIVES, WHICH DOES NOT COMPROMISE H+H FIRE's
APPROVED FIRE STRATEGY.

RISK OF INJURY TO VISUALLY/AUDIBLY IMPAIRED PERSONS - THE PROVISION OF
IAUDIBLE WARNING SIGNALS & PROMINENT/TACTILE SIGNAGE TO BE CONSIDERED.
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