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THIS COLOUR DENOTES EXISTING CONSTRUCTION IN PLAN / 

SECTION TO BE RETAINED WHERE POSSIBLE OR REINSTATED 

AS INDICATED TO MATCH ON DRAWINGS

ANDREW ARDILL

PROPOSED ALTERATIONS TO NO. 86 
SOUTHWOOD LANE
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FRONT ELEVATION WINDOWS (3 OF 3)

ELE-13
01/30/26

W01

W04

W13

W17

W14

W05
W06

WINDOW TYPE W04 SCALE 1:20 WINDOW TYPE W05 SCALE 1:20 WINDOW TYPE W06 SCALE 1:20

WINDOW TYPE W01           (LIMITED VISIBILITY FROM PUBLIC REALM)
SCALE 1:20 

WINDOW TYPE W01 (PLAN A) JAMB DETAILS 
SCALE 1:10

WINDOW TYPE W01 (SECTION B) CILL & HEAD DETAILS 
SCALE 1:10

HEAD AND CILL DETAILS
(SECTION  D) WINDOWS W04 & W05 

SCALE 1:10

HEAD AND CILL DETAILS
(SECTION F) WINDOWS W05 (FIXED)

SCALE 1:10

HEAD AND CILL DETAILS
(SECTION H) WINDOWS W06

SCALE 1:10

JAMB DETAILS (PLAN C)
WINDOWS W04 & W05 

SCALE 1:10

JAMB DETAILS (PLAN E)
WINDOWS W05 (FIXED)

SCALE 1:10

JAMB DETAILS (PLAN G)
WINDOWS W06 (OPENABLE)

SCALE 1:10 

APPROVED FRONT/WEST ELEVATION  WITH WINDOW AND 

DOOR LABELS ADDED (FOR REFERENCE ONLY)           

SCALE 1:50

W02 GLAZED DOOR 

BEHIND FENCE

NOT VISIBLE FROM 

PUBLIC REALM

NORDAN OR 

EQUIVALENT WHITE 

PAINTED ALUMINIUM 

TIMBER TRIPLE 

GLAZED WINDOWS

NORDAN OR 

EQUIVALENT WHITE 

PAINTED ALUMINIUM 

TIMBER TRIPLE 

GLAZED WINDOWS

WHITE PAINTED METAL 

PROJECTING CILL

EXISTING METAL 

PROJECTING CILL 

METAL PROJECTING 

CILL (TO MATCH 

EXISTING IN 

APPEARANCE)

WHITE PAINTED 

METAL 

PROJECTING 

CILL

LINTEL RENDER FINISH 

TO VISUALLY MATCH 

EXISTING FRONT 

ELEVATION RENDER.

TINTED WINDERMERE 

GREY BRICKS

WHITE PAINTED 

FACING BOARD TO 

MATCH WINDOW FINISH  

IN APPEARANCE 

NORDAN OR 

EQUIVALENT WHITE 

PAINTED ALUMINIUM 

TIMBER TRIPLE 

GLAZED WINDOWS

WHITE PAINTED METAL 

WINDOW CILL WITH 

ROOFING MEMBRANE 

DRESSED 

UNDERNEATH

TURNED UP BITUMEN FLAT ROOF MEMBRANE 

(SIMILAR TO EXISTING APPEARANCE)

EXISTING "MINERALITE RENDER" TO 

CONCRETE LINTEL

SECTION D SECTION F SECTION H

SECTION B

FOR DISCHARGE OF CONDITION 3, 
REF: HGY/2025/2929

NOTES:
1. INTERNAL THICKNESSES AND BUILDUPS MAY DEVELOP 
FOLLOWING BUILDING CONTROL APPROVAL AND DETAIL 
DESIGN STAGES.

2. NO APPLIED OR INTEGRAL GLAZING BARS ARE PROPOSED 
FOR THE FRONT (WEST) ELEVATION

3.  PROFILES SHOWN ARE BASED ON THE PROPOSED 
NORDAN SYSTEM AND ARE REPRESENTATIVE OF THE 
EXTERNAL APPEARANCE, FRAME PROPORTIONS, COLOUR, 
AND FINISH TO BE ACHIEVED. FRAME SECTION DIMENSIONS 
ARE INDICATIVE AND MAY VARY SUBJECT TO FINAL 
PRODUCT SELECTION AND BUILDING CONTROL 
REQUIREMENTS. SHOULD AN EQUIVALENT CERTIFIED HIGH-
PERFORMANCE SYSTEM BE USED, THE EXTERNAL 
APPEARANCE, FRAME PROPORTIONS, AND WHITE PAINTED 
FINISH WILL REMAIN AS DETAILED ON THESE DRAWINGS. 
OVERALL WINDOW AND DOOR OPENING SIZES ARE FIXED.
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