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Sprinkler System to be
provided throughout.
Details of system to be
confirmed by M&E
consultant / specialist
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Lift requirements: Lift to
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Secure By Design Notes

1. Access control systems should be
Integrated to utilise both fire
and security systems.

2. Primary egress routes that are
required to have an emergency
escape mechanism should be self-
resetting, shrouded and in best
practice be alarmed.

Fire Report

This drawing is to be read in
conjunction with the Fire
Consutlant's Fire Strategy Report.

Fire Access Control

Situated within 2m of the main entry
door (externally) at a height of at
least 2.1m or above. An external fire
over-ride switch (FOS) should be
protected with the use of an
accredited security product such as a
Gerda Box.

Consideration to other suppliers of
this type of fire switch protection
method should be given, check SbD
web site. In addition to the use of
an ACB see below re Premises
Information Box (PIB).

Premises information box (PIB)
typically used to store site
specific documentation such as
communal access routes, fire risers
etc, is generally located behind the
primary security layer and is
intended for LFB use only (Refer to
current Homes guidance) .

If the cause and effect of a fire
over-ride switch (FOS) activation
poses a crime risk, consideration to
a Drop Key Protection Box should be
made. Fire Consultant to Advice on
Part B Security Safety conflicts.
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