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CONTRACTOR(S), SUB-CONTRACTORS AND
MANUFACTURERS TO ENSURE THAT ALL
MATERIALS AND COMPONENTS ARE SUITABLE
FOR THEIR INTENDED PURPOSE AND
LOCATION;DESIGNED, MANUFACTURED AND
INSTALLED IN ACCORDANCE WITH ALL
RELEVANT CURRENT BRITISH STANDARDS,
CODES OF PRACTICE, AND MANUFACTURER’S
SPECIFICATIONS.

WHERE AN ITEM IS COVERED BY DRAWINGS TO
DIFFERENT SCALES THE LARGER SCALE
DRAWING IS TO BE WORKED TO.

DO NOT SCALE DRAWING.
FIGURED DIMENSION ONLY TO BE WORKED TO.

ALL DETAILS SUBJECT to FIRE ENGINEER's
ADVICE, LABC & BUILDING REGULATIONS

TARGET U-VALUES

EXTERNAL WALLS: 0.15 w/m2K
SEMI-EXPOSED WALLS: 0.20 w/m2K
PARTY WALLS: 0.00 w/m2K
GROUND FLOOR: 0.12 w/m2K
EXPOSED UPPER FLOOR: 0.13 w/m2K
ROOFS: 0.12 w/m2K
WINDOWS: 1.1 w/m2K / 0.32G value
DOORS: 1.0 w/m2K

CDM REGULATIONS 2015
ACCESS STRATEGY, DESIGN AND INSTALLATION
TO BE TO THE COMPLETE SATISFACTION OF THE
PRINCIPAL DESIGNER.

Fire consultant to advise on integrity of construction
and any additional fire safety measures required.

All cavity closers to specialist subcontractor design and
specification.

Ensure fire stopping is provided around all external
openings and penetrations.

REFERENCING

Drg no. Z06600-AQP-C-ZZ-DE-A-5000 Rev C01

COORDINATION
Refer to M&E consultants drawings for specification,
location and number of services. To be read in conjunction
with Service Engineer's drawings. Main Contractor to seek
installation advice from supplier before construction starts.

Refer to Structural Engineer's setting out for columns and
shear walls.

Example:

Dr'n Ch'kd Date
P01 AD LU 06/02/2026

Contractors must check all dimensions on site.
Only figured dimensions are to be worked from.
Discrepancies must be reported to the Architect
before proceeding.© This drawing is Copyright
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Town House Plan Details - Window Jamb Residential
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Obex Cortex 0220FR. White Class Breather Membrane with min 100mm laps at joints. (Achieves Class A1 - BS EN 13501-1) To be installed in
accordance with manufacturers recommendations or as per product details and instructions.
OBEX Cortex 0230FR Vapour Control Layer membrane (VCL) to be installed between plasterboard linning & SFS). Sheet size : 1200mm wide, 50m
long, and 0.18mm thick, fire rating classification of A2-s1,d0 per EN 13501-1 & complies with EN 13984 standards. Secure membrane using the
Cortex 0825 Installation Kit, use double-sided and single-sided tapes for proper bonding & sealing. Ensure all joints & penetrations are sealed to
maintain continuity of the VCL. Refer to the manufacturer's installation guidelines.
OBEX CORTEX 0160FR Adhesive Backed DPC to be installed in accordance with the manufacturer’s instructions to provide non-combustible vapour
control & fire resistance. The membrane achieves 
a B, s3-d0 (EN13501-1) fire classification, is highly UV resistant, watertight and air-tight. Apply DPC to the front face of the FCB extending 25mm to
each side.

EPDM ME010 membrane (Tremco Illbruck) to be installed around Aperture frames (jambs, heads, and sills) to create a weatherproof seal. SP025
adhesive or sealant is to be used to bond the EPDM membrane to the relevant substrate, ensuring a secure seal, particularly where the sill is raised or
not at Finished Floor Level (FFL). EPDM flashing to be mechanically fixed to frame with a termination bar and bonded to 12mm non-combustible Obex
0270FR Score’N’Snap Cement Board. Installation to comply with UK Building Regs, Part L (Conservation of Fuel & Power) for energy efficiency &
airtightness, Part F (Ventilation) for air sealing, Part B (Fire Safety) for fire-resistance, and BS 8213-4:2016 for proper installation of windows &
external doorsets, ensuring effective weatherproofing & sealing." ME010 & SP025 form a fire-classified membrane system that complies with
EN13501-1 Class B-s1, d0 standards. (Or Alternative Product : Cortex 0500FR EPDM)

2mm Neoprene isolation pads to be installed as specified to act as a thermal insulation break & to provide resistance against bimetallic corrosion. The
pads must be manufactured from high-quality neoprene rubber, compliant with BS EN 1337-3 for elastomeric materials, ensuring durability, resilience,
& resistance to environmental factors. 1mm-5mm range to be used as per location requirements. Installation to be carried out in accordance with the
structural & architectural details, ensuring full and even contact between the interfacing materials. All fixings, adhesives, and associated components
must be compatible with neoprene & comply with relevant British Standards.
2mm-3mm Galvanized aperture (Door) restraint straps (cranked), mild steel & hot-dip galvanized to BS EN ISO 1461 for corrosion resistance. The
straps must comply with BS EN 845-1 for ancillary components used in masonry construction, ensuring adequate strength & durability. Straps to
provide lateral restraint & secure door frames back to SFS, preventing movement under wind loads & other applied forces. To be installed in
accordance with the structural engineer’s details, ensuring proper alignment, adequate embedment, & secure fixing to the supporting structure, fixed
@ 150mm from corners and max 600mm centres or as per Engineers specs.
NorDan Outward Opening Glass Door System: Door to be right-hand or left-hand hung as specified. Install in accordance with NorDan’s manufacturer
guidelines ensuring correct alignment, operation, and weatherproofing. All glazing to comply with BS 6262-1:2017, with safety glass meeting BS EN
12150 or BS EN 14449 as required. Ensure appropriate thermal and acoustic sealing. Installation must meet Approved Document M for accessibility
where applicable.
2mm Neoprene isolation pads to be installed as specified to act as a thermal insulation break & to provide resistance against bimetallic corrosion. The
pads must be manufactured from high-quality neoprene rubber, compliant with BS EN 1337-3 for elastomeric materials, ensuring durability, resilience,
& resistance to environmental factors. 1mm-5mm range to be used as per location requirements. Installation to be carried out in accordance with the
structural & architectural details, ensuring full and even contact between the interfacing materials. All fixings, adhesives, and associated components
must be compatible with neoprene & comply with relevant British Standards.
2mm-3mm Galvanized window restraint straps (cranked), mild steel & hot-dip galvanized to BS EN ISO 1461 for corrosion resistance. The straps must
comply with BS EN 845-1 for ancillary components used in masonry construction, ensuring adequate strength & durability. Straps to provide lateral
restraint & secure window frames back to SFS, preventing movement under wind loads & other applied forces. To be installed in accordance with the
structural engineer’s details, ensuring proper alignment, adequate embedment, & secure fixing to the supporting structure, fixed @ 150mm from
corners and max 600mm centres or as per Engineers specs.
Nordan Norwegian Stormguard (ND) Inward Opening Side hinged. System is designed for high-performance weather resistance, security, & thermal
efficiency, complying with UK Building Regulations & relevant British Standards. This window system must comply with the following UK regulations &
standards. Aperture to be fitted with restrictor max opening 90 Degrees. All hardware, including hinges and locking mechanisms, must be corrosion-
resistant and tested for durability under BS EN 13126-8. Locking system must be multi-point, ensuring secure closure against wind loads and
unauthorized access.

ACS Masonary Reveal Plate – 304 Grade Stainless Steel (S/S-A1 fire-rated material.): To be installed as per manufacturer’s recommendations.
Ensure plates are securely fixed with stainless steel fixings at 300mm centres (or as specified), with a min. 40mm embedment. All edges to be smooth
and deburred. Apply non-reactive weatherproof sealant at joints to prevent water ingress. Allow for thermal movement where required. Installation to
comply with BS EN 10088-2:2014 and project specifications.
Siderise EW Closed State Cavity Barrier and Firestop, (EW-F60), pre-compressed, non-combustible stone wool core with integral aluminium foil
facings, achieving Class A1 Fire rating to EN 13501-1. Ensure a continuous fire-stopping seal within the cavity, positioned as per fire
compartmentation drawings. Fix securely using approved brackets or compression fit, maintaining integrity around penetrations & junctions. All joints
to be tightly butted & sealed to prevent air gaps. Product to be installed in compliance with BS 9991, BS 9999, EN 1366-4, Approved Document B for
fire safety regs & PD6697:2019 - 'Recommendations for the design of masonry structures to BS EN 1996-1-1 and BS EN 1996-2'. Please note that the
acceptable product range depends on the project requirements & includes a product range 60, 90, & 120 minutes of fire resistance.
10mm Silicone Joint : Sikasil® WS-605 S for external weather sealing of window frames to brickwork in accordance with Sika's technical data sheet &
installation guidelines, neutral-curing, high-performance silicone sealant for adhesion to uPVC, aluminium, & masonry, no primmer required, high
movement capability (±50%), high UV resistance, & long-term durability in extreme weather conditions. To be applied on clean, dry, and dust-free
surfaces, with backer rods or bond breakers used where necessary to prevent three-sided adhesion. Sealant depth & joint width to comply with BS
8212 & Sika's joint dimensioning guidelines. Installation
Everflex AC95 Intumescent Mastic Sealant tol be applied to seal all junctions between 12,5mm non-combustible Obex 0270FR Score’N’Snap Cement
Boardd & conecting surfaces. The sealant must be installed in accordance with the manufacturer’s instructions to provide a fire-resistant, flexible, &
durable seal.to be applied to a min. depth of 10mm to ensure an effective fire and smoke barrier, complying with BS EN 1366-4 (Fire resistance tests
for linear joint seals)
5-10mm gap between plasterboard returns and aperture frame, insert a compressible backing rod before applying paintable hybrid polymer sealant
(e.g., CT1, Soudal Fix ALL) or acrylic caulk (e.g., Geocel Painters Mate, Everbuild Caulk Once). Ensure surfaces are clean & dry before application.
Hybrid polymer sealants WILL provide better flexibility & adhesion with no shrinkage, while acrylic caulk may require layered application. Allow to fully
cure before painting per manufacturer’s instructions.
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NOTES:
SSL Levels & Floor Build-ups in Abeyance - to
be adjusted to suit Structural Amendments.
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