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CONTRACTOR(S), SUB-CONTRACTORS AND
MANUFACTURERS TO ENSURE THAT ALL
MATERIALS AND COMPONENTS ARE SUITABLE
FOR THEIR INTENDED PURPOSE AND
LOCATION;DESIGNED, MANUFACTURED AND
INSTALLED IN ACCORDANCE WITH ALL
RELEVANT CURRENT BRITISH STANDARDS,
CODES OF PRACTICE, AND MANUFACTURER’S
SPECIFICATIONS.

WHERE AN ITEM IS COVERED BY DRAWINGS TO
DIFFERENT SCALES THE LARGER SCALE
DRAWING IS TO BE WORKED TO.

DO NOT SCALE DRAWING.
FIGURED DIMENSION ONLY TO BE WORKED TO.

ALL DETAILS SUBJECT to FIRE ENGINEER's
ADVICE, LABC & BUILDING REGULATIONS

TARGET U-VALUES

EXTERNAL WALLS: 0.15 w/m2K
SEMI-EXPOSED WALLS: 0.20 w/m2K
PARTY WALLS: 0.00 w/m2K
GROUND FLOOR: 0.12 w/m2K
EXPOSED UPPER FLOOR: 0.13 w/m2K
ROOFS: 0.12 w/m2K
WINDOWS: 1.1 w/m2K / 0.32G value
DOORS: 1.0 w/m2K

CDM REGULATIONS 2015
ACCESS STRATEGY, DESIGN AND INSTALLATION
TO BE TO THE COMPLETE SATISFACTION OF THE
PRINCIPAL DESIGNER.

Fire consultant to advise on integrity of construction
and any additional fire safety measures required.

All cavity closers to specialist subcontractor design and
specification.

Ensure fire stopping is provided around all external
openings and penetrations.

REFERENCING

Drg no. Z06600-AQP-C-ZZ-DE-A-5000 Rev C01

COORDINATION
Refer to M&E consultants drawings for specification,
location and number of services. To be read in conjunction
with Service Engineer's drawings. Main Contractor to seek
installation advice from supplier before construction starts.

Refer to Structural Engineer's setting out for columns and
shear walls.

Example:

Dr'n Ch'kd Date
P01 AD LU 25/02/2026

Contractors must check all dimensions on site.
Only figured dimensions are to be worked from.
Discrepancies must be reported to the Architect
before proceeding.© This drawing is Copyright
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Thermal separation of reinforced concrete cantilever slabs to be created by installing structural thermal break balcony connectors at all projecting reinforced
concrete slab interfaces using Egcobox® by Max Frank, or an approved equivalent. The system shall structurally connect cantilevered balcony slabs to the
main reinforced concrete structure while minimising linear thermal bridging in accordance with SAP 10 and BRE BR497. The Egcobox® units shall be CE/
UKCA marked, ETA-certified, and achieve a minimum fire resistance rating of REI 120 to EN 13501-2. Each unit shall comprise high-grade ribbed steel
reinforcement bars (B500B or equivalent) for shear and moment transfer, embedded in a high-density non-combustible mineral wool insulation body (λ ≤
0.039 W/m·K), encased in a protective galvanised or coated steel mesh suitable for integration into formwork. Where required, shear and tension elements
shall be specified in stainless steel Grades 1.4301 (304) or 1.4401 (316) for external or corrosive conditions. Units shall be fully coordinated with the
structural engineer’s design and integrated with the rebar layout of the RC slab to ensure correct anchorage, min. cover, and continuity of structure.
Installation must ensure precise positioning and full encapsulation in concrete; any exposed connectors must be protected prior to pour. Detailing at the
interface with liquid-applied waterproofing systems, balcony falls, and finishes must ensure thermal continuity and waterproof integrity. The system shall
comply with Approved Documents A (Structure), B (Fire
Safety), and L (Conservation of Fuel and Power), as well as BS EN 1990–1993 (Eurocodes), BS EN 10080, & BS 8579:2020. Final specification to be
confirmed based on project-specific structural loading, slab geometry, & thermal performance requirements.

Radmat ReadySeal, a BBA-certified, solvent-, plasticiser-, and isocyanate-free STP liquid-applied membrane, to RC balcony surfaces per manufacturer’s
instructions. Ensure substrate is clean, dry, and free of laitance; prime with ReadySeal Surface Primer or Traffideck E4 Primer as required. Embed
ReadySeal G90 Reinforcement Fleece at joints, cracks, and details. Apply membrane wet-on-wet to achieve a seamless, fully bonded waterproofing layer.
ReadySeal offers a 30+ year service life (BBA), and achieves Broof(t4) fire classification to BS EN 13501-5. Installation must comply with BS 6229, BS
8102, and Approved Document C. Detail all terminations, upstands, and penetrations per Radmat guidance. Protect membrane from UV and mechanical
damage where not permanently covered.
Visqueen Vapour Barrier / separating layer min. thickness 0.12mm (500 gauge). Lapped & taped as per manufacturers recommendations or as per product
details & instructions. To be installed as separating layer between insulation & floor screed. Visqueen A2 Vapour Barrier: Achieves a reaction to fire
classification of A2 - s1, d0 according to BS EN 13501-1:2018.
Seal internal EPDM membrane to Visqueen Vapour Barrier using Visqueen Vapour Barrier Tape or an equivalent high-performance butyl-based overlap
tape. Ensure a min. 100mm lap between membranes, applying uniform pressure with a roller to achieve an airtight & watertight seal. All surfaces must be
clean, dry, & free from dust or contaminants before application. If required, use a compatible primer to enhance adhesion. Installation must comply with the
manufacturer’s guidelines & relevant UK Building Regulations, including Part C (moisture resistance), Part L (energy efficiency & airtightness), a& BS
5250:2021 (management of moisture in buildings).

For a High-level spec & continuity of product type, use Cortex 0500FR EPDM as the internal Damp Proof Membrane (DPM). This non-combustible EPDM
(Class A1 to BS EN 13501-1) offers superior waterproofing, vapour control, & durability. To be sealed to inner face of base aperture frame, dressed down
over support bracket, & overlap the VCL (separating layer) by a min. of 150mm, secured with Visqueen Vapour Barrier Tape or an equivalent high-
performance butyl-based overlap tape. For a cost-effective alternative, use Visqueen 500 Gauged DPM in below-ground or ground-floor internal applications
where fire resistance is not required. The membrane should also be sealed & dressed down over the support bracket, with a min. 150mm overlap on the
VCL separating layer.Ensure compliance with BS 5250:2021, UK Building Regs (Part C & Part L), & for EPDM, BS EN 13501-1 for fire safety.

30mm Kingspan Kooltherm K103, high-performance rigid thermoset phenolic insulation board used as perimeter trim for floor insulation applications.
Installed in accordance with Kingspan’s specifications & BS EN 13166 for phenolic insulation. Thermal conductivity (λ = 0.019 W/m·K). Boards to line
perimeter edge of RC upstand, tightly butted joints, ensuring continuity with the main floor insulation layer.
Install Rockwool Flexi (Non-Combustible Mineral Wool Insulation) as a packer under the door aperture frame. Fire Rating (Class A1 to BS EN 13501-1),
thermal conductivity of 0.035 W/mK, it is highly effective in reducing thermal bridging at critical junctions. Insulation is moisture-resistant, can withstand high
temps, & maintains its performance in damp conditions. It is also compressive, ensuring structural stability under the steel support system. Ideal for
conforming to irregular gaps & tight spaces, making it suitable for use as a thermal break under the steel support system. Cut & install Rockwool Flexi to fit
snugly between the steel support & the RC upstand to ensure continuous thermal isolation. Ensure all edges are sealed with appropriate vapour control
layers or tape to maintain thermal efficiency & moisture resistance. Installation must meet the requirements of Part L (Energy Efficiency), Part C (Site
Preparation & Moisture Resistance), & BS 13501-1 (Fire Safety) for non-combustibility, as well as BS 5250:2021 for moisture management in buildings.

NorDan Door Systems to be securely fixed to the structural slab using a continuous 5mm galvanized mild steel (S275-J0) flat steel plate deadload support
bracket, hot-dip galvanized to BS EN ISO 1461 for corrosion resistance, & anchored with mechanical & chemical fixings to ensure structural stability,
adequate load distribution, & long-term performance of the door aperture frame/system. Installation must follow the manufacturer’s specifications & comply
with all relevant UK Building Regulations, including Part A (structural integrity), Part B (fire safety, where applicable), Part L (energy efficiency &
airtightness), Part F (ventilation & air sealing), & Part M (accessibility, including threshold requirements), as well as BS 8213-4:2016 for the proper
installation of windows & external door sets. All final fixing details to be as per the manufacturer’s approved details & specs.
NorDan Window and Door System with Enamelled Glass Top Panel.

2mm profiled aluminium drip flashing to be securely fixed to the underside of the aperture threshold frame in accordance with the manufacturer’s details.
The flashing shall form a continuous profiled lip extending outward as a drip detail below the balcony finishess zone, below the adjustable pedestal system
& 50mm pavers, & positioned to protect the insulation packer (Rockwool Flexi-Non-Combustible Mineral Wool Insulation) beneath the threshold. Flashing is
to shed water effectively away from the RC Upstand structure. The aperture sill flashing is to be mechanically fixed to the underside of the aperture
threshold frame & secured back to the insulated packer with a high-performance, UV-resistant, low-modulus silicone or hybrid polymer sealant, such as
SikaHyflex®-250 Facade or ArboFlex® Weatherproof Mastic, compatible with both EPDM and aluminium. Sealant must allow for thermal movement, remain
durable in external environments, and maintain adhesion to adjoining materials. Sealant joints should be tooled smooth & applied in accordance with BS EN
ISO 11600 (classification F-25LM) & the manufacturer’s recommendations., the drip flashing is to maintain a continuous and integrated water management
detail across the entire aperture opening.
Siderise EW Closed State Cavity Barrier and Firestop, (EW-F60), pre-compressed, non-combustible stone wool core with integral aluminium foil facings,
achieving Class A1 Fire rating to EN 13501-1. Ensure a continuous fire-stopping seal within the cavity, positioned as per fire compartmentation drawings.
Fix securely using approved brackets or compression fit, maintaining integrity around penetrations & junctions. All joints to be tightly butted & sealed to
prevent air gaps. Product to be installed in compliance with BS 9991, BS 9999, EN 1366-4, Approved Document B for fire safety regs & PD6697:2019 -
'Recommendations for the design of masonry structures to BS EN 1996-1-1 and BS EN 1996-2'. Please note that the acceptable product range depends on
the project requirements & includes a product range 60, 90, & 120 minutes of fire resistance.
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