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Issue: The proposed replacement of the retaining wall adjacent to trees 2, 3, 4,
5 and 6 introduces a risk of root exposure and localized soil instability.

Solution:
1. Phased manual removal of the existing structure under direct

arboricultural supervision to ensure no encroachment into the retained
soil volume.

2. If necessary specialist shoring will be installed to maintain the integrity
of the rooting profile during the transition to the new permanent
structure.

3. The existing foot print will be used thus there will be no new impact on
the adjacent trees.

Issue: The proposed replacement of the existing wall and associated basement
excavations (located behind the existing barrier) adjacent to trees 2, 3, 4 and 5
presents a potential risk of root exposure, desiccation, and localized soil profile
instability.

Solution:
1. Supervised Demolition: Phased manual removal of the existing

structure under direct arboricultural supervision to ensure no
encroachment into the retained soil volume.

2. Structural Integrity: To prevent soil "slumping" or loss of profile
integrity, specialized shoring, temporary hoarding or similar will be
installed immediately following the removal of the wall. This will
maintain the stability of the rooting environment during the transition
to the permanent building structure.

3. Managed Excavation & Root Pruning: Construction will utilise the
existing footprint of the wall as the primary excavation line. Should
any roots be encountered extending beneath the historical
foundations, they will be assessed and cleanly pruned back to the
boundary line by the Project Arborist. Exposed soil faces or roots will
be temporarily protected with damp hessian to prevent desiccation.

4. Integrated Engineering Design: The new wall and basement
substructure will be designed to an engineering specification in
conjunction with site investigations and review by the Project
Engineer and Arboriculturist. This will ensure that all permanent
foundations and associated workings are contained entirely within
the existing building line/property boundary.

Arboricultural Impacts
Impacts No. of Trees

Trees to be removed 1

Groups / Hedges to be removed (Partial removal) 0 (0)

Trees with proposed incursions into the RPAs 0

Groups / Hedges with proposed incursions into the RPAs 0

Trees that require pruning 2

Groups / Hedges that require pruning 0

Trees to be transplanted 0

Groups / Hedges to be transplanted 0

No. Individual Trees to be Removed

U A B C

0 0 0 1

No. Groups / Hedges to be Removed

U A B C

0 (0) 0 (0) 0 (0) 0 (0)

( ) = Partial removal.

Tree Work Schedule
No. Species Works Category

1 Silver Birch Remove; grind stump C1

2 Common Lime
Cut back northern aspect back to

property boundary C1

5 Common Lime
Cut back northern aspect back to

property boundary C1

All tree work is to be undertaken in accordance with British Standards (BS)3998:2010
Tree Work - Recommendations. All arisings's are to be removed and the site left as it
was found. Care is to be taken to ensure that the ground around retained trees does not
become compacted as a result of tree surgery operations. No equipment or vehicles
such as (but not limited to) timber lorries, tractors, excavators, or cranes are to be
parked or driven beneath the crowns of any retained trees to prevent subsequent
compaction and root death.

Modified RPAs
Existing site features such as dwellings, retaining walls, roads,
service routs, etc., are likely to be partial or complete barriers to
root development.

Where existing site features are believed to be significant enough
to be considered barriers to root development, they have been
identified and the RPAs affected modified to appropriately reflect
these barriers.

Where RPAs have been modified, they have been done so to equal
distances in all directions (with the exception of any identified
root barrier) from the trunk of the tree. The RPAs are increased in
size (radius) across both the "site" and adjacent land to maintain
the area (m²) as per the original un-modified (circular) RPA.
Note:The management of trees 2-6 as high-frequency pollards
has created a physiologically reduced root system with a reduced
radius of activity; when combined with the historic barrier effect
of the existing wall.

Tree Categories
Trees are categorised in accordance with the cascade chart in
Table 1 of the British Standards (BS)5837:2012 Trees in Relation
to Design, Demolition and Construction - Recommendations.

Category 'U' - Trees in such condition that they cannot realistically
be retained as living trees in context of the current land use for
longer than 10 years.
Category 'A' - Trees of high quality with an estimated remaining
life expectancy of at least 40 years.
Category 'B' - Trees of moderate quality with an estimated
remaining life expectancy of at least 20 years.
Category 'C' - Trees of low quality with an estimated remaining life
expectancy of at least 10 years, or young trees with a stem
diameter below 150mm.

Root Protection Area (RPA)
In order to avoid damage to the roots or rooting environment of
retained trees, the RPA should be plotted around each of the
category A, B & C trees. This is a minimum area (m²) which
should be left undisturbed around each retained tree.

The RPA is calculated using the British Standard (BS)5837:2012
Trees in Relation to Design, Demolition and Construction -
Recommendations. The calculated RPA is capped at 707m², which
is the equivalent to a circle with a radius of 15m.

Tree Survey Report
Please refer to Arbtech Consulting Ltd. Tree Survey Report (TSR)
and Tree Schedule (TS) for full details on all surveyed trees,
hedgerows and major shrub groups.

All trees were surveyed and categorised in accordance with the
guidance as set out in British Standards (BS)5837:2012 Trees in
Relation to Design, Demolition and Construction -
Recommendations.
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Foundations adjacent to  RPAs

The replacement of the existing retaining wall and the associated
basement excavations adjacent to retained trees presents a risk
of lateral soil failure (slumping), which can lead to the loss of
structural tree anchorage. Furthermore, the creation of an
exposed vertical soil face introduces the risk of desiccation (root
drying).

Tree and root damage can be prevented by:

Shoring and Geostatic Support: To maintain the structural integrity
of the root plate, temporary shoring such as steel trench sheets or
hydraulic bracing shall be installed concurrently with the removal
of the existing wall. No excavation face adjacent to a retained RPA
shall be left unsupported or "open" overnight; shoring must
remain in situ until the permanent basement substructure is
capable of taking the lateral load.

Hydrological Protection: To prevent the higher-level rooting
volume from losing moisture to the lower-level construction void,
the vertical face of the excavation will be lined with an
impermeable moisture barrier (e.g., GCL or heavy-duty HDPE liner)
immediately upon exposure. This prevents "wicking" of soil
moisture.

Load Distribution & Substructure Design: To minimise the
requirement for deep trenching or additional excavation at the
immediate boundary edge, the substructure and basement
retaining elements shall be designed to a specification that
prioritises the retention of soil volume. Examples include a
cantilevered or self-supporting design (piles) to transfer structural
loads away from the sensitive RPA "edge" zone, the final
engineering solution will be subject site investigations and
review by the Project Engineer and Project Arborist.

Root Protection & Pruning: Any roots exposed during the
transition between wall removal and shoring installation will be
protected with damp hessian. Any necessary root pruning will be
performed cleanly with sterilized bypass secateurs by the Project
Arborist in accordance with BS 3998:2010.
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All dimensions should be checked on site. No dimensions are to be scaled from this drawing.
Please notify us of any discrepancies found. Arbtech Consulting Ltd. cannot be held responsible for
inaccuracies in the base drawing in which this plan is based.
This drawing is designed to reflect the principles of the layout or design only, and relates only to the
protection of retained trees.
This drawing is not to be read as a definitive part of the  engineering or construction designs or method
statement. An architect or structural engineer should be contacted over any matters of construction,
detailing or specification and for any standards or regulatory requirements relating to proposed
structures, hard surfacing or underground services.
This drawing was produced in color - a monochrome copy should not be relied upon.
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