From: Shreekant Patel

Sent: 14 April 2026 12:45

To: Gareth Prosser

Subject: HGY/2026/0830 - Unit 9, High Cross Centre, Fountayne Road, Tottenham, London, N15
4BE

Hello Gareth,

Transport comments:

a. The level of nighttime illumination should be reduced to 300cdm2 as per ILPE Guidance
for locations in E4 zone - see extract below.

Table 10.4: Recommended maximum night-time permitted values of display luminance

Light Technical Parameter Maximum sign luminance (L,) cd/m?2

Environmental zones

Sign surface area

Oto<5m? 0 25 200 300 300

5to < 20 m? 0 0 200 300 300

= 20 m? 0 0 100 200 300
Notes:

1. The values in Table 10.4 apply to pre-curfew. The post-curfew levels shall
generally be the display being off, unless (in zones E2 to E4 inclusive) the
installation is still required to be operational, in which case the performance
level shall be 50% of the pre-curfew level.

2. Where a digital display is split into separate areas, or displays are placed
adjacent to each other with differing images, the assessment shall be made
on the total possible display area.

3. The values indicated are recommended maxima, and in practice these

Subject to the above, there are no transport objections.

Regards

Shreekant Patel

Principal Transport Planner.

London Borough of Haringey,



Environment and Resident Experience
Haringey Council
5% Floor Alexandra House,

Wood Green, London, N22 7TR



