Slate tile - no diamond pattern
to turret, renovation to turret
was carried out in 2023 - tiles
and flashings to be checked
and retained / repaired if all in
good condition

Slate tile - no diamond pattern rincipal elevation - Existing roof tiles
to small dormers to be used on this face first, replicating
— existing roof tile pattern - Pattern 2
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FFT Conditioning Report carried out on the 28th July 2025 :

Recommendations:

The pitched roof coverings are evidently nearing the end of the useable life, noting that the building is estimated to be approximately 170 years old, and it is
recommended that it be replaced in the next 1-3 years.

Itis recommended that at the same time the existing coverings be removed and new underfelt and battens provided. An allowance of 50%-75% for new slates
should be allowed for in respect to the replacement of damaged and/or broken slates.

At the same time, it is recommended that the smaller flat roofs be recovered, insulation replaced, and any necessary repairs carried out to timber structures.
To take full advantage of associated vertical access, it is recommended that at the same time rooflights and dormers be checked at close quarters, and any
resulting works be included to ensure a continued life, to include easing, adjusting, repairing, and re-glazing as required.

With regards the chimneys, these should be capped and vented where these currently remain open, allowing for localised re-pointing to address weathered
joints.

Fascia and soffits were generally found to be in fair condition however, the opportunity should be taken to inspect at close quarters once vertical access
permits, and associated works undertaken, including cyclical redecoration.

Gutters and rainwater pipes should be cleaned, flushed through and any leaking joints remade at the same time, to include drainage associated with the
existing flat roofs.

Proposed works:

Each roof pattern to be photographed and documented so replacement can be replicated, maintaining the historical slated roof with diamond pattern design.
Carefully remove existing slate tiles check all slates and retain any existing tiles that are in good condition and not showing signs of decay, delamination or
powdering, these are to be store and re-used firstly on the main front roof facing Draper Road as advised by the conservation officer.

Source new Westmorland slate as previously used back in 2023 for repairs to the existing roof.

Remove old sarking felt battens and sheathing roof boards (if used) back to roof timbers. Inspect roof timbers and repair where required.

Install new roof sheathing boards (if existing has been removed to maintain existing build up) with Tyvek breather membrane over with new tanalised counter

EXiSting Natu ral Slate t||e pattern_ battens forming drainage route and battens. Fix slates to battens in the replicated patterns using galvinised nails or stainless steel nails.
. . All flat roofs to be inspected and checked that they are to the required falls as ponding has been noted in FFT conditioning report, where required strip back
Pattern to be repllcated . Photog raphlcal check timbers and substrate, install new insulation and substrate with firrings to achieve required 1:80 falls and install new flat roof membrane.
evidence to be taken of each roof slope Rev | Date Notes
prior to the removal of any tiles.
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