Condition 3

Subsection 3.5

Front Elevation Window Types

The approved replacement windows to the front
elevation are triple glazed PPC aluminium in a white
finish. The proportions, flashings and surrounds are to
match the existing.

The details illustrate the relationship with the existing
hung clay tiles at the head and base of the windows,
and how the frames are recssed into the structure on the
internal face, with the insulation line wrapping around
internally in order to maintain the external appearance
while providing significant sustainability upgrades.

The windows also include lead flashings and white-
painted wood surrounds to match the existing, and
cavity barriers behind the existing cladding for fire safety
as required by current regulations.

For section details refer: 24006_31_535_External
Openings_North_Section Details_Sheet 05_W.G.02_REV
P1

For ground floor plan details refer: 24006_31_501_
External Openings_North_Ground Floor_Plan Details_
Sheet 01_WG.03 & W.G.04_REV P1

For first floor plan details refer: 24006_31_511_External
Openings_North_First Floor_Plan Details_Sheet
01_W.1F.07 & W.1F.06_REV P1

Proposed Front Elevation

S View Close, N6 4DD
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Condition 3

Subsection 3.7
+108.420
[ ET=2 25—
Condition wording:
Prior to the commencement of the above ground works
the following details shall be submitted to, and approved
in writing by, the Local Planning Authority or made
available to view on site:
(04 )
B
Detail design drawings to scale 1:10 and material
specification of new external doors and the pedestrian
side gate.
New External Doors 1185 %
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The approved replacement door to the front elevation is |
an secure hinged door with a natural accoya cladding. } N
The proportions, flashings and surrounds are to match _ |
the existing. oot |
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Condition 3

Subsection 3.6

[
|
Condition wording: |
|
|
|

Prior to the commencement of the above ground works
the following details shall be submitted to, and approved
in writing by, the Local Planning Authority or made
available to view on site:

Detail drawings of new boundary treatments and
enclosures including bin and cycle stores to scale 1:10
and related material specification;,

Boundary Treatments

The approved application includes a specification for a
painted timber slat fence to the boundary treatment with
a height to match the neighbours.

The scoping plan on this page illustrates that the location
of this will be along the boundary line with no. 7 View
Close, and to the rear garden along the boundary with
the garages to the rear. This is explored on page 12.

The boundary treatment to no. 3 View Close is explored
on the next page.

For further details on landscaping scoping
refer:24006_90_100_Landscaping Scoping_REV P1
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Condition 3 & 7
Subsection 3.6 & 7

Condition wording:

Prior to the commencement of the above ground works
the following details shall be submitted to, and approved
in writing by, the Local Planning Authority or made
available to view on site:

Detail drawings of new boundary treatments and
enclosures including bin and cycle stores to scale 1:10
and related material specification;,

Notwithstanding the approved plans details of the
design of the bin and cycle storage shall be submitted to
and approved in writing by the Local Planning Authority
prior to the first occupation of the development hereby
approved and shall be maintained as such thereafter.

Bin & Cycle Storage

The bin and cycle storage feature low level units

with a 2.5m tall fence to the boundary treatment

with No. 3 View Close. The fence was previously
proposed at a typical height of 1.8m however following
correspondance with Haringey Council regarding the
acceptability of a taller fence to match the existing
garage, this has been amended to afford more privacy to
the garden of No. 3.

The storage and fence will be constructed with highly
durable accoya grey to ensure a long lasting finish.
Unlike typical timber fences, the Accoya does not require
recoating or any maintenance and has an inherently long
service life.

For further details refer to: 24006_90_400_Front & Rear
Garden Storage_REV P1

S View Close, N6 4DD
Conditions Discharge | May 2026
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Condition 3

Subsection 3.7

Condition wording:

Prior to the commencement of the above ground works
the following details shall be submitted to, and approved
in writing by, the Local Planning Authority or made
available to view on site:

Detail design drawings to scale 1:10 and material
specification of new external doors and the pedestrian
side gate.

Pedestrian Side Gate

The pedestrian side gate will be constructed in an
painted timber to compliment the accoya grey, at a
height to match the neighbouring property.

There is a low level retaining wall proposed within the
strcutural

For further details refer: 24006_90_401_Side & Rear
Fence_REV P1

S View Close, N6 4DD
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Condition 5

Condition wording: Front Garden Plants Back Garden Plants 1

Notwithstanding details hereby approved and the
approved tree protection measures, which seek to
protect and minimise the loss of established landscaping
features to this site, details of new landscape planting
and hardsurfacing to the site shall be submitted to, and
approved in writing by, the Local Planning Authority.

The scheme/ detail as approved shall be carried out in
the first planting season following the completion of the
development.

Euphorbia characias Taxus baccata- Yew Cowanii allium cryptomeria japonica libertia grandifl@ra

Elaeagnus x ebbingéi

Hakonechloa macra wulfenii globosa nana

multi stem tree

Landscaping Planting and Hard Surfacing

The front garden planting will consist of a combination
of raised planter beds and plants growing from the
permeable gravel finish. The layout aims to open up the
front garden and create an inviting route to the house,
using texture and form. The design intends to layer on
the existing mature landscape to bring a woodland feel
and create a low maintenance, open and beautiful space. bin store

Pittosporum tenuifolium polystichum setiferum Sesleria autumnalis Erigeron karvinskianus

Hebe salicifolia

'Profusion’

o

: ‘Collaig Silver
Acer Palmatum

Virburnum tinus Adiantum venustum Polypodium vulgare

The rear garden planting intends to further create depth l l Halan cypress e existing trees

and layers, and an inviting route out and up the terraced gravel : A medpRre

planters. The existing healthy trees will remain in place, = .
lawn

bike store

existing trees

and all mature trees are to be protected as per the 4
arboricultural consultants advice. mult stem

ever green
small trees
in gravel

raised bed/
mixed
planting

existing trees

Olive trees :
Olive trees

mixed planting

/iﬁgravel

mixed planting
in gravel

terraced area with

mixed evergreen
planting

raised bed
/steel planters

seating area

-  —"
| stepping stones dining table
—mixed planting in

raised bed

. . . -aised powder coated
mixed planting in gravel - eel planter for vegetables

with ground cover just outside the offiBe door

1 Front garden planting layout plan/visual.

2 Rear garden planting layout plan/visual.

]

3 Proposed gravel to front garden shown in wet condition
(left of image) and dry condition (right of image). The tile
for the rear garden hardsurgacing is shown in the middle of
the image.
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4 Front garden west elevation/visual showing proposed bin
and bike store, planters and existing mature trees in the
background.

M

5 Back garden visual illustrating the views over the stepped
planters and up to the rear garden

S View Close, N6 4DD
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Condition 8

Condition wording:

Notwithstanding the plans hereby approved, full details
of the planter and balustrade to the roof terrace,
including scaled drawings, sections, materials and
finishes, shall be submitted to and approved in writing by
the Local Planning Authority prior to installation.

The development shall thereafter be carried out in
accordance with the approved details.

Reason: To safeguard the residential amenities of
neighbouring occupiers and to prevent overlooking of
adjoining properties by ensuring appropriate control over
roof extensions and associated structures, consistent
with Policy D6 of the London Plan 2021 and Policy DM
of the Development Management DPD 20177.

Terrace & Balustrade

The approved glazed balustrade will run around the
perimeter of the terrace. The glazed balustrade is
specified for its lightweight, un-obtrusive properties.

Adjacent to the glazed boundary, to the west elevation, a
planter will obscure any possible views from the terrace
to the garden of no. 7 View Close. The PPC aluminium
planter is specified to a height to match the parapet wall,
and will contain a perforated base plate for drainage.
The plants specified within the planter are to a specialist
landscape designers specification, and will endeavour to
reduce overlooking.

For further details refer: 24006_27_553_Section F_
Details_REV P1

S View Close, N6 4DD
Conditions Discharge | May 2026
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grounds as indicated

Aluminium PPC planter
on raised feet to
specialist subcontractors
detailed design

Existing chimney
to be retained
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detailed design

Existing chimney to
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Planting to landscape
designer specification
and details
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steel fixing grounds as
indicated.
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Perforated base to planter
for drainage, to specialist

design.

Planter to contain void for

drainage and to avoid
o plants.

Perforated base to planter
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for drainage, to specialist
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Planter to be fixed on
raised feet through roof
covering to specialist

subcontractors design.
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