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Quantities are indicative only. It is advised that estimates are verified prior to purchase.12.
undertaken prior to construction

Condition of existing nosing stone to be assumed acceptable. Dilapidation survey to be 11.
issue No. A2 Clause 5.2.5 
extent of the hump including ramps. Markings to be in accordance with LUL CAT 1 standard 1-1311 
nosing and a black line on the existing platform between the edge and the front of the hump, for the 

Platform markings are to consist of 100mm wide white line on the edge of the nosing, a 100mm 10.
platform level.
approx. 1:40 towards back of platform. 1:20 falls apply along ramps from proposed humps to existing 

Nosing stones are to be laid flat. Platform crossfall gradient to be laid from back of coper at 9.
Slabs to be laid in accordance with Batch 2 specification.8.

report.
reduced. Where these do not comply with LU standards, these have been identified in non-compliance 
consequence, headroom to any overhead mounted equipment or in access passageways may be 

The installation of a hump will locally raise the platform surface over the extent of the hump. As a 7.
Ramps on platform should have a maximum gradient of 1:20.6.

CE-00002. 
coper specification as per UIP3237-MMD-ZZZ-ZZ-DRG-CE-00001 and UIP3237-MMD-ZZ-ZZ-DRG-

New platform copers are to be 600mm wide PC10 Nosing Stones. Ramps are to consist of varied 5.
Survey grid and setting out provided to London Survey Grid.4.
All dimensions are in millimetres. All levels are in metres.3.
Do not scale from this drawing2.
Drawing to be printed in colour1.
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