Copyright, Designs and Patents Act 1988

The copyright & design right of the design documents & of the design remains that of Whitecode Ltd. All copies are only for
information about the application, they may not be used for any other purpose or copied without the express written permissior
of Whitecode Ltd.

Conflicts of Information

It still remains the responsibility of the Installer/contractor to ensure that there are no conflicts with information provided by
ourselves & that of any manufacturers information or relevant requirements of statuary Bodies or Client specification/Er's. If
any conflicts do exist it is the responsibility of the Installer/Contractor to inform The Consultant/Client immediately Verbally & in|
writing.

WARNING TO HOUSE PURCHASERS - Property Misdescriptions Act 1991

Buyers are wamed that this is a working drawing and is not intended to be treated as descriptive material describing, in
relation to any descriptive material describing, in relation to any descriptive particular property or development, any of the
Specific Matters prescribed by an Order made under the above Act. The contents of this drawing may be subject to change at
any time & alterations and variations can occur during the progress of the works without revision of the drawing. Consequently
the layout, form, contents & dimensions of the finished construction may differ materially from those shown. Nor do the
contents of this drawing constitute a contract, part of any contract or a warranty.

NOTES

General Electrical Notes

Mechanical services shown for coordination purposes only. Refer to mechanical
drawings for mechanical services information.

o o o o Before commencing work on site, please read Design Risk Management Information.
(m) (1) (o) () () (=) (=) (= 3 (=) (5) (o 3 ( o) (o) () - Allmanufacturer's instructions to be reviewed prior to installation.

N \ / \__/ \__/ Al electrical installations shall be carried out in accordance with BS 7671.

This drawing is to be read in conjunction with the electrical symbols legend & typical
mounting heights drawings.

Where electrical boxes, conduits, trunking, pattresses or luminaires penetrate floors,
walls, roofs, ceilings or other partitions, they must be suitably fire-stopped in order to
arrest the spread of fire through the electrical system; as per section 527.2 of BS
7671 and Approved Document B.

DB-LL-01-CO/3L Client to confirm if these are
required

Override Switches For:

F50 Ci A Existing Lighti
F50 0:222: A ﬁ; lEi%htli%g " Dimensioned setting out details to be confirmed by architect.
F50 Cinema B Existing Lighting All discrepancies are to be queried with WCL before works commence.

F50 Cinema B New Lighting ,-4 Electrical contractor to allow for supply and install of power assisted doors.
9

F50 Cinema Foyer Existing Lighti Electrical Installation Notes

DB-LL-O1-CO/3L1\ 1.01 Al switches and sockets must be installed at least 300mm from internal room
corners to meet the requirements of Lifetime Homes, 150mm from hobs and 300mm
\ \ oA from sink basin to comply with BS7671.
%5& \ / q I'IT I'e I N,
ot 1ot (G (o) [ | 2. Common Area Notes
=atairs up flat roof \ S Z 1\ . —_—
|| 3
é i % | gam O e . J \ é 2.01  Serve voids, ceiling voids, floor voids, undercrofts or any other void within the building
=/ F DB LL-0 1 PREP L. AfFor  © %C;D” - / ‘ % a ‘ shall be measured on site and relayed to WCL prior to installation of any components
o d ~ Ventilation ; S TS T of the fire alarm system.
H /L» 2 = 2.02  External lighting to be controlled by photocell and timeclock. Photocells shall be
);u -y v A = ! / located above street lighting level. Most beneficial positions to be determined on site.
Disablet WC T / : : ﬂ‘ -+ 2.03  Adjustable down light (positioning to be assessed depending on panel location)
: ul Q 2 ol controlled by key switch to provide 200 lux at lift control panel. Switch shall be
DB-LL-01-CO/6L. & 7225 STAGE LIGHTING TO BE COMPLETE marked Lit Landing Lightng:
= ‘ o = 2.04  Key switch for testing of emergency lighting,1No required per circuit.
HGHTING CONTROL MICRO SWITCHES IN FOLDIN LIENT TO CONFIRM LIGHTING BY SFECIALIST DESIGNER AT 2.05  Allequipment required for the smoke control and environmental systems shall be
DOORS TO ALTERNATE LIGHTING CONTROL /| TN ! . e s A
GROUPS FOR BOTH SMALL AND LARGE GROUP | WITHIN THIS AREA [ 1) supplied and installed by a specialist as per their designs, including all smoke/heat
CONFIGUARATION. /™ ’ = e % Z/“ N detectors, breakglasses, actuators, and keyswitches. Electrical contractor to provide
oL S — 6 %l’ L e - ya e — 8 ) power supplies to specialist's panels. Bin stores shall be independant of the main fire
o e iy — T i o alarm system to provide local detection and sounder.
D6 99 j L | r i 2.06  Switched fused connection units shall be provided in risers for IRS equipment, AOV,
¥ D/ & D17 BoLL-TH-LGO1 5L2 ‘ | CCTV, door entry and access control equipment. Specialist contractor shall confirm
. ] | BTGzt 66 b ob b6 N / //D : — e ! 1 207 FrovsoralE it signs. Final location and quantity to be confirmed by f
DB-LL-01-CO/6L o5 . @ ®< bﬁm 2,05 (i|>m - [ Nele 205 N o7 Nole205 %/ Ve \é/Notezos N ‘ 7 = ,;!‘ i . tI’O\:ISIO;la hlrtnertgency exit signs. Final location and quantity to be confirmed by fire
p2_ D6X i X Z/| “ “ ‘ ‘ f \ W w w | strategy/architect.
Eg 3 ' ® / e [] | SO \ ®<13E / @’ ®/ﬁ /®\1 ‘) o /®\1 € . /®\1 s \® b7 /® XI3E | @' Z/ | 2.08 Lift 3-phase supply to be terminated in a lockable rotary 4-pole isolator made by
. A Note 2. osﬁ_ s | 0o y o . y i __i__ / ‘ N 4 I Gewiss. ref: GW 70438. All items are to have a 2m length of spare cable to enable
j\@ = Z)/' L i T |\poyred ‘] ’ i the final position to be determined by the lift installer.
Multi Channel Igerface For AIC | & Q. e o G { : B-LL-TH-LG- 01/7|-2 - __DB-LL-TH-LG-01/15L2 QB -LL-TH-LG-01/14L3 I~ 2.09  Smoke detection for the control of AOV system, specialist to provide final
UnitsHL | &5 . ) ' 5 i s ‘ PR - p 1 /D I e m Hbt |[==— @) requirements prior to installation.
T #1;6 DG 5\ r | @51 y L1a—+ L14 L14 L14 L14 L14 L14 L1 L14 Lé——=TT4 L14 L14 L14 L14 ‘ L14 L14 L14 L14 L1 T FAI For A/C Units H/L ! o 2.10  Refer to electrical riser elevation drawings for positioning of equipment within the
H=r= g 0V @) i I electrical riser.
i ] 'q 06 Ds/(%—- 6 : D6 i Q= Qe Qe Qe Q= ® © i 212 Smoke detection for the control of AOV system , specialist to provide final
) ) 06 06 @ A = 3 . ] . . . . ‘ ‘ i ) requirements prior to installation.
[E=2 & N 4 /| (= | [ ] 7 o7 J N o7 |77 | | ; | | o7 | | 7 % o) 2.13  Fire interface to form part of the local fire system. Fire specialist to confirm final
N [ B ) \ @' 14744 | - g - - | — - % @ @’ >/ requirements.
J =T ] }XV D6 D D6 ! DB-LL-TH-LG-01/7L 4 W1 g 2.14  Door access controls to be confirmed against specification.
- P [%) ;n ) (533 D6 (% = | = -7 - - - - ' - 2.15  Provisional CCTV camera. Final location and quantity to be confirmed by
(o) | =1 Ty i 7 RX) x3 _ (o) client/architect.
o/ D6 (X) sl g:' 06§ L foe 06 % 6 06 o7 i 01 o7 )& b7 )& b7 w1 W @‘3 \9 2.16 Gate control panel to be operated by remote FOB to specialist design. .
& =R o [ L DB-LL-TH-LG-01/7L1 2.17  Door entry requirements to be confirmed upon receipt of Ingress access strategies.
s 5 up REFER TO THIS SECTION FOR B-LL-01-CINEMA/L A _g Bg L ] 2.18  Head of stair AOV break glass override switch
11 .04. \. R 3 - -0 I 1) . .
DBALOICOBLE—0 | o K ¢ WORKS ASSOCIATED WITH F .50 | [m X 2 S ‘ w S Noe2os 219 Lobby AOV break glass override switch.
by T D6 e D6 ] J = ,E!_’:‘E,MI'_AUNWW - | X D o:q' @’ 38 D7 - (ﬂ' D7 >g D7 >® D7 Bg . _@ 220  Final location of equipment and plant shall be coordinated with the mechanical
7l X*E L; S e i contractor prior to procurement and installation.
N . g‘ m Note 2 0] 5 2.21  Video entry panel to be mounted on pedestal . Specification and location TBC by
J P ! D6 6 6 D D6 [l & Bg ) architect.
VRN b6 ~1] D6 il 2 ' _ 2.22 3 gang grid switch fitted with 20A double pole switches, each switch engraved with
(o) o7| - o7 - . §$ D7 . o7 ) o7 w1 X3 & x3 o gang g p . Y
(& % ] Note 2 H—Lﬂ—, / 1 I — *E = | o) the name of the appliance served:-
: b6 \ 1 CINEMAL S D6 % 6 s 15 . S N S : e Tumble Dryer
1 o 1 | @ | L o Washing Machine
=N B ‘ i / i >% i /= e Washing Machine
DB-LL-01-CO/ GLZ\ 06 W @ Y =41 o o |~ D BD§< D6 M | &) o7 NN %—m o %‘m Note 2.05 RS 2.23  100x100mm boxing out for cabling to rise from underfloor containment for desk
o I 1 P2 N 3 "’ B1 H X9 ‘ X9 X9 X9 X19 o ™N "' services.
‘r N AN £1 | é J N ) "
] %j\ y } i ®E1 B-LL-TH-LG-01/14L2 ®E1 ®E1 ®E1 ®E ’ . X3E @ \DB-LL-TH-LG-01 1711 2.24 Ppwer supplylfor smoke d_ampers to be W|_red back to damper coptrol pan_el within
J 2 o oot 06/ | pd Ao (AL 06 1 & x X3 riser. Installation shall be in accordance with smoke control specialist design
— I, comes w6 § - ’ L1 ! L14 L14 L14 L14 L14 L14 L1 L14 L14 o — L14 L14 L14 L14 L14 L14 L14 L1 \ ote 2.26 - requirements.
(9 )\ - ERI=PZANCE . T I I N N I == L N~ - ‘ - _[9) 2.25  Switching arrangement within Assembly Hall to be co-ordinated with theatre projects
N T s I ~DB-LL-TH-LG-01/15L2 | &® 9 9 y proj
N S N T : ote 2.05 » “ DB-LL-TH-LG-01/7L : * p 2.26  Override switch for new and existing lighting circuits
- % 6 D6 6 [ — 09 227  Luminaire type TBC
L i | Note 205 , / Note 2.05 /' Note205 AN g D Note 205 228  LPAluminaires provide insufficient performance in this area. Client to confirm if
i ( \ —X » ! T alternate lighting shall be provided.
= - - Ve U) | | |
DB-LL-01-CO/6L D6 oy DB @ X2 ° (o /] &é 4 - '& ®/13E . /?\ \®/13E . /%K‘Q \®/ /® \®X13E / @' } A @' S 3*27] 229  Magnetic Track Linear & spot lights (refer to LPA drawings for quantities)
A # o . N o7 . / s . 3.30  Floor boxes containing:
o _ ﬁ il ; : B-LL-TH-LG-01/15L2 NOTE 2.25 ul \DB-LL-TH-LG-01 /5L1 e F1-4No. Double sockets. 2No. Data points
@D o TR . \®D17 ‘ & ‘ ‘ ‘ ‘ ‘ FA1  Fire alarm interface for connection to relay base within adjacent apartment for
D6 il 2@09 B (3| ¢ Dowmets ‘ \ ! e > connection to landlords fire alarm system.
o Note 205 {3\} Py |13 3 T ) f g il = H P FA2  Fire alarm interface for sprinkler flow switch.
( 8 N D6 Ty = Al ForVenti yste%—‘ﬂ[ '''''''''''''''''''''''''''''''' = ——- T ———, ' — e 5 ] s — T _( 3 ) FA3  Fire alarm interface for smoke ventilation system
~ T ets | [2 o =T e %T ; . ; | L N FA4  Fire alarm interface for connection to BMS and shall provide signal to shutdown all
= —= 1 T M
DB-LL-01-CO/6L: — I~] "y o Y % o I E energy centre plant in the event of a fire and shall also be resettable from the fire
R / S& ‘ (5 o = - alarm panel within the fire control centre.
D6 p2E D6 @ N Gg) =/ 8 3 g FA5  Gate to open in the event of a fire.
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BUILDING SERVICES DESIGN
Responses to L&P Comments 23.05.2022 CONSULTANTS
1. Itis assumed that all services are coordinated with architectural and structural layouts =Noted 26-27 The Hill. Northfleet. Gravesend

2. Itis assumed that this drawing complies with the ERs and any deviations are highlighted. =Noted

3. Luminaires X11 and L4 do not appear on Luminaire schedule. = The luminaire schedule has been Kent, DA11 9EU

; ; .whitecode.co.uk
reissued to reflect this change WHITECODE WWW W o )
4. Please provide lux level calculations. = To be provided CONSULTING T: 01322 289977 E: design@whitecode.co.uk
5. Confirm D6 light fitting can be accommodated within ceiling void. = Yes Title:
6. Please provide dimensioned setting out for each component. = To be incorporated on
architectural RCPs. LIGHTING AND FIRE ALARM LAYOUT
7. Please include lighting control wiring diagrams. = Please refer to manufacturer data sheets TOWN HALL FIRST FLOOR
8. Show where exposed conduit is used to light switches. = To be shown on as-built drawings aside
from any areas that pose a significant visual concem. TENANT FIT-OUT ALLOCATION LAYOUTS
9. Confirm installation proposal where fixing to clay pot ceiling. = Contractor to confirm Project:
HORNSEY TOWN HALL
Client: -
ARDMORE Rev:

Dwg Number: AB

10687-E-02-TH-1101(1)
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Copyright, Designs and Patents Act 1988
The copyright & design right of the design documents & of the design remains that of Whitecode Ltd. All copies are only for
information about the application, they may not be used for any other purpose or copied without the express written permissior|
of Whitecode Ltd.
Conflicts of Information
It still remains the responsibility of the Installer/contractor to ensure that there are no conflicts with information provided by
ourselves & that of any manufacturers information or relevant requirements of statuary Bodies or Client specification/Er's. If
any conflicts do exist it is the responsibility of the Installer/Contractor to inform The Consultant/Client immediately Verbally & in
writing.
WARNING TO HOUSE PURCHASERS - Property Misdescriptions Act 1991
Buyers are warned that this is a working drawing and is not intended to be treated as descriptive material describing, in
relation to any descriptive material describing, in relation to any descriptive particular property or development, any of the
Specific Matters prescribed by an Order made under the above Act. The contents of this drawing may be subject to change at
any time & alterations and variations can occur during the progress of the works without revision of the drawing. Consequently|
the layout, form, contents & dimensions of the finished construction may differ materially from those shown. Nor do the
contents of this drawing constitute a contract, part of any contract or a warranty.
NOTES
General Electrical Notes
Mechanical services shown for coordination purposes only. Refer to mechanical
drawings for mechanical services information.
Before commencing work on site, please read Design Risk Management Information.
All manufacturer's instructions to be reviewed prior to installation.
Al electrical installations shall be carried out in accordance with BS 7671.
This drawing is to be read in conjunction with the electrical symbols legend & typical
mounting heights drawings.
Where electrical boxes, conduits, trunking, pattresses or luminaires penetrate floors,
walls, roofs, ceilings or other partitions, they must be suitably fire-stopped in order to
. - . . . - - . - - . — — — arrest the spread of fire through the electrical system; as per section 527.2 of BS
) ) o) @) O ) =) =) ) (©) © (o) )
N N N/ N N/ N/ N N N N/ N N N N - Dimensioned setting out details to be confirmed by architect.
All discrepancies are to be queried with WCL before works commence.
Electrical contractor to allow for supply and install of power assisted doors.
Electrical Installation Notes
1.01  All switches and sockets must be installed at least 300mm from internal room
N corners to meet the requirements of Lifetime Homes, 150mm from hobs and 300mm
- ™~ from sink basin to comply with BS7671.
/ \\ 2. Common Area Notes
/ \
| | 2.01  Serve voids, ceiling voids, floor voids, undercrofts or any other void within the building
shall be measured on site and relayed to WCL prior to installation of any components
of the fire alarm system.
2.02 External lighting to be controlled by photocell and timeclock. Photocells shall be
located above street lighting level. Most beneficial positions to be determined on site.
2.03  Adjustable down light (positioning to be assessed depending on panel location)
controlled by key switch to provide 200 lux at lift control panel. Switch shall be
‘/cﬁ)\‘ — = e =l ‘/5\‘ marked 'Lift Landing Lighting'.
“\, "~/ = ‘ = = il (ﬂ 2] -~ \ /“ 2.04  Key switch for testing of emergency lighting,1No required per circuit.
E EAEN Q 2.05 Al equipment required for the smoke control and environmental systems shall be
= § g m supplied and installed by a specialist as per their designs, including all smoke/heat
=1 I L —— detectors, breakglasses, actuators, and keyswitches. Electrical contractor to provide
E i %/5/””’”’”””’”’””””’””””””’”’””””’”’”””/””’”’””’ S~ - S~ - m power supplies to specialist's panels. Bin stores shall be independant of the main fire
WE } 5D T~ \><// alarm system to provide local detection and sounder.
! / o %g T T T T I I I 2,06  Switched fused connection units shall be provided in risers for IRS equipment, AOV,
§ 0 gl g2 - — - - CCTV, door entry and access control equipment. Specialist contractor shall confirm
} : S %i > > z requirements.
1 ° ;. [Al . 2 5 I I w 2.07  Provisional Emergency exit signs. Final location and quantity to be confirmed by fire
) i % S5 C ‘ C =S\ strategy/architect.
\R ) = i — 1) F\-\I\) > ) 2.08  Lift 3-phase supply to be terminated in a lockable rotary 4-pole isolator made by
- ! | /| 0 W2 s, i < - Gewiss. ref: GW 70438. All items are to have a 2m length of spare cable to enable
O . Vi | . W‘ ‘7‘ — — “ i i i the final position to be determined by the lift installer.
— =k H 0 Z% \ L . i | 2.09  Smoke detection for the control of AOV system, specialist to provide final
< | A I< 5| U | 0o ||\ L . i ! I requirements prior to installation.
— i T T T //W%%%%%%%%%géf j 8_ ) b i oK | 2.10  Refer to electrical riser elevation drawings for positioning of equipment within the
O g ; R |: i AN~ /f" i i i i i i i > electrical riser.
| s i - Py / . Lo i ! |_ 212 Smoke detection for the control of AOV system , specialist to provide final
%1 + / X I I il ! requirements prior to installation.
w i it ’ Q | _Areabelow 1.5m headroom!_________ | | i | [ 2.13  Fire interface to form part of the local fire system. Fire specialist to confirm final
S\ N ? | S s : : : CR] i / i 1 L i | i i RWo o o) requirements.
‘\\m /»% T 7%1 H i E oL MLﬁrJ @l L o i | = . w //“ 214 Door access controls to be confirmed against specification.
N O ! + ® : - - i | I_ N 2.15  Provisional CCTV camera. Final location and quantity to be confirmed by
= | i i | ’\\/\\ @ @ @ D:D i! I | client/architect.
‘ ) g | \ H . Do . i i O 216 Gate control panel to be operated by remote FOB to specialist design.
. E i | 1+ ‘ N i i i i i i ! . 217 Door entry requirements to be confirmed upon receipt of Ingress access strategies.
(o) 2< P | | | ;N I Lo i ! o) 2.18  Head of stair AOV break glass override switch.
B/ =1 il j [uuf | )] . |1 il i ) : ;
T B i 1 | o oé ‘ @ @ Lo @ @ . == | x\,,,/ 219 Lobby AQV break glass override switch.
= : Al L I . K | 2.20  Final location of equipment and plant shall be coordinated with the mechanical
=i u uf ) I {HH | | o N [ (I | . . :
— E il N =) I o 7 . i i i i Maintenance a?\ }ess above Assembly Hall ‘ i o~ contractor prior to procurement and installation.
( 8 I ‘: f R s ot i | 5| . ! 8 S He e e s e 1) e TH **************************** ‘l‘ —— I 8 ) 2.21  Video entry panel to be mounted on pedestal . Specification and location TBC by
N E A o- | = 3| wo I . || Il Il Il 1 LT P architect.
=k E [Py £ 5] IR i il | E 5H 0 ! \\\ Lo Lo I o I i o 2.22 3 gang grid switch fitted with 20A double pole switches, each switch engraved with
E i S i I |z | I | . o os i SO I i i H it .22 the name of the appliance served:-
" 3 I . g g 2 NG | I I | Il SN + Tunv e
i u | | | o . .
‘%‘ o i \ @ - } . T Nt B £ I T B L7 i R A S e B il S e Washing Machine
= ) o | Q@ | yam Do ik Hi Hi i - e Washing Machine
E 8 [ |5 § | o 1 S I H H H Hin = 2.23  100x100mm boxing out for cabling to rise from underfloor containment for desk
=k [ s \ 3 A o i Hi Hi Hi S services
S | L | / — — .
‘/ o) E | L \ 8 i S i i i i 3 ‘ 3 3 ‘ 3 3 ‘ 3 i i 1 ! / o\“ 224 Power supply for smoke dampers to be wired back to damper control panel within
\&/ ;ﬁi % I i i | ST I S [ A n i N N T J \o riser. Installation shall be in accordance with smoke control specialist design
B | I 2 ¢ | i i Maintenance aQﬁess above Assembly Hall w w THEERN x requirements.
N =] +H 1 u . | il il il il 1 \\ - 2.25  Switching arrangement within Assembly Hall to be co-ordinated with theatre projects
“/ 3\: w?} + ! gg‘w =i 7@ @ i } @ @ I o o i o } } N I/ 3\3 2.26  Override switch for new and existing lighting circuits
o =l Lt | s N I | | I i i I LO ] 7 227 Luminaire type TBC = . -
= IF z i i ; e s/l é p o | iy i i i i N 2.28  LPAluminaires provide insufficient performance in this area. Client to confirm if
| =k § = = X F 5\ )/ s e I 1 i 1 1 i 1 N - - It te lighti hall b ided
= HH z L 9 L [ (L } } } } } } } } } } . ~| alternate lignting shail be proviaed.
i; i ° T : # 2 // @ D%] @ C:B) j < ‘ ! ! ! ! I N DI 2.29  Magnetic Track Lipgar & spot lights (refer to LPA drawings for quantities)
TN = o e — | L . ) i it Hi Hi it N TN 3.30  Floor boxes containing:
[ O ) 1 HH E} . I |- I~ Il 11 1L [N 11 ~ [ O ) :
\ /— =i § i [92) 1T [ Tl i [l i o S — ) e F1-4No. Double sockets. 2No. Data points
\oo / 1575002 0 = \ 1ol [ I Il I I 11 N RWO \oo %
- = u o il \ . i I i i i i L = — FA1  Fire alarm interface for connection to relay base within adjacent apartment for
H n N \ T AT RAATT T Eem s T et B Hed e I 11 1| 1| I N VAR — .
E e o ‘ 1\ Area below 1.5m headraom I i i i i i . PR connection to landlords fire alarm system.
E i I < & o \ Lo Lo i H i i i N oo FA2  Fire alarm interface for sprinkler flow switch.
=i i (Z21%) : R\ P ot 1 i 1 1 i AR ' FA3  Fire alarm interface for smoke ventilation system
=1 ¥ ) N7 i i i i i i i i i i i i i i \\\ . FA4  Fire alarm interface for connection to BMS and shall provide signal to shutdown all
=4 i S - =/ o Lo o Hi i i i o o Hog energy centre plant in the event of a fire and shall also be resettable from the fire
= v + % Lo o |l Hl it i i ik . alarm panel within the fire control centre.
(=H H s L. L 75253 vl i i Hi Hi it AN FA5  Gate to open in the event of a fire.
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Copyright, Designs and Patents Act 1988

The copyright & design right of the design documents & of the design remains that of Whitecode Ltd. All copies are only for
information about the application, they may not be used for any other purpose or copied without the express written permission]
of Whitecode Ltd.

Conflicts of Information

It still remains the responsibility of the Installer/contractor to ensure that there are no conflicts with information provided by
ourselves & that of any manufacturers information or relevant requirements of statuary Bodies or Client specification/Er's. If
any conflicts do exist it is the responsibility of the Installer/Contractor to inform The Consultant/Client immediately Verbally & in
writing.

WARNING TO HOUSE PURCHASERS - Property Misdescriptions Act 1991

Buyers are warned that this is a working drawing and is not intended to be treated as descriptive material describing, in
relation to any descriptive material describing, in relation to any descriptive particular property or development, any of the
Specific Matters prescribed by an Order made under the above Act. The contents of this drawing may be subject to change at
any time & alterations and variations can occur during the progress of the works without revision of the drawing. Consequently|
the layout, form, contents & dimensions of the finished construction may differ materially from those shown. Nor do the
contents of this drawing constitute a contract, part of any contract or a warranty.

NOTES

General Electrical Notes

- Mechanical services shown for coordination purposes only. Refer to mechanical
drawings for mechanical services information.

- Before commencing work on site, please read Design Risk Management Information.

- All manufacturer's instructions to be reviewed prior to installation.

- All electrical installations shall be carried out in accordance with BS 7671.

- This drawing is to be read in conjunction with the electrical symbols legend & typical
mounting heights drawings.

- Where electrical boxes, conduits, trunking, pattresses or luminaires penetrate floors,
walls, roofs, ceilings or other partitions, they must be suitably fire-stopped in order to
arrest the spread of fire through the electrical system; as per section 527.2 of BS
7671 and Approved Document B.

- Dimensioned setting out details to be confirmed by architect.

- All discrepancies are to be queried with WCL before works commence.

- Electrical contractor to allow for supply and install of power assisted doors.

N
k Electrical Installation Notes
TBC By Architect B-LL-G-BAR/BOH/3L2 B-LL-01-CO-3L1 , , ,
1.01  All switches and sockets must be installed at least 300mm from internal room
TBC By Architect corners to meet the requirements of Lifetime Homes, 150mm from hobs and 300mm
= % from sink basin to comply with BS7671.
- — A N\ forsloom Z o ié 3 a\ N - - - 2. Common Area Notes
( \§§ () (;\; (Y |523 Q 1 — T T S
O% ﬁgte i,oS” g% Q- L o O\ 2.01  Serve voids, ceiling voids, floor voids, undercrofts or any other void within the building
o - 5 R0s FAl For HRU Unit HIL A shall be measured on site and relayed to WCL prior to installation of any components
lJ’c‘ D6 b6 ‘S — N — ‘ of the fire alarm system.
I‘" @ ) #.\ [ ] g L 2.02  External lighting to be controlled by photocell and timeclock. Photocells shall be
I n L OLE = = ) e donn \ located above street lighting level. Most beneficial positions to be determined on site.
DB-LL-G-BAR/BOH/L 2% % : I . L5 S L LI/ ‘ ‘ /DB-LL-TH-LG-01/10L3 2.03  Adjustable down light (positioning to be assessed depending on panel location)
57 ‘ OL D | W N 2@ o ‘ controlled by key switch to provide 200 lux at lift control panel. Switch shall be
o ) u<s  \ | < (AL — " AR
-'\q' / Note 2 Be5 - "~DB-LL-G-BAR&BOH/2L1 X3 B-LL-G-BAR/BOH/AL1 / Note 2. marked 'Lift Landing Lighting'.
X12 TN 55 = < i~ TTEEN X STAGE LIGHTING TO BE COMPLETE 2.04  Key switch for testing of emergency lighting,1No required per circuit.
506 || QM@}XW? X3 = % 1 O z1 (PD \>®/Z* E1(xl igé \®/Z1 . E[ S BY SPECIALIST DESIGNER 2.05 Al equipment required for the smoke control and environmental systems shall be
FAI For HRU Unit H/ S '/ ®/ o ~(PD B-LL-G-BAR/BOH/AL1 N~ SED supplied and installed by a specialist as per their designs, including all smoke/heat
X3E %3} a= iyod detectors, breakglasses, actuators, and keyswitches. Electrical contractor to provide
—| FA | Note 2.05 SR ot power supplies to specialist's panels. Bin stores shall be independant of the main fire
5/ ® alarm system to provide local detection and sounder.
Y W5 W5 W5 W5 . . . o .
DB-LL-G-BAR/BOH/AL It / W ALY 2.06  Switched fused connection units shall be prowded in risers for IRS equipment, AQV,
DB-LL-G-BAR/BOH/BL2—y__ o CCTy, doo; entry and access control equipment. Specialist contractor shall confirm
= ’ ; t W requirements.
OX., Note 3 L14 p 25 i s & e /> 2.07 Provisional Emergency exit signs. Final location and quantity to be confirmed by fire
&I P g 56205 ) strategy/architect.
oL JAS />2)X17 @67\ peyole & | 2.08  Lift 3-phase supply to be terminated in a lockable rotary 4-pole isolator made by
) A\ | AN [ Gewiss. ref: GW 70438. All items are to have a 2m length of spare cable to enable
FAI for AC unit L _ the final position to be determined by the lift installer.
cv —— / DB-LL-G-BAR/BOH/IL @) 2.09  Smoke detection for the control of AOV system, specialist to provide final
\ | i ~ @\H H Sos || ‘@j’ - N requirements prior Ito installation. ‘ o . o
- - vitrine " N DB-LL-TH-LG-01/5L {06 i 2.10 Refer.to elgctrlcal riser elevation drawings for positioning of equipment within the
' 5 L 14 A electrical riser.
| = 212 Smoke detection for the control of AOV system , specialist to provide final
I ~ NV 7 X o }
X7 - 6E D6 ) | g ) - requirements prior to installation.
DB-LL-G-BAR/BOH/1L3~ : @ : @) )g{m ﬁNote 2.0@67 NELL-G-BAR/BO% & 213 Fire !nterfacte to form part of the local fire system. Fire specialist to confirm final
S requirements.
D6 D6 @%.8./ A~
uc s 2.14  Door access controls to be confirmed against specification.
upboard Q\J' @, g 2.15  Provisional CCTV camera. Final location and quantity to be confirmed by
.56a - | 8 < client/architect.
— H) | Qe 205 = ) O 2.16  Gate control panel to be operated by remote FOB to specialist design.
m PD D6 D6 FAl for AC units N 114 — - a m 7 217 Door entry requirements to be confirmed upon receipt of Ingress access strategies.
p L —— A6 o0 Lo DB-LL-TH-LG-01/10L 218 Head of stair AOV break glass override switch
DB-LL-G-BAR/BOH/2L 1~ . | S = - ] glass i ]
1 m m e 2 5 ! oo Q5 CEILING MOUNTED LIGHTING & FIRE 2.19  Lobby AQV break glass override switch.
L - X7 o2 = N / N @ g' 8* g ALARMS WITHIN THIS AREA SHALL \ 2.20  Final location of equipment and plant shall be coordinated with the mechanical
5 - RNote 2,05 g > (ﬂ' " ¢ | 2 g BE SHOWN ON FIRST FLOOR LAYOUT contractor prior to procurement and installation.
o 08 ’ [P D6 Y @ éU 10687-E-02-TH-0101 2.21  Video entry panel to be mounted on pedestal . Specification and location TBC by
82 © 8 8 : ) —DB-LL-TH-LG-01/3L3 architect.
L | | ‘ § I D6 D6 3 gi 2.22 3 gang grid switch fitted with 20A double pole switches, each switch engraved with
¥ ", i AN ‘\/‘ ®E1 .05 8 %J_ the name of the appliance served:-
By = upboard o *  Tumble Dryer
7 LB & 56b L14 S o Washing Machine
1 g"’ e Washing Machine
6E D6 | oH 2.23  100x100mm boxing out for cabling to rise from underfloor containment for desk
. >®x17 ﬁl\lote 2-0%7 services.
6 06 2.24  Power supply for smoke dampers to be wired back to damper control panel within
riser. Installation shall be in accordance with smoke control specialist design
r B-LL-G-BAR&BOH-5L1 i — eauirements
HHH DB-LL-G- -5 2.25  Switching arrangement within Assembly Hall to be co-ordinated with theatre projects
. vithe” | B'LL'G'BAR/BOHIGLﬁ Qe (ﬂ' H 2.26  Override switch for new and existing lighting circuits
I ) L4 227  Luminaire type TBC
AAANAAN . : 2.28  LPA luminaires provide insufficient performance in this area. Client to confirm if
‘0 ) )xﬁ a8 ) o L alternate lighting shall be provided.
0 ‘[ i " g @817 @817 ; , 7 ______—IL 229  Magnetic Track Linear & spot lights (refer to LPA drawings for quantities)
v , ) ) L ‘ g =\ o D8 N Y - ' 2.30  Emergency Luminaires to be activated by escape door contact. Fittings to remain
I [ - | ! DB-LL-TH-LG-42/2L 2— ‘ 9 15 @ 0 - N ~ active for 15 minutes before deactivation
U ' 5 ® Y , : %2 2%E inina:
- / S 3.30  Floor boxes containing:
oo AN N ‘ pg Note 2,05 NOTE 2.25 , S 9 Wy o F1-4No. Double sockets. 2No. Data points
5 ~Y 3E ) [ | \ : FA1  Fire alarm interface for connection to relay base within adjacent apartment for
||z|jcco@ W5 (] WS W5 (] WS W5 WS '3:] W5 W5 =\ connection to landlords fire alarm system.
a0 B B-LL-G-CO-WORK/2L1 — — \ / FA2  Fire alarm interface for sprinkler flow switch.
i U ) Note 205 ' — Note 2.05 '-n IE.“ o L:s”,,%) 3 \,,,,// B-LL-TH-LG-01/5L1 FA3  Fire alarm interface for smoke ventilation system
‘0 “ m Ik A ote 2. : . on /| . ¥ 'o\\ %Q 8 £ FA4  Fire alarm interface for connection to BMS and shall provide signal to shutdown all
/ I WHOALY'd - 1E ®<11E 0, " - g " E—{s) ., H @ g » £ K128 : energy centre plant in the event of a fire and shall also be resettable from the fire
N ‘ ) Continues } A RN N Continues = % - X %'T alarm panel within the fire control centre.
! v - e ——— : i Note 2.05 7772 = [eBpownstairs — L7 L SN ‘E}g_ B-LL-TH-LG-01/12L1 3N in the event of a fire.
N D T\ i = e o L3l Note2.05 a - Areas of existing ceilings to be removed and reinstated for
—DB-LL-G-CO-WORK/8L2 B4l DA = . = I services
S /I DB-LL-TH-LG-PL-3L SR N S SN N
< N ‘
DB-LL-TH-LG-PL-3L
% () [l 2/ GYD
i . Sn—— / REFER TO HOTEL ROOW — ] REFER TO HOTEL ROOM
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LV supply derived from Broaway Annexe, refer to
proposed sitewide services drawing for further
detail

Note 1.0

Copyright, Designs and Patents Act 1988

The copyright & design right of the design documents & of the design remains that of Whitecode Ltd. All copies are only for
information about the application, they may not be used for any other purpose or copied without the express written permission|
of Whitecode Ltd.

Conflicts of Information

It still remains the responsibility of the Installer/contractor to ensure that there are no conflicts with information provided by

ourselves & that of any manufacturers information or relevant requirements of statuary Bodies or Client specification/Er's. If
any conflicts do exist it is the responsibility of the Installer/Contractor to inform The Consultant/Client immediately Verbally & in
writing.

WARNING TO HOUSE PURCHASERS - Property Misdescriptions Act 1991

Buyers are warned that this is a working drawing and is not intended to be treated as descriptive material describing, in
relation to any descriptive material describing, in relation to any descriptive particular property or development, any of the
Specific Matters prescribed by an Order made under the above Act. The contents of this drawing may be subject to change at
any time & alterations and variations can occur during the progress of the works without revision of the drawing. Consequently
the layout, form, contents & dimensions of the finished construction may differ materially from those shown. Nor do the
contents of this drawing constitute a contract, part of any contract or a warranty.

Refer to drawing 10687-E-00-SW-0002(2) for continuation

NOTES
General Electrical Notes

- Mechanical services shown for coordination purposes only. Refer to mechanical
drawings for mechanical services information.

- Before commencing work on site, please read Design Risk Management Information.

- All manufacturer's instructions to be reviewed prior to installation.

- All electrical installations shall be carried out in accordance with BS 7671.

- This drawing is to be read in conjunction with the electrical symbols legend & typical
mounting heights drawings.

- Where electrical boxes, conduits, trunking, pattresses or luminaires penetrate floors,
walls, roofs, ceilings or other partitions, they must be suitably fire-stopped in order to
arrest the spread of fire through the electrical system; as per section 527.2 of BS
7671 and Approved Document B.

- Dimensioned setting out details to be confirmed by architect.

- All discrepancies are to be queried with WCL before works commence.

Drawing Specific Notes

- Note 1.01 - Light to be mounted at 1.5 meters

Note 1.02 - Light fitting to be wired from local lighting circuit within building
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4m mounted column

BEGA Sheilded Bulkhead LED 8W

Product Code : 24023K3 m
W1® P44 rated it =
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W Product code : 232 012 83 B |
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Proposed smooth bore external lighting duct. Lighting ducting
. TG - only required to provide route between areas of soft-dig. Lighting
main routes will run in soft-dig as per lighting duct route layout.

Isolines
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—  5lux
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600x600 draw pit

DRAWING ISSUED TO AS-BUILT STATUS FOLLOWING NO
FURTHER COMMENTS FROM ARDMORE AGAINST THE
CONSTRUCTION ISSUE DRAWING.

THE EXTERNAL LIGHTING STRATEGY IS DESIGNED IN COMPLIANCE WITH THE FOLLOWING STANDARDS:

BS 5489-1:2013 LIGHTING OF ROADS AND PUBLIC AMENITY AREAS

BS EN 12464-2:2014 LIGHT AND LIGHTING - LIGHTING OF WORK PLACES - PART 2: OUTDOOR
WORK PLACES

TABLE 2 (AND ITS ACCOMPANYING NOTES) OF THE ILP GUIDANCE NOTES FOR THE REDUCTION
OF OBTRUSIVE LIGHT, 2011

EXTERNAL LIGHT FITTINGS ARE AUTOMATICALLY CONTROLLED TO PREVENT OPERATION DURING
DAYLIGHT HOURS THROUGH DAYLIGHT SENSORS AND PRESENCE DETECTION IS BEING USED IN AREAS|
OF INTERMMITTENT PEDESTRIAN TRAFFIC.

EXTERNAL LIGHTING (EXCEPT FOR SAFETY AND SECURITY LIGHTING) IS DESIGNED TO BE
AUTOMATICALLY SWITCHED OFF BETWEEN 23:00HR AND 07:00HR. THIS IS CONTROLLED BY TIME
CLOCKS FOR ALL EXTERNAL LIGHTING SET TO THE APPROPRIATE HOURS.

SAFETY AND SECURITY LIGHTING IS PROVIDED AND IS USED BETWEEN 23:00HR AND 07:00HR, THIS
PART OF THE LIGHTING SYSTEM COMPLIES WITH THE LOWER LEVELS OF LIGHTING RECOMMENDED
DURING THESE HOURS IN TABLE 2 OF THE ILP'S GUIDANCE NOTES.
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of Whitecode Ltd.
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drawings for mechanical services information.
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OF OBTRUSIVE LIGHT, 2011
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EXTERNAL LIGHTING (EXCEPT FOR SAFETY AND SECURITY LIGHTING) IS DESIGNED TO BE
AUTOMATICALLY SWITCHED OFF BETWEEN 23:00HR AND 07:00HR. THIS IS CONTROLLED BY TIME
CLOCKS FOR ALL EXTERNAL LIGHTING SET TO THE APPROPRIATE HOURS.

K
SSL +46.43

N

\\\\
\ E

\ 2
—T
| I

ote 1.

Library

SAFETY AND SECURITY LIGHTING IS PROVIDED AND IS USED BETWEEN 23:00HR AND 07:00HR, THIS
7 PART OF THE LIGHTING SYSTEM COMPLIES WITH THE LOWER LEVELS OF LIGHTING RECOMMENDED
DURING THESE HOURS IN TABLE 2 OF THE ILP'S GUIDANCE NOTES.
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Ardmore Construction Limited

Whitecode Consulting
26-27 The Hill
Northfleet

Gravesend

For the attention of: Ellen Huelin
Hornsey Town Hall; town hall

Reference: BREEAM Non-domestic Refurbishment and Fit Out 2014
Hea01: Visual comfort

Dear Ellen,

Ardmore Construction Limited
6 Wharf Studios

28 Wharf Road

London N1 7GR

11th December 2024

We confirm that the lighting is controlled via the Zen Control DALI lighting control. This provides controls and zoning inline with

the BREEAM requirements.

Screenshots from the interface are shown below.

A Rmwvey Jonwn thel

Ardmore Construction Limited 6 Wharf Studios
Registered in England and Wales 28 Wharf Road
Company Number: 1185592 London N1 7GR

0208 344 0300
info@ardmoregro
www.ardmoreg
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Please do not hesitate to contact me should you require any further information.

Yours sincerely,” >

Elliot Bacon
Senior Design Manager
Ardmore Construction Limited

www.ardmoregroup.co.uk

Search control systems.
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