
Paving and Kerbing

Porous Resin Bound Surfacing
Flexiset for pedestrian useage by Sureset or similar and approved
Colour: Sterling

Tactile Flag (stone flag)
Hazard warning flag, type Corduroy at base and top of steps;
colour: dark grey; 400x400x40mm, laid on adjustable pedestals;

Solid stone steps
Mid grey granite with contrasting black nosing
(50mm on tread and 50mm on riser)
by Hardscape or similar approved

Yorkshire Stone (Capital finish) for pedestrian only areas
200x200x60mm and 400x200x60mm; colour: Buff; fine grained
Laid as per supplier's detail

Yorkshire Stone (Capital finish) for pedestrian only areas
100x100x60mm; colour: Buff; fine grained
Laid as per supplier's detail

Yorkshire Stone (Capital finish) for areas with vehicle overrun
200x200x80mm and 400x200x80mm; colour: Buff; fine grained
Laid as per supplier's detail

Yorkshire Stone (Capital finish) for layby area
100x100x80mm; colour: Buff; fine grained
Laid as per supplier's detail

Clay Brick Paving with permeable build-up
200x65x80mm; 'Aquata' by Wienerberger, standard finish
Laid as per supplier's and engineer's detail

Yorkshire Stone (Capital finish) for pedestrian only areas to
building perimeter (double row)
100x100x60mm; colour: Buff; fine grained
Laid as per supplier's detail

Upstand Granite Kerb
Kobra Granite, Bush hammered finish
200x250x1000mm; 15mm radius to exposed edge;
Bedding to engineer's detail

Flush Granite Kerb (inc. transition kerb to each side)
Kobra Granite, Bush hammered finish
200x150x1000mm; Bedding to engineer's detail

Chamfered Upstand Granite Kerb
Kobra Granite, Bush Hammered finish
150x100x1000mm; 50mm chamfer to exposed edge
Bedding to engineer's detail
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Yorkshire Stone (Capital finish) for layby area
100x100x80mm; colour: Buff; fine grained
Laid as per supplier's detail

Flush Granite Kerb (inc. transition kerb to each side)
Kobra Granite, Bush hammered finish
200x150x1000mm; Bedding to engineer's detail

Existing road surface
and build-up below

base and sub base to
engineer's detail Foundations to

engineer's detail

Yorkshire Stone (Capital
finish) for layby area
100x100x80mm; colour: Buff;
fine grained
Laid as per supplier's detail

base and sub base to
engineer's detail

Foundations to
engineer's detail

Yorkshire Stone (Capital finish) for
pedestrian only areas
200x200x60mm and 400x200x60mm;
colour: Buff; fine grained
Laid as per supplier's detail

Chamfered Upstand Granite Kerb
Kobra Granite, Bush Hammered finish
150x100x1000mm; 50mm chamfer to exposed edge
Bedding to engineer's detail

Yorkshire Stone (Capital finish) for pedestrian only areas to
building perimeter (double row)
100x100x60mm; colour: Buff; fine grained
Laid as per supplier's detail

base and sub base to
engineer's detail

Yorkshire Stone (Capital finish) for
pedestrian only areas
200x200x60mm and 400x200x60mm;
colour: Buff; fine grained
Laid as per supplier's detail

Building
Facade

Upstand Granite Kerb
Kobra Granite, Bush hammered finish
200x250x1000mm; 15mm radius to exposed edge;
Bedding to engineer's detail

Existing road surface
and build-up below

Yorkshire Stone (Capital finish) for
pedestrian only areas
200x200x60mm and 400x200x60mm;
colour: Buff; fine grained
Laid as per supplier's detail

Foundations to
engineer's detail

Tactile Flag (stone flag)
Hazard warning flag, type Corduroy at base and
top of steps; colour: dark grey; 400x400x40mm,
laid to supplier's and engineer's details

Yorkshire Stone (Capital finish) for areas
with vehicle overrun
200x200x80mm and 400x200x80mm;
colour: Buff; fine grained
Laid as per supplier's detail

Clay Brick Paving with permeable build-up
200x65x80mm; 'Aquata' by Wienerberger,
standard finish
Laid as per supplier's and engineer's detail

Foundations to
engineer's detail L A N D S C A P E   A R C H I T E C T

29 Uppertown Road, Gleno, Larne
Co. Antri mBT40 3EA

Tel: 07752805988 / 02890767875
Email  david@david-clarke.net

David Clarke

Client: McAleer & Rushe

Job: The Printworks
819-829, High Road, Tottenham
London N17 8ER

Rev: C01

Title: GF Landscape Layout

Scale: 1:200 @ A1

Drawn By: cs

Date: 24/03/2026

FOR CONSTRUCTION

S4
FOR TENDER

AS BUILT

status
drawing 

Dwg Ref: 179-DCA-B1-00-DR-L-90024

Detail 01

Detail 02

Detail 03

A

A'

B

B'
C

C'

D

D'

E

E'

Detail 01
Scale 1:25

Detail 02
Scale 1:25

Detail 03
Scale 1:25

Section AA'
Scale 1:20

Section BB'
Scale 1:20

Section CC'
Scale 1:20

Section DD'
Scale 1:20

Section EE'
Scale 1:20

AutoCAD SHX Text
: david@david-clarke.net


	Sheets and Views
	DCLA A1 Sheet


