
SAMPLE NO: 5001518 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE TESTED: 12/03/2025 SITE: Leeside Road, Tottenham
TESTED BY: Ben Collins MATERIAL: Class 1a
SUPPLIER: RMC SOURCE: Silvertown
ENVIRONMENTAL CONDITIONS: Overcast DEVIATIONS: None
SAMPLING PLAN: CTS procedure TP41 SAMPLING METHOD: Method 1: Sampling shallow trial pits
GROUNDWATER LEVEL: Not known TEST LEVEL: 300mm

RESULTS

LOCATION DETAILS
Laboratory Ref:
Client Ref:
Test location:

Weather Conditions:
TEST DETAILS
Bulk Density: (Mg/m3)
Moisture Content: (%)
Dry Density: (Mg/m3)
Maximum Dry Density: (Mg/m3)
Percentage Compaction: (%)
Particle Density (Mg/m3)
Volume of Air Voids (%)

 
532882
5001518 
Layer 7 Test 1 

Overcast 
 
2.09 
5.6
1.98 
1.94 
102.1 
2.64 
13.9 

 
532886
5001518 
Test 2 Layer 7 

Overcast 
 
2.08 
3.9
2.00 
1.94 
103.0 
2.64 
16.5 

TEST REPORT

DETERMINATION OF IN-SITU DENSITY
Tested in accordance with BS 1377:Part 9:1990 clause 2.2 Large Cylinder Sand Replacement

REPORT NUMBER: C5001518 / 337922.4.1.2

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: SRD/TP11/Rep Issue 1 Rev 0 11/22

For and on behalf of CTS
Lee Rossiter - Operations supervisor

Approved Signatory
Report date 13-Mar-25

4161



CLIENT REF: 5001518 CLIENT: ERITH CONTRACTORS LTD

DATE COMPLETED: 12/03/2025 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP

TESTED BY: Ben Collins SITE: Leeside Road, Tottenham

SAMPLING PLAN: CTS procedure ENVIRONMENTAL CONDITIONS: Overcast

GAUGE MODEL No: Troxler SUPPLIER / SOURCE: RMS Silvertown

GAUGE SERIAL No: 15409 MATERIAL: Class 1a

CORRECTION FACTORS: Bulk   y=0.991
Moisture   b=0.924

LOCATION: Layer 7

MAX DRY DENSITY: 1.94 Mg/m3 VARIATIONS FROM PROCEDURE: N/A

DEPTH OF LAYER: 300 DEPTH OF TEST 300

TEST RESULTS           Activity Location: On-Site

Test No. Gauge Bulk
Density (Mg/m3)

Gauge Moisture
Density (Mg/m3)

Corrected Bulk
Density (Mg/m3)

Corrected Moisture
Content (%)

Mean Dry Density
(Mg/m3)

Mean Relative
Compaction (%)

Test 1 Layer 7
1.994 0.181 1.98 9.2

1.82 94
1.999 0.164 1.98 8.3

Test 2 Layer 7
2.061 0.214 2.04 11

1.87 96
2.068 0.170 2.05 8.3

TEST REPORT

In-Situ Dry Density And Relative Compaction
BS 1377-9: 1990 Nuclear Density Method A (Direct transmission)

REPORT NUMBER: C5001518 / 337922.3.1.2

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: NDMSoils05a/TP13/Rep Issue 1 Rev 0 10/15

For and on behalf of CTS
Lee Rossiter - Operations supervisor

Approved Signatory
Report date 13-Mar-25

4161



SAMPLE NUMBER: 562705 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 356893.1.1.2 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 07/07/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Jack Fitzgerald SUPPLIER/SOURCE: Site won, Insitu
DATE RECEIVED: 09/07/2025 MATERIAL: Crushed concrete 6F5
DATE COMPLETED: 06/08/2025 LOCATION: Near to surface
TESTED BY: JG, MC COMPACTION SAMPLE: Separate samples
TYPE OF SAMPLE: Disturbed SAMPLING PLAN: Client Specification
HAMMER MAKE/MODEL: Hikoki SAMPLING METHOD: C2 Sampling from small conical stockpiles
ENVIRONMENTAL CONDITIONS: Overcast

RESULT           Test Location: MT Billericay

MAXIMUM DRY DENSITY: 2.16 Mg/m3

OPTIMUM WATER CONTENT: 7.5 %
AMOUNT (By Dry Mass) RETAINED >40.0mm: 0 %
MEASURED PARTICLE DENSITY USED TO PLOT AIR VOIDS: 2.65 Mg/m3

TEST REPORT

DETERMINATION OF REFERENCE DENSITY AND WATER CONTENT
BS EN 13286-4: 2021 - Vibrating Hammer

REPORT NUMBER: C5001518 / 356893.5.1.2

Lawness Barns
Mountnessing Road
Billericay
Essex CM12 0TS

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: BSENOMCvib/TP34/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
James Gough - Senior Lab Technician

Approved Signatory
Report date 06-Aug-25

4161



SAMPLE NUMBER: 562708 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 356893.1.1.3 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 07/07/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Jack Fitzgerald SUPPLIER/SOURCE: Site won, Insitu
DATE RECEIVED: 09/07/2025 MATERIAL: Crushed concrete 6F5
DATE COMPLETED: 05/08/2025 LOCATION: 6F5 stockpile
TESTED BY: Charlotte Page COMPACTION SAMPLE: Separate samples
TYPE OF SAMPLE: Disturbed SAMPLING PLAN: Client Specification
HAMMER MAKE/MODEL: Hikoki SAMPLING METHOD: C2 Sampling from small conical stockpiles
ENVIRONMENTAL CONDITIONS: Overcast

RESULT           Test Location: MT Billericay

MAXIMUM DRY DENSITY: 2.09 Mg/m3

OPTIMUM WATER CONTENT: 9.0 %
AMOUNT (By Dry Mass) RETAINED >40.0mm: 50 %
ASSUMED PARTICLE DENSITY USED TO PLOT AIR VOIDS: 2.65 Mg/m3

Non-standard test as material classified as unsuitable, sample tested at clients request, test results may not be indicative of the material being used on site.

TEST REPORT

DETERMINATION OF REFERENCE DENSITY AND WATER CONTENT
BS EN 13286-4: 2021 - Vibrating Hammer

REPORT NUMBER: C5001518 / 356893.5.1.3

Lawness Barns
Mountnessing Road
Billericay
Essex CM12 0TS

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: BSENOMCvib/TP34/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
James Gough - Senior Lab Technician

Approved Signatory
Report date 06-Aug-25

4161



SAMPLE NUMBER: 562483 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 356893.1.1.1 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 07/07/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Jack Fitzgerald SUPPLIER/SOURCE: Site won, Insitu
DATE RECEIVED: 09/07/2025 MATERIAL: Crushed concrete 6F5
DATE COMPLETED: 28/07/2025 LOCATION: 6F5 stockpile
TESTED BY: James Gough COMPACTION SAMPLE: Separate samples
TYPE OF SAMPLE: Disturbed SAMPLING PLAN: Client Specification
HAMMER MAKE/MODEL: SAMPLING METHOD: C2 Sampling from small conical stockpiles
ENVIRONMENTAL CONDITIONS: Overcast

RESULT           Test Location: MT Billericay

MAXIMUM DRY DENSITY: 1.94 Mg/m3

OPTIMUM WATER CONTENT: 12.0 %
AMOUNT (By Dry Mass) RETAINED >40.0mm: 58 %
ASSUMED PARTICLE DENSITY USED TO PLOT AIR VOIDS: 2.65 Mg/m3

TEST REPORT

DETERMINATION OF REFERENCE DENSITY AND WATER CONTENT
BS EN 13286-4: 2021 - Vibrating Hammer

REPORT NUMBER: C5001518 / 356893.5.1.1

Lawness Barns
Mountnessing Road
Billericay
Essex CM12 0TS

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: BSENOMCvib/TP34/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
James Gough - Senior Lab Technician

Approved Signatory
Report date 29-Jul-25

4161



SAMPLE NUMBER: 562483 CLIENT: ERITH CONTRACTORS LTD

CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP

DATE RECEIVED: 09/07/2025 SITE: Leeside Road, Tottenham

DATE SAMPLED: 07/07/2025 SUPPLIER: Site won

DATE COMPLETED: 18/07/2025 SOURCE: Insitu

TESTED BY: Colin Gourlay MATERIAL: Crushed concrete

ACCEPTABLE STANDARD: Contract Specification LOCATION: 6F5 stockpile

SAMPLING PLAN: Client Provided SAMPLING CERTIFICATE: Available

METHOD OF SAMPLING: C2 Sampling from small conical stockpiles ENVIRONMENTAL
CONDITIONS:

Overcast

TEST RESULT:           Test Location: Harrietsham

SPECIFICATION REQUIREMENTS

LOWER LIMIT UPPER LIMIT

THE LOS ANGELES COEFFICIENT (LA):: 34

SIZE FRACTION FROM WHICH TEST PORTION
WAS OBTAINED:

10-14 mm

TEST REPORT

DETERMINATION OF RESISTANCE OF COARSE AGGREGATE TO FRAGMENTATION
Los Angeles Test BS EN 1097-2: 2020

REPORT NUMBER: C5001518 / 356893.6.1.1

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: LA/TP19/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
Richard Lawry-Johns - Lead Senior Technician

Approved Signatory
Report date 18-Jul-25

4161



SAMPLE NUMBER: 562483 CLIENT: ERITH CONTRACTORS LTD

CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP

DATE RECEIVED: 09/07/2025 SITE: Leeside Road, Tottenham

DATE SAMPLED: 07/07/2025 SUPPLIER: Site won

DATE COMPLETED: 18/07/2025 SOURCE: Insitu

TESTED BY: Colin Gourlay MATERIAL: Crushed concrete

ACCEPTABLE STANDARD: Contract Specification LOCATION: 6F5 stockpile

SAMPLING PLAN: Client Provided SAMPLING CERTIFICATE: Available

METHOD OF SAMPLING: C2 Sampling from small conical stockpiles ENVIRONMENTAL
CONDITIONS:

Overcast

TEST RESULT:           Test Location: Harrietsham

SPECIFICATION REQUIREMENTS

LOWER LIMIT UPPER LIMIT

THE LOS ANGELES COEFFICIENT (LA):: 34

SIZE FRACTION FROM WHICH TEST PORTION
WAS OBTAINED:

10-14 mm

TEST REPORT

DETERMINATION OF RESISTANCE OF COARSE AGGREGATE TO FRAGMENTATION
Los Angeles Test BS EN 1097-2: 2020

REPORT NUMBER: C5001518 / 356893.6.1.1

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: LA/TP19/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
Richard Lawry-Johns - Lead Senior Technician

Approved Signatory
Report date 18-Jul-25

4161



SAMPLE NUMBER: CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: SITE:
SAMPLED BY: SOURCE / SUPPLIER:
DATE RECEIVED: MATERIAL:
DATE COMPLETED: PROPOSED CLASSIFICATION: Class 6F5
TESTED BY: LOCATION:
ENVIRONMENTAL CONDITIONS: SAMPLING PLAN:

METHOD OF SAMPLING:

RESULT        

Applied Specification: Class 6F5 - Specification for Highway Works (2016) Table 6/5 Earthworks Materials - Class 6F5
Specification stated as requested, no indication of conformity applied

Uniformity Coefficient (D60/D10)
BS EN ISO 14688-2: 2018.

493

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100          

125 100   100 - 100  

80 97   75 - 99  

63 84          

50 73          

40 60   50 - 90  

31.5 51          

25 44          

20 38   30 - 75  

16 33          

14 30          

12.5 29          

10 27   15 - 60  

8 24          

6.3 22          

5 21          

4 19          

2.8 18          

2 16   0 - 35  

1 14          

0.5 13          

0.25 12          

0.125 11          

0.063 9.8   0 - 12  

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS EN 933-1 : 2012 Washing & Dry Sieving

REPORT NUMBER:

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PSDagg/TP17/Rep Issue 1 Rev 1 08/23

For and on behalf of CTS
Harry Brewster - Laboratory Supervisor

Approved Signatory 4161

Leeside Road, Tottenham
Site won, Insitu
Crushed concrete

6F5 Stockpile
Client Specification
C2 Sampling from small conical stockpiles

Report date 26-Jul-25

C5001518 / 356893.3.1.1
562483
5001518
07/07/2025
Jack Fitzgerald
09/07/2025
23/07/2025
James Gough
Overcast

TestLocation: MT Billericay

Lawness Barns
Mountnessing Road
Billericay
Essex CM12 0TS



SAMPLE NUMBER: 562705 CLIENT: ERITH CONTRACTORS LTD

CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP

DATE RECEIVED: 09/07/2025 SITE: Leeside Road, Tottenham

DATE SAMPLED: 07/07/2025 SUPPLIER: Site won

DATE COMPLETED: 18/07/2025 SOURCE: Insitu

TESTED BY: Colin Gourlay MATERIAL: Crushed concrete - 6F5

ACCEPTABLE STANDARD: Contract Specification LOCATION: Near to surface

SAMPLING PLAN: Client Provided SAMPLING CERTIFICATE: Available

METHOD OF SAMPLING: C2 Sampling from small conical stockpiles ENVIRONMENTAL
CONDITIONS:

Overcast

TEST RESULT:           Test Location: Harrietsham

SPECIFICATION REQUIREMENTS

LOWER LIMIT UPPER LIMIT

THE LOS ANGELES COEFFICIENT (LA):: 33

SIZE FRACTION FROM WHICH TEST PORTION
WAS OBTAINED:

10-14 mm

TEST REPORT

DETERMINATION OF RESISTANCE OF COARSE AGGREGATE TO FRAGMENTATION
Los Angeles Test BS EN 1097-2: 2020

REPORT NUMBER: C5001518 / 356893.6.1.2

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: LA/TP19/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
Richard Lawry-Johns - Lead Senior Technician

Approved Signatory
Report date 18-Jul-25

4161



SAMPLE NUMBER: 562705 CLIENT: ERITH CONTRACTORS LTD

CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP

DATE RECEIVED: 09/07/2025 SITE: Leeside Road, Tottenham

DATE SAMPLED: 07/07/2025 SUPPLIER: Site won

DATE COMPLETED: 18/07/2025 SOURCE: Insitu

TESTED BY: Colin Gourlay MATERIAL: Crushed concrete - 6F5

ACCEPTABLE STANDARD: Contract Specification LOCATION: Near to surface

SAMPLING PLAN: Client Provided SAMPLING CERTIFICATE: Available

METHOD OF SAMPLING: C2 Sampling from small conical stockpiles ENVIRONMENTAL
CONDITIONS:

Overcast

TEST RESULT:           Test Location: Harrietsham

SPECIFICATION REQUIREMENTS

LOWER LIMIT UPPER LIMIT

THE LOS ANGELES COEFFICIENT (LA):: 33

SIZE FRACTION FROM WHICH TEST PORTION
WAS OBTAINED:

10-14 mm

TEST REPORT

DETERMINATION OF RESISTANCE OF COARSE AGGREGATE TO FRAGMENTATION
Los Angeles Test BS EN 1097-2: 2020

REPORT NUMBER: C5001518 / 356893.6.1.2

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: LA/TP19/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
Richard Lawry-Johns - Lead Senior Technician

Approved Signatory
Report date 18-Jul-25

4161



SAMPLE NUMBER: CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: SITE:
SAMPLED BY: SOURCE / SUPPLIER:
DATE RECEIVED: MATERIAL:
DATE COMPLETED: PROPOSED CLASSIFICATION: Class 6F5
TESTED BY: LOCATION:
ENVIRONMENTAL CONDITIONS: SAMPLING PLAN:

METHOD OF SAMPLING:

RESULT        

Applied Specification: Class 6F5 - Specification for Highway Works (2016) Table 6/5 Earthworks Materials - Class 6F5
Specification stated as requested, no indication of conformity applied

Uniformity Coefficient (D60/D10)
BS EN ISO 14688-2: 2018.

296

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100          

125 100   100 - 100  

80 98   75 - 99  

63 90          

50 89          

40 78   50 - 90  

31.5 71          

25 67          

20 62   30 - 75  

16 56          

14 54          

12.5 52          

10 49   15 - 60  

8 45          

6.3 42          

5 39          

4 36          

2.8 33          

2 30   0 - 35  

1 26          

0.5 23          

0.25 17          

0.125 12          

0.063 10.4   0 - 12  

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS EN 933-1 : 2012 Washing & Dry Sieving

REPORT NUMBER:

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PSDagg/TP17/Rep Issue 1 Rev 1 08/23

For and on behalf of CTS
Harry Brewster - Laboratory Supervisor

Approved Signatory 4161

Leeside Road, Tottenham
Site won, Insitu
Crushed concrete

6F5 Stockpile
Client Specification
C2 Sampling from small conical stockpiles

Report date 29-Jul-25

C5001518 / 356893.3.1.2
562705
5001518
07/07/2025
Jack Fitzgerald
09/07/2025
28/07/2025
JG, CP
Overcast

TestLocation: MT Billericay

Lawness Barns
Mountnessing Road,
Billericay
Essex CM12 0TS



SAMPLE NUMBER: 562708 CLIENT: ERITH CONTRACTORS LTD

CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP

DATE RECEIVED: 09/07/2025 SITE: Leeside Road, Tottenham

DATE SAMPLED: 07/07/2025 SUPPLIER: Site won

DATE COMPLETED: 18/07/2025 SOURCE: Insitu

TESTED BY: Colin Gourlay MATERIAL: Crushed concrete - 6F5

ACCEPTABLE STANDARD: Contract Specification LOCATION: 6F5 stockpile

SAMPLING PLAN: Client Provided SAMPLING CERTIFICATE: Available

METHOD OF SAMPLING: C2 Sampling from small conical stockpiles ENVIRONMENTAL
CONDITIONS:

Overcast

TEST RESULT:           Test Location: Harrietsham

SPECIFICATION REQUIREMENTS

LOWER LIMIT UPPER LIMIT

THE LOS ANGELES COEFFICIENT (LA):: 33

SIZE FRACTION FROM WHICH TEST PORTION
WAS OBTAINED:

10-14 mm

TEST REPORT

DETERMINATION OF RESISTANCE OF COARSE AGGREGATE TO FRAGMENTATION
Los Angeles Test BS EN 1097-2: 2020

REPORT NUMBER: C5001518 / 356893.6.1.3

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: LA/TP19/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
Richard Lawry-Johns - Lead Senior Technician

Approved Signatory
Report date 18-Jul-25

4161



SAMPLE NUMBER: 562708 CLIENT: ERITH CONTRACTORS LTD

CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP

DATE RECEIVED: 09/07/2025 SITE: Leeside Road, Tottenham

DATE SAMPLED: 07/07/2025 SUPPLIER: Site won

DATE COMPLETED: 18/07/2025 SOURCE: Insitu

TESTED BY: Colin Gourlay MATERIAL: Crushed concrete - 6F5

ACCEPTABLE STANDARD: Contract Specification LOCATION: 6F5 stockpile

SAMPLING PLAN: Client Provided SAMPLING CERTIFICATE: Available

METHOD OF SAMPLING: C2 Sampling from small conical stockpiles ENVIRONMENTAL
CONDITIONS:

Overcast

TEST RESULT:           Test Location: Harrietsham

SPECIFICATION REQUIREMENTS

LOWER LIMIT UPPER LIMIT

THE LOS ANGELES COEFFICIENT (LA):: 33

SIZE FRACTION FROM WHICH TEST PORTION
WAS OBTAINED:

10-14 mm

TEST REPORT

DETERMINATION OF RESISTANCE OF COARSE AGGREGATE TO FRAGMENTATION
Los Angeles Test BS EN 1097-2: 2020

REPORT NUMBER: C5001518 / 356893.6.1.3

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333
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Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: LA/TP19/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
Richard Lawry-Johns - Lead Senior Technician

Approved Signatory
Report date 18-Jul-25
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SAMPLE NUMBER: CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: SITE:
SAMPLED BY: SOURCE / SUPPLIER:
DATE RECEIVED: MATERIAL:
DATE COMPLETED: PROPOSED CLASSIFICATION: Class 6F5
TESTED BY: LOCATION:
ENVIRONMENTAL CONDITIONS: SAMPLING PLAN: Client Specification

RESULT        

Applied Specification: Class 6F5 - Specification for Highway Works (2016) Table 6/5 Earthworks Materials - Class 6F5
Specification stated as requested, no indication of conformity applied

Uniformity Coefficient (D60/D10)
BS EN ISO 14688-2: 2018.

114

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100          

300 100          

125 100   100 - 100  

90 100          

80 93   75 - 99  

63 77          

40 65   50 - 90  

31.5 61          

20 53   30 - 75  

16 51          

14 49          

10 44   15 - 60  

8 42          

6.3 39          

4 34          

2.8 34          

2 32   0 - 35  

1 28          

0.5 22          

0.425 17          

0.25 9          

0.125 6          

0.063 5.3   0 - 12  

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS EN 933-1 : 2012 Washing & Dry Sieving

REPORT NUMBER:

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333
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Remarks:
Test results reported relate only to the items tested.
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standard, unless specifically requested by the customer.

Report Format: PSDagg/TP17/Rep Issue 1 Rev 1 08/23

For and on behalf of CTS
Mike Gray - Laboratory Supervisor

Approved Signatory 4161

Leeside Road, Tottenham
Site won, Insitu
Crushed concrete

6F5 stockpile

C2 Sampling from small conical stockpiles

Report date 29-Jul-25

METHODOFSAMPLING:

C5001518 / 356893.3.1.3
562708
5001518
07/07/2025
Jack Fitzgerald
09/07/2025
28/07/2025
JG, CP
Overcast

TestLocation: MT Billericay

Lawness Barns
Mountnessing Road
Billericay
Essex CM12 0TS



CLIENT REF: 5001518 CLIENT: ERITH CONTRACTORS LTD
DATE TESTED: 16/06/2025 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
TESTED BY: Toby Crouch SITE: Leeside Road, Tottenham

Leeside Road, Tottenham,
GAUGE MODEL No: 3440 SUPPLIER / SOURCE:
GAUGE SERIAL No: 15409 MATERIAL:
CORRECTION FACTORS: Bulk y=1

Moisture b=1
ENVIRONMENTAL CONDITIONS: Sunny
OMC REFERENCED: NA

MAX DRY DENSITY: 2 Mg/m3 PARTICLE DENSITY: 2.64 Mg/m3

DEPTH OF LAYER: 300 DEPTH OF TEST 200
SAMPLING PLAN: CTS procedure

TEST RESULTS           Activity Location: On-Site

AREA OF TEST: NDM Testing 16/6/25

Test
No.

Gauge Bulk
Density

(Mg/m3)

Gauge Moisture
Density

(Mg/m3)

Corrected Bulk
Density

(Mg/m3)

Corrected Moisture
Content

(%)

Mean Moisture
Content

(%)

Mean Dry
Density

(Mg/m3)

Mean Air
Voids

(%)

Mean Relative
Compaction

(%)

Test 1
2.197 0.208 2.20 10

11 1.94 5.1 97
2.115 0.216 2.12 11

Test 2
2.198 0.208 2.20 10

10 1.99 4.0 100
2.196 0.202 2.20 10

Test 3
2.192 0.202 2.19 10

10 1.95 6.2 97
2.103 0.200 2.10 11

TEST REPORT

In-Situ Dry Density, Relative Compaction And Air Voids
BS 1377-9: 1990 Nuclear Density Method D (Direct transmission)

REPORT NUMBER: C5001518 / 353251.1.1.1

Unit 16 Britannia Ind Estate
Poyle Road
Colnbrook SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: NDM042Bulk/TP13/Rep Issue 1 Rev0 10/23

For and on behalf of CTS
Lee Rossiter - Operations supervisor

Approved Signatory
Report date 20-Jun-25
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SAMPLE NO: 5001518 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE TESTED: 16/06/2025 SITE: Leeside Road, Tottenham
TESTED BY: Toby Crouch MATERIAL:
SUPPLIER: RMS SOURCE:
ENVIRONMENTAL CONDITIONS: Sunny DEVIATIONS: None
SAMPLING PLAN: CTS procedure TP41 SAMPLING METHOD: Method 5: Sampling of imported granular material from spread or laid

material.
GROUNDWATER LEVEL: TEST LEVEL: Not known

RESULTS

LOCATION DETAILS
Laboratory Ref:
Client Ref:
Test location:

Weather Conditions:
TEST DETAILS
Bulk Density: (Mg/m3)
Moisture Content: (%)
Dry Density: (Mg/m3)
Maximum Dry Density: (Mg/m3)
Percentage Compaction: (%)
Particle Density (Mg/m3)
Volume of Air Voids (%)

 
556932
5001518 
Test 1 

Sunny 
 
2.22 
5.6
2.10 
2.00 
105.2 
2.64 
8.6 

 
556939
5001518 
Srd test 2 

Sunny 
 
2.29 
5.9
2.17 
2.00 
108.3 
2.64 
5.2 

 
556943
5001518 
Srd test 3 

Sunny 
 
2.28 
5.7
2.16 
2.00 
108.0 
2.64 
5.8 

TEST REPORT

DETERMINATION OF IN-SITU DENSITY
Tested in accordance with BS 1377:Part 9:1990 clause 2.2 Large Cylinder Sand Replacement

REPORT NUMBER: C5001518 / 353251.3.1.1

Unit 16 Britannia Ind Estate
Poyle Road
Colnbrook SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333
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Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
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For and on behalf of CTS
Lee Rossiter - Operations supervisor

Approved Signatory
Report date 19-Jun-25
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SAMPLE NO: 5001518 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE TESTED: 16/06/2025 SITE: Leeside Road, Tottenham
TESTED BY: Toby Crouch MATERIAL:
SUPPLIER: RMS SOURCE:
ENVIRONMENTAL CONDITIONS: Sunny DEVIATIONS: None
SAMPLING PLAN: CTS procedure TP41 SAMPLING METHOD: Method 5: Sampling of imported granular material from spread or laid

material.
GROUNDWATER LEVEL: TEST LEVEL: Not known

RESULTS

LOCATION DETAILS
Laboratory Ref:
Client Ref:
Test location:

Weather Conditions:
TEST DETAILS
Bulk Density: (Mg/m3)
Moisture Content: (%)
Dry Density: (Mg/m3)
Maximum Dry Density: (Mg/m3)
Percentage Compaction: (%)
Particle Density (Mg/m3)
Volume of Air Voids (%)

 
556932
5001518 
Test 1 

Sunny 
 
2.22 
5.6
2.10 
2.00 
105.2 
2.64 
8.6 

 
556939
5001518 
Srd test 2 

Sunny 
 
2.29 
5.9
2.17 
2.00 
108.3 
2.64 
5.2 

 
556943
5001518 
Srd test 3 

Sunny 
 
2.28 
5.7
2.16 
2.00 
108.0 
2.64 
5.8 

TEST REPORT

DETERMINATION OF IN-SITU DENSITY
Tested in accordance with BS 1377:Part 9:1990 clause 2.2 Large Cylinder Sand Replacement

REPORT NUMBER: C5001518 / 353251.3.1.2

Unit 16 Britannia Ind Estate
Poyle Road
Colnbrook SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333
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Opinions and interpretations expressed herein are outside the scope of UKAS
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Lee Rossiter - Operations supervisor

Approved Signatory
Report date 19-Jun-25
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SAMPLE NO: 5001518 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE TESTED: 16/06/2025 SITE: Leeside Road, Tottenham
TESTED BY: Toby Crouch MATERIAL:
SUPPLIER: RMS SOURCE:
ENVIRONMENTAL CONDITIONS: Sunny DEVIATIONS: None
SAMPLING PLAN: CTS procedure TP41 SAMPLING METHOD: Method 5: Sampling of imported granular material from spread or laid

material.
GROUNDWATER LEVEL: TEST LEVEL: Not known

RESULTS

LOCATION DETAILS
Laboratory Ref:
Client Ref:
Test location:

Weather Conditions:
TEST DETAILS
Bulk Density: (Mg/m3)
Moisture Content: (%)
Dry Density: (Mg/m3)
Maximum Dry Density: (Mg/m3)
Percentage Compaction: (%)
Particle Density (Mg/m3)
Volume of Air Voids (%)

 
556932
5001518 
Test 1 

Sunny 
 
2.22 
5.6
2.10 
2.00 
105.2 
2.64 
8.6 

 
556939
5001518 
Srd test 2 

Sunny 
 
2.29 
5.9
2.17 
2.00 
108.3 
2.64 
5.2 

 
556943
5001518 
Srd test 3 

Sunny 
 
2.28 
5.7
2.16 
2.00 
108.0 
2.64 
5.8 

TEST REPORT

DETERMINATION OF IN-SITU DENSITY
Tested in accordance with BS 1377:Part 9:1990 clause 2.2 Large Cylinder Sand Replacement

REPORT NUMBER: C5001518 / 353251.3.1.3

Unit 16 Britannia Ind Estate
Poyle Road
Colnbrook SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
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Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: SRD/TP11/Rep Issue 1 Rev 0 11/22

For and on behalf of CTS
Lee Rossiter - Operations supervisor

Approved Signatory
Report date 19-Jun-25
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CLIENT REF: 5001518 CLIENT: ERITH CONTRACTORS LTD
DATE TESTED: 01/07/2025 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
TESTED BY: Kyle Ager SITE: Leeside Road, Tottenham

Leeside Road, Tottenham,
GAUGE MODEL No: TROXLER 3440 SUPPLIER / SOURCE:
GAUGE SERIAL No: 15414 MATERIAL:
CORRECTION FACTORS: Bulk y=1.009

Moisture b=1.009
ENVIRONMENTAL CONDITIONS: Sunny
OMC REFERENCED: 337922.21.1.1

MAX DRY DENSITY: 2.02 Mg/m3 PARTICLE DENSITY: 2.65 Mg/m3

DEPTH OF LAYER: 300 DEPTH OF TEST 200
SAMPLING PLAN: CTS procedure

TEST RESULTS           Activity Location: On-Site

AREA OF TEST:

Test
No.

Gauge Bulk
Density

(Mg/m3)

Gauge Moisture
Density

(Mg/m3)

Corrected Bulk
Density

(Mg/m3)

Corrected Moisture
Content

(%)

Mean Moisture
Content

(%)

Mean Dry
Density

(Mg/m3)

Mean Air
Voids

(%)

Mean Relative
Compaction

(%)

TEST 1
2.134 0.156 2.15 7.9

7.9 2.00 8.7 99
2.143 0.158 2.16 8.0

TEST 2
2.106 0.170 2.13 8.8

8.9 1.95 9.0 97
2.108 0.173 2.13 8.9

TEST 3
2.107 0.193 2.13 10

10 1.93 7.7 95
2.103 0.195 2.12 10

TEST REPORT

In-Situ Dry Density, Relative Compaction And Air Voids
BS 1377-9: 1990 Nuclear Density Method D (Direct transmission)

REPORT NUMBER: C5001518 / 355950.3.1.1

Unit 16 Britannia Ind Estate
Poyle Road
Colnbrook SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: NDM042Bulk/TP13/Rep Issue 1 Rev0 10/23

For and on behalf of CTS
Lee Rossiter - Operations supervisor

Approved Signatory
Report date 01-Jul-25
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CLIENT REF: 5001518 CLIENT: ERITH CONTRACTORS LTD
DATE COMPLETED: 11/08/2025 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
TESTED BY: Nathan Williams SITE: Leeside Road, Tottenham
LOCATION: Location 3 LAT / LNG: N/A
GROUND CONDITIONS: Normal MATERIAL: 6F5
DISTANCE FROM EDGE OF
PLATE TO WALL:

8000 mm ENVIRONMENTAL CONDITIONS: Sunny

TEST DEPTH: SUPPLIER: RMS
AIR TEMPERATURE: 23°C SOURCE: Silvertown ldn
SAMPLING PLAN: CTS procedure TEST METHOD: Incremental Plate Loading

SAMPLE TAKEN: No

Equipment Details
Type of Kentledge: 35
Plate Diameter: 600 mm
Plate Area: 0.282743 m2

Plate Correction: 0.80

Results
Max applied pressure: 191 kN/m2

Max settlement: 2.03 mm
Avg Bearing Pressure (P) at 1.25mm penetration: 152 kN/m2

Modulus of subgrade K762: 98 kN/m2/mm
Equivalent C.B.R Value at 1.25mm penetration: 27.3%

Equivalent C.B.R Value: 27.3 %

 

TEST REPORT

Determination of Equivalent CBR Value
Design Guidance for Road Pavement Foundations Interim Advice Note 73/06 Rev1

REPORT NUMBER: C5001518 / 362730.1.1.3
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Poyle Road
Colnbrook SL3 0BH
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enquiries@constructiontesting.co.uk
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Opinions and interpretations expressed herein are outside the scope of UKAS
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TEST RESULTS

LOAD APPLIED
TO PLATE

AVERAGE BEARING
PRESSURE

GAUGE READING GAUGE SETTLEMENT AVERAGE
SETTLEMENT1 2 3 1 2 3

kN kN/m2 mm mm mm

0.6 2.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00
20.6 72.9 -0.27 -0.24 -0.30 0.27 0.24 0.30 0.27
27.3 96.6 -0.51 -0.48 -0.54 0.51 0.48 0.54 0.51
34.0 120.2 -0.78 -0.75 -0.81 0.78 0.75 0.81 0.78
37.3 132.0 -1.06 -1.03 -1.09 1.06 1.03 1.09 1.06
44.0 155.7 -1.28 -1.25 -1.31 1.28 1.25 1.31 1.28
47.4 167.5 -1.52 -1.49 -1.55 1.52 1.49 1.55 1.52
50.7 179.3 -1.77 -1.74 -1.80 1.77 1.74 1.80 1.77
54.0 191.1 -2.03 -2.00 -2.06 2.03 2.00 2.06 2.03

TEST REPORT

Determination of Equivalent CBR Value
Design Guidance for Road Pavement Foundations Interim Advice Note 73/06 Rev1

REPORT NUMBER: C5001518 / 362730.1.1.3

Unit 16 Britannia Ind Estate
Poyle Road
Colnbrook SL3 0BH
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CLIENT REF: 5001518 CLIENT: ERITH CONTRACTORS LTD
DATE COMPLETED: 11/08/2025 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
TESTED BY: Nathan Williams SITE: Leeside Road, Tottenham
LOCATION: Location 1 LAT / LNG: 51.6067399, -0.0461874
GROUND CONDITIONS: Normal MATERIAL: 6F5
DISTANCE FROM EDGE OF
PLATE TO WALL:

8000 mm ENVIRONMENTAL CONDITIONS: Sunny

TEST DEPTH: SUPPLIER: RMS
AIR TEMPERATURE: 21°C SOURCE: Silvertown ldn
SAMPLING PLAN: CTS procedure TEST METHOD: Incremental Plate Loading

SAMPLE TAKEN: No

Equipment Details
Type of Kentledge: 35
Plate Diameter: 600 mm
Plate Area: 0.282743 m2

Plate Correction: 0.80

Results
Max applied pressure: 191 kN/m2

Max settlement: 2.04 mm
Avg Bearing Pressure (P) at 1.25mm penetration: 133 kN/m2

Modulus of subgrade K762: 86 kN/m2/mm
Equivalent C.B.R Value at 1.25mm penetration: 21.5%

Equivalent C.B.R Value: 21.5 %

 

TEST REPORT

Determination of Equivalent CBR Value
Design Guidance for Road Pavement Foundations Interim Advice Note 73/06 Rev1
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TEST RESULTS

LOAD APPLIED
TO PLATE

AVERAGE BEARING
PRESSURE

GAUGE READING GAUGE SETTLEMENT AVERAGE
SETTLEMENT1 2 3 1 2 3

kN kN/m2 mm mm mm

0.6 2.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00
13.9 49.3 -0.25 -0.22 -0.28 0.25 0.22 0.28 0.25
20.6 72.9 -0.50 -0.47 -0.53 0.50 0.47 0.53 0.50
27.3 96.6 -0.77 -0.74 -0.80 0.77 0.74 0.80 0.77
30.7 108.4 -1.03 -1.00 -1.06 1.03 1.00 1.06 1.03
37.3 132.0 -1.24 -1.21 -1.27 1.24 1.21 1.27 1.24
44.0 155.7 -1.52 -1.48 -1.55 1.52 1.48 1.55 1.52
50.7 179.3 -1.78 -1.75 -1.81 1.78 1.75 1.81 1.78
54.0 191.1 -2.04 -2.01 -2.07 2.04 2.01 2.07 2.04

TEST REPORT

Determination of Equivalent CBR Value
Design Guidance for Road Pavement Foundations Interim Advice Note 73/06 Rev1

REPORT NUMBER: C5001518 / 362730.1.1.1
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CLIENT REF: 5001518 CLIENT: ERITH CONTRACTORS LTD
DATE COMPLETED: 11/08/2025 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
TESTED BY: Nathan Williams SITE: Leeside Road, Tottenham
LOCATION: Location 2 LAT / LNG: N/A
GROUND CONDITIONS: Normal MATERIAL: 6F5
DISTANCE FROM EDGE OF
PLATE TO WALL:

10000 mm ENVIRONMENTAL CONDITIONS: Sunny

TEST DEPTH: SUPPLIER: RMS
AIR TEMPERATURE: 22°C SOURCE: Silvertown ldn
SAMPLING PLAN: CTS procedure TEST METHOD: Incremental Plate Loading

SAMPLE TAKEN: No

Equipment Details
Type of Kentledge: 35
Plate Diameter: 600 mm
Plate Area: 0.282743 m2

Plate Correction: 0.80

Results
Max applied pressure: 688 kN/m2

Max settlement: 2.04 mm
Avg Bearing Pressure (P) at 1.25mm penetration: 380 kN/m2

Modulus of subgrade K762: 245 kN/m2/mm
Equivalent C.B.R Value at 1.25mm penetration: 133.0%

Equivalent C.B.R Value: 133.0 %
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TEST RESULTS

LOAD APPLIED
TO PLATE

AVERAGE BEARING
PRESSURE

GAUGE READING GAUGE SETTLEMENT AVERAGE
SETTLEMENT1 2 3 1 2 3

kN kN/m2 mm mm mm

0.6 2.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00
30.7 108.4 -0.26 -0.23 -0.29 0.26 0.23 0.29 0.26
40.7 143.9 -0.49 -0.46 -0.52 0.49 0.46 0.52 0.49
60.7 214.8 -0.77 -0.74 -0.80 0.77 0.74 0.80 0.77
84.1 297.5 -1.00 -0.97 -1.03 1.00 0.97 1.03 1.00

107.5 380.3 -1.25 -1.22 -1.28 1.25 1.22 1.28 1.25
137.6 486.6 -1.52 -1.55 -1.49 1.52 1.55 1.49 1.52
171.0 604.8 -1.79 -1.76 -1.82 1.79 1.76 1.82 1.79
194.4 687.6 -2.04 -2.01 -2.07 2.04 2.01 2.07 2.04
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SAMPLE NO: 5001518 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE TESTED: 01/07/2025 SITE: Leeside Road, Tottenham
TESTED BY: Kyle Ager MATERIAL: 1A
SUPPLIER: Site won SOURCE: Site won
ENVIRONMENTAL CONDITIONS: Sunny DEVIATIONS: None
SAMPLING PLAN: CTS procedure TP41 SAMPLING METHOD: Method 3: Sampling from site fill locations.
GROUNDWATER LEVEL: Not known TEST LEVEL: Not known

RESULTS

LOCATION DETAILS
Laboratory Ref:
Client Ref:
Test location:

Weather Conditions:
TEST DETAILS
Bulk Density: (Mg/m3)
Moisture Content: (%)
Dry Density: (Mg/m3)
Maximum Dry Density: (Mg/m3)
Percentage Compaction: (%)
Particle Density (Mg/m3)
Volume of Air Voids (%)

 
561321
5001518 
Pylon base layer 7 TEST 1 

Sunny 
 
2.16 
7.6
2.01 
2.02 
99.4 
2.65 
9.0 

 
561327
5001518 
Pylon base Layer 7 TEST
2 

Sunny 
 
2.07 
6.8
1.94 
2.02 
96.1 
2.62 
12.7 

 
561328
5001518 
Pylon Base Layer 7 Test 3 

Sunny 
 
2.18 
10
1.97 
2.02 
97.5 
2.62 
4.3 
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SAMPLE NO: 5001518 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE TESTED: 01/07/2025 SITE: Leeside Road, Tottenham
TESTED BY: Kyle Ager MATERIAL: Grey sandy gravel
SUPPLIER: Site won SOURCE: Site won
ENVIRONMENTAL CONDITIONS: Sunny DEVIATIONS: None
SAMPLING PLAN: CTS procedure TP41 SAMPLING METHOD: Method 3: Sampling from site fill locations.
GROUNDWATER LEVEL: Not known TEST LEVEL: Not known

RESULTS

LOCATION DETAILS
Laboratory Ref:
Client Ref:
Test location:

Weather Conditions:
TEST DETAILS
Bulk Density: (Mg/m3)
Moisture Content: (%)
Dry Density: (Mg/m3)
Maximum Dry Density: (Mg/m3)
Percentage Compaction: (%)
Particle Density (Mg/m3)
Volume of Air Voids (%)

 
561321
5001518 
Pylon base layer 7 TEST 1 

Sunny 
 
2.16 
7.6
2.01 
2.02 
99.4 
2.65 
9.0 

 
561327
5001518 
Pylon base Layer 7 TEST
2 

Sunny 
 
2.07 
6.8
1.94 
2.02 
96.1 
2.62 
12.7 

 
561328
5001518 
Pylon Base Layer 7 Test 3 

Sunny 
 
2.18 
10
1.97 
2.02 
97.5 
2.62 
4.3 
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SAMPLE NO: 5001518 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE TESTED: 01/07/2025 SITE: Leeside Road, Tottenham
TESTED BY: Kyle Ager MATERIAL: 1A
SUPPLIER: Site won SOURCE: Site won
ENVIRONMENTAL CONDITIONS: Sunny DEVIATIONS: None
SAMPLING PLAN: CTS procedure TP41 SAMPLING METHOD: Method 3: Sampling from site fill locations.
GROUNDWATER LEVEL: Not known TEST LEVEL: Not known

RESULTS

LOCATION DETAILS
Laboratory Ref:
Client Ref:
Test location:

Weather Conditions:
TEST DETAILS
Bulk Density: (Mg/m3)
Moisture Content: (%)
Dry Density: (Mg/m3)
Maximum Dry Density: (Mg/m3)
Percentage Compaction: (%)
Particle Density (Mg/m3)
Volume of Air Voids (%)

 
561321
5001518 
Pylon base layer 7 TEST 1 

Sunny 
 
2.16 
7.6
2.01 
2.02 
99.4 
2.65 
9.0 

 
561327
5001518 
Pylon base Layer 7 TEST
2 

Sunny 
 
2.07 
6.8
1.94 
2.02 
96.1 
2.62 
12.7 

 
561328
5001518 
Pylon Base Layer 7 Test 3 

Sunny 
 
2.18 
10
1.97 
2.02 
97.5 
2.62 
4.3 
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CLIENT REF: 5001518 CLIENT: ERITH CONTRACTORS LTD
DATE COMPLETED: 12/03/2025 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
TESTED BY: Ben Collins SITE: Leeside Road, Tottenham
LOCATION: Test 1 Capping Layer LAT / LNG: 51.6066972, -0.0458699
GROUND CONDITIONS: Moist MATERIAL: 6F5
DISTANCE FROM EDGE OF
PLATE TO WALL:

0 mm ENVIRONMENTAL CONDITIONS: Overcast

TEST DEPTH: 0mm SUPPLIER: RMS
AIR TEMPERATURE: 8°C SOURCE: Silvertown
SAMPLING PLAN: CTS procedure TEST METHOD: Incremental Plate Loading

SAMPLE TAKEN: No

Equipment Details
Type of Kentledge: 30T
Plate Diameter: 450 mm
Plate Area: 0.159043 m2

Plate Correction: 0.62

Results
Max applied pressure: 229 kN/m2

Max settlement: 2.04 mm
Avg Bearing Pressure (P) at 1.25mm penetration: 155 kN/m2

Modulus of subgrade K762: 77 kN/m2/mm
Equivalent C.B.R Value at 1.25mm penetration: 18.0%

Equivalent C.B.R Value: 18.0 %
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TEST RESULTS

LOAD APPLIED
TO PLATE

AVERAGE BEARING
PRESSURE

GAUGE READING GAUGE SETTLEMENT AVERAGE
SETTLEMENT1 2 3 1 2 3

kN kN/m2 mm mm mm

0.3 1.8 15.12 16.98 20.30 0.00 0.00 0.00 0.00
11.8 74.2 14.85 16.78 20.03 0.27 0.20 0.27 0.25
15.1 94.9 14.60 16.55 19.78 0.52 0.43 0.52 0.49
18.4 115.6 14.30 16.27 19.51 0.82 0.71 0.79 0.77
21.7 136.3 14.05 16.00 19.28 1.07 0.98 1.02 1.02
25.0 157.0 13.80 15.73 19.04 1.32 1.25 1.26 1.28
28.3 177.7 13.55 15.50 18.80 1.57 1.48 1.50 1.52
31.6 198.4 13.30 15.25 18.52 1.82 1.73 1.78 1.78
36.5 229.5 13.02 15.01 18.26 2.10 1.97 2.04 2.04
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CLIENT REF: 5001518 CLIENT: ERITH CONTRACTORS LTD
DATE COMPLETED: 12/03/2025 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
TESTED BY: Ben Collins SITE: Leeside Road, Tottenham
LOCATION: Test 2 Capping Layer LAT / LNG: 51.6103451, -0.0481058
GROUND CONDITIONS: Moist MATERIAL: 6F5
DISTANCE FROM EDGE OF
PLATE TO WALL:

0 mm ENVIRONMENTAL CONDITIONS: Overcast

TEST DEPTH: 0mm SUPPLIER: RMC
AIR TEMPERATURE: 8°C SOURCE: Silvertown
SAMPLING PLAN: CTS procedure TEST METHOD: Incremental Plate Loading

SAMPLE TAKEN: No

Equipment Details
Type of Kentledge: 30T
Plate Diameter: 450 mm
Plate Area: 0.159043 m2

Plate Correction: 0.62

Results
Max applied pressure: 240 kN/m2

Max settlement: 2.16 mm
Avg Bearing Pressure (P) at 1.25mm penetration: 155 kN/m2

Modulus of subgrade K762: 77 kN/m2/mm
Equivalent C.B.R Value at 1.25mm penetration: 18.1%

Equivalent C.B.R Value: 18.1 %
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TEST RESULTS

LOAD APPLIED
TO PLATE

AVERAGE BEARING
PRESSURE

GAUGE READING GAUGE SETTLEMENT AVERAGE
SETTLEMENT1 2 3 1 2 3

kN kN/m2 mm mm mm

0.3 1.8 18.59 20.13 21.12 0.00 0.00 0.00 0.00
10.2 63.9 18.36 20.01 20.90 0.23 0.12 0.22 0.19
13.5 84.6 18.11 19.80 20.67 0.48 0.33 0.45 0.42
16.7 105.3 17.85 19.60 20.40 0.74 0.53 0.72 0.66
20.0 126.0 17.60 19.38 20.15 0.99 0.75 0.97 0.90
23.3 146.7 17.35 19.16 19.91 1.24 0.97 1.21 1.14
26.6 167.4 17.10 18.90 19.64 1.49 1.23 1.48 1.40
29.9 188.1 16.85 18.65 19.40 1.74 1.48 1.72 1.65
33.2 208.8 16.60 18.40 19.13 1.99 1.73 1.99 1.90
38.1 239.8 16.35 18.13 18.89 2.24 2.00 2.23 2.16
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CLIENT REF: 5001518 CLIENT: ERITH CONTRACTORS LTD
DATE TESTED: 14/02/2025 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
TESTED BY: Toby Crouch SITE: Leeside Road, Tottenham

Leeside Road, Tottenham,
GAUGE MODEL No: 3440 SUPPLIER / SOURCE: Rms Not specified
GAUGE SERIAL No: 15409 MATERIAL: Class 1a
CORRECTION FACTORS: Bulk y=1

Moisture b=1
ENVIRONMENTAL CONDITIONS: Clear
OMC REFERENCED: NA

MAX DRY DENSITY: 2 Mg/m3 PARTICLE DENSITY: NA
DEPTH OF LAYER: 500 DEPTH OF TEST 300
SAMPLING PLAN: CTS procedure

TEST RESULTS           Activity Location: On-Site

AREA OF TEST: Remediation area section 1 / 1A layer 4

Test
No.

Gauge Bulk
Density

(Mg/m3)

Gauge Moisture
Density

(Mg/m3)

Corrected Bulk
Density

(Mg/m3)

Corrected Moisture
Content

(%)

Mean Moisture
Content

(%)

Mean Dry
Density

(Mg/m3)

Mean Relative
Compaction

(%)

Test 1
1.903 0.274 1.90 17

16 1.65 83
1.943 0.269 1.94 16

Test 2
1.962 0.265 1.96 16

15 1.69 85
1.942 0.255 1.94 15
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CLIENT REF: 5001518 CLIENT: ERITH CONTRACTORS LTD
DATE TESTED: 20/02/2025 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
TESTED BY: Aaron Henson SITE: Leeside Road, Tottenham

Leeside Road, Tottenham,
GAUGE MODEL No: Trailer 3440 SUPPLIER / SOURCE: RMS Silvertown
GAUGE SERIAL No: 15409 MATERIAL: Recycled material
CORRECTION FACTORS: Bulk y=0.991

Moisture b=0.924
ENVIRONMENTAL CONDITIONS: Overcast
OMC REFERENCED: NA

MAX DRY DENSITY: 1.94 Mg/m3 PARTICLE DENSITY: 2.64 Mg/m3

DEPTH OF LAYER: 500 DEPTH OF TEST 300
SAMPLING PLAN: CTS procedure

TEST RESULTS           Activity Location: On-Site

AREA OF TEST: Remediation Area 1 - Layer 4

Test
No.

Gauge Bulk
Density

(Mg/m3)

Gauge Moisture
Density

(Mg/m3)

Corrected Bulk
Density

(Mg/m3)

Corrected Moisture
Content

(%)

Mean Moisture
Content

(%)

Mean Dry
Density

(Mg/m3)

Mean Air
Voids

(%)

Mean Relative
Compaction

(%)

Test 1
1.930 0.207 1.91 11

12 1.71 15.1
1.929 0.226 1.91 12

Test 2
1.958 0.253 1.94 14

13 1.73 12.2
1.978 0.231 1.96 12

TEST REPORT

In-Situ Dry Density, Relative Compaction And Air Voids
BS 1377-9: 1990 Nuclear Density Method D (Direct transmission)

REPORT NUMBER: C5001518 / 334682.2.1.1

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: NDM042Bulk/TP13/Rep Issue 1 Rev0 10/23

For and on behalf of CTS
Lee Rossiter - Operations supervisor

Approved Signatory
Report date 28-Feb-25

4161
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SAMPLE NO: 5001518 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE TESTED: 14/02/2025 SITE: Leeside Road, Tottenham
TESTED BY: Toby Crouch MATERIAL: Class 1a
SUPPLIER: RMS SOURCE: Not specifed
ENVIRONMENTAL CONDITIONS: Clear DEVIATIONS: None
SAMPLING PLAN: CTS procedure TP41 SAMPLING METHOD: Method 5: Sampling of imported granular material from spread or laid

material.
GROUNDWATER LEVEL: Not known TEST LEVEL: Not known

RESULTS

LOCATION DETAILS
Laboratory Ref:
Client Ref:
Test location:

Weather Conditions:
TEST DETAILS
Bulk Density: (Mg/m3)
Moisture Content: (%)
Dry Density: (Mg/m3)
Maximum Dry Density: (Mg/m3)
Percentage Compaction: (%)
Particle Density (Mg/m3)
Volume of Air Voids (%)

 
527020
5001518 
Remediation area section 1 / 1A
layer 4  

Clear 
 
1.83 
12
1.63 
1.94 
84.2 
2.64 
18.2 

 
527036
5001518 
Remediation area section 1 / 1A
layer 4 test 2 

Clear 
 
1.82 
13
1.61 
1.94 
82.9 
2.64 
18.4 

TEST REPORT

DETERMINATION OF IN-SITU DENSITY
Tested in accordance with BS 1377:Part 9:1990 clause 2.2 Large Cylinder Sand Replacement

REPORT NUMBER: C5001518 / 333871.2.1.2

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: SRD/TP11/Rep Issue 1 Rev 0 11/22

For and on behalf of CTS
Lee Rossiter - Operations supervisor

Approved Signatory
Report date 28-Feb-25

4161



SAMPLE NO: 5001518 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE TESTED: 20/02/2025 SITE: Leeside Road, Tottenham
TESTED BY: Aaron Henson MATERIAL: 1A
SUPPLIER: RMS SOURCE: Silvertown
ENVIRONMENTAL CONDITIONS: Overcast DEVIATIONS: None
SAMPLING PLAN: CTS procedure TP41 SAMPLING METHOD: Method 2: Sampling from site excavation locations.
GROUNDWATER LEVEL: Not known TEST LEVEL: Not known

RESULTS

LOCATION DETAILS
Laboratory Ref:
Client Ref:
Test location:

Weather Conditions:
TEST DETAILS
Bulk Density: (Mg/m3)
Moisture Content: (%)
Dry Density: (Mg/m3)
Maximum Dry Density: (Mg/m3)
Percentage Compaction: (%)
Particle Density (Mg/m3)
Volume of Air Voids (%)

 
528183
5001518 
Remediation Area 1 - Layer 4 - Test
1 

Overcast 
 
1.77 
14
1.54 
1.94 

2.64 

 
528346
5001518 
Remediation Area 1 - Layer 4 - Test
2 

Overcast 
 
1.90 
19
1.59 
1.94 

2.64 
9.3 

TEST REPORT

DETERMINATION OF IN-SITU DENSITY
Tested in accordance with BS 1377:Part 9:1990 clause 2.2 Large Cylinder Sand Replacement

REPORT NUMBER: C5001518 / 334682.1.1.2

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 2

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.
Amended report. This test report supersedes test report version 1 - amendment

Report Format: SRD/TP11/Rep Issue 1 Rev 0 11/22

For and on behalf of CTS
Lee Rossiter - Operations supervisor

Approved Signatory
Report date 28-Feb-25

4161
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SAMPLE NO: 5001518 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE TESTED: 12/03/2025 SITE: Leeside Road, Tottenham
TESTED BY: Ben Collins MATERIAL: Class 1a
SUPPLIER: RMC SOURCE: Silvertown
ENVIRONMENTAL CONDITIONS: Overcast DEVIATIONS: None
SAMPLING PLAN: CTS procedure TP41 SAMPLING METHOD: Method 1: Sampling shallow trial pits
GROUNDWATER LEVEL: Not known TEST LEVEL: 300mm

RESULTS

LOCATION DETAILS
Laboratory Ref:
Client Ref:
Test location:

Weather Conditions:
TEST DETAILS
Bulk Density: (Mg/m3)
Moisture Content: (%)
Dry Density: (Mg/m3)
Maximum Dry Density: (Mg/m3)
Percentage Compaction: (%)
Particle Density (Mg/m3)
Volume of Air Voids (%)

 
532882
5001518 
Layer 7 Test 1 

Overcast 
 
2.09 
5.6
1.98 
1.94 
102.1 
2.64 
13.9 

 
532886
5001518 
Test 2 Layer 7 

Overcast 
 
2.08 
3.9
2.00 
1.94 
103.0 
2.64 
16.5 

TEST REPORT

DETERMINATION OF IN-SITU DENSITY
Tested in accordance with BS 1377:Part 9:1990 clause 2.2 Large Cylinder Sand Replacement

REPORT NUMBER: C5001518 / 337922.4.1.1

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: SRD/TP11/Rep Issue 1 Rev 0 11/22

For and on behalf of CTS
Lee Rossiter - Operations supervisor

Approved Signatory
Report date 13-Mar-25

4161



SAMPLE NO: 5001518 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE TESTED: 12/03/2025 SITE: Leeside Road, Tottenham
TESTED BY: Ben Collins MATERIAL: Class 1a
SUPPLIER: RMC SOURCE: Silvertown
ENVIRONMENTAL CONDITIONS: Overcast DEVIATIONS: None
SAMPLING PLAN: CTS procedure TP41 SAMPLING METHOD: Method 1: Sampling shallow trial pits
GROUNDWATER LEVEL: Not known TEST LEVEL: 300mm

RESULTS

LOCATION DETAILS
Laboratory Ref:
Client Ref:
Test location:

Weather Conditions:
TEST DETAILS
Bulk Density: (Mg/m3)
Moisture Content: (%)
Dry Density: (Mg/m3)
Maximum Dry Density: (Mg/m3)
Percentage Compaction: (%)
Particle Density (Mg/m3)
Volume of Air Voids (%)

 
532882
5001518 
Layer 7 Test 1 

Overcast 
 
2.09 
5.6
1.98 
1.94 
102.1 
2.64 
13.9 

 
532886
5001518 
Test 2 Layer 7 

Overcast 
 
2.08 
3.9
2.00 
1.94 
103.0 
2.64 
16.5 

TEST REPORT

DETERMINATION OF IN-SITU DENSITY
Tested in accordance with BS 1377:Part 9:1990 clause 2.2 Large Cylinder Sand Replacement

REPORT NUMBER: C5001518 / 337922.4.1.2

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: SRD/TP11/Rep Issue 1 Rev 0 11/22

For and on behalf of CTS
Lee Rossiter - Operations supervisor

Approved Signatory
Report date 13-Mar-25

4161



CLIENT REF: 5001518 CLIENT: ERITH CONTRACTORS LTD

DATE COMPLETED: 12/03/2025 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP

TESTED BY: Ben Collins SITE: Leeside Road, Tottenham

SAMPLING PLAN: CTS procedure ENVIRONMENTAL CONDITIONS: Overcast

GAUGE MODEL No: Troxler SUPPLIER / SOURCE: RMS Silvertown

GAUGE SERIAL No: 15409 MATERIAL: Class 1a

CORRECTION FACTORS: Bulk   y=0.991
Moisture   b=0.924

LOCATION: Layer 7

MAX DRY DENSITY: 1.94 Mg/m3 VARIATIONS FROM PROCEDURE: N/A

DEPTH OF LAYER: 300 DEPTH OF TEST 300

TEST RESULTS           Activity Location: On-Site

Test No. Gauge Bulk
Density (Mg/m3)

Gauge Moisture
Density (Mg/m3)

Corrected Bulk
Density (Mg/m3)

Corrected Moisture
Content (%)

Mean Dry Density
(Mg/m3)

Mean Relative
Compaction (%)

Test 1 Layer 7
1.994 0.181 1.98 9.2

1.82 94
1.999 0.164 1.98 8.3

Test 2 Layer 7
2.061 0.214 2.04 11

1.87 96
2.068 0.170 2.05 8.3

TEST REPORT

In-Situ Dry Density And Relative Compaction
BS 1377-9: 1990 Nuclear Density Method A (Direct transmission)

REPORT NUMBER: C5001518 / 337922.3.1.2

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: NDMSoils05a/TP13/Rep Issue 1 Rev 0 10/15

For and on behalf of CTS
Lee Rossiter - Operations supervisor

Approved Signatory
Report date 13-Mar-25

4161



SAMPLE NUMBER: 562705 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 356893.1.1.2 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 07/07/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Jack Fitzgerald SUPPLIER/SOURCE: Site won, Insitu
DATE RECEIVED: 09/07/2025 MATERIAL: Crushed concrete 6F5
DATE COMPLETED: 06/08/2025 LOCATION: Near to surface
TESTED BY: JG, MC COMPACTION SAMPLE: Separate samples
TYPE OF SAMPLE: Disturbed SAMPLING PLAN: Client Specification
HAMMER MAKE/MODEL: Hikoki SAMPLING METHOD: C2 Sampling from small conical stockpiles
ENVIRONMENTAL CONDITIONS: Overcast

RESULT           Test Location: MT Billericay

MAXIMUM DRY DENSITY: 2.16 Mg/m3

OPTIMUM WATER CONTENT: 7.5 %
AMOUNT (By Dry Mass) RETAINED >40.0mm: 0 %
MEASURED PARTICLE DENSITY USED TO PLOT AIR VOIDS: 2.65 Mg/m3

TEST REPORT

DETERMINATION OF REFERENCE DENSITY AND WATER CONTENT
BS EN 13286-4: 2021 - Vibrating Hammer

REPORT NUMBER: C5001518 / 356893.5.1.2

Lawness Barns
Mountnessing Road
Billericay
Essex CM12 0TS

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: BSENOMCvib/TP34/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
James Gough - Senior Lab Technician

Approved Signatory
Report date 06-Aug-25

4161



SAMPLE NUMBER: 562708 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 356893.1.1.3 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 07/07/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Jack Fitzgerald SUPPLIER/SOURCE: Site won, Insitu
DATE RECEIVED: 09/07/2025 MATERIAL: Crushed concrete 6F5
DATE COMPLETED: 05/08/2025 LOCATION: 6F5 stockpile
TESTED BY: Charlotte Page COMPACTION SAMPLE: Separate samples
TYPE OF SAMPLE: Disturbed SAMPLING PLAN: Client Specification
HAMMER MAKE/MODEL: Hikoki SAMPLING METHOD: C2 Sampling from small conical stockpiles
ENVIRONMENTAL CONDITIONS: Overcast

RESULT           Test Location: MT Billericay

MAXIMUM DRY DENSITY: 2.09 Mg/m3

OPTIMUM WATER CONTENT: 9.0 %
AMOUNT (By Dry Mass) RETAINED >40.0mm: 50 %
ASSUMED PARTICLE DENSITY USED TO PLOT AIR VOIDS: 2.65 Mg/m3

Non-standard test as material classified as unsuitable, sample tested at clients request, test results may not be indicative of the material being used on site.

TEST REPORT

DETERMINATION OF REFERENCE DENSITY AND WATER CONTENT
BS EN 13286-4: 2021 - Vibrating Hammer

REPORT NUMBER: C5001518 / 356893.5.1.3

Lawness Barns
Mountnessing Road
Billericay
Essex CM12 0TS

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: BSENOMCvib/TP34/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
James Gough - Senior Lab Technician

Approved Signatory
Report date 06-Aug-25

4161



SAMPLE NUMBER: 562483 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 356893.1.1.1 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 07/07/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Jack Fitzgerald SUPPLIER/SOURCE: Site won, Insitu
DATE RECEIVED: 09/07/2025 MATERIAL: Crushed concrete 6F5
DATE COMPLETED: 28/07/2025 LOCATION: 6F5 stockpile
TESTED BY: James Gough COMPACTION SAMPLE: Separate samples
TYPE OF SAMPLE: Disturbed SAMPLING PLAN: Client Specification
HAMMER MAKE/MODEL: SAMPLING METHOD: C2 Sampling from small conical stockpiles
ENVIRONMENTAL CONDITIONS: Overcast

RESULT           Test Location: MT Billericay

MAXIMUM DRY DENSITY: 1.94 Mg/m3

OPTIMUM WATER CONTENT: 12.0 %
AMOUNT (By Dry Mass) RETAINED >40.0mm: 58 %
ASSUMED PARTICLE DENSITY USED TO PLOT AIR VOIDS: 2.65 Mg/m3

TEST REPORT

DETERMINATION OF REFERENCE DENSITY AND WATER CONTENT
BS EN 13286-4: 2021 - Vibrating Hammer

REPORT NUMBER: C5001518 / 356893.5.1.1

Lawness Barns
Mountnessing Road
Billericay
Essex CM12 0TS

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: BSENOMCvib/TP34/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
James Gough - Senior Lab Technician

Approved Signatory
Report date 29-Jul-25

4161



SAMPLE NUMBER: 562483 CLIENT: ERITH CONTRACTORS LTD

CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP

DATE RECEIVED: 09/07/2025 SITE: Leeside Road, Tottenham

DATE SAMPLED: 07/07/2025 SUPPLIER: Site won

DATE COMPLETED: 18/07/2025 SOURCE: Insitu

TESTED BY: Colin Gourlay MATERIAL: Crushed concrete

ACCEPTABLE STANDARD: Contract Specification LOCATION: 6F5 stockpile

SAMPLING PLAN: Client Provided SAMPLING CERTIFICATE: Available

METHOD OF SAMPLING: C2 Sampling from small conical stockpiles ENVIRONMENTAL
CONDITIONS:

Overcast

TEST RESULT:           Test Location: Harrietsham

SPECIFICATION REQUIREMENTS

LOWER LIMIT UPPER LIMIT

THE LOS ANGELES COEFFICIENT (LA):: 34

SIZE FRACTION FROM WHICH TEST PORTION
WAS OBTAINED:

10-14 mm

TEST REPORT

DETERMINATION OF RESISTANCE OF COARSE AGGREGATE TO FRAGMENTATION
Los Angeles Test BS EN 1097-2: 2020

REPORT NUMBER: C5001518 / 356893.6.1.1

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: LA/TP19/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
Richard Lawry-Johns - Lead Senior Technician

Approved Signatory
Report date 18-Jul-25

4161



SAMPLE NUMBER: 562483 CLIENT: ERITH CONTRACTORS LTD

CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP

DATE RECEIVED: 09/07/2025 SITE: Leeside Road, Tottenham

DATE SAMPLED: 07/07/2025 SUPPLIER: Site won

DATE COMPLETED: 18/07/2025 SOURCE: Insitu

TESTED BY: Colin Gourlay MATERIAL: Crushed concrete

ACCEPTABLE STANDARD: Contract Specification LOCATION: 6F5 stockpile

SAMPLING PLAN: Client Provided SAMPLING CERTIFICATE: Available

METHOD OF SAMPLING: C2 Sampling from small conical stockpiles ENVIRONMENTAL
CONDITIONS:

Overcast

TEST RESULT:           Test Location: Harrietsham

SPECIFICATION REQUIREMENTS

LOWER LIMIT UPPER LIMIT

THE LOS ANGELES COEFFICIENT (LA):: 34

SIZE FRACTION FROM WHICH TEST PORTION
WAS OBTAINED:

10-14 mm

TEST REPORT

DETERMINATION OF RESISTANCE OF COARSE AGGREGATE TO FRAGMENTATION
Los Angeles Test BS EN 1097-2: 2020

REPORT NUMBER: C5001518 / 356893.6.1.1

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: LA/TP19/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
Richard Lawry-Johns - Lead Senior Technician

Approved Signatory
Report date 18-Jul-25

4161



SAMPLE NUMBER: CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: SITE:
SAMPLED BY: SOURCE / SUPPLIER:
DATE RECEIVED: MATERIAL:
DATE COMPLETED: PROPOSED CLASSIFICATION: Class 6F5
TESTED BY: LOCATION:
ENVIRONMENTAL CONDITIONS: SAMPLING PLAN:

METHOD OF SAMPLING:

RESULT        

Applied Specification: Class 6F5 - Specification for Highway Works (2016) Table 6/5 Earthworks Materials - Class 6F5
Specification stated as requested, no indication of conformity applied

Uniformity Coefficient (D60/D10)
BS EN ISO 14688-2: 2018.

493

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100          

125 100   100 - 100  

80 97   75 - 99  

63 84          

50 73          

40 60   50 - 90  

31.5 51          

25 44          

20 38   30 - 75  

16 33          

14 30          

12.5 29          

10 27   15 - 60  

8 24          

6.3 22          

5 21          

4 19          

2.8 18          

2 16   0 - 35  

1 14          

0.5 13          

0.25 12          

0.125 11          

0.063 9.8   0 - 12  

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS EN 933-1 : 2012 Washing & Dry Sieving

REPORT NUMBER:

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PSDagg/TP17/Rep Issue 1 Rev 1 08/23

For and on behalf of CTS
Harry Brewster - Laboratory Supervisor

Approved Signatory 4161

Leeside Road, Tottenham
Site won, Insitu
Crushed concrete

6F5 Stockpile
Client Specification
C2 Sampling from small conical stockpiles

Report date 26-Jul-25

C5001518 / 356893.3.1.1
562483
5001518
07/07/2025
Jack Fitzgerald
09/07/2025
23/07/2025
James Gough
Overcast

TestLocation: MT Billericay

Lawness Barns
Mountnessing Road
Billericay
Essex CM12 0TS



SAMPLE NUMBER: 562705 CLIENT: ERITH CONTRACTORS LTD

CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP

DATE RECEIVED: 09/07/2025 SITE: Leeside Road, Tottenham

DATE SAMPLED: 07/07/2025 SUPPLIER: Site won

DATE COMPLETED: 18/07/2025 SOURCE: Insitu

TESTED BY: Colin Gourlay MATERIAL: Crushed concrete - 6F5

ACCEPTABLE STANDARD: Contract Specification LOCATION: Near to surface

SAMPLING PLAN: Client Provided SAMPLING CERTIFICATE: Available

METHOD OF SAMPLING: C2 Sampling from small conical stockpiles ENVIRONMENTAL
CONDITIONS:

Overcast

TEST RESULT:           Test Location: Harrietsham

SPECIFICATION REQUIREMENTS

LOWER LIMIT UPPER LIMIT

THE LOS ANGELES COEFFICIENT (LA):: 33

SIZE FRACTION FROM WHICH TEST PORTION
WAS OBTAINED:

10-14 mm

TEST REPORT

DETERMINATION OF RESISTANCE OF COARSE AGGREGATE TO FRAGMENTATION
Los Angeles Test BS EN 1097-2: 2020

REPORT NUMBER: C5001518 / 356893.6.1.2

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333
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Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: LA/TP19/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
Richard Lawry-Johns - Lead Senior Technician

Approved Signatory
Report date 18-Jul-25
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SAMPLE NUMBER: 562705 CLIENT: ERITH CONTRACTORS LTD

CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP

DATE RECEIVED: 09/07/2025 SITE: Leeside Road, Tottenham

DATE SAMPLED: 07/07/2025 SUPPLIER: Site won

DATE COMPLETED: 18/07/2025 SOURCE: Insitu

TESTED BY: Colin Gourlay MATERIAL: Crushed concrete - 6F5

ACCEPTABLE STANDARD: Contract Specification LOCATION: Near to surface

SAMPLING PLAN: Client Provided SAMPLING CERTIFICATE: Available

METHOD OF SAMPLING: C2 Sampling from small conical stockpiles ENVIRONMENTAL
CONDITIONS:

Overcast

TEST RESULT:           Test Location: Harrietsham

SPECIFICATION REQUIREMENTS

LOWER LIMIT UPPER LIMIT

THE LOS ANGELES COEFFICIENT (LA):: 33

SIZE FRACTION FROM WHICH TEST PORTION
WAS OBTAINED:

10-14 mm

TEST REPORT

DETERMINATION OF RESISTANCE OF COARSE AGGREGATE TO FRAGMENTATION
Los Angeles Test BS EN 1097-2: 2020

REPORT NUMBER: C5001518 / 356893.6.1.2

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: LA/TP19/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
Richard Lawry-Johns - Lead Senior Technician

Approved Signatory
Report date 18-Jul-25

4161



SAMPLE NUMBER: CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: SITE:
SAMPLED BY: SOURCE / SUPPLIER:
DATE RECEIVED: MATERIAL:
DATE COMPLETED: PROPOSED CLASSIFICATION: Class 6F5
TESTED BY: LOCATION:
ENVIRONMENTAL CONDITIONS: SAMPLING PLAN:

METHOD OF SAMPLING:

RESULT        

Applied Specification: Class 6F5 - Specification for Highway Works (2016) Table 6/5 Earthworks Materials - Class 6F5
Specification stated as requested, no indication of conformity applied

Uniformity Coefficient (D60/D10)
BS EN ISO 14688-2: 2018.

296

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100          

125 100   100 - 100  

80 98   75 - 99  

63 90          

50 89          

40 78   50 - 90  

31.5 71          

25 67          

20 62   30 - 75  

16 56          

14 54          

12.5 52          

10 49   15 - 60  

8 45          

6.3 42          

5 39          

4 36          

2.8 33          

2 30   0 - 35  

1 26          

0.5 23          

0.25 17          

0.125 12          

0.063 10.4   0 - 12  

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS EN 933-1 : 2012 Washing & Dry Sieving

REPORT NUMBER:

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PSDagg/TP17/Rep Issue 1 Rev 1 08/23

For and on behalf of CTS
Harry Brewster - Laboratory Supervisor

Approved Signatory 4161

Leeside Road, Tottenham
Site won, Insitu
Crushed concrete

6F5 Stockpile
Client Specification
C2 Sampling from small conical stockpiles

Report date 29-Jul-25

C5001518 / 356893.3.1.2
562705
5001518
07/07/2025
Jack Fitzgerald
09/07/2025
28/07/2025
JG, CP
Overcast

TestLocation: MT Billericay

Lawness Barns
Mountnessing Road,
Billericay
Essex CM12 0TS



SAMPLE NUMBER: 562708 CLIENT: ERITH CONTRACTORS LTD

CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP

DATE RECEIVED: 09/07/2025 SITE: Leeside Road, Tottenham

DATE SAMPLED: 07/07/2025 SUPPLIER: Site won

DATE COMPLETED: 18/07/2025 SOURCE: Insitu

TESTED BY: Colin Gourlay MATERIAL: Crushed concrete - 6F5

ACCEPTABLE STANDARD: Contract Specification LOCATION: 6F5 stockpile

SAMPLING PLAN: Client Provided SAMPLING CERTIFICATE: Available

METHOD OF SAMPLING: C2 Sampling from small conical stockpiles ENVIRONMENTAL
CONDITIONS:

Overcast

TEST RESULT:           Test Location: Harrietsham

SPECIFICATION REQUIREMENTS

LOWER LIMIT UPPER LIMIT

THE LOS ANGELES COEFFICIENT (LA):: 33

SIZE FRACTION FROM WHICH TEST PORTION
WAS OBTAINED:

10-14 mm

TEST REPORT

DETERMINATION OF RESISTANCE OF COARSE AGGREGATE TO FRAGMENTATION
Los Angeles Test BS EN 1097-2: 2020

REPORT NUMBER: C5001518 / 356893.6.1.3

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: LA/TP19/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
Richard Lawry-Johns - Lead Senior Technician

Approved Signatory
Report date 18-Jul-25
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SAMPLE NUMBER: 562708 CLIENT: ERITH CONTRACTORS LTD

CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP

DATE RECEIVED: 09/07/2025 SITE: Leeside Road, Tottenham

DATE SAMPLED: 07/07/2025 SUPPLIER: Site won

DATE COMPLETED: 18/07/2025 SOURCE: Insitu

TESTED BY: Colin Gourlay MATERIAL: Crushed concrete - 6F5

ACCEPTABLE STANDARD: Contract Specification LOCATION: 6F5 stockpile

SAMPLING PLAN: Client Provided SAMPLING CERTIFICATE: Available

METHOD OF SAMPLING: C2 Sampling from small conical stockpiles ENVIRONMENTAL
CONDITIONS:

Overcast

TEST RESULT:           Test Location: Harrietsham

SPECIFICATION REQUIREMENTS

LOWER LIMIT UPPER LIMIT

THE LOS ANGELES COEFFICIENT (LA):: 33

SIZE FRACTION FROM WHICH TEST PORTION
WAS OBTAINED:

10-14 mm

TEST REPORT

DETERMINATION OF RESISTANCE OF COARSE AGGREGATE TO FRAGMENTATION
Los Angeles Test BS EN 1097-2: 2020

REPORT NUMBER: C5001518 / 356893.6.1.3

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: LA/TP19/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
Richard Lawry-Johns - Lead Senior Technician

Approved Signatory
Report date 18-Jul-25

4161



SAMPLE NUMBER: CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: SITE:
SAMPLED BY: SOURCE / SUPPLIER:
DATE RECEIVED: MATERIAL:
DATE COMPLETED: PROPOSED CLASSIFICATION: Class 6F5
TESTED BY: LOCATION:
ENVIRONMENTAL CONDITIONS: SAMPLING PLAN: Client Specification

RESULT        

Applied Specification: Class 6F5 - Specification for Highway Works (2016) Table 6/5 Earthworks Materials - Class 6F5
Specification stated as requested, no indication of conformity applied

Uniformity Coefficient (D60/D10)
BS EN ISO 14688-2: 2018.

114

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100          

300 100          

125 100   100 - 100  

90 100          

80 93   75 - 99  

63 77          

40 65   50 - 90  

31.5 61          

20 53   30 - 75  

16 51          

14 49          

10 44   15 - 60  

8 42          

6.3 39          

4 34          

2.8 34          

2 32   0 - 35  

1 28          

0.5 22          

0.425 17          

0.25 9          

0.125 6          

0.063 5.3   0 - 12  

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS EN 933-1 : 2012 Washing & Dry Sieving

REPORT NUMBER:

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PSDagg/TP17/Rep Issue 1 Rev 1 08/23

For and on behalf of CTS
Mike Gray - Laboratory Supervisor

Approved Signatory 4161

Leeside Road, Tottenham
Site won, Insitu
Crushed concrete

6F5 stockpile

C2 Sampling from small conical stockpiles

Report date 29-Jul-25

METHODOFSAMPLING:

C5001518 / 356893.3.1.3
562708
5001518
07/07/2025
Jack Fitzgerald
09/07/2025
28/07/2025
JG, CP
Overcast

TestLocation: MT Billericay

Lawness Barns
Mountnessing Road
Billericay
Essex CM12 0TS
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Eurofins Chemtest Ltd

Depot Road

Newmarket

CB8 0AL

Tel: 01638 606070

Email: info@chemtest.com

Report No.: 25-22313-1

Initial Date of Issue: 17-Jul-2025

Re-Issue Details:

Client Erith Contractors Ltd

Client Address: Erith House 

Queen Street 

Erith 

Kent 

DA8 1RP

Contact(s): James Hardy

Project R13089 Leeside Road

Quotation No.: Q25-37114 Date Received: 07-Jul-2025

Order No.: HM-R13089/0002 Date Instructed: 07-Jul-2025

No. of Samples: 3

Turnaround (Wkdays): 5 Results Due: 11-Jul-2025

Date Approved: 17-Jul-2025

Approved By:

Details: David Smith, Technical Director 

Final Report

For details about application of accreditation to specific matrix types, please refer to the Table at the 

back of this report 
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Results - Leachate

Client: Erith Contractors Ltd 25-22313 25-22313 25-22313

Quotation No.: Q25-37114 1996124 1996125 1996126

Order No.: HM-R13089/0002 Site Made Site Made Site Made

116 117 118

6F5 Stockpile 

001

6F5 Stockpile 

002

6F5 Stockpile 

003

SOIL SOIL SOIL

02-Jul-2025 02-Jul-2025 02-Jul-2025

Determinand Accred. SOP Type Units LOD

Ammonium U 1220 10:1 mg/l 0.050 < 0.050 < 0.050 < 0.050

Cyanide (Total) U 1300 10:1 mg/l 0.050 < 0.050 < 0.050 < 0.050

Aliphatic TPH >C5-C6 N 1675 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Aliphatic TPH >C6-C8 N 1675 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Aliphatic TPH >C8-C10 N 1675 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Aliphatic TPH >C10-C12 N 1675 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Aliphatic TPH >C12-C16 N 1675 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Aliphatic TPH >C16-C21 N 1675 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Aliphatic TPH >C21-C35 N 1675 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Aliphatic TPH >C35-C44 N 1675 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Total Aliphatic Hydrocarbons N 1675 10:1 mg/l 0.0001 < 0.0001 < 0.0001 < 0.0001

Aromatic TPH >C5-C7 N 1675 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Aromatic TPH >C7-C8 N 1675 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Aromatic TPH >C8-C10 N 1675 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Aromatic TPH >C10-C12 N 1675 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Aromatic TPH >C12-C16 N 1675 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Aromatic TPH >C16-C21 N 1675 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Aromatic TPH >C21-C35 N 1675 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Aromatic TPH >C35-C44 N 1675 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Total Aromatic Hydrocarbons N 1675 10:1 mg/l 0.0050 < 0.0050 < 0.0050 < 0.0050

Total Petroleum Hydrocarbons N 1675 10:1 mg/l 0.010 < 0.010 < 0.010 < 0.010

Naphthalene U 1700 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Acenaphthylene U 1700 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Acenaphthene U 1700 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Fluorene U 1700 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Phenanthrene U 1700 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Anthracene U 1700 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Fluoranthene U 1700 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Pyrene U 1700 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Benzo[a]anthracene U 1700 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Chrysene N 1700 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Benzo[b]fluoranthene U 1700 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Benzo[k]fluoranthene U 1700 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Benzo[a]pyrene U 1700 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Indeno(1,2,3-c,d)Pyrene U 1700 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Dibenz(a,h)Anthracene U 1700 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Benzo[g,h,i]perylene U 1700 10:1 mg/l 0.00010 < 0.00010 < 0.00010 < 0.00010

Sample Type:

Date Sampled:

Client Sample ID.:

Project: R13089 Leeside Road

Chemtest Job No.:

Chemtest Sample ID.:

Client Sample Ref.:

Client Reference:
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Results - Leachate

Client: Erith Contractors Ltd 25-22313 25-22313 25-22313

Quotation No.: Q25-37114 1996124 1996125 1996126

Order No.: HM-R13089/0002 Site Made Site Made Site Made

116 117 118

6F5 Stockpile 

001

6F5 Stockpile 

002

6F5 Stockpile 

003

SOIL SOIL SOIL

02-Jul-2025 02-Jul-2025 02-Jul-2025

Determinand Accred. SOP Type Units LOD

Sample Type:

Date Sampled:

Client Sample ID.:

Project: R13089 Leeside Road

Chemtest Job No.:

Chemtest Sample ID.:

Client Sample Ref.:

Client Reference:

Total Of 16 PAH's N 1700 10:1 mg/l 0.0020 < 0.0020 0.0078 < 0.0020

Benzene U 1760 10:1 mg/l 0.0010 < 0.0010 0.0014 < 0.0010

Toluene U 1760 10:1 mg/l 0.0010 < 0.0010 < 0.0010 < 0.0010

Ethylbenzene U 1760 10:1 mg/l 0.0010 < 0.0010 < 0.0010 < 0.0010

m & p-Xylene U 1760 10:1 mg/l 0.0010 < 0.0010 < 0.0010 < 0.0010

o-Xylene U 1760 10:1 mg/l 0.0010 < 0.0010 < 0.0010 < 0.0010

Total Phenols U 1920 10:1 mg/l 0.030 < 0.030 < 0.030 < 0.030

Page 3 of 9



Results - Soil

Client: Erith Contractors Ltd 25-22313 25-22313 25-22313

Quotation No.: Q25-37114 1996124 1996125 1996126

Order No.: HM-R13089/0002 Site Made Site Made Site Made

116 117 118

6F5 Stockpile 

001

6F5 Stockpile 

002

6F5 Stockpile 

003

SOIL SOIL SOIL

02-Jul-2025 02-Jul-2025 02-Jul-2025

DURHAM DURHAM DURHAM

Determinand HWOL Code Accred. SOP Units LOD

ACM Type N 2192 N/A - - -

Asbestos Identification U 2192 N/A
No Asbestos 

Detected

No Asbestos 

Detected

No Asbestos 

Detected

Moisture N 2030 % 0.020 2.4 0.26 0.15

Soil Colour N 2030 N/A Grey Grey Grey

Other Material N 2030 N/A
Stones, Roots 

and concrete

Stones and 

concrete

Stones and 

concrete

Soil Texture N 2030 N/A Sand Sand Sand

Cyanide (Total) M 2300 mg/kg 0.50 1.3 2.1 0.8

Ammonium (Water Soluble) M 2220 g/l 0.01 < 0.01 < 0.01 < 0.01

Aliphatic VPH >C5-C6 HS_2D_AL U 2780 mg/kg 0.05 < 0.05 < 0.05 < 0.05

Aliphatic VPH >C6-C7 HS_2D_AL U 2780 mg/kg 0.05 < 0.05 < 0.05 < 0.05

Aliphatic VPH >C7-C8 HS_2D_AL U 2780 mg/kg 0.05 < 0.05 < 0.05 < 0.05

Aliphatic VPH >C6-C8 (Sum) HS_2D_AL N 2780 mg/kg 0.10 < 0.10 < 0.10 < 0.10

Aliphatic VPH >C8-C10 HS_2D_AL U 2780 mg/kg 0.05 < 0.05 < 0.05 < 0.05

Total Aliphatic VPH >C5-C10 HS_2D_AL U 2780 mg/kg 0.25 < 0.25 < 0.25 < 0.25

Aliphatic EPH >C10-C12 MC EH_2D_AL_#1 M 2690 mg/kg 2.00 < 2.0 < 2.0 < 2.0

Aliphatic EPH >C12-C16 MC EH_2D_AL_#1 M 2690 mg/kg 1.00 8.5 8.0 22

Aliphatic EPH >C16-C21 MC EH_2D_AL_#1 M 2690 mg/kg 2.00 28 31 75

Aliphatic EPH >C21-C35 MC EH_2D_AL_#1 M 2690 mg/kg 3.00 120 120 130

Aliphatic EPH >C35-C40 MC EH_2D_AL_#1 N 2690 mg/kg 10.00 10 < 10 11

Total Aliphatic EPH >C10-C35 MC EH_2D_AL_#1 M 2690 mg/kg 5.00 160 160 220

Total Aliphatic EPH >C10-C40 MC EH_2D_AL_#1 N 2690 mg/kg 10.00 170 160 240

Aromatic VPH >C5-C7 HS_2D_AR U 2780 mg/kg 0.05 < 0.05 < 0.05 < 0.05

Aromatic VPH >C7-C8 HS_2D_AR U 2780 mg/kg 0.05 < 0.05 < 0.05 < 0.05

Aromatic VPH >C8-C10 HS_2D_AR U 2780 mg/kg 0.05 < 0.05 < 0.05 < 0.05

Total Aromatic VPH >C5-C10 HS_2D_AR U 2780 mg/kg 0.25 < 0.25 < 0.25 < 0.25

Aromatic EPH >C10-C12 MC EH_2D_AR_#1 U 2690 mg/kg 1.00 3.5 7.8 2.9

Aromatic EPH >C12-C16 MC EH_2D_AR_#1 U 2690 mg/kg 1.00 3.6 5.2 3.5

Aromatic EPH >C16-C21 MC EH_2D_AR_#1 U 2690 mg/kg 2.00 20 23 17

Aromatic EPH >C21-C35 MC EH_2D_AR_#1 U 2690 mg/kg 2.00 11 12 8.8

Aromatic EPH >C35-C40 MC EH_2D_AR_#1 N 2690 mg/kg 1.00 32 39 12

Total Aromatic EPH >C10-C35 MC EH_2D_AR_#1 U 2690 mg/kg 5.00 38 48 32

Total Aromatic EPH >C10-C40 MC EH_2D_AR_#1 N 2690 mg/kg 10.00 70 87 44

Total VPH >C5-C10 HS_2D_Total U 2780 mg/kg 0.50 < 0.50 < 0.50 < 0.50

Total EPH >C10-C35 MC EH_2D_Total_#1 U 2690 mg/kg 10.00 200 210 260

Project: R13089 Leeside Road

Asbestos Lab:

Chemtest Job No.:

Chemtest Sample ID.:

Client Sample Ref.:

Client Sample ID.:

Sample Type:

Date Sampled:

Client Reference:
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Results - Soil

Client: Erith Contractors Ltd 25-22313 25-22313 25-22313

Quotation No.: Q25-37114 1996124 1996125 1996126

Order No.: HM-R13089/0002 Site Made Site Made Site Made

116 117 118

6F5 Stockpile 

001

6F5 Stockpile 

002

6F5 Stockpile 

003

SOIL SOIL SOIL

02-Jul-2025 02-Jul-2025 02-Jul-2025

DURHAM DURHAM DURHAM

Determinand HWOL Code Accred. SOP Units LOD

Project: R13089 Leeside Road

Asbestos Lab:

Chemtest Job No.:

Chemtest Sample ID.:

Client Sample Ref.:

Client Sample ID.:

Sample Type:

Date Sampled:

Client Reference:

Total EPH >C10-C40 MC EH_2D_Total_#1 N 2690 mg/kg 10.00 240 250 280

Benzene M 2760 µg/kg 1.0 6.5 8.4 5.6

Toluene M 2760 µg/kg 1.0 1.8 8.8 3.3

Ethylbenzene M 2760 µg/kg 1.0 < 1.0 < 1.0 < 1.0

m & p-Xylene M 2760 µg/kg 1.0 < 1.0 3.5 2.1

o-Xylene M 2760 µg/kg 1.0 < 1.0 2.4 1.2

Naphthalene M 2800 mg/kg 0.10 <0.10 <0.10 <0.10

Acenaphthylene N 2800 mg/kg 0.10 <0.10 <0.10 <0.10

Acenaphthene M 2800 mg/kg 0.10 <0.10 <0.10 <0.10

Fluorene M 2800 mg/kg 0.10 <0.10 <0.10 <0.10

Phenanthrene M 2800 mg/kg 0.10 <0.10 <0.10 <0.10

Anthracene M 2800 mg/kg 0.10 <0.10 <0.10 <0.10

Fluoranthene M 2800 mg/kg 0.10 <0.10 <0.10 <0.10

Pyrene M 2800 mg/kg 0.10 <0.10 <0.10 <0.10

Benzo[a]anthracene M 2800 mg/kg 0.10 <0.10 <0.10 <0.10

Chrysene M 2800 mg/kg 0.10 <0.10 <0.10 <0.10

Benzo[b]fluoranthene M 2800 mg/kg 0.10 <0.10 <0.10 <0.10

Benzo[k]fluoranthene M 2800 mg/kg 0.10 <0.10 <0.10 <0.10

Benzo[a]pyrene M 2800 mg/kg 0.10 <0.10 <0.10 <0.10

Indeno(1,2,3-c,d)Pyrene M 2800 mg/kg 0.10 <0.10 <0.10 <0.10

Dibenz(a,h)Anthracene N 2800 mg/kg 0.10 <0.10 <0.10 <0.10

Benzo[g,h,i]perylene M 2800 mg/kg 0.10 <0.10 <0.10 <0.10

Total Of 16 PAH's N 2800 mg/kg 2.0 <0.10 <0.10 <0.10

Total Phenols M 2920 mg/kg 0.10 < 0.10 0.35 < 0.10
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Test Methods

SOP Title Parameters included Method summary Water Accred.

1010 pH Value of Waters pH at 20°C pH Meter

1220
Anions, Alkalinity & 

Ammonium in Waters

Fluoride; Chloride; Nitrite; Nitrate; Total; 

Oxidisable Nitrogen (TON); Sulfate; 

Phosphate; Alkalinity; Ammonium

Automated colorimetric analysis using 

‘Aquakem 600’ Discrete Analyser.
RE PW TE TS PL LE DW GW

1300
Cyanides & Thiocyanate in 

Waters

Free (or easy liberatable) Cyanide; total 

Cyanide; complex Cyanide; Thiocyanate
Continuous Flow Analysis.

1670
Total Petroleum Hydrocarbons 

(TPH) in Waters by GC-FID

TPH (C6–C40); optional carbon banding, 

e.g. 3-band – GRO, DRO & LRO
Pentane extraction / GC FID detection

1675

TPH Aliphatic/Aromatic split in 

Waters by GC-FID(cf. Texas 

Method 1006 / TPH CWG)

Aliphatics: >C5–C6, >C6–C8, >C8– C10, 

>C10–C12, >C12–C16, >C16–C21, >C21– 

C35, >C35– C44Aromatics: >C5–C7, 

>C7–C8, >C8– C10, >C10–C12, 

>C12–C16, >C16– C21,  >C21– C35, 

>C35– C44

Pentane extraction / GCxGC FID detection

1700

Speciated Polynuclear 

Aromatic Hydrocarbons (PAH) 

in Waters by GC-FID

Acenaphthene; Acenaphthylene; 

Anthracene; Benzo[a]Anthracene; 

Benzo[a]Pyrene; Benzo[b]Fluoranthene; 

Benzo[ghi]Perylene; Benzo[k]Fluoranthene; 

Dibenz[ah]Anthracene; Fluoranthene; 

Fluorene; Indeno[123cd]Pyrene; 

Naphthalene; Phenanthrene; Pyrene

Dichloromethane extraction / GC-FID (GC-

FID detection is non-selective and can be 

subject to interference from co-eluting 

compounds)

GW PL

1760

Volatile Organic Compounds 

(VOCs) in Waters by 

Headspace GC-MS

Volatile organic compounds, including BTEX 

and halogenated Aliphatic/Aromatics. (cf. 

USEPA Method 8260)

Automated headspace gas chromatographic 

(GC) analysis of water samples with mass 

spectrometric (MS) detection of volatile 

organic compounds.

1920 Phenols in Waters by HPLC

Phenolic compounds including: Phenol, 

Cresols, Xylenols, Trimethylphenols Note: 

Chlorophenols are excluded.

Determination by High Performance Liquid 

Chromatography (HPLC) using 

electrochemical detection.

2010 pH Value of Soils pH at 20°C pH Meter

2030

Moisture and Stone Content of 

Soils(Requirement of 

MCERTS)

Moisture content

Determination of moisture content of soil as a 

percentage of its as received mass obtained 

at <30°C.

2192 Asbestos Asbestos Polarised light microscopy / Gravimetry

2220 Water soluble Chloride in Soils Chloride

Aqueous extraction and measuremernt  by 

‘Aquakem 600’ Discrete Analyser using ferric 

nitrate / mercuric thiocyanate.

2300
Cyanides & Thiocyanate in 

Soils

Free (or easy liberatable) Cyanide; total 

Cyanide; complex Cyanide; Thiocyanate

Allkaline extraction followed by colorimetric 

determination using Automated Flow Injection 

Analyser.

2690 EPH A/A Split

Aliphatics: >C10–C12, >C12–C16, 

>C16–C21, >C21– C35, >C35– C40 

Aromatics: >C10–C12, >C12–C16, >C16– 

C21,  >C21– C35, >C35– C40

Acetone/Heptane extraction / GCxGC FID 

detection

2760

Volatile Organic Compounds 

(VOCs) in Soils by Headspace 

GC-MS

Volatile organic compounds, including BTEX 

and halogenated Aliphatic/Aromatics.(cf. 

USEPA Method 8260)*please refer to UKAS 

schedule

Automated headspace gas chromatographic 

(GC) analysis of a soil sample, as received, 

with mass spectrometric (MS) detection of 

volatile organic compounds.

2780 VPH A/A Split
Aliphatics: >C5–C6, >C6–C7,>C7–C8,>C8-

C10 Aromatics: >C5–C7,>C7-C8,>C8–C10

Water extraction / Headspace GCxGC FID 

detection

2800

Speciated Polynuclear 

Aromatic Hydrocarbons (PAH) 

in Soil by GC-MS

Acenaphthene*; Acenaphthylene; 

Anthracene*; Benzo[a]Anthracene*; 

Benzo[a]Pyrene*; Benzo[b]Fluoranthene*; 

Benzo[ghi]Perylene*; Benzo[k]Fluoranthene; 

Chrysene*; Dibenz[ah]Anthracene; 

Fluoranthene*; Fluorene*; 

Indeno[123cd]Pyrene*; Naphthalene*; 

Phenanthrene*; Pyrene*

Dichloromethane extraction / GC-MS

2920 Phenols in Soils by HPLC

Phenolic compounds including Resorcinol, 

Phenol, Methylphenols, Dimethylphenols, 1-

Naphthol and TrimethylphenolsNote: 

chlorophenols are excluded.

60:40 methanol/water mixture extraction, 

followed by HPLC determination using 

electrochemical detection.
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Test Methods

SOP Title Parameters included Method summary Water Accred.

640
Characterisation of Waste 

(Leaching C10)

Waste material including soil, sludges and 

granular waste

ComplianceTest for Leaching of Granular 

Waste Material and Sludge
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Report Information

Key

U UKAS accredited

M MCERTS and UKAS accredited

N Unaccredited

S
This analysis has been subcontracted to a UKAS accredited laboratory that is accredited for this 

analysis

SN
This analysis has been subcontracted to a UKAS accredited laboratory that is not accredited for 

this analysis

T This analysis has been subcontracted to an unaccredited laboratory

I/S Insufficient Sample

U/S Unsuitable Sample

N/E not evaluated

< "less than"

> "greater than"

SOP Standard operating procedure

LOD Limit of detection

Text example All items indicated in italic font represent customer-supplied information that may not be

independently verified by the laboratory

This report shall not be reproduced except in full, and only with the prior approval of the 

laboratory.

Any comments or interpretations are outside the scope of UKAS accreditation.

The Laboratory is not accredited for any sampling activities and reported results relate  to the 

samples 'as received' at the laboratory.

Uncertainty of measurement for the determinands tested are available upon request .

None of the results in this report have been recovery corrected.

All results are expressed on a dry weight basis.

The following tests were analysed on samples 'as received' and the results subsequently 

corrected to a dry weight basis EPH, VPH, TPH, BTEX, VOCs, SVOCs, PCBs, Phenols.

For all other tests the samples were dried at ≤ 30°C prior to analysis.

All Asbestos testing is performed at the indicated laboratory .

Issue numbers are sequential starting with 1 all subsequent reports are incremented by 1.

NEW_ASB Eurofins Chemtest Limited, 11 Depot Road, Newmarket, CB8 0AL

DURHAM
Eurofins Chemtest Limited, Unit A North Wing, Prospect Business Park, Crookhall Lane, Consett, 

Co Durham, DH8 7PW

Sample Deviation Codes

As a result of any of the below deviations applying, the test results may be unreliable

A - Date of sampling not supplied

B - Sample age exceeds stability time (sampling to extraction)

C - Sample not received in appropriate containers

D - Broken Container

E - The required amount of sample for analysis was not received

H - Appropriate cooling measures were not taken for sample transportation 

Sample Retention and Disposal

All soil samples will be retained for a period of 30 days from the date of receipt.

All water samples will be retained for 14 days from the date of receipt.

Charges may apply to extended sample storage.
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Report Information

Water Sample Category Key for Accreditation

DW - Drinking Water

GW - Ground Water

LE - Land Leachate

NA - Not Applicable

PL -  Prepared Leachate

PW - Processed Water

RE - Recreational Water

SA - Saline Water

SW - Surface Water

TE - Treated Effluent

TS - Treated Sewage

UL - Unspecified Liquid

Clean Up Codes

NC - No Clean Up

MC - Mathematical Clean Up

FC - Florisil Clean Up

HWOL Acronym System

HS - Headspace analysis

EH - Extractable hydrocarbons – i.e. everything extracted by the solvent

CU - Clean-up – e.g. by Florisil, silica gel

1D - GC – Single coil gas chromatography

Total - Aliphatics & Aromatics

AL - Aliphatics only

AR - Aromatic only

2D - GC-GC – Double coil gas chromatography

#1 - EH_2D_Total but with humics mathematically subtracted

#2 - EH_2D_Total but with fatty acids mathematically subtracted

+ - Operator to indicate cumulative e.g. EH+EH_Total or EH_CU+HS_Total

Asbestos Tests LOD = LOQ

Limit of Detection = Limit of Quantification for asbestos results only

If you require extended retention of samples, please email your requirements to: 

customerservices@chemtest.com
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Eurofins Chemtest Ltd

Depot Road

Newmarket

CB8 0AL

Tel: 01638 606070

Email: info@chemtest.com

Report No.: 25-01862-1

Initial Date of Issue: 28-Jan-2025

Re-Issue Details:

Client Erith Contractors Ltd

Client Address: Erith House 

Queen Street 

Erith 

Kent 

DA8 1RP

Contact(s): James Hardy

Project R13089 Tottenham, Leeside Road

Quotation No.: Q24-35965 Date Received: 22-Jan-2025

Order No.: HM-R13089/0002 Date Instructed: 22-Jan-2025

No. of Samples: 1

Turnaround (Wkdays): 5 Results Due: 27-Jan-2025

Date Approved: 27-Jan-2025

Approved By:

Details: David Smith, Technical Director 

Final Report

For details about application of accreditation to specific matrix types, please refer to the Table at the 

back of this report 
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Results - Water

Client: Erith Contractors Ltd 25-01862

Quotation No.: Q24-35965 1056821

Order No.: HM-R13089/0002
GH Closed 

Loop

W-001

SITE

WATER

21-Jan-2025

Determinand HWOL Code Accred. SOP Units LOD

Chlorfenvinphos N 1820 mg/l 0.00020 < 0.00020

Propetamphos N 1820 mg/l 0.00020 < 0.00020

pH at 20C U 1010 4.0 7.5

Fats, Oils & Grease N 1025 mg/l 10 < 10

Suspended Solids At 105C U 1030 mg/l 5.0 < 5.0

Chemical Oxygen Demand U 1100 mg O2/l 10 < 10

Cadmium (Dissolved) U 1455 mg/l 0.00011 < 0.00011

Mercury Low Level U 1460 mg/l 0.000010 < 0.00001

Total TPH >C6-C40 U 1670 mg/l 0.010 < 0.010

Dichlorodifluoromethane U 1760 mg/l 0.0010 < 0.0010

Chloromethane U 1760 mg/l 0.0010 < 0.0010

Vinyl Chloride N 1760 mg/l 0.0010 < 0.0010

Bromomethane U 1760 mg/l 0.0050 < 0.0050

Chloroethane U 1760 mg/l 0.0020 < 0.0020

Trichlorofluoromethane U 1760 mg/l 0.0010 < 0.0010

1,1-Dichloroethene U 1760 mg/l 0.0010 < 0.0010

Trans 1,2-Dichloroethene U 1760 mg/l 0.0010 < 0.0010

1,1-Dichloroethane U 1760 mg/l 0.0010 < 0.0010

cis 1,2-Dichloroethene U 1760 mg/l 0.0010 < 0.0010

Bromochloromethane U 1760 mg/l 0.0050 < 0.0050

Trichloromethane U 1760 mg/l 0.0010 0.0037

1,1,1-Trichloroethane U 1760 mg/l 0.0010 < 0.0010

Tetrachloromethane U 1760 mg/l 0.0010 < 0.0010

1,1-Dichloropropene U 1760 mg/l 0.0010 < 0.0010

Benzene U 1760 mg/l 0.0010 < 0.0010

1,2-Dichloroethane U 1760 mg/l 0.0020 < 0.0020

Trichloroethene N 1760 mg/l 0.0010 < 0.0010

1,2-Dichloropropane U 1760 mg/l 0.0010 < 0.0010

Dibromomethane U 1760 mg/l 0.010 < 0.010

Bromodichloromethane U 1760 mg/l 0.0050 < 0.0050

cis-1,3-Dichloropropene N 1760 mg/l 0.010 < 0.010

Toluene U 1760 mg/l 0.0010 < 0.0010

Trans-1,3-Dichloropropene N 1760 mg/l 0.010 < 0.010

1,1,2-Trichloroethane U 1760 mg/l 0.010 < 0.010

Tetrachloroethene U 1760 mg/l 0.0010 < 0.0010

1,3-Dichloropropane U 1760 mg/l 0.0020 < 0.0020

Dibromochloromethane U 1760 mg/l 0.010 < 0.010

1,2-Dibromoethane U 1760 mg/l 0.0050 < 0.0050

Chlorobenzene N 1760 mg/l 0.0010 < 0.0010

1,1,1,2-Tetrachloroethane U 1760 mg/l 0.0020 < 0.0020

Ethylbenzene U 1760 mg/l 0.0010 < 0.0010

m & p-Xylene U 1760 mg/l 0.0010 < 0.0010

o-Xylene U 1760 mg/l 0.0010 < 0.0010

Styrene U 1760 mg/l 0.0010 < 0.0010

Tribromomethane U 1760 mg/l 0.0010 0.0064

Isopropylbenzene U 1760 mg/l 0.0010 < 0.0010

Bromobenzene U 1760 mg/l 0.0010 < 0.0010

1,2,3-Trichloropropane N 1760 mg/l 0.050 < 0.050

N-Propylbenzene U 1760 mg/l 0.0010 < 0.0010

2-Chlorotoluene U 1760 mg/l 0.0010 < 0.0010

1,3,5-Trimethylbenzene U 1760 mg/l 0.0010 < 0.0010

4-Chlorotoluene U 1760 mg/l 0.0010 < 0.0010

Tert-Butylbenzene U 1760 mg/l 0.0010 < 0.0010

1,2,4-Trimethylbenzene U 1760 mg/l 0.0010 < 0.0010

Sec-Butylbenzene U 1760 mg/l 0.0010 < 0.0010

1,3-Dichlorobenzene N 1760 mg/l 0.0010 < 0.0010

4-Isopropyltoluene U 1760 mg/l 0.0010 < 0.0010

1,4-Dichlorobenzene U 1760 mg/l 0.0010 < 0.0010

N-Butylbenzene U 1760 mg/l 0.0010 < 0.0010

1,2-Dichlorobenzene U 1760 mg/l 0.0010 < 0.0010

Sample Type:

Date Sampled:

Client Sample ID.:

Sample Sub Type:

Project: R13089 Tottenham, Leeside Road. 

Chemtest Job No.:

Chemtest Sample ID.:

Client Sample Ref.:

Sample Location:
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Results - Water

Client: Erith Contractors Ltd 25-01862

Quotation No.: Q24-35965 1056821

Order No.: HM-R13089/0002
GH Closed 

Loop

W-001

SITE

WATER

21-Jan-2025

Determinand HWOL Code Accred. SOP Units LOD

Sample Type:

Date Sampled:

Client Sample ID.:

Sample Sub Type:

Project: R13089 Tottenham, Leeside Road. 

Chemtest Job No.:

Chemtest Sample ID.:

Client Sample Ref.:

Sample Location:

1,2-Dibromo-3-Chloropropane U 1760 mg/l 0.050 < 0.050

1,2,4-Trichlorobenzene U 1760 mg/l 0.0010 < 0.0010

Hexachlorobutadiene U 1760 mg/l 0.0010 < 0.0010

1,2,3-Trichlorobenzene U 1760 mg/l 0.0020 < 0.0020

Methyl Tert-Butyl Ether N 1760 mg/l 0.0010 < 0.0010

Carbon Tetrachloride N 1760 mg/l 10 < 10

Chloroform N 1760 mg/l 10 < 10

N-Nitrosodimethylamine N 1790 mg/l 0.00050 < 0.00050

Phenol N 1790 mg/l 0.00050 < 0.00050

2-Chlorophenol N 1790 mg/l 0.00050 < 0.00050

Bis-(2-Chloroethyl)Ether N 1790 mg/l 0.00050 < 0.00050

1,3-Dichlorobenzene N 1790 mg/l 0.00050 < 0.00050

Hexachloroethane N 1790 mg/l 0.00050 < 0.00050

N-Nitrosodi-n-propylamine N 1790 mg/l 0.00050 < 0.00050

4-Methylphenol N 1790 mg/l 0.00050 < 0.00050

Nitrobenzene N 1790 mg/l 0.00050 < 0.00050

Isophorone N 1790 mg/l 0.00050 < 0.00050

2-Nitrophenol N 1790 mg/l 0.00500 < 0.0050

2,4-Dimethylphenol N 1790 mg/l 0.00050 < 0.00050

Bis(2-Chloroethoxy)Methane N 1790 mg/l 0.00050 < 0.00050

2,4-Dichlorophenol N 1790 mg/l 0.00050 < 0.00050

1,2,4-Trichlorobenzene N 1790 mg/l 0.00050 < 0.00050

Naphthalene N 1790 mg/l 0.00050 < 0.00050

4-Chloroaniline N 1790 mg/l 0.00050 < 0.00050

Hexachlorobutadiene N 1790 mg/l 0.00050 < 0.00050

4-Chloro-3-Methylphenol N 1790 mg/l 0.00050 < 0.00050

2-Methylnaphthalene N 1790 mg/l 0.00050 < 0.00050

2,4,6-Trichlorophenol N 1790 mg/l 0.00050 < 0.00050

2,4,5-Trichlorophenol N 1790 mg/l 0.00050 < 0.00050

2-Chloronaphthalene N 1790 mg/l 0.00050 < 0.00050

2-Nitroaniline N 1790 mg/l 0.00050 < 0.00050

Acenaphthylene N 1790 mg/l 0.00050 < 0.00050

Dimethylphthalate N 1790 mg/l 0.00050 < 0.00050

2,6-Dinitrotoluene N 1790 mg/l 0.00050 < 0.00050

Acenaphthene N 1790 mg/l 0.00050 < 0.00050

3-Nitroaniline N 1790 mg/l 0.00050 < 0.00050

Dibenzofuran N 1790 mg/l 0.00050 < 0.00050

4-Chlorophenylphenylether N 1790 mg/l 0.00050 < 0.00050

2,4-Dinitrotoluene N 1790 mg/l 0.00050 < 0.00050

Fluorene N 1790 mg/l 0.00050 < 0.00050

Diethyl Phthalate N 1790 mg/l 0.00050 < 0.00050

4-Nitroaniline N 1790 mg/l 0.00050 < 0.00050

Azobenzene N 1790 mg/l 0.00050 < 0.00050

4-Bromophenylphenyl Ether N 1790 mg/l 0.00050 < 0.00050

Hexachlorobenzene N 1790 mg/l 0.00050 < 0.00050

Phenanthrene N 1790 mg/l 0.00050 < 0.00050

Anthracene N 1790 mg/l 0.00050 < 0.00050

Carbazole N 1790 mg/l 0.00050 < 0.00050

Di-N-Butyl Phthalate N 1790 mg/l 0.00050 < 0.00050

Fluoranthene N 1790 mg/l 0.00050 < 0.00050

Pyrene N 1790 mg/l 0.00050 < 0.00050

Butylbenzyl Phthalate N 1790 mg/l 0.00050 < 0.00050

Benzo[a]anthracene N 1790 mg/l 0.00050 < 0.00050

Chrysene N 1790 mg/l 0.00050 < 0.00050

Bis(2-Ethylhexyl)Phthalate N 1790 mg/l 0.00050 < 0.00050

Di-N-Octyl Phthalate N 1790 mg/l 0.00050 < 0.00050

Benzo[b]fluoranthene N 1790 mg/l 0.00050 < 0.00050

Benzo[k]fluoranthene N 1790 mg/l 0.00050 < 0.00050

Benzo[a]pyrene N 1790 mg/l 0.00050 < 0.00050

Indeno(1,2,3-c,d)Pyrene N 1790 mg/l 0.00050 < 0.00050
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Results - Water

Client: Erith Contractors Ltd 25-01862

Quotation No.: Q24-35965 1056821

Order No.: HM-R13089/0002
GH Closed 

Loop

W-001

SITE

WATER

21-Jan-2025

Determinand HWOL Code Accred. SOP Units LOD

Sample Type:

Date Sampled:

Client Sample ID.:

Sample Sub Type:

Project: R13089 Tottenham, Leeside Road. 

Chemtest Job No.:

Chemtest Sample ID.:

Client Sample Ref.:

Sample Location:

Dibenz(a,h)Anthracene N 1790 mg/l 0.00050 < 0.00050

Benzo[g,h,i]perylene N 1790 mg/l 0.00050 < 0.00050

4-Nitrophenol N 1790 mg/l 0.00050 < 0.00050

PCB 28 N 1815 mg/l 0.000010 < 0.00001

PCB 52 N 1815 mg/l 0.000010 < 0.00001

PCB 101 N 1815 mg/l 0.000010 < 0.00001

PCB 118 N 1815 mg/l 0.000010 < 0.00001

PCB 153 N 1815 mg/l 0.000010 < 0.00001

PCB 138 N 1815 mg/l 0.000010 < 0.00001

PCB 180 N 1815 mg/l 0.000010 < 0.00001

Total PCBs (7 congeners) N 1815 mg/l 0.000010 < 0.00001

Demeton-O N 1820 mg/l 0.00020 < 0.00020

Phorate N 1820 mg/l 0.00020 < 0.00020

Demeton-S N 1820 mg/l 0.00020 < 0.00020

Disulfoton N 1820 mg/l 0.00020 < 0.00020

Fenthion N 1820 mg/l 0.00020 < 0.00020

Trichloronate N 1820 mg/l 0.00020 < 0.00020

Prothiofos N 1820 mg/l 0.00020 < 0.00020

Fensulphothion N 1820 mg/l 0.00020 < 0.00020

Sulprofos N 1820 mg/l 0.00020 < 0.00020

Azinphos-Methyl N 1820 mg/l 0.00020 < 0.00020

Coumaphos N 1820 mg/l 0.00020 < 0.00020

Dimethoate N 1820 mg/l 0.00020 < 0.00020

Parathion N 1820 mg/l 0.00020 < 0.00020

Diazinon N 1820 mg/l 0.00050 < 0.00050

Chlorpynifos N 1820 mg/l 0.00050 < 0.00050

Dichlorvos N 1820 mg/l 0.00050 < 0.00050

Azinphos-ethyl N 1820 mg/l 0.00020 < 0.00020

Mevinphos N 1820 mg/l 0.00020 < 0.00020

Triazophos N 1820 mg/l 0.00020 < 0.00020

Fenitrothion N 1820 mg/l 0.00020 < 0.00020

Malathion N 1820 mg/l 0.00020 < 0.00020

Atraton N 1830 mg/l 0.00020 < 0.00020

Prometon N 1830 mg/l 0.00020 < 0.00020

Simazine N 1830 mg/l 0.00020 < 0.00020

Atrazine N 1830 mg/l 0.00020 < 0.00020

Propazine N 1830 mg/l 0.00020 < 0.00020

Terbuthylazine N 1830 mg/l 0.00020 < 0.00020

Secbumeton N 1830 mg/l 0.00020 < 0.00020

Simetryn N 1830 mg/l 0.00020 < 0.00020

Ametryn N 1830 mg/l 0.00020 < 0.00020

Prometryn N 1830 mg/l 0.00020 < 0.00020

Terbutryn N 1830 mg/l 0.00020 < 0.00020

Alpha-HCH N 1840 mg/l 0.00020 < 0.00020

Gamma-HCH (Lindane) N 1840 mg/l 0.00020 < 0.00020

Beta-HCH N 1840 mg/l 0.00020 < 0.00020

Delta-HCH N 1840 mg/l 0.00020 < 0.00020

Heptachlor N 1840 mg/l 0.00020 < 0.00020

Aldrin N 1840 mg/l 0.00020 < 0.00020

Heptachlor Epoxide N 1840 mg/l 0.00020 < 0.00020

Gamma-Chlordane N 1840 mg/l 0.00020 < 0.00020

Alpha-Chlordane N 1840 mg/l 0.00020 < 0.00020

Endosulfan I N 1840 mg/l 0.00020 < 0.00020

4,4-DDE N 1840 mg/l 0.00020 < 0.00020

Dieldrin N 1840 mg/l 0.00020 < 0.00020

Endrin N 1840 mg/l 0.00020 < 0.00020

4,4-DDD N 1840 mg/l 0.00020 < 0.00020

Endosulfan II N 1840 mg/l 0.00020 < 0.00020

Endrin Aldehyde N 1840 mg/l 0.00020 < 0.00020

4,4-DDT N 1840 mg/l 0.00020 < 0.00020
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Results - Water

Client: Erith Contractors Ltd 25-01862

Quotation No.: Q24-35965 1056821

Order No.: HM-R13089/0002
GH Closed 

Loop

W-001

SITE

WATER

21-Jan-2025

Determinand HWOL Code Accred. SOP Units LOD

Sample Type:

Date Sampled:

Client Sample ID.:

Sample Sub Type:

Project: R13089 Tottenham, Leeside Road. 

Chemtest Job No.:

Chemtest Sample ID.:

Client Sample Ref.:

Sample Location:

2,4'-DDT N 1840 mg/l 0.0010 < 0.0010

Endosulfan Sulphate N 1840 mg/l 0.00020 < 0.00020

Methoxychlor N 1840 mg/l 0.00020 < 0.00020

Endrin Ketone N 1840 mg/l 0.00020 < 0.00020

Alachlor N 1840 mg/l 0.00020 < 0.00020

Trifluralin N 1840 mg/l 0.00020 < 0.00020

Chlorothalonil N 1840 mg/l 0.00050 < 0.00050

Permethrin N 1860 mg/l 0.50 < 0.50

Phenol N 1900 mg/l 0.00020 < 0.00020

2-Chlorophenol N 1900 mg/l 0.00020 < 0.00020

2-Methylphenol (o-Cresol) N 1900 mg/l 0.00020 < 0.00020

3-Methylphenol N 1900 mg/l 0.00020 < 0.00020

4-Methylphenol N 1900 mg/l 0.00020 < 0.00020

2-Nitrophenol N 1900 mg/l 0.00020 < 0.00020

2,4-Dimethylphenol N 1900 mg/l 0.00020 < 0.00020

2,4-Dichlorophenol N 1900 mg/l 0.00020 < 0.00020

2,6-Dichlorophenol N 1900 mg/l 0.00020 < 0.00020

4-Chloro-3-Methylphenol N 1900 mg/l 0.00020 < 0.00020

2,3,4-Trichlorophenol N 1900 mg/l 0.00020 < 0.00020

2,3,5-Trichlorophenol N 1900 mg/l 0.00020 < 0.00020

2,3,6-Trichlorophenol N 1900 mg/l 0.00020 < 0.00020

2,4,6-Trichlorophenol N 1900 mg/l 0.00020 < 0.00020

2,4,5-Trichlorophenol N 1900 mg/l 0.00020 < 0.00020

4-Nitrophenol N 1900 mg/l 0.00020 < 0.00020

2,3,4,5-Tetrachlorophenol N 1900 mg/l 0.00020 < 0.00020

2,3,4,6-Tetrachlorophenol N 1900 mg/l 0.00020 < 0.00020

2,3,5,6-Tetrachlorophenol N 1900 mg/l 0.00020 < 0.00020

3,4,5-Trichlorophenol N 1900 mg/l 0.00020 < 0.00020

2-Methyl-4,6-Dinitrophenol N 1900 mg/l 0.00020 < 0.00020

Pentachlorophenol N 1900 mg/l 0.00020 < 0.00020

2-Sec-Butyl-4,6-Dinitrophenol N 1900 mg/l 0.00020 < 0.00020

Total Phenols N 1900 mg/l 5.00 < 5.0
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Test Methods

SOP Title Parameters included Method summary Water Accred.

1010 pH Value of Waters pH at 20°C pH Meter RE PW TE TS PL DW GW

1025 Fats, Oils and Greases Fats, Oils and Greases Solvent extraction / Gravimetry

1030 Total Suspended Solids Total suspended solids

Filtration of a mixed sample through a 

standard glass fibre filter and determination of 

the mass of residue retained dried at 105°C.

SW

1100 Chemical Oxygen Demand Chemical Oxygen demand (COD)

Dichromate oxidation of organic matter in 

sample followed by colorimetric determination 

of residual Cr[VI].

TE TS PL LE GW

1455 Metals in Waters by ICP-MS

Metals, including: Antimony; Arsenic; 

Barium; Beryllium; Boron; Cadmium; 

Chromium; Cobalt; Copper; Lead; 

Manganese; Mercury; Molybdenum; Nickel; 

Selenium; Tin; Vanadium; Zinc

Filtration of samples followed by direct 

determination by inductively coupled plasma 

mass spectrometry (ICP-MS).

RE PW PL SW DW GW

1460
Mercury low-level in Waters by 

AFS
Mercury

Atomic Fluorescence Spectrometry, with 

collimated UV source, wavelength 253.7 nm.
PL GW

1670
Total Petroleum Hydrocarbons 

(TPH) in Waters by GC-FID

TPH (C6–C40); optional carbon banding, 

e.g. 3-band – GRO, DRO & LRO
Pentane extraction / GC FID detection

1760

Volatile Organic Compounds 

(VOCs) in Waters by 

Headspace GC-MS

Volatile organic compounds, including BTEX 

and halogenated Aliphatic/Aromatics. (cf. 

USEPA Method 8260)

Automated headspace gas chromatographic 

(GC) analysis of water samples with mass 

spectrometric (MS) detection of volatile 

organic compounds.

PL GW

1790

Semi-Volatile Organic 

Compounds (SVOCs) in 

Waters by GC-MS

Semi-volatile organic compounds Solvent extraction / GCMS detection

1815

Polychlorinated Biphenyls 

(PCB) ICES7 Congeners in 

Waters by GC-MS

ICES7 PCB congeners Solvent extraction / GCMS detection

1820

Organophosphorus (O-P) 

Pesticides in Waters by GC-

MS

Organophosphorus pesticide representative 

suite including Parathion, Malathion etc, 

plus client specific determinands

Solvent extraction / GCMS detection

1830

Organonitrogen (O-N) 

Pesticides in Waters by GC-

MS

Organonitrogen pesticide representative 

suite including Triazines etc, plus client 

specific determinands

Solvent extraction / GCMS detection

1840

Organochlorine (O-Cl) 

Pesticides in Waters by GC-

MS

Organochlorine pesticide representative 

suite including DDT and its metabolites, 

‘drins’ and HCH etc, plus client specific 

determinands

Solvent extraction / GCMS detection

1860 SVOC SVOC GC-MS

1900 Phenols in Waters by GC-MS
Approximately 24 substituted Phenols, 

including Chlorophenols
Solvent extraction / GCMS detection
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Report Information

Key

U UKAS accredited

M MCERTS and UKAS accredited

N Unaccredited

S
This analysis has been subcontracted to a UKAS accredited laboratory that is accredited for 

this analysis

SN
This analysis has been subcontracted to a UKAS accredited laboratory that is not accredited 

for this analysis

T This analysis has been subcontracted to an unaccredited laboratory

I/S Insufficient Sample

U/S Unsuitable Sample

N/E not evaluated

< "less than"

> "greater than"

SOP Standard operating procedure

LOD Limit of detection

This report shall not be reproduced except in full, and only with the prior approval of the 

laboratory.

Any comments or interpretations are outside the scope of UKAS accreditation.

The Laboratory is not accredited for any sampling activities and reported results relate  to the 

samples 'as received' at the laboratory.

Uncertainty of measurement for the determinands tested are available upon request .

None of the results in this report have been recovery corrected.

All results are expressed on a dry weight basis.

The following tests were analysed on samples 'as received' and the results subsequently 

corrected to a dry weight basis EPH, VPH, TPH, BTEX, VOCs, SVOCs, PCBs, Phenols.

For all other tests the samples were dried at ≤ 30°C prior to analysis.

All Asbestos testing is performed at the indicated laboratory .

Issue numbers are sequential starting with 1 all subsequent reports are incremented by 1.

Sample Deviation Codes

A - Date of sampling not supplied

B - Sample age exceeds stability time (sampling to extraction)

C - Sample not received in appropriate containers

D - Broken Container

E - Insufficient Sample (Applies to LOI in Trommel Fines Only)

Sample Retention and Disposal

All soil samples will be retained for a period of 30 days from the date of receipt.

All water samples will be retained for 14 days from the date of receipt.

Charges may apply to extended sample storage.

Water Sample Category Key for Accreditation

DW - Drinking Water

GW - Ground Water

LE - Land Leachate

NA - Not Applicable
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Report Information

PL -  Prepared Leachate

PW - Processed Water

RE - Recreational Water

SA - Saline Water

SW - Surface Water

TE - Treated Effluent

TS - Treated Sewage

UL - Unspecified Liquid

Clean Up Codes

NC - No Clean Up

MC - Mathematical Clean Up

FC - Florisil Clean Up

HWOL Acronym System

HS - Headspace analysis

EH - Extractable hydrocarbons – i.e. everything extracted by the solvent

CU - Clean-up – e.g. by Florisil, silica gel

1D - GC – Single coil gas chromatography

Total - Aliphatics & Aromatics

AL - Aliphatics only

AR - Aromatic only

2D - GC-GC – Double coil gas chromatography

#1 - EH_2D_Total but with humics mathematically subtracted

#2 - EH_2D_Total but with fatty acids mathematically subtracted

+ - Operator to indicate cumulative e.g. EH+EH_Total or EH_CU+HS_Total

If you require extended retention of samples, please email your requirements to: 

customerservices@chemtest.com
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Eurofins Chemtest Ltd

Depot Road

Newmarket

CB8 0AL

Tel: 01638 606070

Email: info@chemtest.com

Report No.: 25-03664-1

Initial Date of Issue: 09-Feb-2025

Re-Issue Details:

Client Erith Contractors Ltd

Client Address: Erith House


Queen Street


Erith


Kent


DA8 1RP

Contact(s): Gus Manley-Clarke


James Hardy

Project R13089 Leeside Road

Quotation No.: Q24-36693 Date Received: 04-Feb-2025

Order No.: HM-R13089/0002 Date Instructed: 04-Feb-2025

No. of Samples: 1

Turnaround (Wkdays): 5 Results Due: 10-Feb-2025

Date Approved: 09-Feb-2025

Approved By:

Details: David Smith, Technical Director


Final Report

For details about application of accreditation to specific matrix types, please refer to the Table at the 

back of this report 
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Results - Water

Client: Erith Contractors Ltd 25-03664

Quotation No.: Q24-36693 1926910

Order No.: HM-R13089/0002 Water001

W-001

Water 

Treatment

WATER

03-Feb-2025

8:00

Determinand HWOL Code Accred. SOP Units LOD

Temperature N °C N/A 8.2

pH at 20C U 1010 4.0 6.3

Fats, Oils & Grease N 1025 mg/l 10 < 10

Suspended Solids At 105C U 1030 mg/l 5.0 170

Rapidly Settleable Solids N 1035 mg/l 5.0 < 5.0

Settleable Solids N 1032 mg/l 5.0 < 5.0

Chemical Oxygen Demand U 1100 mg O2/l 10 130

Chloride U 1220 mg/l 1.0 110

Ammoniacal Nitrogen U 1220 mg/l 0.050 20

Phosphorus (Dissolved) N 1220 mg/l 0.020 < 0.020

Sulphate U 1220 mg/l 1.0 1500

Project: R13089 Leeside Road

Time Sampled:

Chemtest Job No.:

Chemtest Sample ID.:

Client Sample Ref.:

Sample Location:

Sample Type:

Date Sampled:

Client Sample ID.:

Sample Sub Type:
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Test Methods

SOP Title Parameters included Method summary Water Accred.

1010 pH Value of Waters pH at 20°C pH Meter RE PW TE TS PL DW GW

1025 Fats, Oils and Greases Fats, Oils and Greases Solvent extraction / Gravimetry

1030 Total Suspended Solids Total suspended solids

Filtration of a mixed sample through a 

standard glass fibre filter and determination 

of the mass of residue retained dried at 

105°C.

SW

1035 Total Solids Particles Total Solids Particles Gravimetry

1100 Chemical Oxygen Demand Chemical Oxygen demand (COD)

Dichromate oxidation of organic matter in 

sample followed by colorimetric 

determination of residual Cr[VI].

TE TS PL LE GW

1220
Anions, Alkalinity & 

Ammonium in Waters

Fluoride; Chloride; Nitrite; Nitrate; Total; 

Oxidisable Nitrogen (TON); Sulfate; 

Phosphate; Alkalinity; Ammonium

Automated colorimetric analysis using 

‘Aquakem 600’ Discrete Analyser.
RE PW PL LE DW GW
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Report Information

Key

U UKAS accredited

M MCERTS and UKAS accredited

N Unaccredited

S
This analysis has been subcontracted to a UKAS accredited laboratory that is accredited for 

this analysis

SN
This analysis has been subcontracted to a UKAS accredited laboratory that is not accredited 

for this analysis

T This analysis has been subcontracted to an unaccredited laboratory

I/S Insufficient Sample

U/S Unsuitable Sample

N/E not evaluated

< "less than"

> "greater than"

SOP Standard operating procedure

LOD Limit of detection

This report shall not be reproduced except in full, and only with the prior approval of the 

laboratory.

Any comments or interpretations are outside the scope of UKAS accreditation.

The Laboratory is not accredited for any sampling activities and reported results relate  to the 

samples 'as received' at the laboratory.

Uncertainty of measurement for the determinands tested are available upon request .

None of the results in this report have been recovery corrected.

All results are expressed on a dry weight basis.

The following tests were analysed on samples 'as received' and the results subsequently 

corrected to a dry weight basis EPH, VPH, TPH, BTEX, VOCs, SVOCs, PCBs, Phenols.

For all other tests the samples were dried at ≤ 30°C prior to analysis.

All Asbestos testing is performed at the indicated laboratory .

Issue numbers are sequential starting with 1 all subsequent reports are incremented by 1.

NEW_ASB Eurofins Chemtest Limited, 11 Depot Road, Newmarket, CB8 0AL

DURHAM
Eurofins Chemtest Limited, Unit A North Wing, Prospect Business Park, Crookhall Lane, 

Consett, Co Durham, DH8 7PW

Sample Deviation Codes

A - Date of sampling not supplied

B - Sample age exceeds stability time (sampling to extraction)

C - Sample not received in appropriate containers

D - Broken Container

E - Insufficient Sample (Applies to LOI in Trommel Fines Only)

Sample Retention and Disposal

All soil samples will be retained for a period of 30 days from the date of receipt.

All water samples will be retained for 14 days from the date of receipt.

Charges may apply to extended sample storage.

Water Sample Category Key for Accreditation

Page 4 of 5



Report Information

DW - Drinking Water

GW - Ground Water

LE - Land Leachate

NA - Not Applicable

PL -  Prepared Leachate

PW - Processed Water

RE - Recreational Water

SA - Saline Water

SW - Surface Water

TE - Treated Effluent

TS - Treated Sewage

UL - Unspecified Liquid

Clean Up Codes

NC - No Clean Up

MC - Mathematical Clean Up

FC - Florisil Clean Up

HWOL Acronym System

HS - Headspace analysis

EH - Extractable hydrocarbons – i.e. everything extracted by the solvent

CU - Clean-up – e.g. by Florisil, silica gel

1D - GC – Single coil gas chromatography

Total - Aliphatics & Aromatics

AL - Aliphatics only

AR - Aromatic only

2D - GC-GC – Double coil gas chromatography

#1 - EH_2D_Total but with humics mathematically subtracted

#2 - EH_2D_Total but with fatty acids mathematically subtracted

+ - Operator to indicate cumulative e.g. EH+EH_Total or EH_CU+HS_Total

If you require extended retention of samples, please email your requirements to: 

customerservices@chemtest.com
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Eurofins Chemtest Ltd

Depot Road

Newmarket

CB8 0AL

Tel: 01638 606070

Email: info@chemtest.com

Report No.: 25-19804-1

Initial Date of Issue: 20-Jun-2025

Re-Issue Details:

Client Erith Contractors Ltd

Client Address: Erith House


Queen Street


Erith


Kent


DA8 1RP

Contact(s): Gus Manley-Clarke


James Hardy

Project R13089 Leeside Road, Tottenham

Quotation No.: Q25-38385 Date Received: 16-Jun-2025

Order No.: HM-R13089/0002 Date Instructed: 16-Jun-2025

No. of Samples: 1

Turnaround (Wkdays): 5 Results Due:

Date Approved: 20-Jun-2025

Approved By:

Details: David Smith, Technical Director


Final Report

For details about application of accreditation to specific matrix types, please refer to the Table at the 

back of this report 
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Results - Water

Client: Erith Contractors Ltd 25-19804

Quotation No.: Q25-38385 1986719

Order No.: HM-R13089/0002 Water 002

W-002

Water 

Treatment

WATER

Treated 

Effluent

12-Jun-2025

8:00

Determinand HWOL Code Accred. SOP Units LOD

Temperature N °C N/A 14.5

pH at 20C U 1010 4.0 8.0

Fats, Oils & Grease N 1025 mg/l 10 < 10

Suspended Solids At 105C U 1030 mg/l 5.0 < 5.0

Rapidly Settleable Solids N 1035 mg/l 5.0 < 5.0

Settleable Solids N 1032 mg/l 5.0 < 5.0

Chemical Oxygen Demand U 1100 mg O2/l 10 < 10

Chloride U 1220 mg/l 1.0 19

Ammoniacal Nitrogen U 1220 mg/l 0.050 0.14

Phosphorus (Dissolved) N 1220 mg/l 0.020 < 0.020

Sulphate U 1220 mg/l 1.0 7.5

Project: R13089 Leeside Road, Tottenham

Time Sampled:

Chemtest Job No.:

Chemtest Sample ID.:

Client Sample Ref.:

Client Reference:

Sample Type:

Date Sampled:

Client Sample ID.:

Sample Sub Type:
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Test Methods

SOP Title Parameters included Method summary Water Accred.

1010 pH Value of Waters pH at 20°C pH Meter RE PW TE TS PL DW GW

1025 Fats, Oils and Greases Fats, Oils and Greases Solvent extraction / Gravimetry

1030 Total Suspended Solids Total suspended solids

Filtration of a mixed sample through a 

standard glass fibre filter and determination 

of the mass of residue retained dried at 

105°C.

SW

1035 Total Solids Particles Total Solids Particles Gravimetry

1100 Chemical Oxygen Demand Chemical Oxygen demand (COD)

Dichromate oxidation of organic matter in 

sample followed by colorimetric 

determination of residual Cr[VI].

TE TS LE GW

1220
Anions, Alkalinity & 

Ammonium in Waters

Fluoride; Chloride; Nitrite; Nitrate; Total; 

Oxidisable Nitrogen (TON); Sulfate; 

Phosphate; Alkalinity; Ammonium

Automated colorimetric analysis using 

‘Aquakem 600’ Discrete Analyser.
RE PW PL LE DW GW
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Report Information

Key

U UKAS accredited

M MCERTS and UKAS accredited

N Unaccredited

S
This analysis has been subcontracted to a UKAS accredited laboratory that is accredited for this 

analysis

SN
This analysis has been subcontracted to a UKAS accredited laboratory that is not accredited for 

this analysis

T This analysis has been subcontracted to an unaccredited laboratory

I/S Insufficient Sample

U/S Unsuitable Sample

N/E not evaluated

< "less than"

> "greater than"

SOP Standard operating procedure

LOD Limit of detection

Text example All items indicated in italic font represent customer-supplied information that may not be

independently verified by the laboratory

This report shall not be reproduced except in full, and only with the prior approval of the 

laboratory.

Any comments or interpretations are outside the scope of UKAS accreditation.

The Laboratory is not accredited for any sampling activities and reported results relate  to the 

samples 'as received' at the laboratory.

Uncertainty of measurement for the determinands tested are available upon request .

None of the results in this report have been recovery corrected.

All results are expressed on a dry weight basis.

The following tests were analysed on samples 'as received' and the results subsequently 

corrected to a dry weight basis EPH, VPH, TPH, BTEX, VOCs, SVOCs, PCBs, Phenols.

For all other tests the samples were dried at ≤ 30°C prior to analysis.

All Asbestos testing is performed at the indicated laboratory .

Issue numbers are sequential starting with 1 all subsequent reports are incremented by 1.

NEW_ASB Eurofins Chemtest Limited, 11 Depot Road, Newmarket, CB8 0AL

DURHAM
Eurofins Chemtest Limited, Unit A North Wing, Prospect Business Park, Crookhall Lane, Consett, 

Co Durham, DH8 7PW

Sample Deviation Codes

As a result of any of the below deviations applying, the test results may be unreliable

A - Date of sampling not supplied

B - Sample age exceeds stability time (sampling to extraction)

C - Sample not received in appropriate containers

D - Broken Container

E - The required amount of sample for analysis was not received

H - Appropriate cooling measures were not taken for sample transportation 

Sample Retention and Disposal

All soil samples will be retained for a period of 30 days from the date of receipt.

All water samples will be retained for 14 days from the date of receipt.

Charges may apply to extended sample storage.
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Report Information

Water Sample Category Key for Accreditation

DW - Drinking Water

GW - Ground Water

LE - Land Leachate

NA - Not Applicable

PL -  Prepared Leachate

PW - Processed Water

RE - Recreational Water

SA - Saline Water

SW - Surface Water

TE - Treated Effluent

TS - Treated Sewage

UL - Unspecified Liquid

Clean Up Codes

NC - No Clean Up

MC - Mathematical Clean Up

FC - Florisil Clean Up

HWOL Acronym System

HS - Headspace analysis

EH - Extractable hydrocarbons – i.e. everything extracted by the solvent

CU - Clean-up – e.g. by Florisil, silica gel

1D - GC – Single coil gas chromatography

Total - Aliphatics & Aromatics

AL - Aliphatics only

AR - Aromatic only

2D - GC-GC – Double coil gas chromatography

#1 - EH_2D_Total but with humics mathematically subtracted

#2 - EH_2D_Total but with fatty acids mathematically subtracted

+ - Operator to indicate cumulative e.g. EH+EH_Total or EH_CU+HS_Total

Asbestos Tests LOD = LOQ

Limit of Detection = Limit of Quantification for asbestos results only

If you require extended retention of samples, please email your requirements to: 

customerservices@chemtest.com
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Appendix H.  In-situ Geotechnical
Testing

In-situ geotechnical testing 

  



CLIENT REF: 5001518 CLIENT: ERITH CONTRACTORS LTD
DATE COMPLETED: 10/02/2025 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
TESTED BY: Earl Pioche SITE: Leeside Road, Tottenham
LOCATION: CLAY TEST PAD (ROLLER), CBR 02 LAT / LNG: 51.6048373, -0.0471406
GROUND CONDITIONS: Wet MATERIAL: Clay
DISTANCE FROM EDGE OF
PLATE TO WALL:

0 mm ENVIRONMENTAL CONDITIONS: Overcast

TEST DEPTH: 0mm SUPPLIER: Site
AIR TEMPERATURE: 4°C SOURCE: Site won-insitu
SAMPLING PLAN: CTS procedure TEST METHOD: Incremental Plate Loading

SAMPLE TAKEN: No

Equipment Details
Type of Kentledge: 27 Ton Excavator
Plate Diameter: 450 mm
Plate Area: 0.159043 m2

Plate Correction: 0.62

Results
Max applied pressure: 51 kN/m2

Max settlement: 2.01 mm
Avg Bearing Pressure (P) at 1.25mm penetration: 38 kN/m2

Modulus of subgrade K762: 19 kN/m2/mm
Equivalent C.B.R Value at 1.25mm penetration: 1.6%

Equivalent C.B.R Value: 1.6 %

 

TEST REPORT

Determination of Equivalent CBR Value
Design Guidance for Road Pavement Foundations Interim Advice Note 73/06 Rev1

REPORT NUMBER: C5001518 / 332894.4.1.2

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 2Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: STP S8 rev.1



TEST RESULTS

LOAD APPLIED
TO PLATE

AVERAGE BEARING
PRESSURE

GAUGE READING GAUGE SETTLEMENT AVERAGE
SETTLEMENT1 2 3 1 2 3

kN kN/m2 mm mm mm

0.2 1.1 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1.5 9.3 -0.26 -0.21 -0.30 0.26 0.21 0.30 0.26
2.8 17.6 -0.50 -0.46 -0.59 0.50 0.46 0.59 0.52
4.1 25.9 -0.71 -0.76 -0.80 0.71 0.76 0.80 0.76
5.4 34.1 -0.97 -1.02 -1.05 0.97 1.02 1.05 1.01
6.1 38.3 -1.21 -1.24 -1.33 1.21 1.24 1.33 1.26
6.7 42.4 -1.49 -1.52 -1.55 1.49 1.52 1.55 1.52
7.4 46.5 -1.73 -1.76 -1.80 1.73 1.76 1.80 1.76
8.1 50.7 -1.96 -2.02 -2.04 1.96 2.02 2.04 2.01

TEST REPORT

Determination of Equivalent CBR Value
Design Guidance for Road Pavement Foundations Interim Advice Note 73/06 Rev1

REPORT NUMBER: C5001518 / 332894.4.1.2

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 2 of 2Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: STP S8 rev.1

For and on behalf of CTS
Lee Rossiter - Operations supervisor

Approved Signatory
Report date 10-Feb-25

4161



SAMPLE NUMBER: 522368 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 24/01/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Daniel O'Reily SOURCE / SUPPLIER: Rms recycled materials supplied , Silvertown
DATE RECEIVED: 27/01/2025 MATERIAL DESCRIPTION: Brown slightly silty sandy clayey GRAVEL
DATE COMPLETED: 04/02/2025 PROPOSED CLASSIFICATION:
TESTED BY: RK, BV LOCATION: Material mound
TYPE OF SAMPLE: Disturbed PREPARATION METHOD: BS 1377:Part 1:2016 clause 8.3 & 8.4.5
VARIATIONS: No variations SAMPLING PLAN: Client Specification
METHOD OF SAMPLING: Method 4: Sampling material from heaps /

stockpiles
LOCATION AND ORIENTATION
WITHIN SAMPLE:

N/A

ENVIRONMENTAL CONDITIONS: Overcast

RESULT           Test Location: CTS Heathrow

Percentage BOULDERS: 0%
Percentage COBBLES: 15%
Percentage GRAVEL: 52%
Percentage SAND: 25%
Percentage SILT/CLAY: 9%

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100      

300 100      

125 100      

100 100      

90 100      

75 93      

63 85      

50 75      

37.5 68      

28 63      

20 56      

14 53      

10 48      

6.3 43      

5 41      

3.35 38      

2 33      

1.18 30      

0.6 25      

0.425 22      

0.3 18      

0.212 15      

0.15 12      

0.063 9      

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS 1377-2: 2022 Clause 10 & BS EN ISO 17892-4: 2016

REPORT NUMBER: C5001518 / 330527.12.1.1

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PSDsoil/TPTBA/Rep Issue 1 Rev 2 04/24

For and on behalf of CTS
Sasha Mahon - Laboratory Manager

Approved Signatory
Report date 04-Feb-25

4161



SAMPLE NUMBER: 522375 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 24/01/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Daniel O'Reily SOURCE / SUPPLIER: Rms recycled materials supplied , Silvertown
DATE RECEIVED: 27/01/2025 MATERIAL DESCRIPTION: Brown slightly silty slightly sandy slightly clayey

GRAVEL
DATE COMPLETED: 04/02/2025 PROPOSED CLASSIFICATION:
TESTED BY: JP, BV LOCATION: Material mound
TYPE OF SAMPLE: Disturbed PREPARATION METHOD: BS 1377:Part 1:2016 clause 8.3 & 8.4.5
VARIATIONS: No variations SAMPLING PLAN: Client Specification
METHOD OF SAMPLING: Method 4: Sampling material from heaps /

stockpiles
LOCATION AND ORIENTATION
WITHIN SAMPLE:

N/A

ENVIRONMENTAL CONDITIONS: Overcast

RESULT           Test Location: CTS Heathrow

Percentage BOULDERS: 0%
Percentage COBBLES: 0%
Percentage GRAVEL: 99%
Percentage SAND: 1%
Percentage SILT/CLAY: 0%

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100      

300 100      

125 100      

100 100      

90 100      

75 100      

63 100      

50 100      

37.5 70      

28 24      

20 3      

14 2      

10 1      

6.3 1      

5 1      

3.35 1      

2 1      

1.18 1      

0.6 1      

0.425 1      

0.3 0      

0.212 0      

0.15 0      

0.063 0      

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS 1377-2: 2022 Clause 10 & BS EN ISO 17892-4: 2016

REPORT NUMBER: C5001518 / 330527.13.1.1

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PSDsoil/TPTBA/Rep Issue 1 Rev 2 04/24

For and on behalf of CTS
Sasha Mahon - Laboratory Manager

Approved Signatory
Report date 04-Feb-25

4161



TEST REPORT : DETERMINATION OF NUCLEAR DENSITY METER vs. MATERIAL CALIBRATION

BS 1377-9: 1990 cl 2.5.5.2 : Single box - As Received Moisture

REPORT No.: 5001518 / 333871.4.1.1 CLIENT: ERITH CONTRACTORS LTD

SAMPLE No.: 527041 ADDRESS:

CLIENT REF: Box cal class 1a 14/2/25

DATE SAMPLED: 14/02/2025 SITE: Leeside Road, Tottenham

SAMPLED BY: Toby Crouch SUPPLIER: RMS

DATE RECEIVED: 18/02/2025 MATERIAL: Brown slightly silty slightly sandy clayey GRAVEL

DATE TESTED: 27/02/2025 ACCEPT. STD: Contract Specification

TESTED BY: JP CERTIFICATE OF SAMPLING: Available

SAMPLING PLAN: Client Specification

RESULT: Test Location: Heathrow Lab

CALIBRATION BOX DETAILS

Bulk Density of Material in Box 1.835 Mg/m³

Moisture Content of Material 14.9 %

Moisture Density of Compacted Material 0.238 Mg/m³

NUCLEAR DENSITY METER DETAILS

N.D.M. Serial NDM Bulk Density Bulk Density NDM Moisture Density Moisture Density

Number (mean of 4 readings) Correction (mean of 4 readings) Correction

Mg/m³ Mg/m³

1.869 0.982 0.234 1.018

1.852 0.991 0.258 0.924

COMMENTS:

Page 1 of 1 Approved Signatory

Format : L/Rep  NDMBOXCALs/rev.3

Erith House

21345 - 200mm

15409 - 200mm

28-Feb-25

Opinions and interpretations expressed herein are outside the scope of UKAS Accreditation

The laboratory does not apply a conformity statement to test reports as standard, unless specifically requested by the customer

END OF REPORT

For and on behalf of Construction Testing Solutions

4161

AdEPTAdmin

AdEPTAdmin
Sasha Mahon - Laboratory Manager



SAMPLE NUMBER: See Below CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: See Below ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 24/01/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Daniel O'Reily SITE ADDRESS: Leeside Road, Tottenham,
DATE RECEIVED: 27/01/2025 MATERIAL: See Below
DATE COMPLETED: 29/01/2025 SUPPLIER: Rms recycled materials supplied
TESTED BY: RK, BV SOURCE: Silvertown
TYPE OF SAMPLE: Disturbed sample SAMPLE LOCATION: See Below
LOCATION AND ORIENTATION
WITHIN SAMPLE:

SAMPLING PLAN: Client Specification

VISUAL DESCRIPTION: Not required METHOD OF SAMPLING: Method 4: Sampling material from heaps / stockpiles
ENVIRONMENTAL CONDITIONS: Overcast

TEST RESULT:           Test Location: CTS Heathrow

SAMPLE NO. CLIENT REF. SAMPLE LOCATION MATERIAL DESCRIPTION WATER CONTENT (%) LOWER LIMIT UPPER LIMIT

522368 5001518  Stockpile back of site Brown slightly silty sandy clayey GRAVEL 11.7 NA NA
522331 5001518  Stockpile back of site Brown slightly sandy clayey GRAVEL 12.5 NA NA

TEST REPORT

DETERMINATION OF THE WATER CONTENT OF SOILS
BS 1377-2: 2022 Clause 4.1 & BS EN 17892-1: 2014 + A1: 2022

REPORT NUMBER: C5001518 / 330527.2.1.2

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 2

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.
Amended report. This test report supersedes test report version 1 -

Report Format: MC/TP01/Rep Issue 1 Rev 1 06/22

For and on behalf of CTS
Sasha Mahon - Laboratory Manager

Approved Signatory
Report date 21-Mar-25

4161



SAMPLE NUMBER: See Below CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: See Below ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 24/01/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Tim Gray SITE ADDRESS: Leeside Road, Tottenham,
DATE RECEIVED: 27/01/2025 MATERIAL: See Below
DATE COMPLETED: 29/01/2025 SUPPLIER: Rms recycled materials supplied
TESTED BY: JP, BV SOURCE: Silvertown
TYPE OF SAMPLE: Disturbed sample SAMPLE LOCATION: See Below
LOCATION AND ORIENTATION
WITHIN SAMPLE:

N/A SAMPLING PLAN: Client Specification

VISUAL DESCRIPTION: Not required METHOD OF SAMPLING: Method 4: Sampling material from heaps / stockpiles
ENVIRONMENTAL CONDITIONS: Overcast

TEST RESULT:           Test Location: CTS Heathrow

SAMPLE NO. CLIENT REF. SAMPLE LOCATION MATERIAL DESCRIPTION WATER CONTENT (%) LOWER LIMIT UPPER LIMIT

522371 5001518  Stockpile back of site Brown slightly silty slightly sandy clayey GRAVEL
with wood 15.5 NA NA

TEST REPORT

DETERMINATION OF THE WATER CONTENT OF SOILS
BS 1377-2: 2022 Clause 4.1 & BS EN 17892-1: 2014 + A1: 2022

REPORT NUMBER: C5001518 / 331042.1.1.1

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: MC/TP01/Rep Issue 1 Rev 1 06/22

For and on behalf of CTS
Sasha Mahon - Laboratory Manager

Approved Signatory
Report date 21-Mar-25

4161



SAMPLE NUMBER: 528332 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 528332 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 20/02/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Aaron Henson SUPPLIER: RMS, Silvertown
DATE RECEIVED: 21/02/2025 MATERIAL: Recycled material / brown slightly silty sandy GRAVEL 1A
DATE COMPLETED: 27/02/2025 FILL LOCATION: 1A Stockpile - 4th Round
TESTED BY: Ashad Hussain CERTIFICATE OF SAMPLING: Yes
TYPE OF SAMPLE: Disturbed sample SAMPLING PLAN: CTS procedure TP41
ENVIRONMENTAL
CONDITIONS:

Overcast METHOD OF SAMPLING: Method 4: Sampling material from heaps / stockpiles
LOCATION AND ORIENTATION
WITHIN SAMPLE:

N/A

RESULTS           Test Location: CTS Heathrow

MOISTURE CONDITION VALUE 11.9
NATURAL WATER CONTENT (%) 6.8

WATER CONTENT STANDARD BS 1377-2: 2022 Clause 4.1 & BS EN 17892-1: 2014 + A1: 2022
PERCENTAGE RETAINED 20mm (%) 47

INTERPRETATION OF CURVE Steepest straight line

PREPARATION METHOD BS 1377: Part 2: 2022 clause 13.4.1.1
(Natural and sieved through 20mm test sieve)

TEST REPORT

DETERMINATION OF MOISTURE CONDITION VALUE (M.C.V.)
BS 1377 Part 2 : 2022 Clause 13.4 - Natural Moisture Content (Lab Test)

REPORT NUMBER: C5001518 / 334682.17.1.1

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: MCVa/TP08/Rep Issue 1 Rev 0 06/22

For and on behalf of CTS
Sasha Mahon - Laboratory Manager

Approved Signatory
Report date 07-Mar-25

4161



SAMPLE NUMBER: See Below CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: See Below ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 20/02/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Aaron Henson SUPPLIER: RMS
DATE RECEIVED: 21/02/2025 SOURCE: Silvertown
DATE COMPLETED: 07/03/2025 MATERIAL: See Below
TESTED BY: EB, CP LOCATION: See Below
TYPE OF SAMPLE: Disturbed sample PREPARATION METHOD: BS 1377-1: 2016 clause 8
SAMPLING PLAN: CTS procedure TP41 METHOD OF SAMPLING: Method 4: Sampling material from heaps / stockpiles
ENVIRONMENTAL CONDITIONS: Overcast LOCATION AND ORIENTATION

WITHIN SAMPLE:
N/A

TEST RESULT:           Test Location: MT Billericay

SAMPLE NO. CLIENT REF. LOCATION OF TEST MATERIAL DESCRIPTION MOISTURE CONTENT (%) LOWER LIMIT UPPER LIMIT

528332 528332  Sampling on surface Recycled material / brown slightly silty sandy
GRAVEL 13 NA NA

TEST REPORT

DETERMINATION OF THE MOISTURE CONTENT OF SOILS
BS 1377:Part 2:1990 clause 3.2 - oven drying method

REPORT NUMBER: C5001518 / 334682.7.1.1

Lawness Barns
Mountnessing Road
Billericay
Essex CM12 0TS

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: MC/TP01/Rep Issue 1 Rev 1 06/22

For and on behalf of CTS
James Gough - Senior Lab Technician

Approved Signatory
Report date 07-Mar-25

4161



SAMPLE NUMBER: See Below CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: See Below ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 12/03/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Ben Collins SITE ADDRESS: Leeside Road, Tottenham,
DATE RECEIVED: 13/03/2025 MATERIAL: See Below
DATE COMPLETED: 14/03/2025 SUPPLIER: Not Specified
TESTED BY: Richard Hornett SOURCE: Not Specified
TYPE OF SAMPLE: Disturbed sample SAMPLE LOCATION: See Below
LOCATION AND ORIENTATION
WITHIN SAMPLE:

N/A SAMPLING PLAN: CTS procedure TP41

VISUAL DESCRIPTION: Not required METHOD OF SAMPLING: Method 4: Sampling material from heaps / stockpiles
ENVIRONMENTAL CONDITIONS: Overcast

TEST RESULT:           Test Location: Harrietsham Lab

SAMPLE NO. CLIENT REF. SAMPLE LOCATION MATERIAL DESCRIPTION WATER CONTENT (%) LOWER LIMIT UPPER LIMIT

532986 1A  Site Stockpile 1A 10.0 NA NA

TEST REPORT

DETERMINATION OF THE WATER CONTENT OF SOILS
BS 1377-2: 2022 Clause 4.1 & BS EN 17892-1: 2014 + A1: 2022

REPORT NUMBER: C5001518 / 337922.7.1.1

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: MC/TP01/Rep Issue 1 Rev 1 06/22

For and on behalf of CTS
Mike Gray - Laboratory Supervisor

Approved Signatory
Report date 21-Mar-25

4161



SAMPLE NUMBER: 532986 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 1A ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 12/03/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Ben Collins SOURCE / SUPPLIER: Not Specified, Not Specified
DATE RECEIVED: 13/03/2025 MATERIAL DESCRIPTION: 1A
DATE COMPLETED: 17/03/2025 PROPOSED CLASSIFICATION: Class 1A
TESTED BY: RH, CG, jo LOCATION: Site Stockpile
TYPE OF SAMPLE: Disturbed PREPARATION METHOD: BS 1377:Part 1:2016 clause 8.3 & 8.4.5
VARIATIONS: No variations SAMPLING PLAN: CTS procedure TP41
METHOD OF SAMPLING: Method 4: Sampling material from heaps /

stockpiles
LOCATION AND ORIENTATION
WITHIN SAMPLE:

N/A

ENVIRONMENTAL CONDITIONS: Overcast

RESULT           Test Location: Harrietsham Lab

Percentage BOULDERS: 0%
Percentage COBBLES: 29%
Percentage GRAVEL: 46%
Percentage SAND: 23%
Percentage SILT/CLAY: 3%

Applied Specification: Class 1A - Specification for Highway Works (2016) Table 6/2 Earthworks Materials - Class 1A
Specification stated as requested, no indication of conformity applied

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100      

300 100 100  -  100 

125 100 95  -  100 

100 100      

90 100      

75 83      

63 71      

50 54      

37.5 50      

28 46      

20 42      

14 37      

10 33      

6.3 29      

5 28      

3.35 27      

2 25      

1.18 23      

0.6 21      

0.425 16      

0.3 12      

0.212 6      

0.15 4      

0.063 3 0  -  15 

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS 1377-2: 2022 Clause 10 & BS EN ISO 17892-4: 2016

REPORT NUMBER: C5001518 / 337922.6.1.1

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PSDsoil/TPTBA/Rep Issue 1 Rev 2 04/24

For and on behalf of CTS
Mike Gray - Laboratory Supervisor

Approved Signatory
Report date 17-Mar-25

4161



SAMPLE NUMBER: 554052 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 1A Stockpile 006 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 06/06/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Nathan Williams SOURCE / SUPPLIER: RMS Silvertown, RMS Silvertown
DATE RECEIVED: 09/06/2025 MATERIAL DESCRIPTION: Crushed up hardcore big and small bits
DATE COMPLETED: 13/06/2025 PROPOSED CLASSIFICATION:
TESTED BY: JP, BV LOCATION: 1A Stockpile 006
TYPE OF SAMPLE: Disturbed PREPARATION METHOD: BS 1377:Part 1:2016 clause 8.3 & 8.4.5
VARIATIONS: No variations SAMPLING PLAN: CTS procedure TP41
METHOD OF SAMPLING: Method 4: Sampling material from heaps /

stockpiles
LOCATION AND ORIENTATION
WITHIN SAMPLE:

N/A

ENVIRONMENTAL CONDITIONS: Overcast

RESULT           Test Location: CTS Heathrow

Percentage BOULDERS: 0%
Percentage COBBLES: 23%
Percentage GRAVEL: 52%
Percentage SAND: 17%
Percentage SILT/CLAY: 8%
Uniformity Coefficient (D60/D10)
BS EN ISO 14688-2: 2018.

326

The material tested complies with the uniformity coefficient requirements stated.

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100      

300 100      

125 100      

100 94      

90 90      

75 87      

63 77      

50 65      

37.5 52      

28 46      

20 40      

14 37      

10 34      

6.3 30      

5 29      

3.35 27      

2 25      

1.18 23      

0.6 20      

0.425 18      

0.3 16      

0.212 13      

0.15 10      

0.063 8      

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS 1377-2: 2022 Clause 10 & BS EN ISO 17892-4: 2016

REPORT NUMBER: C5001518 / 351631.13.1.1

Unit 16 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PSDsoil/TP131/Rep Issue 1 Rev 2 04/24

For and on behalf of CTS
Shah Alam - Acting Laboratory Manager

Approved Signatory
Report date 13-Jun-25
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SAMPLE NUMBER: 554333 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 1A Stockpile 007 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 06/06/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Nathan Williams SOURCE / SUPPLIER: RMS Silvertown, RMS Silvertown
DATE RECEIVED: 09/06/2025 MATERIAL DESCRIPTION: Crushed up hardcore big and small bits
DATE COMPLETED: 13/06/2025 PROPOSED CLASSIFICATION:
TESTED BY: JP, BV LOCATION: 1A Stockpile 007
TYPE OF SAMPLE: Disturbed PREPARATION METHOD: BS 1377:Part 1:2016 clause 8.3 & 8.4.5
VARIATIONS: No variations SAMPLING PLAN: CTS procedure TP41
METHOD OF SAMPLING: Method 4: Sampling material from heaps /

stockpiles
LOCATION AND ORIENTATION
WITHIN SAMPLE:

N/A

ENVIRONMENTAL CONDITIONS: Overcast

RESULT           Test Location: CTS Heathrow

Percentage BOULDERS: 0%
Percentage COBBLES: 31%
Percentage GRAVEL: 52%
Percentage SAND: 11%
Percentage SILT/CLAY: 6%
Uniformity Coefficient (D60/D10)
BS EN ISO 14688-2: 2018.

241

The material tested complies with the uniformity coefficient requirements stated.

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100      

300 100      

125 100      

100 100      

90 88      

75 79      

63 70      

50 51      

37.5 40      

28 36      

20 32      

14 28      

10 25      

6.3 22      

5 21      

3.35 19      

2 17      

1.18 16      

0.6 14      

0.425 13      

0.3 12      

0.212 10      

0.15 8      

0.063 6      

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS 1377-2: 2022 Clause 10 & BS EN ISO 17892-4: 2016

REPORT NUMBER: C5001518 / 351631.14.1.1

Unit 16 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PSDsoil/TP131/Rep Issue 1 Rev 2 04/24

For and on behalf of CTS
Shah Alam - Acting Laboratory Manager

Approved Signatory
Report date 13-Jun-25

4161



SAMPLE NUMBER: 554348 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 1A Stockpile 008 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 06/06/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Nathan Williams SOURCE / SUPPLIER: RMS Silvertown, RMS Silvertown
DATE RECEIVED: 09/06/2025 MATERIAL DESCRIPTION: Crushed up hardcore big and small bits
DATE COMPLETED: 13/06/2025 PROPOSED CLASSIFICATION:
TESTED BY: JP, BV LOCATION: 1A Stockpile 008
TYPE OF SAMPLE: Disturbed PREPARATION METHOD: BS 1377:Part 1:2016 clause 8.3 & 8.4.5
VARIATIONS: No variations SAMPLING PLAN: CTS procedure TP41
METHOD OF SAMPLING: Method 4: Sampling material from heaps /

stockpiles
LOCATION AND ORIENTATION
WITHIN SAMPLE:

N/A

ENVIRONMENTAL CONDITIONS: Overcast

RESULT           Test Location: CTS Heathrow

Percentage BOULDERS: 0%
Percentage COBBLES: 17%
Percentage GRAVEL: 62%
Percentage SAND: 14%
Percentage SILT/CLAY: 8%
Uniformity Coefficient (D60/D10)
BS EN ISO 14688-2: 2018.

326

The material tested complies with the uniformity coefficient requirements stated.

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100      

300 100      

125 100      

100 100      

90 100      

75 93      

63 84      

50 62      

37.5 53      

28 47      

20 42      

14 35      

10 31      

6.3 27      

5 25      

3.35 23      

2 21      

1.18 20      

0.6 18      

0.425 17      

0.3 15      

0.212 12      

0.15 10      

0.063 8      

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS 1377-2: 2022 Clause 10 & BS EN ISO 17892-4: 2016

REPORT NUMBER: C5001518 / 351631.15.1.1

Unit 16 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PSDsoil/TP131/Rep Issue 1 Rev 2 04/24

For and on behalf of CTS
Shah Alam - Acting Laboratory Manager

Approved Signatory
Report date 13-Jun-25
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DETERMINATION OF THE GEOMETRICAL PROPERTIES OF AGGREGATE

BSEN 933-11:2009 Classification Test For The Constituents Of Coarse Recycled Aggregate

5001518 / 355950.7.1.1 CLIENT: ERITH CONTRACTORS LTD

561340 ADDRESS:

1a stockpile 009 SITE: Leeside Road, Tottenham

01/07/2025 SUPPLIER: Site won

Kyle Ager MATERIAL: Type 1a

02/07/2025 LOCATION: 1a Stockpile 009

23/07/2025 ACCEPT STD: Contract Specification

RK SAMPLING CERT.: Available

40±5˚C SAMPLING PLAN: CTS Procedure

Test Location; Heathrow Laboratory

Rc    - 67.8 %

Ru    - 24 %

0.2 %

Rb    - 0.0 %

Ra    - 6.3 %

Rg    - 0.8 %

X    - 0.1 %

FL    - Floating Particles 0.12 cm3/kg

The material supplied complies with the specification limits stated

Test results reported relate only to the items tested.

This report shall not be reproduced except in full without approval of the laboratory.

Approved signatory

Opinions and interpretations expressed herein are outside the scope of UKAS Accreditation

Not Specified

Not Specified

Not Specified

Not Specified

50

25.0

1.0

Erith House

23-Jul-25

REMARKS:

Concrete, concrete products & concrete masonary 

units.

Unbound aggregate, natural stone & Hydraulically 

bound aggregate.

DATE SAMPLED:

TEST RESULT:

DRYING TEMPERATURE: 

TEST REPORT :

REPORT No.:

SAMPLE No.:

CLIENT REF:

TESTED BY:

SAMPLED BY:

DATE RECEIVED:

DATE TEST COMPLETED:

(% of CHALK found within Ru)

Page 1 of 1

Report Format: L/Rep A16/rev.2

SPECIFICATION (%)FOUND PROPORTIONCONSTITUENT

Clay masonary units (ie.bricks & tiles), calcium silicate 

masonary units & aerated non-floating concrete

Bituminous Material

Glass

Other: Cohesive (ie clay & soil), gypsum plaster, 

miscellaneous - metals (ferrous & non ferrous), non-

floating wood, plastic & rubber.

For and on behalf of CTS 

4161



SAMPLE NUMBER: 561340 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 355950.1.1.1 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 01/07/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Kyle Ager SUPPLIER/SOURCE: Site won, Site won
DATE RECEIVED: 02/07/2025 MATERIAL: Grey sandy gravel 1a
DATE COMPLETED: 04/08/2025 LOCATION: Near to surface
TESTED BY: Husain Mohammad COMPACTION SAMPLE: Separate samples
TYPE OF SAMPLE: Disturbed SAMPLING PLAN: CTS procedure TP22
HAMMER MAKE/MODEL: Hikoki SAMPLING METHOD: C1 Sampling from large conical stockpiles
ENVIRONMENTAL CONDITIONS: Sunny

RESULT           Test Location: CTS Heathrow

MAXIMUM DRY DENSITY: 1.84 Mg/m3

OPTIMUM WATER CONTENT: 5.0 %
AMOUNT (By Dry Mass) RETAINED >40.0mm: 61 %
ASSUMED PARTICLE DENSITY USED TO PLOT AIR VOIDS: 2.05 Mg/m3

Non-standard test as material classified as unsuitable, sample tested at clients request, test results may not be indicative of the material being used on site.

TEST REPORT

DETERMINATION OF REFERENCE DENSITY AND WATER CONTENT
BS EN 13286-4: 2021 - Vibrating Hammer

REPORT NUMBER: C5001518 / 355950.5.1.1

Unit 16 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: BSENOMCvib/TP34/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
Shah Alam - Acting Laboratory Manager

Approved Signatory
Report date 05-Aug-25

4161



SAMPLE NUMBER: 561340 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 1a stockpile 009 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 01/07/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Kyle Ager SOURCE / SUPPLIER: Site won, Site won
DATE RECEIVED: 02/07/2025 MATERIAL: Grey sandy gravel
DATE COMPLETED: 17/07/2025 PROPOSED CLASSIFICATION: Class 1A
TESTED BY: Husain Mohammad LOCATION: 1a stockpile 009
ENVIRONMENTAL CONDITIONS: Sunny SAMPLING PLAN: CTS procedure TP22

METHOD OF SAMPLING: C1 Sampling from large conical stockpiles

RESULT           Test Location: CTS Heathrow

Applied Specification: Class 1A - Specification for Highway Works (2016) Table 6/2 Earthworks Materials - Class 1A
Specification stated as requested, no indication of conformity applied

Uniformity Coefficient (D60/D10)
BS EN ISO 14688-2: 2018.

8 * (Lower limit 10)

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100          

300 100   100 - 100  

125 100   95 - 100  

90 98          

80 95          

63 72          

40 39          

31.5 33          

20 22          

16 19          

14 18          

10 13          

8 11          

6.3 9          

4 7          

2.8 5          

2 4          

1 3          

0.5 2          

0.425 2          

0.25 1          

0.125 1          

0.063 1.1   0 - 15  

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS EN 933-1 : 2012 Washing & Dry Sieving

REPORT NUMBER: C5001518 / 355950.6.1.1

Unit 16 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PSDagg/TP17/Rep Issue 1 Rev 1 08/23

For and on behalf of CTS
Shah Alam - Acting Laboratory Manager

Approved Signatory
Report date 20-Jul-25

4161



SAMPLE NUMBER: See Below CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: See Below ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 01/07/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Kyle Ager SUPPLIER: Site won, Site won
DATE RECEIVED: 02/07/2025 MATERIAL: See Below
DATE COMPLETED: 17/07/2025 LOCATION: See Below
TESTED BY: Husain Mohammad PREPARATION METHOD: BS EN 932-2
TYPE OF SAMPLE: Disturbed SAMPLING PLAN: CTS procedure TP22
ENVIRONMENTAL CONDITIONS: Sunny METHOD OF SAMPLING: C1 Sampling from large conical stockpiles

RESULT           Test Location: CTS Heathrow

SAMPLE NO. CLIENT REF. LOCATION MATERIAL DESCRIPTION NOMINAL SIZE WATER CONTENT
(%) LOWER LIMIT UPPER LIMIT

561340 1a stockpile 009 Near to surface Grey sandy gravel 90 3.1 NA NA

561344 1a stockpile 010 Near to surface Grey slightly silty GRAVEL with
COBBLES 90 4.0 NA NA

No specification requirements.

TEST REPORT

DETERMINATION OF WATER CONTENT OF AGGREGATE
BS EN 1097-5: 2008 - Drying in a ventilated oven

REPORT NUMBER: C5001518 / 355950.4.1.1

Unit 16 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: WC/TP16/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
Shah Alam - Acting Laboratory Manager

Approved Signatory
Report date 20-Jul-25

4161



SAMPLE NUMBER: 561344 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 355950.1.1.2 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 01/07/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Kyle Ager SUPPLIER/SOURCE: Site won, Site won
DATE RECEIVED: 02/07/2025 MATERIAL: Grey slightly silty GRAVEL with COBBLES 1a
DATE COMPLETED: 04/08/2025 LOCATION: Near to surface
TESTED BY: HM, BV, PE COMPACTION SAMPLE: Separate samples
TYPE OF SAMPLE: Disturbed SAMPLING PLAN: CTS procedure TP22
HAMMER MAKE/MODEL: Hikoki SAMPLING METHOD: C1 Sampling from large conical stockpiles
ENVIRONMENTAL CONDITIONS: Sunny

RESULT           Test Location: CTS Heathrow

MAXIMUM DRY DENSITY: 1.80 Mg/m3

OPTIMUM WATER CONTENT: 5.5 %
AMOUNT (By Dry Mass) RETAINED >40.0mm: 61 %
ASSUMED PARTICLE DENSITY USED TO PLOT AIR VOIDS: 2.05 Mg/m3

Non-standard test as material classified as unsuitable, sample tested at clients request, test results may not be indicative of the material being used on site.

TEST REPORT

DETERMINATION OF REFERENCE DENSITY AND WATER CONTENT
BS EN 13286-4: 2021 - Vibrating Hammer

REPORT NUMBER: C5001518 / 355950.5.1.2

Unit 16 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: BSENOMCvib/TP34/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
Shah Alam - Acting Laboratory Manager

Approved Signatory
Report date 04-Aug-25

4161



SAMPLE NUMBER: 561344 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 1a stockpile 010 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 01/07/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Kyle Ager SOURCE / SUPPLIER: Site won, Site won
DATE RECEIVED: 02/07/2025 MATERIAL: Grey slightly silty GRAVEL with COBBLES
DATE COMPLETED: 16/07/2025 PROPOSED CLASSIFICATION: Class 1A
TESTED BY: RK, BV LOCATION: 1a stockpile 010
ENVIRONMENTAL CONDITIONS: Sunny SAMPLING PLAN: CTS procedure TP22

METHOD OF SAMPLING: C1 Sampling from large conical stockpiles

RESULT           Test Location: CTS Heathrow

Applied Specification: Class 1A - Specification for Highway Works (2016) Table 6/2 Earthworks Materials - Class 1A
Specification stated as requested, no indication of conformity applied

Uniformity Coefficient (D60/D10)
BS EN ISO 14688-2: 2018.

8 * (Lower limit 10)

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100          

300 100   100 - 100  

125 100   95 - 100  

90 98          

80 95          

63 72          

40 39          

31.5 32          

20 22          

16 19          

14 17          

10 13          

8 11          

6.3 9          

4 6          

2.8 5          

2 4          

1 3          

0.5 2          

0.425 2          

0.25 1          

0.125 1          

0.063 1.1   0 - 15  

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS EN 933-1 : 2012 Washing & Dry Sieving

REPORT NUMBER: C5001518 / 355950.6.1.2

Unit 16 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PSDagg/TP17/Rep Issue 1 Rev 1 08/23

For and on behalf of CTS
Shah Alam - Acting Laboratory Manager

Approved Signatory
Report date 16-Jul-25

4161



SAMPLE NUMBER: See Below CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: See Below ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 01/07/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Kyle Ager SUPPLIER: Site won, Site won
DATE RECEIVED: 02/07/2025 MATERIAL: See Below
DATE COMPLETED: 11/07/2025 LOCATION: See Below
TESTED BY: RK, BV PREPARATION METHOD: BS EN 932-2
TYPE OF SAMPLE: Disturbed SAMPLING PLAN: CTS procedure TP22
ENVIRONMENTAL CONDITIONS: Sunny METHOD OF SAMPLING: C1 Sampling from large conical stockpiles

RESULT           Test Location: CTS Heathrow

SAMPLE NO. CLIENT REF. LOCATION MATERIAL DESCRIPTION NOMINAL SIZE WATER CONTENT
(%) LOWER LIMIT UPPER LIMIT

561344 1a stockpile 010 Near to surface Grey slightly silty GRAVEL with
COBBLES 90 4.0 NA NA

No specification requirements.

TEST REPORT

DETERMINATION OF WATER CONTENT OF AGGREGATE
BS EN 1097-5: 2008 - Drying in a ventilated oven

REPORT NUMBER: C5001518 / 355950.4.1.2

Unit 16 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: WC/TP16/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
Shah Alam - Acting Laboratory Manager

Approved Signatory
Report date 11-Jul-25
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SAMPLE NUMBER: 522331 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 24/01/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Daniel O'Reily SOURCE / SUPPLIER: Rms recycled materials supplied , Silvertown
DATE RECEIVED: 27/01/2025 MATERIAL DESCRIPTION: Brown slightly sandy clayey GRAVEL
DATE COMPLETED: 04/02/2025 PROPOSED CLASSIFICATION:
TESTED BY: RK, BV LOCATION: 6a stockpile
TYPE OF SAMPLE: Disturbed PREPARATION METHOD: BS 1377:Part 1:2016 clause 8.3 & 8.4.5
VARIATIONS: No variations SAMPLING PLAN: Client Specification
METHOD OF SAMPLING: Method 4: Sampling material from heaps /

stockpiles
LOCATION AND ORIENTATION
WITHIN SAMPLE:

ENVIRONMENTAL CONDITIONS: Overcast

RESULT           Test Location: CTS Heathrow

Percentage BOULDERS: 0%
Percentage COBBLES: 5%
Percentage GRAVEL: 50%
Percentage SAND: 32%
Percentage SILT/CLAY: 13%

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100      

300 100      

125 100      

100 100      

90 100      

75 100      

63 95      

50 89      

37.5 85      

28 79      

20 71      

14 69      

10 64      

6.3 57      

5 53      

3.35 50      

2 45      

1.18 41      

0.6 35      

0.425 31      

0.3 26      

0.212 22      

0.15 18      

0.063 13      

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS 1377-2: 2022 Clause 10 & BS EN ISO 17892-4: 2016

REPORT NUMBER: C5001518 / 330527.11.1.1

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
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SAMPLE NUMBER: 522379 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 24/01/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Daniel O'Reily SOURCE / SUPPLIER: Rms recycled materials supplied , Silvertown
DATE RECEIVED: 27/01/2025 MATERIAL DESCRIPTION: Multicoloured slightly silty slightly sandy slightly clayey

GRAVEL
DATE COMPLETED: 04/02/2025 PROPOSED CLASSIFICATION:
TESTED BY: RK, BV LOCATION: Material mound
TYPE OF SAMPLE: Disturbed PREPARATION METHOD: BS 1377:Part 1:2016 clause 8.3 & 8.4.5
VARIATIONS: No variations SAMPLING PLAN: Client Specification
METHOD OF SAMPLING: Method 4: Sampling material from heaps /

stockpiles
LOCATION AND ORIENTATION
WITHIN SAMPLE:

N/A

ENVIRONMENTAL CONDITIONS: Overcast

RESULT           Test Location: CTS Heathrow

Percentage BOULDERS: 0%
Percentage COBBLES: 0%
Percentage GRAVEL: 99%
Percentage SAND: 1%
Percentage SILT/CLAY: 0%

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100      

300 100      

125 100      

100 100      

90 100      

75 100      

63 100      

50 100      

37.5 68      

28 20      

20 2      

14 1      

10 1      

6.3 1      

5 1      

3.35 1      

2 1      

1.18 1      

0.6 1      

0.425 1      

0.3 0      

0.212 0      

0.15 0      

0.063 0      

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS 1377-2: 2022 Clause 10 & BS EN ISO 17892-4: 2016

REPORT NUMBER: C5001518 / 330527.15.1.1

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333
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Accreditation.The laboratory does not apply a conformity statement to test reports as
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For and on behalf of CTS
Sasha Mahon - Laboratory Manager

Approved Signatory
Report date 04-Feb-25
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SAMPLE NUMBER: 522380 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 24/01/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Daniel O'Reily SOURCE / SUPPLIER: Rms recycled materials supplied , Silvertown
DATE RECEIVED: 27/01/2025 MATERIAL DESCRIPTION: Multicoloured slightly silty slightly sandy slightly clayey

GRAVEL
DATE COMPLETED: 04/02/2025 PROPOSED CLASSIFICATION:
TESTED BY: JP, BV LOCATION: Material mound
TYPE OF SAMPLE: Disturbed PREPARATION METHOD: BS 1377:Part 1:2016 clause 8.3 & 8.4.5
VARIATIONS: No variations SAMPLING PLAN: Client Specification
METHOD OF SAMPLING: Method 4: Sampling material from heaps /

stockpiles
LOCATION AND ORIENTATION
WITHIN SAMPLE:

N/A

ENVIRONMENTAL CONDITIONS: Overcast

RESULT           Test Location: CTS Heathrow

Percentage BOULDERS: 0%
Percentage COBBLES: 0%
Percentage GRAVEL: 99%
Percentage SAND: 1%
Percentage SILT/CLAY: 0%

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100      

300 100      

125 100      

100 100      

90 100      

75 100      

63 100      

50 100      

37.5 72      

28 24      

20 3      

14 1      

10 1      

6.3 1      

5 1      

3.35 1      

2 1      

1.18 1      

0.6 1      

0.425 0      

0.3 0      

0.212 0      

0.15 0      

0.063 0      

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS 1377-2: 2022 Clause 10 & BS EN ISO 17892-4: 2016

REPORT NUMBER: C5001518 / 330527.17.1.1

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
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For and on behalf of CTS
Sasha Mahon - Laboratory Manager
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Report date 04-Feb-25
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SAMPLE NUMBER: 522379 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 24/01/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Daniel O'Reily SITE ADDRESS: Leeside Road, Tottenham,
DATE RECEIVED: 27/01/2025 MATERIAL: Multicoloured slightly silty slightly sandy slightly clayey GRAVEL
DATE COMPLETED: 04/02/2025 SUPPLIER: Rms recycled materials supplied , Silvertown
TESTED BY: Husain Mohammad SOURCE: Silvertown
TYPE OF SAMPLE: Disturbed sample SAMPLE LOCATION: Material mound
LOCATION AND ORIENTATION
WITHIN SAMPLE:

N/A SAMPLING PLAN: Client Specification

VISUAL DESCRIPTION: Not required METHOD OF SAMPLING: Method 4: Sampling material from heaps / stockpiles
ENVIRONMENTAL CONDITIONS: Overcast

RESULTS:           Test Location: CTS Heathrow

Type of cone used: 80g/30°

Factor for one point test: 0.984
Penetration A 20.5mm, Water content A: 37.6%
Penetration B 20.8mm, Water content B: 37.1%

TEST DETAILS
(One point method) TEST RESULT

SPECIFICATION LIMITS
Lower Limit Upper Limit

THE LIQUID LIMIT OF THE SAMPLE: 37% N/A N/A
THE PLASTIC LIMIT OF THE SAMPLE: Non plastic N/A N/A

THE PLASTICITY INDEX OF THE SAMPLE: Not available
THE PERCENTAGE PASSING 425µm TEST SIEVE: 1% Taken from PSD

Initial water content determined : 6.8%
Sample History: The material was tested after washing through a 425µm test sieve

Liquid limit correction value will be taken from BS 1377-2 : 2022, unless otherwise requested.

TEST REPORT

DETERMINATION OF THE PLASTICITY INDEX OF SOIL
BS 1377-2: 2022 Clause 5.3 & 6 & BS EN ISO 17892-12: 2018 + A2: 2022 Fall Cone Method

REPORT NUMBER: C5001518 / 330527.16.1.1

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PI/TP04/Rep Issue 1 Rev 2 04/24

For and on behalf of CTS
Sasha Mahon - Laboratory Manager

Approved Signatory
Report date 04-Feb-25
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SAMPLE NUMBER: 522380 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 5001518 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 24/01/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Daniel O'Reily SITE ADDRESS: Leeside Road, Tottenham,
DATE RECEIVED: 27/01/2025 MATERIAL: Multicoloured slightly silty slightly sandy slightly clayey GRAVEL 6A
DATE COMPLETED: 04/02/2025 SUPPLIER: Rms recycled materials supplied , Silvertown
TESTED BY: Husain Mohammad SOURCE: Silvertown
TYPE OF SAMPLE: Disturbed sample SAMPLE LOCATION: Material mound
LOCATION AND ORIENTATION
WITHIN SAMPLE:

N/A SAMPLING PLAN: Client Specification

VISUAL DESCRIPTION: Not required METHOD OF SAMPLING: Method 4: Sampling material from heaps / stockpiles
ENVIRONMENTAL CONDITIONS: Overcast

RESULTS:           Test Location: CTS Heathrow

Type of cone used: 80g/30°

Factor for one point test: 1.03
Penetration A 18.0mm, Water content A: 34.4%
Penetration B 17.9mm, Water content B: 34.7%

TEST DETAILS
(One point method) TEST RESULT

SPECIFICATION LIMITS
Lower Limit Upper Limit

THE LIQUID LIMIT OF THE SAMPLE: 36% N/A N/A
THE PLASTIC LIMIT OF THE SAMPLE: Non plastic N/A N/A

THE PLASTICITY INDEX OF THE SAMPLE: Not available
THE PERCENTAGE PASSING 425µm TEST SIEVE: 0% Taken from PSD

Initial water content determined : 5.7%
Sample History: The material was tested after washing through a 425µm test sieve

Liquid limit correction value will be taken from BS 1377-2 : 2022, unless otherwise requested.

TEST REPORT

DETERMINATION OF THE PLASTICITY INDEX OF SOIL
BS 1377-2: 2022 Clause 5.3 & 6 & BS EN ISO 17892-12: 2018 + A2: 2022 Fall Cone Method

REPORT NUMBER: C5001518 / 330527.18.1.1

Unit 12 Britannia Ind Estate
Poyle Road
Colnbrook
SL3 0BH

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PI/TP04/Rep Issue 1 Rev 2 04/24

For and on behalf of CTS
Sasha Mahon - Laboratory Manager

Approved Signatory
Report date 04-Feb-25
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SAMPLE NUMBER: 528217 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 528217 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 20/02/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Aaron Henson SOURCE / SUPPLIER: RMS, Silvertown.
DATE RECEIVED: 21/02/2025 MATERIAL DESCRIPTION: Stone and Brick
DATE COMPLETED: 07/03/2025 PROPOSED CLASSIFICATION:
TESTED BY: JG, EB, CP LOCATION: 6A Stockpile - 4th Round
TYPE OF SAMPLE: Disturbed PREPARATION METHOD: BS 1377:Part 1:2016 clause 8.3 & 8.4.5
VARIATIONS: No variations SAMPLING PLAN: Client Specification
METHOD OF SAMPLING: Method 4: Sampling material from heaps /

stockpiles
LOCATION AND ORIENTATION
WITHIN SAMPLE:

N/A

ENVIRONMENTAL CONDITIONS: Raining

RESULT           Test Location: MT Billericay

Percentage BOULDERS: 0%
Percentage COBBLES: 0%
Percentage GRAVEL: 99%
Percentage SAND: 1%
Percentage SILT/CLAY: 0%

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100      

300 100      

125 100      

100 100      

90 100      

75 100      

63 100      

50 100      

37.5 59      

28 14      

20 2      

14 2      

10 2      

6.3 2      

5 2      

3.35 2      

2 1      

1.18 1      

0.6 1      

0.425 1      

0.3 1      

0.212 1      

0.15 1      

0.063 0      

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS 1377-2: 2022 Clause 10 & BS EN ISO 17892-4: 2016

REPORT NUMBER: C5001518 / 334682.19.1.1

Lawness Barns
Mountnessing Road
Billericay
Essex CM12 0TS

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PSDsoil/TPTBA/Rep Issue 1 Rev 2 04/24

For and on behalf of CTS
Sasha Mahon - Laboratory Manager

Approved Signatory
Report date 12-Mar-25
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SAMPLE NUMBER: 528217 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 528217 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 20/02/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Aaron Henson SITE ADDRESS: Leeside Road, Tottenham,
DATE RECEIVED: 21/02/2025 MATERIAL: Stone and Brick 6A
DATE COMPLETED: 11/03/2025 SUPPLIER: RMS, Silvertown.
TESTED BY: Emma Bowyer SOURCE: Silvertown.
TYPE OF SAMPLE: Disturbed sample SAMPLE LOCATION: 6A Stockpile - 4th Round
LOCATION AND ORIENTATION
WITHIN SAMPLE:

N/A SAMPLING PLAN: Client Specification

VISUAL DESCRIPTION: Not required METHOD OF SAMPLING: Method 4: Sampling material from heaps / stockpiles
ENVIRONMENTAL CONDITIONS: Raining

RESULTS:           Test Location: MT Billericay

Type of cone used: 80g/30°

Factor for one point test: 0.968
Penetration A 22.5mm, Water content A: 40.1%
Penetration B 22.4mm, Water content B: 40.2%

TEST DETAILS
(One point method) TEST RESULT

SPECIFICATION LIMITS
Lower Limit Upper Limit

THE LIQUID LIMIT OF THE SAMPLE: 39% N/A N/A
THE PLASTIC LIMIT OF THE SAMPLE: Non plastic N/A N/A

THE PLASTICITY INDEX OF THE SAMPLE: Not available
THE PERCENTAGE PASSING 425µm TEST SIEVE: 1% Taken from PSD

Initial water content determined : 6.7%
Sample History: The material was tested after washing through a 425µm test sieve

Liquid limit correction value will be taken from BS 1377-2 : 2022, unless otherwise requested.

TEST REPORT

DETERMINATION OF THE PLASTICITY INDEX OF SOIL
BS 1377-2: 2022 Clause 5.3 & 6 & BS EN ISO 17892-12: 2018 + A2: 2022 Fall Cone Method

REPORT NUMBER: C5001518 / 334682.11.1.1

Lawness Barns
Mountnessing Road
Billericay
Essex CM12 0TS

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PI/TP04/Rep Issue 1 Rev 2 04/24

For and on behalf of CTS
Sasha Mahon - Laboratory Manager

Approved Signatory
Report date 12-Mar-25
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SAMPLE NUMBER: 532987 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 6A ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 12/03/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Ben Collins SOURCE / SUPPLIER: RMC, Silvertown
DATE RECEIVED: 13/03/2025 MATERIAL: 6A
DATE COMPLETED: 17/03/2025 PROPOSED CLASSIFICATION: Class 6A - Off Site
TESTED BY: RH, CG, jo LOCATION: Site Stockpile
ENVIRONMENTAL CONDITIONS: Overcast SAMPLING PLAN: CTS procedure TP41

METHOD OF SAMPLING: Method 4: Sampling material from heaps / stockpiles

RESULT           Test Location: Harrietsham Lab

Applied Specification: Class 6A - Off Site - Specification for Highway Works (2016) Table 6/5 Earthworks Materials -
Class 6A
Specification stated as requested, no indication of conformity applied

Uniformity Coefficient (D60/D10)
BS EN ISO 14688-2: 2018.

163 (Lower limit 10)

SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100   100 - 100  

300 100          

125 100          

90 89          

80 75          

63 64          

40 54          

31.5 47          

20 41          

16 38          

14 36          

10 31   0 - 100  

8 29          

6.3 27   0 - 85  

4 24          

2.8 23          

2 22          

1 19          

0.5 15   0 - 45  

0.425 13          

0.25 8          

0.125 5          

0.063 4.4   0 - 5  

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS EN 933-1 : 2012 Washing & Dry Sieving

REPORT NUMBER: C5001518 / 338488.1.1.1

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PSDagg/TP17/Rep Issue 1 Rev 1 08/23

For and on behalf of CTS
Mike Gray - Laboratory Supervisor

Approved Signatory
Report date 17-Mar-25
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SAMPLE NUMBER: 532987 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 6A ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 12/03/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Ben Collins SITE ADDRESS: Leeside Road, Tottenham,
DATE RECEIVED: 13/03/2025 MATERIAL: 6A
DATE COMPLETED: 20/03/2025 SUPPLIER: RMC, Silvertown
TESTED BY: Angela Pike-Robinson SOURCE: Silvertown
TYPE OF SAMPLE: Disturbed sample SAMPLE LOCATION: Site Stockpile
LOCATION AND ORIENTATION
WITHIN SAMPLE:

N/A SAMPLING PLAN: CTS procedure TP41

VISUAL DESCRIPTION: Not required METHOD OF SAMPLING: Method 4: Sampling material from heaps / stockpiles
ENVIRONMENTAL CONDITIONS: Overcast

RESULTS:           Test Location: Harrietsham Lab

Type of cone used: 80g/30°

Factor for one point test: 0.968
Penetration A 21.7mm, Water content A: 37.8%
Penetration B 21.7mm, Water content B: 38.1%

TEST DETAILS
(One point method) TEST RESULT

SPECIFICATION LIMITS
Lower Limit Upper Limit

THE LIQUID LIMIT OF THE SAMPLE: 37% N/A N/A
THE PLASTIC LIMIT OF THE SAMPLE: Non plastic N/A N/A

THE PLASTICITY INDEX OF THE SAMPLE: Not available
THE PERCENTAGE PASSING 425µm TEST SIEVE: 13% Taken from PSD

Initial water content determined : 8.7%
Sample History: The material was tested after washing through a 425µm test sieve

Liquid limit correction value will be taken from BS 1377-2 : 2022, unless otherwise requested.

TEST REPORT

DETERMINATION OF THE PLASTICITY INDEX OF SOIL
BS 1377-2: 2022 Clause 5.3 & 6 & BS EN ISO 17892-12: 2018 + A2: 2022 Fall Cone Method

REPORT NUMBER: C5001518 / 337922.10.1.1

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PI/TP04/Rep Issue 1 Rev 2 04/24

For and on behalf of CTS
Mike Gray - Laboratory Supervisor

Approved Signatory
Report date 20-Mar-25
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SAMPLE NUMBER: 532988 CLIENT: ERITH CONTRACTORS LTD

CLIENT REF: 337922.11.1.1 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP

DATE SAMPLED: 12/03/2025 MATERIAL: 6F5

SAMPLED BY: Ben Collins SITE: Leeside Road, Tottenham

DATE RECEIVED: 13/03/2025 AGGREGATE: Unknown

DATE COMPLETED: 25/03/2025 SUPPLIER: Not Specified, Not Specified

TESTED BY: Casey Bassant TICKET No: Unknown

SAMPLING CERTIFICATE: Yes LOCATION: Site Stockpile

SAMPLING PLAN: CTS procedure TP41 DEVIATIONS: None

RESULT:           Test Location: Harrietsham Lab

Specification Limits

SOLUBLE BINDER CONTENT 4.4%          

TEST REPORT

DETERMINATION OF BINDER CONTENT
BS EN 12697-1: 2020 Clauses B.1.4.4 Bottle Rotation and B.2.2 Pressure Filter

REPORT NUMBER: C5001518 / 337922.19.1.1

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: BitDiff/TP56/Rep Issue 1 Rev 2 02/24

For and on behalf of CTS
Dan Gay - Regional Laboratory Manager

Approved Signatory
Report date 26-Mar-25
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SAMPLE NUMBER: 532988 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 337922.11.1.1 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 12/03/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Ben Collins SUPPLIER/SOURCE: Not Specified, Not Specified
DATE RECEIVED: 13/03/2025 MATERIAL: 6F5
DATE COMPLETED: 25/03/2025 LOCATION: Site Stockpile
TESTED BY: RH, BC COMPACTION SAMPLE: Separate samples
TYPE OF SAMPLE: Disturbed SAMPLING PLAN: CTS procedure TP41
HAMMER MAKE/MODEL: Makita SAMPLING METHOD: Method 4: Sampling material from heaps / stockpiles
ENVIRONMENTAL CONDITIONS: Overcast

RESULT           Test Location: Harrietsham Lab

MAXIMUM DRY DENSITY: 2.02 Mg/m3

OPTIMUM WATER CONTENT: 8.5 %
AMOUNT (By Dry Mass) RETAINED >40.0mm: 34 %
ASSUMED PARTICLE DENSITY USED TO PLOT AIR VOIDS: 2.65 Mg/m3

TEST REPORT

DETERMINATION OF REFERENCE DENSITY AND WATER CONTENT
BS EN 13286-4: 2021 - Vibrating Hammer

REPORT NUMBER: C5001518 / 337922.21.1.1

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: BSENOMCvib/TP34/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
Dan Gay - Regional Laboratory Manager

Approved Signatory
Report date 25-Mar-25
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SAMPLE NUMBER: 533857 CLIENT: ERITH CONTRACTORS LTD

CLIENT REF: 6F5 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP

DATE RECEIVED: 19/03/2025 SITE: Leeside Road, Tottenham

DATE SAMPLED: 12/03/2025 SUPPLIER: Not Specified

DATE COMPLETED: 26/03/2025 SOURCE: Not Specified

TESTED BY: Colin Gourlay MATERIAL: 6F5

ACCEPTABLE STANDARD: Contract Specification LOCATION: Site Stockpile

SAMPLING PLAN: Client Provided SAMPLING CERTIFICATE: Available

METHOD OF SAMPLING: Method 4: Sampling material from heaps /
stockpiles

ENVIRONMENTAL
CONDITIONS:

Overcast

TEST RESULT:           Test Location: Harritsham

SPECIFICATION REQUIREMENTS

LOWER LIMIT UPPER LIMIT

THE LOS ANGELES COEFFICIENT (LA):: 41 50

SIZE FRACTION FROM WHICH TEST PORTION
WAS OBTAINED:

10-14 mm

TEST REPORT

DETERMINATION OF RESISTANCE OF COARSE AGGREGATE TO FRAGMENTATION
Los Angeles Test BS EN 1097-2: 2020

REPORT NUMBER: C5001518 / 337922.14.1.1

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: LA/TP19/Rep Issue 1 Rev 1 09/23

For and on behalf of CTS
Mike Gray - Laboratory Supervisor

Approved Signatory
Report date 26-Mar-25
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SAMPLE NUMBER: 532988 CLIENT: ERITH CONTRACTORS LTD
CLIENT REF: 6F5 ADDRESS: Erith House, 7 Queen Street, Erith, Kent, DA8 1RP
DATE SAMPLED: 12/03/2025 SITE: Leeside Road, Tottenham
SAMPLED BY: Ben Collins SOURCE / SUPPLIER: Not Specified, Not Specified
DATE RECEIVED: 13/03/2025 MATERIAL: 6F5
DATE COMPLETED: 20/03/2025 PROPOSED CLASSIFICATION: Class 6F5
TESTED BY: RH, CG, jo LOCATION: Site Stockpile
ENVIRONMENTAL CONDITIONS: Overcast SAMPLING PLAN: CTS procedure TP41

METHOD OF SAMPLING: Method 4: Sampling material from heaps / stockpiles

RESULT           Test Location: Harrietsham Lab

Applied Specification: Class 6F5 - Specification for Highway Works (2016) Table 6/5 Earthworks Materials - Class 6F5
Specification stated as requested, no indication of conformity applied

Uniformity Coefficient (D60/D10)
BS EN ISO 14688-2: 2018.
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SIEVE ANALYSIS

Particle Diameter
mm

Passing
%

Specification
Limits

500 100          

300 100          

125 100   100 - 100  

90 83          

80 75   75 - 99  

63 69          

40 66   50 - 90  

31.5 62          

20 55   30 - 75  

16 52          

14 49          

10 40   15 - 60  

8 36          

6.3 32          

4 26          

2.8 22          

2 19   0 - 35  

1 13          

0.5 9          

0.425 8          

0.25 6          

0.125 4          

0.063 3.3   0 - 12  

TEST REPORT

TEST REPORT: DETERMINATION OF PARTICLE SIZE DISTRIBUTION
BS EN 933-1 : 2012 Washing & Dry Sieving

REPORT NUMBER: C5001518 / 337922.22.1.1

Northdown House, Ashford Road
Harrietsham, Nr Maidstone
Kent ME17 1QW

0343 227 8545
enquiries@constructiontesting.co.uk
www.constructiontesting.co.uk
END OF REPORT

Construction Testing Solutions Ltd.
Registered in England No. 05998333

Page 1 of 1Report version 1

Remarks:
Test results reported relate only to the items tested.
This report shall not be reproduced except in full without approval of the Laboratory.
Opinions and interpretations expressed herein are outside the scope of UKAS
Accreditation.The laboratory does not apply a conformity statement to test reports as
standard, unless specifically requested by the customer.

Report Format: PSDagg/TP17/Rep Issue 1 Rev 1 08/23

For and on behalf of CTS
Mike Gray - Laboratory Supervisor

Approved Signatory
Report date 20-Mar-25
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