COVERS

Interior = 16
Exterior = 14

Total = 30

Floor Area = 78.4 sqm

New hygienic wall cladding to be installed to

New storage cupboard built into side of pastry —

Wall Finish Type 02 - New wallpaper finish —
to this wall up to banquette

kitchen enclosure. To achieve REI 30 fire rated
construction. Door to be 626mm wide FD30, smooth

Wall Finish Type 04 - New painted wall finish ——

existing walls. Altro Whiterock or similar

CDM NOTE - Clear opening width is

740mm. Some proposed equipment is wider

than this and may have to be delivered
through the rear exit. Width of approach
through rear alleyway to be measured to
ensure equipment can be installed.

New bakery kitchen equipment. Power,

water and drainage services adjusted to suit

CDM NOTE - Clear opening width is
840mm.

New high level wall fixed shelves over
washup and worktop

Specification of extract to be confirmed by
HVAC supplier

Fire call point relocated
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Existing wall retained with existing doorset —

door blank with paint finish
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Wall Finish Type 01 - New timber beading to —
wall to create 4 equal panels behind
banquette. Timber beading and wall to be
painted butter yellow

New record player on —
freestanding table

New banquette seating —

Existing ceramic tile floor and entrance matt —
retained throughout

UPRIGHT
FREEZER

BABYCHANGE

Wall Finish Type 03 - New painted wall
finish. New sanitaryware fittings

Proposed GA
Scale: 1:50

Proposed RCP
Scale: 1:50

New full height timber framed glass partition
to pastry kitchen with sliding timber and

Transfer grill to be installed at high level —
above sliding door to allow air flow into

Specification of extract to be confirmed by
HVAC supplier

EXIT |1

New wall mounted AC unit. Specification to
be confirmed by HVAC supplier

UPRIGHT
FREEZER

7 N N ’

/ \ - ’

~
\ R /
\ N /
\ \ !
| 1
|
| \
| ! \ \
! ) o
\ \
\ 7 \ |
N a \
N _ / . /
77777777 e = D /
% T I \
7777777777777 I 7/
-— DG.05 i \/ 5230 N P \/
. -
i, /‘ < /[
i , ~-_
N
e ¥ N
i~ ,
1|1 N .
o N _ Y
~ g S~ (=]
~ ]l 'COFFEE LIDS ESPRESSO MACHINE FOCACCIA PUFF PUFF (CROISSANTS. (CROISSANTS.
N WORKTOP H 0 +SUGAR oK oTHER
N 1500 x 600 il [ce] CHOTE
\ 0|1 —_— |
PTCH GRINDER = _— \

\ 1D RINSE .' \

\ _N \
777777 PASTRY n N UNDERCOUNTER T BN \
=z KTCHEN M [ s sriocHe \

~ | \
N i \
N ilffr ! / - _
\ ilip 8 | // = - - == - - \
\ dnosacounren rreezen = 8 o Lo ! y N [ [ moae | |
' i - ! N he / i .7 | | \
\ —— = | / (NN v / | / (K |
TN \ | | | \
I — i) | / noN [ | UNDERCOUNTER || */ i | \
~ an N an {TORAGE CUPEOAS
~. I N L icevacing FrDGE 2 sriocHe
i\ A~ ]
N |STRY SHEETE (PR
\ 1 L SNk — )
\ i i~ | g

\ il S5 o ©

\ LU L ; M~ J3E | I
,,,,,, =l / < U U BREAD SHELVES BREAD SHELVES

L ~oamm» a=m - o o -

2700

New front counter. Services adjusted to suit
equipment. —

glass door —

Existing brick slip wall finish retained. To be
patched up where required and 2 rows of new
tiles added behind the rear counter wall
(Claybrook Bungalow 22 Wine Time Long Brick) —

pastry kitchen

wall above. Services adjusted

Open door policy assumed for fresh air —
supply to space. HVAC supplier to confirm
system balance requirement

Contractor to ensure that existing fire
protection to ceiling is maintained

New rear counter with shelves fixed to the

equipment

to suit

New display counter —

To be centred over communal table.
Assumed that the table to be bought is 2000
x 800mm and located as shown. Allow for
some adjustment once installed. —

To be centred over pastry display - allow for
some adjustment once installed —

New exterior furniture (subject to Pavement
License)

Existing shopfront repainted. New painted

signage to fascia panel. Subject to

Advertising Consent and Listed Building

Consent.

Unless otherwise noted this drawing is not for construction purposes.

Do not scale from this drawing unless instructed to do so, work to
figured dimensions only.

Allillustrated material is subject to copyright and may only be used
for the purpose and project for which it has been created and
delivered, as notified in writing by Reassemble Ltd.

Rev | Comment By | Date

D Exterior seating amended.
Transfer grill added to pastry kitchen.
Kitchen equipment layout amended.
Pastry kitchen layout amended.
Wall finishes added.

DC 16/04/2026

Electrical
CCTV

CCTV (external)
Wifi beacon

Ceiling mounted speaker

Wall mounted record player
speaker

Single switched socket

Double switched socket

Double switched socket above
counter

Double switched socket with
USB ports

32 Amp three phase supply
32 Amp single phase supply
20 Amp three phase supply

20 Amp single phase supply

o® ¢

= D= D | &

c
@
@©

& © © © D

Fire Safety

SD/HD
Smoke / heat
detector
Sounder / Beacon @
Fire alarm call point ®
llluminated emergency exit signage [EXT ]+
El - Cavalier mini spot Elo
recessed emergency
downlight
E2 - Emergency Bulkhead ey
light fitting
. E3
E3 - Cavalier EM track —
i - [ ]
ire extinguisher, red (CO2) c02
Fire extinguisher, red (Foam) »
Fire extinguisher, chrome (CO2) 092
Fire extinguisher, chrome (Foam) EGAM
Fire blanket -
Fire alarm panel
FAP

10 Amp three phase supply &

Data socket A

Fused spur @

Fused spur for flykiller &
Lighting

LO1-BOH surfacemounted (C___<c
ceiling light

LO2 - Recessed LED downlight “0

LO3 - LED Track mounted
spotlight

L04 - Ceiling pendant (large)

LO5 - Ceiling pendant (small)

LO6 - Wall light

LO7 - Shopfront sign light
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Notes

New automatic fire alarm / detection system
to comply with CAT LI BS 5839-1

Emergency escape lighting to comply with Part
B and the guidance in BS: 5266-1

Fire escape signage to comply with Part B and
BS:5499

Occupancy

Customers Staff
Interior = 16 Up to 4
Exterior = 14

Total = 34

Key - Fire Alarm Zones

|:| Zone | - Ground floor

Surface spread of flame

All wall and ceiling linings to achieve Euro Class

PIR
PIR - Motion-based PIR Sensor (o] B s3 d2 when tested under BS EN 13501.
. To be read in conjunction with
Plumbing
371.201 Ground Floor GA & RCP
Hot water connection required ® HVAC Design Kefo Construction
Electrical Design Kefo Construction
Cold water connection required {
Drainage connection required [

E Pastry kitchen walls adjusted DC 08/05/2026
WC layout chanﬁed to existing
Banquette length reduced
F Door Dg.05 moved. DC 18/05/2026
Water tank updated.
G Updated to As Built DC 29/06/2026
H Shopfront lighting removed DC 01/07/2026
Notes
General

The building is Grade Il Listed.

Services

Power - Incoming 125Amp 3 Phase
supply identified on RHS of
shopfront entrance.

Drainage - Existing drainage serving
WG, rear kitchen and counter run
along LHS. Manhole cover located
in rear kitchen.

Gas - There is no gas in the
property.

Heating and cooling - External
plant on rear flat roof above

kitchen.

Fire suppression - None

Fire alarm - Fire alarm panel
located on RHS of shopfront
entrance.

Ventilation & Extract - The WC,
kitchen and pastry kitchen have
extraction.

Bins & Waste - Tenant's has
allocated bins in the rear alleyway.

Fire Strategy

This is not an HRB.

It is assumed that the existing
ceiling and party walls achieve 60
minute fire compartmentation.
Contractor to confirm
consturction type on site and
report back to Reassemble.

This unit comes under the Small
Premises designation.

The unit has a two means of escape
from ground level.

Travel distance A-B = 16.8m
Travel distance A-C = 9.8m
Travel distance B-C = 19.9m

Asbestos
There is encapsulated asbestos in
the shopfront bulkhead.

Equality Act
There is an existing ambulant WC.

There is level access into the
premises.

There is one 75mm step down into
the kitchen.
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