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KEY TO MATERIALS

Roof: flat modular roof construction finished with a
factory-applied membrane or coated system in a colour to
match BS 00 E 55 (white).

The external walls: to comprise of prefabricated insulated
modular wall panels with a factory-applied coated metal
finish in a colour to match BS 10 C 31
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Fascias and Trims: All fascias, soffits, vertical trims,
columns and skirt panels shall be factory-finished in a
colour to match BS 10 C 31 “Honesty”
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Windows: white UPVC double-glazed units, approximately
2250 mm x 1250 mm, incorporating opening lights,
restrictors and locking mechanism
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External doors: shall comprise insulated steel double doors
with a factory-applied finish to match the external wall
colour, incorporating vision panels, finger guards and
secure locking systems.
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The external colour scheme shall comprise walls, trims and
columns finished in BS 10 C 31 “Honesty”, with roof and
selected fascia elements finished in BS 00 E 55 (white)
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External lighting shall comprise wall-mounted bulkhead
fittings with PIR controls located adjacent to entrance
doors
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Access to the building shall be provided via level or ramped
access designed in accordance with Approved Document
Part M, with gradients not exceeding 1:15

8

1

8

2

5

4

5

1

1

7

8

4

3 3

Internal flooring: 2mm polyfloor vinyl with polyurethane
coating on moisture-resistant chipboard deck, forming part
of a factory-manufactured insulated floor unit supported
by a steel frame
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