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Material schedule

1. White K-rend silicone render with
colour to match the existing

2. Brushed bronze metal cladding

3. White double glazed windows and
doors

4. Anthracite grey steel baluster (RAL
7016)

5. Light grey louver plant screen

6. Terracotta fixed grille for kitchen
ventilation
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PROPOSED
FRONT ELEVATION
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PROPOSED
REAR ELEVATION
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Flat roof, maintenance
access only

12.1 m²
Plant Space

Roof Access

Louver Plant Screen

Existing soil vent pipe
extended through the new floor

Existing soil vent pipe
extended through the new floor

Existing soil vent pipe
extended through the new floor

[m]510 42 3

PROPOSED
ROOF ELEVATION

SCALE 1:100

33

4

5

1 1

6 62

3 3 3 3

4

1

5

22

11
00

55
0

55
0

Balcony floor level

Parapet with white render finish to match the
existing wall

Metal balustrade complete with all posts, brackets,
fixings and components to specialist subcontractor

design and manufacturer’s recommendations.
Vertical railings to be spaced so that they don't
allow a sphere with 100mm diameter to pass

through.

BALUSTRADE DETAIL
SCALE 1:10
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300 mm ROCKSILK FLAT ROOF SLAB INSULATION 
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USE WITHIN Broof(T4) CLASSIFIED SYSTEM,
U-VALUE TO BE  0.12W/m2K
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1:60 MAX FALL ON FIRRINGS
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TO ACHIEVE Broof(T4) CLASSIFICATION
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FINISH TO MATCH THE EXISTING 

CLADDING AND 3o SLOPE 
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Notes

- All dimensions to be checked on site prior to 
consturction.
- Drawings for planning purposes only. Not to 
be used for construction.
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Details
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