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NEW STAIR NOTE:

2600MM FFL - FFL

13 RISERS @ 200MM

TREADS @ 250MM

New deck beyond

New concrete

stairs & walls

New pile footings

New beam to

structural eng.

details

New door

New slot drain

to Structural

Eng. details
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Fixed pane

to stairs

New rooflight

New glazing to kitchen

New Reveal

150
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NEW COURTYARD
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New Opening & structure

to engineers details
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garden wall with timber fencing

pavement light to basement

raised

niche

DEMOLITION GENERAL NOTES :

Carefully remove existing door, frame &

partition to Utility room & make good.

Carefully remove existing door, frame &

partition to Basement Bedroom & make good.

All existing Floor finishes to be striped &

floors to be made good to receive new

finishes.

Existing Timber Stairs to be made good &

refurbished to receive new finishes.

All existing wall finishes  to be striped &

made good to receive new finishes.

All existing Joinery incl. Wardrobes, Kitchen

Units, planted wall mouldings & skirtings to

be carefully removed & wall made good.

Existing pavement light & niche to be

demolished & new opening for stairs

formed in existing retaining wall, all to be

in accordance with Str. Engineers details

Carefully remove existing partitions, door,

frame & fittings & services to guest WC &

make good.

Carefully remove existing double door incl.

frame to Lounge & make good.

Carefully remove existing Fireplace to

Lounge incl. surround & Hearth & make good.

Carefully remove existing Glazed sliding

doors Incl. Frame & make good.

New Glazed doors to Garden, with fixed

Glazed panel to Stairs

New Glass balustrade to top of stair wall.

New Deck to garden, with flush slot drain to

door threshold.

Garden level to be reduced & landscaped

by specialist.

New Drylining partitions, with new door to

Bedroom & pocket door to Ensuite

Refurbish Ensuite, all new services to run

within new wall linings to existing riser.

New internal Glazing to drylining partition

above counters & Glazed door to Kitchen

New Kitchen & fitted Joinery incl. overhead

cupboards All services incl. extract over

cooker to run to existing riser.

Full Details TBA.

New Drylining partitions, with new door to

Bedroom & pocket door to New Ensuite.

New Ensuite, all services to run within new

wall linings to existing riser.

New Drylining partitions, with new door to

Bedroom, pocket door & new door to Ensuite.

Refurbish Bathroom, all services to existing

riser.

New Rooflight over stairs. All works to be in

accordance with structural engineer &

specialists details.

NEW WORK GENERAL NOTES :

New Drylining partitions, with new door to

Bedroom & pocket door + new door to Ensuite

New Ensuite, all new services to run within

new wall linings to existing riser.

New Drylining to Bedroom, to conceal 100Ø

RWP from flush slot drain to base of new

stairs.

New Stairs to Garden level, To be formed

from mass concrete, with pile foundations &

New concrete beam over doorway, all to be

in accordance with Structural Engineers

details.

Portion of existing Garden wall to be rebuilt

following construction of new Garden stairs

all in accordance with Structural Engineers

details

New Closets & fitted Joinery incl. shelving

Shown indicatively scope to be agreed

New Mega flow boiler to be installed in raised

level to Bed 03. All services to be run within

existing riser.

New Glazed Double doors to Lounge, with

concealed hold back to walls

New Floor finishes throughout TBA. Tiles to

all Ensuite Areas, hardwood floors to Living

& Bedroom Areas.

New Floor Finishes to be applied to existing

Timber Stairs.

New Wall finishes throughout TBA. Tiles to

all Ensuite Areas, Paint to Living & Bedroom

Areas.

Carefully remove existing Partitions incl. Nib

wall,  door & frame to Kitchen/Stairs & make

good. All to be in accordance with Structural

Engineers details.

Carefully remove existing Partitions incl.

doors & frames to Bed 01 & make good.

Carefully remove existing Partitions incl.

doors & frames to Bed 02 & make good.

Carefully remove existing Partitions incl.

door & frame to Bathroom & make good.

Carefully remove existing Partitions incl.

door & frame to Bed 03 & make good.

Carefully remove portion of roofing & trim roof

structure to facilitate installation of new

rooflight. All structural support ties into existing

ceiling construction incl. new upstands to roof

to structural engineer & specialists details.

Existing Entrance door, nib + Store walls to be

carefully removed and walls made good

New opening in existing slab to be formed and

new steel trimming supports for lightwell &

glazed floor bridge to be installed all works to

be in accordance with structural engineers

details.

Obsolete SVP from existing guest WC

(Removed) to be carefully removed and

existing connection to run along party wall

capped.

specialists details.

New Opaque Glazed Entrance door & Fixed

Glazed Window to Entrance

New Lightwell with Glazed foot bridge to

entrance & glass balustrade. All in accordance

with structural engineers details.

New Full height Glazing to Lightwell with door

All details to specialist.

Top of existing Basment wall made good @

step level with New Glass balustrade to

opening & return, timber cladding to front

reveal walls as for existing. All in accordance

with structural engineers details.

New utility cupboard. & store to existing

reveal

New Flush glazed pavement light to existing

conc. upstand walls below decking.

New cantilevered fixed Glazed canopy over

patio on steel sections to str. eng details

New Kitchenette. All services incl. extract

over cooker to run to existing riser.

Full Details TBA.

New boiler/tank etc housed in raised section

above Bathroom. Access from Bedroom 03
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