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New Climate 
Line 5000i

Enjoy the right temperature 
in your home easily

2021/2022

Indoor CLL5000i W 26 CLL5000i W 35 CLL5000i W 53 CLL5000i W 65

Outdoor CLL5000i  26 CLL5000i  35 CLL5000i  53 CLL5000i  65

Power supply V-Ph-Hz 220-240V,1Ph,50Hz 220V,1Ph,50Hz 220V,1Ph,50Hz 220V,1Ph,50Hz

Cooling

Capacity                    

Btu/h 9000 12000 18000 22000

W 2.64 3.52 5.28 6.45 

Input          W 822(100~1100) 1030(120~1650) 1547(420~2050) 2010(510~3100)

Rated current  A 3.74 4.57 6.73 8.7

EER W/W 3.21 3.41 3.41 3.21

Heating

Capacity                    

Btu/h 9000 12000 18000 22000

W 2.64 3.52 5.28 6.45 

Input          W 730(90~990) 1030(110~1480) 1547(300~2000) 1890(730~3050)

Rated current  A 3.32 4.57 6.73 8.2

COP      W/W 3.61 3.41 3.41 3.41

Max. input consumption       W 2200 2000 3059 3800

Max. current              A 10.5 9 14.5 18

Compressor

Type Rotary Rotary Rotary Rotary

Rated 
current(RLA) A 2.4/5.65 5.05 7.50 9,30 

Indoor fan motor Speed(Hi/Mi/Lo) r/min 1150/890/760 1100/600 1200/980/870 1200/650

Indoor air flow (Hi/Mi/Lo) m3/h 515/371/304 555/420/360 798/611/524 1150/820/670

Indoor noise level (Hi/Mi/Lo) dB(A) 39.9/33.5/30.5 39.5/33/26.5 43.5/36.5/29.5 48.5/41/34

Indoor unit

Dimension(W*D*H) mm 729x200x292 835x208x295 969x241x320 1082x234x337

Packing   (W*D*H) mm 790x270x375 905x355x290 1045x315x405 1155x415x315

Net/Gross weight Kg 8.2/10.5 8.9/11.5 11.5/14.8 14.2/18.6

Outdoor fan motor Speed       r/min 870 900/600 810/550 830/700/550

Outdoor air flow           m3/h 1800 2100 2500 3500 

Outdoor noise level       dB(A) 54.2 55 56.5 60 

Outdoor unit

Dimension(W*D*H) mm 720x270x495 776x300x555 805x330x554 890x342x673

Packing  (W*D*H) mm 835x300x540 885x335x610 915x370x615 995x398x740

Net/Gross weight Kg 23.0/25.0 25.2/27.8 31.8/34.6 41.6/44.7

Refrigerant type Kg R410A/0.67 R410A/0.75 R410A/1.40 R410A/1.48

Refrigerant piping

Liquid side/ Gas 
side mm(inch) 6.35mm(1/4in)/

9.53mm(3/8in)
6.35mm(1/4in)/
12.7mm(1/2in)

6.35mm(1/4in)/
12.7mm(1/2in)

9.52mm(3/8in)/
15.9mm(5/8in)

Max. refrigerant 
pipe length  m 25 25 30 30

Max. difference 
in level      m 10 10 20 20

Connection wiring   mm2 1.5x4 1.5x4 2.5x4 1.5x4

Plug type 1.5x3/IRAM plug 1.5x3/BS 2.5x3/no-plug //no-plug

Thermostat type Remote Control Remote Control Remote Control Remote Control

Room  
temperature

Indoor(cooling/ 
heating) ºC 16~32/0~30 16~32/0~30 16~32/0~30 16~32/0~30

Outdoor(cooling/
heating) ºC 0~50/-15~24 -15~50/-15~24 -15~50/-15~24 0~50/-15~24

Application area   (Cooling Standard) m2 12~18 16~23 24~35 29~43
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Choose the air conditioner which 
better suits your needs
The new Climate Line range wall-mounted split unit from Bosch is silent, with a compact and 
modern design. It offers high quality air conditioning by purifying the air we breathe.

u �Optimal performance: the commissioning carried out by our technical teams ensures you a verification of the 
correct installation of your outdoor and indoor units and your control systems, according to your needs. Your 
installation thus works at its best performance, from the first day. In addition, our technicians can train your 
maintenance personnel on site.

u An extended service life: our teams check that all of the operating conditions are fully respected.

u �Bosch brand: entrust your project to an internationally renowned brand that puts at your service all his 
experience acquired over more than 130 years.

Three good reasons to choose Bosch as your air conditioner provider 

Single Split System

Single split systems are made up of two pieces of equipment, an outdoor unit and an indoor unit, which allow to 
control the air in your space. 

To find out about more about the remaining Bosch AC range, please contact your Bosch partner.

1 Outdoor Unit

1 Indoor Unit

Air Conditioning MonoSplit 
Climate Line 5000i

u �This high-quality air conditioner 
not only offers numerous 
comfort functions, but also 
looks good thanks to the 
fascinating Bosch design

u �Various comfort features make 
cooling and heating easy

u �Enjoy clean and fresh air with 
the high density and cold 
catalyst filter that ensures 
healthy air in your home

At a glance

-15°C +50°C

-15°C +24°C

1. On/Off

2. Temperature setting

3. Set

4. Fan Speed

5. Swing

6. Turbo

7. Operation Mode

8. Eco/Gear

9. Timer

10. Fresh (Ionizer)

11. Clean

12. LED

Eco Mode
In Eco mode, the unit works with a lower level 
of power consumption than usual and reduces 
your energy consumption.

Gear Mode
The gear changes between three different 
power operating options to save energy and 
reduce your costs.

Wind avoid me
Avoid air blowing directly on you by using the 
remote control to adjust the wind direction.

i-Clean funtion
The i-Clean function eliminates up to 99% of 
bacteria in the indoor coil by heating up the 
evaporator to 56°C. 

Ionizer technology
The ionizer technology neutralizes harmful 
elements in the environment such as dust, 
bacteria, mold and viruses.

Follow me
The unit will regulate the room temperature 
by following the infrared remote control that 
measures the temperature in the area where it 
is placed in the room.

Inverter
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