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GENERAL NOTES

1. Drawings to be read in conjunction with all other Architect's information, specifications and information 
from Structural Engineer and other Consultants.

2. All operatives onsite to be aware of house Listing status and all original features throughout entire 
house to be protected/untouched throughout building works. Contractor responsible for care and 
protection of all listed elements throughout building works.

3. All work to comply with current Building Regulations.

4. Contractor to check all site dimensions prior to commencement to installation onsite and not to scale 
from this drawing unless scale bar provided.  

5.Contractor to refer all discrepencies to Architect.

6. Copyright: All rights reserved. This drawing must not be reproduced without permission.
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Rev:  First Issue

Brick replacement methodology

Where there are damaged or missing bricks these will be repaired using the following 
methodogy
- Works to follow best practice guidance from:  A Guide to the Repair of Old Brick Walls by 
SPAB & Repointing Brick and Stone Walls - Guidelines for Best Practice by Historic England
- Only bricks that are severely damaged (e.g. cracked, spalled, or severely chipped) will be cut 
out and replaced. Bricks to be cut out using a plugging chisel to remove surrounding mortar or 
stitch drilling where required.
- Replacement bricks to be reclaimed handmade bricks as per below specifications
- Bricks to be laid in lime NHL2 Natural Hydraulic Lime mortar

Proposed reclaimed 2 1/2 inch handmade bricks Existing Ground to 2nd Floor Bricks

Brick Repair Bricks

Any replacement bricks required to be reclaimed 2 1/2 inch handmade bricks as 
above
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