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ENERGY STATEMENT

Proposed development at:

Land to the Rear of 1 Woodside Gardens Tottenham
London N17 6UY

This document has been prepared by Achieve Green? for the sole use of our client. Achieve Green owe no duty of care to
any third parties in respect of its content. No third party may rely upon this document without the prior and express
written agreement of Achieve Green. The consequences of climate change and the effects of future changes in climatic
conditions cannot be accurately predicted. This report has been based solely on the specific design assumptions and
criteria stated herein.

1 Achieve Green and Energytest are trading names of Achieve Green Ltd, Company Registration No. 7013944
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1. Executive Summary

This Energy Statement has been prepared by Achieve Green in support of a full planning
application for new-build development of one dwelling at Land to the Rear of 1 Woodside
Gardens Tottenham London N17 6UY.

The design has been developed to address the energy performance policy requirements of The
London Plan 2021. A target CO; reduction has therefore been set at 35% relative to the
Building Regulations 2021, through the application of the energy hierarchy. Results have been
calculated using Government approved SAP 10 software.

A base case has been developed, against which potential savings can be assessed. For this
development the base case is the notional building developed for the Building Regulations
(2021) assessment and is quantified in terms of CO. emissions as the Target Emission Rate
(TER) for the dwelling.

This proposed development features improved insulation standards when compared against
the compliance requirements of Approved Document L1 2021 of the Building Regulations. In
addition, this proposed development will incorporate a mechanical and electrical specification
that surpasses the requirements of Approved Document L1 2021. These combined energy
efficiency measures lead to a reduction in CO, emissions equivalent to 13% of the baseline.
This surpasses the target reduction of 10%, as required by the London Plan.

Having minimised energy consumption in the first instance, the efficient delivery of the
remaining energy demands has been considered with reference to the heating and cooling
hierarchy in the London Plan. Using the London Heat Map as reference it is evident this
proposed development is neither within the coverage of an existing district heating network,
nor is there an expectation that a district heating network will be developed at this site in the
near future.

Due to its size, this development is not suitable for combined heat and power.

An assessment has been carried out to determine the potential for renewable energy systems
to reduce CO, emissions further. In order to meet the expectations of the planning policy,

Page | 3

Author: H Davey

Checked: J Southworth

Version: 1 4 August 2026




4StJohn'sRoad  Tel: 01892 577 572 @Pointplan3D 25

Tunbridge Wells sales@achievegreen.co.uk SNEIRYING p HR
Kent TN4 9NP www.achievegreen.co.uk EPC' ﬁ‘ Hch|eue
ASSURE 81 ¥ £ areen
9

there is potential for an air source heat pump to be installed to serve all of the heating and
Domestic Hot Water demand within the dwelling, together with the installation of a 4kWp
photovoltaic array at roof level. This development will seek to achieve a reduction in CO;
emissions equivalent to 87% of the baseline through the installation of an air source heat
pump and a 4 kWp PV system.

The total reduction in carbon emissions resulting from energy efficiency measures and the
installation of renewable technology is 100% compared to the baseline. This surpasses the
target reduction of 35%, as required by the London Plan.

Domestic Part L 2021 Carbon Emissions
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2. Introduction

Energy use in buildings is a significant contributor to global CO, emissions and global warming.
Designing energy efficient buildings and incorporating low and zero carbon energy generation
is a vital part of ensuring this development incorporates sustainability as a core part of its
design.
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This report is produced in line with the requirements of the document “Energy Assessment
Guidance - Greater London Authority guidance on preparing energy assessments as part of
planning applications (June 2022)".

The purpose of the report is to assist evaluating parties to understand the energy consumption
and performance of the proposed development and consider its performance against the
“lean, clean, green” performance standard.

This application seeks by its design to surpass the CO. emission target of the baseline by 35%
of the regulated energy consumption.

2.1. Overview of the proposed development

The proposed development consists of one dwelling, replacing an existing single-storey
structure on the site. By virtue of its size, the proposed development is not deemed to be a
major development.

The proposed development is located in Tottenham within the London borough of Haringey
and within the Greater London area.

Proposed ground floor plan:
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Proposed first floor plan:
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3. Policies and Drivers
3.1. National and International Policy

The Climate Change Act (2008) (as amended in 2019) sets a legally binding target for
reducing UK carbon dioxide emissions to net zero by 2050. It also provides for a Committee
on Climate Change, which sets out carbon budgets binding on the Government for 5-year
periods.

The National Planning Policy Framework (NPPF) (December 2023) reflects the requirements
of the Climate Change Act 2008. Paragraphs 158, 159, and 160 set out the Government’s
requirements for the planning system regarding climate change:

Paragraph 158 states:

“Plans should take a proactive approach to mitigating and adapting to climate change, taking
into account the long-term implications for flood risk, coastal change, water supply, biodiversity
and landscapes, and the risk of overheating from rising temperatures. Policies should support
appropriate measures to ensure the future resilience of communities and infrastructure to
climate change impacts, such as providing space for physical protection measures, or making
provision for the possible future relocation of vulnerable development and infrastructure.”

Paragraph 159 states:
“New development should be planned for in ways that:

a) avoid increased vulnerability to the range of impacts arising from climate change. When
new development is brought forward in areas which are vulnerable, care should be taken
to ensure that risks can be managed through suitable adaptation measures, including
through the planning of green infrastructure; and

b) can help to reduce greenhouse gas emissions, such as through its location, orientation and
design. Any local requirements for the sustainability of buildings should reflect the
Government's policy for national technical standards.”

Paragraph 160 states:

“To help increase the use and supply of renewable and low carbon energy and heat, plans
should:

a) provide a positive strategy for energy from these sources, that maximises the potential for
suitable development, while ensuring that adverse impacts are addressed satisfactorily
(including cumulative landscape and visual impacts);

b) consider identifying suitable areas for renewable and low carbon energy sources, and
supporting infrastructure, where this would help secure their development; and
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c) identify opportunities for development to draw its energy supply from decentralised,
renewable or low carbon energy supply systems and for co-locating potential heat
customers and suppliers.”

3.2. Regional Policy: London Plan

The GLA London Plan requires new major developments to reduce their carbon emissions by
100% compared to Part L 2021 Building Regulations standard, with a minimum on-site target
reduction of 35%, and an option for any shortfall to net-zero carbon to be offset through a
carbon offset payment.

The London Plan is the overall strategic plan for London. It sets out a fully integrated
economic, environmental, transport and social framework for the development of the capital
to 2041. 1t forms part of the development plan for Greater London. London boroughs’ local
plans need to be in general conformity with the London Plan, and its policies guide decisions
on planning applications by councils and the Mayor.

The key London Plan policies which are relevant to this energy strategy are summarised
below:

e Policy SI 2 Minimising greenhouse gas emissions
e Policy SI 3 Energy infrastructure

e Policy SI 4 Managing heat risk

3.2.1. Policy Sl 2 Minimising greenhouse gas emissions

Development proposals should make the fullest contribution to minimising carbon dioxide
emissions in accordance with the following energy hierarchy:

i.  Belean: use less energy and manage demand during operation.

ii.  Be clean: exploit local energy resources (such as secondary heat) and supply energy
efficiently and cleanly.

i Be green: maximise opportunities for renewable energy by producing, storing and using
renewable energy on-site.

iv.  Be seen: monitor, verify and report on energy performance.

Major development proposals should include a detailed energy strategy to demonstrate how
the zero-carbon target will be met within the framework of the energy hierarchy.

A minimum on-site reduction of at least 35% beyond Building Regulations is required for major
development. Residential development should achieve 10%, and non-residential development
should achieve 15% through energy efficiency measures. Where it is clearly demonstrated that
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the zero-carbon target cannot be fully achieved on-site, any shortfall should be provided, in
agreement with the borough, either:

1) through a cash in lieu contribution to the borough’s carbon offset fund, or

2) off-site provided that an alternative proposal is identified and delivery is certain.

3.2.2. Policy Sl 3 Energy infrastructure

Major development proposals within Heat Network Priority Areas should have a communal
low-temperature heating system:

1) the heat source for the communal heating system should be selected in accordance
with the following heating hierarchy:

a) connect to local existing or planned heat networks

b) use zero-emission or local secondary heat sources (in conjunction with heat pump,
if required)

c) use low-emission combined heat and power (CHP) (only where there is a case for
CHP to enable the delivery of an area-wide heat network, meet the development’s
electricity demand and provide demand response to the local electricity network)

d) use ultra-low NOx gas boilers

2) CHP and ultra-low NOx gas boiler communal or district heating systems should be
designed to ensure that they meet the requirements in Part B of Policy SI T Improving
air quality

3) where a heat network is planned but not yet in existence the development should be
designed to allow for the cost-effective connection at a later date.

3.2.3. Policy Sl 4 Managing heat risk

This policy states that major development proposals should demonstrate through an energy
strategy how they will reduce the potential for internal overheating and reliance on air
conditioning systems in accordance with the following cooling hierarchy:

1. reduce the amount of heat entering a building through orientation, shading, high
albedo materials, fenestration, insulation and the provision of green infrastructure

2. minimise internal heat generation through energy efficient design

3. manage the heat within the building through exposed internal thermal mass and high
ceilings

4. provide passive ventilation

Page | 10

Author: H Davey

Checked: J Southworth

Version: 1 4 August 2026




SURVEYING

Tunbridge Wells sales@achievegreen.co.uk
Kent TN4 9NP www.achievegreen.co.uk EPC ' '
ASSURE B 8

4 St John's Road Tel: 01892 577 572 @PointPlan3D

5. provide mechanical ventilation

6. provide active cooling systems.

3.2.4. Local Policy: Haringey Council

The London Plan is key to Haringey Council planning policy and should be considered with
every planning application.

3.2.5. Project policy
Planning policy leads to an on-site target reduction equal to:

e 10% below those of a development compliant with Part L 2021 of the Building
Regulations through energy efficiency measures alone (“Be Lean” stage); and

e 35% of the Regulated CO- emissions compared to the baseline through the
application of the Energy Hierarchy.

Where it is clearly demonstrated that the specific targets cannot be fully achieved on-site, any
shortfall (including to net-zero carbon, where applicable) will be provided off-site or through a
cash in lieu contribution to the relevant borough.

4. Energy hierarchy

In line with best practice the proposed energy strategy for this development will follow the
principals of the energy hierarchy.

The energy hierarchy has three priorities, seeking to reduce energy use before meeting
remaining demand by the cleanest means possible:

Building Regulations baseline

Energy

Be lean: use less ener: .
L efficiency

Be clean: supply
energy efficiently

Be Seen

Be green: use

renewable
35% on site
Y cabonreducion_ ¥
Zero carbon
target v
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1) Be lean - use less energy: Optimise the building fabric, glazing, and structure to
minimise energy consumption in the first instance by using low U-values and good air
tightness, and ensure that active systems run as energy efficiently as possible.

2) Be clean - supply energy efficiently: Further reduce carbon emissions through the
use of decentralised energy where feasible, such as combined heat and power (CHP).

3) Be green - use renewable energy: When the above design elements have been
reasonably exhausted, supply energy through renewable sources where practical.

5. Establishing the baseline

For dwellings that are wholly new in construction, the baseline is the Target CO. Emission Rate
(TER) from Approved Document L1.

The baseline calculations are based on buildings that are the same size and shape as the
proposed buildings and have the same exposed facades.

6. Energy efficient design measures (“be lean”)

Enhancing the thermal performance of the building envelope helps to future-proof the
structure and also yields the greatest CO, savings. Adding renewable technology will then yield
maximum carbon reductions with lower long-term costs for the developer.

The proposed development will achieve compliance with Approved Document L1 of the
Building Regulations (2021) without reliance on the contribution of renewable technology?.

The following energy-efficient design measures are proposed:

Proposed L12021
development requirements
External wall U-value (W/m?K) 0.18 0.26
Roof U—value (W/m?K) 0.11/0.13 0.16
Ground floor U-value (W/m?K) 0.10 0.18
Window U—value (W/m?K) 1.20 1.60
Air permeability 35 m*/hm? 8 m*/h.m?
Thermal bridging Y=0.07 Y=0.20

Having reduced energy demand through improvements to the fabric, this development shall
seek to reduce energy consumption further through the specification of mechanical and
electrical systems with efficiencies that surpass the requirements of Approved Document L1
2021

2 Under Approved Document L1 2021, the notional dwelling specification that is used to calculate the TER includes on-site renewable
generation from PV. For the purpose of estimating savings from “Be Lean” measures only, the DER calculation for this stage of the energy
hierarchy includes PV savings matched to the notional dwelling.
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bt
Proposed 12021
development requirements
Lighting efficacy 80 Im/W 75 Im/W
Mechanical Ventilation with Heat Recovery SFP = 0.56W/Ls SFP = 15W/Ls’
Efficiency = 90% Efficiency = 80%

6.1. Selection of low-carbon and sustainable materials

The sustainability strategy for the proposed development will extend beyond operational
energy efficiency to encompass the embodied carbon of the construction materials
themselves. The design team shall prioritise the specification of materials with inherently lower
environmental impacts, ensuring that the development contributes to carbon reduction targets
from the outset. A key component of this approach will be the use of recycled and reclaimed
materials. By selecting elements that have already undergone initial manufacturing—such as
recycled steel reinforcement and secondary aggregates for concrete—the project will
significantly lower the embodied carbon footprint compared to standard virgin alternatives.
Furthermore, the procurement strategy shall favour locally sourced materials where feasible,
thereby reducing transportation emissions and supporting the regional supply chain.

Timber will be utilised as a primary structural and finishing element where appropriate,
capitalising on its natural capacity for carbon sequestration. To align with the project’s
sustainability ethos, all timber products specified for the development shall be sourced from
sustainably managed forests, certified by the Forestry Stewardship Council (FSC). This will
ensure that the material choice not only lowers the building's carbon profile but also supports
responsible forestry practices. To validate these selections, the design process will be informed
by a Whole Life Cycle Assessment (LCA) methodology. This shall allow the team to evaluate
the environmental impact of key materials throughout their entire lifespan—from extraction to
disposal—ensuring that decisions are based on comprehensive data rather than isolated
metrics.

To further optimise material efficiency, the architectural design will be developed with waste
reduction in mind. Principles of modularity and prefabrication shall be explored to minimise off-
cuts and on-site errors. Additionally, the concept of 'Design for Deconstruction' will be applied
to key assemblies, facilitating the future recovery and reuse of components at the end of the
building’s life. The selection of products will be supported by Environmental Product
Declarations (EPDs), which will provide transparent, standardised data on embodied carbon.
This evidence-based approach will enable the client to balance environmental performance
with durability, ensuring that the chosen materials not only reduce carbon but also offer
longevity and reduced maintenance requirements for future occupants.

6.2. Managing construction waste

Effective waste management will be a critical operational requirement for the construction
phase. The project shall strictly adhere to the Waste Management Hierarchy, prioritising the
prevention of waste generation over all other options. This "prevention-first" strategy will rely
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on accurate material quantification and "just-in-time" delivery protocols to prevent over-
ordering and material damage during storage. Where waste generation is unavoidable, site
operations will be structured to maximise reuse and recycling, with energy recovery and landfill
disposal treated as measures of last resort.

To formalise this approach, the Principal Contractor shall be required to develop and maintain
a site-specific Site Waste Management Plan (SWMP) prior to the commencement of works.
This plan will forecast waste streams and set tangible targets for diversion from landfill. A
crucial element of the SWMP will be the establishment of dedicated segregation zones within
the site boundary. By separating waste streams such as timber, metal, and packaging plastics
at the source, the project will ensure high-quality recyclate that is suitable for reprocessing.
For example, clean timber waste will be directed towards biomass fuel or chipping, while metal
waste shall be sent for smelting and recycling.

Inert waste materials, particularly concrete and masonry arising from any site preparation
works, shall be crushed and re-used on-site as sub-base or aggregate where the specification
allows. This closed-loop approach will significantly reduce vehicle movements associated with
removing waste and importing new fill. Hazardous materials, should they be encountered, will
be managed in strict accordance with current environmental regulations to ensure safety and
compliance. Through robust tracking and reporting mechanisms detailed in the SWMP, the
project team will monitor waste performance throughout the build, ensuring that the
construction aligns with the wider environmental objectives of the development.

7. Energy efficient systems (“be clean”)

7.1. Combined heat and power

Combined heat and power (CHP) systems use relatively cheap and clean fuels (such as natural
gas) to generate heat and electricity on site. A typical CHP system uses combustion of natural
gas to drive a turbine that produces electricity. The heat generated is captured and used to
produce hot water.

As losses are minimised the carbon footprint of the energy generated is very low. However
this is dependent on there being sufficient year-round local heat demand to fully utilise the
heat generated by the CHP plant. An example would be developments of at least 500
dwellings, universities or hospitals.

Due to its size, this development is not suitable for combined heat and power.

7.2. District heating networks

In a district heating network heat is supplied from one or more central energy centres to
multiple buildings within the network. Supply to multiple buildings guarantees high year-round
local heat demand which in turn allows the use of low carbon technologies within the energy

Page | 14

Author: H Davey

Checked: J Southworth

Version: 1 4 August 2026




4 St John's Road Tel: 01892 577 572 @PointPlan3D ;.

Tunbridge Wells sales@achievegreen.co.uk i i-_g;'{'“;";! .
Kent TN4 9NP www.achievegreen.co.uk EPC' " !} ﬂChleue
ASSURE :1{?} green

centre, such as combined heat and power systems. Large plant and aggregated demand
allows systems within the energy centre to run more efficiently.

Hot water is distributed within the network via highly insulated pipes. To connect to the
network individual boilers are replaced with separately metered heat exchangers.

London Plan Policy 5.6 requires new developments to connect to an existing district heating
network if one is available. Where there is no existing network, but potential for a future
network has been identified, major developments should incorporate the infrastructure
required to connect to the network. This may include installing centralised heating plant
connected to individual heat exchangers within each dwelling.

Having reviewed the London Heat Map it is evident this proposed development is neither
within the coverage of an existing district heating network, nor is it within the coverage of a
proposed future district heating network. Connection to a district heating network in the short
term is therefore not feasible.

This site is however in a Heat Network Priority Area. Heat Network Priority Areas identify
where in London the heat density is sufficient for heat networks to provide a competitive
solution for supplying heat to buildings and consumers. As there is a possibility that a district
heating network will be installed in the vicinity of the site at some point during the lifetime of
the building, the detailed design of the building will seek to incorporate the infrastructure
required to connect to such a network.

London Heat Map showing existing and proposed district heating networks, energy centres,
proposed transmission routes and the Heat Network Priority Area:

London Heat Map @ @ Infrastructure Coordination Service

Existing Energy Centres.

Existing District Heat Networks (Lines)

Existing Heat Networks (Areas)

Due to its size and location, this development is not suitable for district heating.

Page | 15

Author: H Davey

Checked: J Southworth

Version: 1 4 August 2026




4 St John's Road Tel: 01892 577 572 @ PointPlan3D
Tunbridge Wells sales@achievegreen.co.uk IYEY =SS

Kent TN4 9NP www.achievegreen.co.uk EPC l
ASSURE W

8. Low and zero carbon energy sources (“be green”)
8.1. Photovoltaics

Solar photovoltaics (PV) capture the sun's energy using photovoltaic cells. The cells convert
sunlight into electricity, which can be utilised on site or transferred into the National Grid. PV
cells are made from layers of semi-conducting material, usually silicon. When light shines on
the cell it creates an electric field across the layers. The stronger the sunshine, the more
electricity is produced. Groups of cells are mounted together in panels or modules that can be
mounted on a roof.

The power of a PV cell is measured in kilowatts peak (kWp). This is the rate at which the cell
generates energy at peak performance in full direct sunlight.

Photovoltaics offer high CO» savings, are simple to install and suitable for most buildings. The
only limiting factor for PV is the availability of suitable roof space.

8.2. Heat Pumps

Heat pumps collect low temperature heat from renewable sources (such as the air or ground)
and concentrate the heat to a usable temperature via a reverse refrigeration cycle. Useable
heat is transferred to the dwelling via a heat exchanger and can be used for low temperature
central heating and domestic hot water, though an immersion top-up may be required for
DHW.

Heat pumps have some impact on the environment as they generally use grid supplied
electricity to run the pumps. It is common for heat pumps to have a coefficient of performance
of three, meaning that for every 1kWh of electricity used, over 3kWh of heat can be generated.
The renewable component of the output is therefore taken as the difference between the
output energy and the input energy, in this scenario the heat pump will be deemed to have
delivered 2kWh of renewable energy.

Ground source heat pumps require external horizontal ground loops, or as is more likely in
built-up environments, vertical loops fed into bore holes. The application of ground source heat
pumps is therefore constrained by site ground conditions and available space.

Air source heat pumps have a slightly lower seasonal efficiency than ground source heat
pumps, but require less space. Noise and space considerations should be assessed when
determining an appropriate site for external condensing units.

8.3. Solar thermal

Solar thermal systems, use free heat from the sun to warm domestic hot water. A
conventional boiler or immersion heater can be used to make the water hotter, or to provide
hot water when solar energy is unavailable.
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Solar thermal systems are most appropriate for buildings with high year-round domestic hot
water demand.

Although a typical solar thermal system will be able to meet half the annual domestic hot
water demand for a dwelling, many will use electricity to run pumps within the system.

8.4. Wind turbines

Wind turbines use blades to catch the wind. When the wind blows, the blades are forced round,
driving a turbine which generates electricity. The stronger the wind, the more electricity
produced.

There are two types of domestic-sized wind turbine: Pole mounted and building mounted. Pole
mounted turbines are free standing and are erected in a suitably exposed position, and are
often about 5kW to 6kW in size. Building mounted turbines are smaller and can be installed on
the roof of a home where there is a suitable wind resource. Often these are around kW to
2kW in size.

Large scale turbines, in exposed locations offer one of the best financial returns of all
renewable energy systems as the payback of the system increases dramatically with the size
of the turbine. However small-scale systems offer much lower levels of performance and
recent studies have questioned the viability and output from such systems, particularly in
urban environments.

8.5. Biomass

Biomass heating systems, burn wood pellets, chips or logs to provide warmth in a single room
or to power central heating and hot water boilers. The carbon dioxide emitted when wood is
burned is the same amount that was absorbed over the months and years that the plant was
growing. The process is sustainable as long as new plants continue to grow in place of those
used for fuel. There are some carbon emissions caused by the cultivation, manufacture and
transportation of the fuel, but as long as the fuel is sourced locally, these are much lower than
the emissions from fossil fuels.

When specifying biomass heating systems is important to consider the potential technical
issues surrounding delivery and storage of fuel.

Although the CO, savings from biomass are substantial, the high levels of NOx emissions can
make biomass systems unsuitable for urban environments.

8.6. Proposed low and zero carbon energy sources

With carbon emissions within the building already reduced through an enhanced fabric and
energy efficient systems, it is proposed that a further reduction will be achieved through the
installation of an air source heat pump to serve all of the heating and Domestic Hot Water
requirements and the installation of photovoltaic arrays totalling 4kWp.
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9. Results: Calculated CO: savings

9.1. Regulated CO: savings

Table 1: Carbon Dioxide Emissions after each stage of the Energy Hierarchy for domestic
buildings

Baseline: Part L 2021 of the Building 12
Regulations Compliant Development

After energy demand reduction (be lean) 1.0
After heat network connection (be clean) 1.0
After renewable energy (be green) 0.0

Table 2: Regulated carbon dioxide savings from each stage of the Energy Hierarchy for
domestic buildings

Be lean: savings from energy demand 0.2 13

reduction

Be clean: savings from heat network 0.0 0.0

Be green: savings from renewable 1.0 87

energy

Total Cumulative Savings 12 100
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10. Appendix A: Water consumption calculation

Water efficiency has been assessed in accordance with the methodology set out in Approved
Document G (2015 edition, incorporating 2016 and 2024 amendments), Appendix A, which
calculates predicted mains water consumption per person per day from the specification of
individual water fittings, normalised using the fixed factor of 0.91 and a 5 litre/person/day
allowance for external water use.

Building Regulations Part G sets a baseline maximum of 125 litres/person/day (Regulation
36(2)(a)). The London Borough of Haringey's Sustainability SPD (July 2024) requires new
residential development to meet the tighter optional requirement of 110 litres/person/day (105
litres/person/day internal use plus a 5 litres/person/day external allowance), in accordance
with Building Regulations Regulation 36(2)(b) and London Plan Policy SI 5. This development
has therefore been assessed against the 110 litres/person/day target.

The calculation has been carried out for the proposed three-bedroom dwelling, using an
assessment occupancy of 4 persons derived from the number of bedrooms in accordance with
Appendix A, Table 1. The fitting specification assumed for the calculation is summarised below.

Fitting Specification Quantity

WC (dual flush) 6.0 | full flush / 3
3.0 | part flush

Bathroom taps (excl. kitchen) 4.0 1/min flow 3
rate

Kitchen tap 10.0 I/min flow 1
rate

Bath (with shower present) 180 | capacity to 1
overflow

Shower (with bath present) 8.0 I/min flow 2
rate

Washing machine 5.0 I/kg dry load 1

Dishwasher 0.90 I/place 1
setting

Waste disposal unit Not fitted

Water softener Not fitted

Grey/rainwater reuse Not incorporated

Water use assessment Result

Total calculated water use 108.84 I/p/day

Normalisation factor 0.91

Consumption before external allowance 99.04 I/p/day

External water use allowance 5.00 I/p/day

Total Part G consumption 104.04 1/p/day

Target (Haringey optional requirement) 10 I/p/day

Assessment result PASS

The calculated water consumption of 104.04 litres/person/day is below both the national
Building Regulations baseline of 125 litres/person/day and the Council's tighter target of 110
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litres/person/day, and the development is therefore assessed as compliant with the optional
requirement of Building Regulations Regulation 36(2)(b). The completed water efficiency
calculator output is provided overleaf for reference.

Water Efficiency Calculator for New Dwellings (V1f - Aug 2010)

Project Details

Land to the Rear of 1 Woodside Gardens Tottenhal

Appliance/Useage Details
Taps (Excluding Kitchen Ta

WC sink mixer taps

Dishwashers Washing Machines

Washing machine 5.00,

Standard dishwasher
 ——

Kitchen Taps Other Fittings

Use of grey water and harvested rainwater

Water Use Assessment

EEEEE

=
|
t=]

.00
00|

.00
.00
10.00
.00
.90
.00
0.00

AssesmentResut PASS
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11. Appendix B: Early Stage Overheating Assessment

This development is a single dwelling and, in line with GLA guidance, overheating risk has been
assessed at this design stage using the Good Homes Alliance (GHA) Early Stage Overheating
Risk Tool (Version 1.0, July 2019), applying the cooling hierarchy set out in London Plan Policy
SI 4 and National Planning Policy Framework paragraph 158.

11.1. Application of the cooling hierarchy

The proposed design responds to each tier of the cooling hierarchy as follows:

Cooling hierarchy tier

Design response

1. Reduce heat
entering the building

Glazing to solar-exposed elevations has been kept within the >50%
(rather than >65%) glazing ratio band, with high-performance, low-U-
value double glazing limiting solar and conductive heat gain.

2. Minimise internal
heat generation

Energy-efficient M&E specification, including MVHR with an SFP of 0.56
W/I/s and 90% heat recovery efficiency and LED lighting at 80 Im/W,
minimises internal heat gains (see Section 6, “Be lean”).

3. Manage heat within
the building

Floor-to-ceiling heights exceed 2.8 m throughout, supporting improved
air movement and allowing for the future installation of ceiling fans if
required.

4. Provide passive
ventilation

The dwelling is dual-aspect, with no acoustic, security or air quality
constraints identified that would restrict window opening during the
day or at night. Openable window and door areas have been sized to at

least 150% of the Part F minimum purge ventilation rate, supporting
effective cross-ventilation and secure night cooling.

5. Provide mechanical Background and whole-dwelling ventilation is provided by the MVHR

ventilation system referred to above.

6. Provide active Not required. No mechanical air conditioning or other active cooling
cooling system is proposed at this design stage.

11.2. GHA Early Stage Overheating Risk Tool assessment

The scheme has been scored against the 14 factors of the GHA tool, summarised below. A full
score of O has been assumed for factors that do not apply or were not judged to increase risk
for this dwelling.

With a total score of 7, the dwelling falls within the “low risk” band of the GHA tool (below 8).
In accordance with GHA guidance, this indicates that the mitigating measures identified above
should be retained and that the risk factors should not be increased, for example through
subsequent design changes or planning conditions. On this basis, a detailed dynamic thermal
modelling assessment against CIBSE TM59 is not considered necessary at this stage.

This assessment demonstrates that the proposed design satisfies the requirements of London
Plan Policy SI'4 and NPPF paragraph 158 for managing overheating risk. Compliance with Part
O of the Building Regulations will be confirmed at the detailed design/Building Regulations
stage. The completed GHA Early Stage Overheating Risk Tool output is provided overleaf for
reference.
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EARLY STAGE OVERHEATING RISK TOOL versin 1.0, suy 2019

This tool provides guidance on how to assess overheating risk in residential schemes at the early stages of design. It is specifically
a pre-detail design assessment intended to help identify factors that could contribute to or mitigate the likelihood of overheating.
The questions can be answered for an overall scheme or for individual units. Score zero wherever the question does not apply.
Additional information is provided in the accompanying guidance, with examples of scoring and advice on next steps.

Find out more information and download accompanying guidance at goodhomes.org. uk/overheating-in-new-homes.

KEY FACTORS INCREASING THE LIKELIHOOD OF OVERHEATING KEY FACTORS REDUCING THE LIKELIHOOD OF OVERHEATING

Good
Homes
=Alliance

Geographical and local context

#1 Where is the South east 4 #8 Do the site surroundings feature significant
scheme in the UK? Northern England, Scotland & NI | 0 | 4 blue/green infrastructure?
See guidance for map Proximity to green spaces and large water bodies has

Rest of England and Wales 2 beneficial effects on local temperatures; as guidance, this 1|0

z would require at least 50% of surroundings within a 100m
#2 Is the site likely to | Central London (see guidance) | 3 radius to be blue/green, or a rural context
see an Urban Heat Grir London, Manchester, B'ham| 2 0
Island effect? -
Boh Ol idancs for dotails Other cities, towns & dense sub- 1
urban areas
it 1™ 'S icks
#3 Does the site have Day - reasons to keep all #9 Are immediate surrounding surfaces in majority
barriers to wind. windows closed ’ pale in colour, or blue/green?
opening? Day - barriers some of the 0 Lighter surfaces reflect more heat and absorb less so their 1|0
- Noise/Acoustic risks time, or for some windows 4 temperatures remain lower; consider horizontal and vertical
- Poor air quality/smelise.g. | €:9. on quiet side surfaces within 10m of the scheme
near factory or car park or Night - reasons to keep all
vory busyiroad & windows closed #10 Does the site have existing tall trees or buildings
- Security risks/crime Nigh ? Kl S 0 7
- Adjacent to heatrejection ght - bedroom windows OK} that will shade solar-exposed glazed areas? 1|0
plant to open, but other windows 4 Shading onto east, south and west facing areas can reduce
are likely to stay closed ! solar gains, but may also reduce daylight levels

Scheme characteristics and dwelling design

#4 Are the dwellings flats? #11 Do dwellings have high exposed thermal mass

Flats often combine a number of factors AND a means for secure and quiet night ventilation?

contributing to overheating risk e.g. dwelling size, heat 3 0 Thermal mass can help slow down temperature rises, but it 1 ()
gains from surrounding areas; other dense and enclosed can also cause properties to be slower to cool, so needs to be

dwellings may be similarly affected - see guidance for used with care - see guidance

examples = #12 Do floor-to-ceiling heights allow >2.8m and

#5 Does the scheme have community heating? ceiling fans, now or in the future? fan installed

i.e. with hot pipework operating during summer, especially in | 3 0 Higher ceilings increase stratification and air

internal areas, leading to heat gains and higher temperatures movement, and offer the potential for ceiling fans| > 2.8m 1

Solar heat gains and ventilation

R s s sty atesmelshadingd ) Full Par
(as a proportion of the facade on solar-exposed glazing. It may include shading devices, balconies EZ/8 BEREE)
areas i.e. orientations facing east, south, west, and i 7 above, facade articulation etc. See guidance on - 0
anything in between). Higher proportions of glazing full® aqd Tpait’, Scoring depends on'glazing 250% [ 2
allow higher heat gains into the space >35% | 4 PACpotticrs & parifa >35% 2 1

;4 Do windows & openin Openings compared to
#7 Are the dwellings single aspect? atippost eflaciive ve:ﬂlau 09:? Pttt 3
Single aspect awellings have ail openinas i 7 S oy =
on the same facade. This reduces the potential | S/Ng! =) SZ;QJ: :p::ingesa:irv‘ill _ - Part 50% Eallis
Josiduaton Dual aspect | 0 help dissipate heat Single-aspect |yjinimym 3
- see guidance Dual aspect required 2

Sum of contributing il Sum of mitigating
factors: factors:

score <8:
Ensure the mitigating measures are retained,
and that risk factors do not increase (e.g. in
planning conditions)

score between 8 and 12:
Seek design changes to reduce risk factors
and/or increase mitigation factors

AND Carry out a detailed assessment (e.g.
dynamic modelling against CIBSE TM59)

score >12:
Incorporate design changes to reduce risk
factors and increase mitigation factors AND
Carry out a detailed assessment (e.g.
dynamic modelling against CIBSE TM59)
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12. Appendix C: BREL Report
13. Appendix D: part_| 2021 gla_carbon_emission_reporting_spreadsheet_v2.0_0.xls
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