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finishing the area aroun the perimeter of the cafe with green colour concrete

TIMBER FLOOR FIXING TO BRICKWORK WITH JOIST HANGER

SECTION DETAIL

MASONRY ANCHOR SCREW
(SUITABLE FOR BRICKWORK)

NOTES:

1. ALL TIMBER TO BE TREATED TO
SUIT DURABILITY CLASSIFICATION.

. ALL FIXINGS TO BE IN ACCORDANCE

~

w

WITH MANUFACTURER'S
SPECIFICATIONS.

. ENSURE MINIMUM EDGE DISTANCE
AND SPACING OF ANCHORS AS PER

MANUFACTURER’S GUIDANCE.

FLOOR LEVEL

v

FLOOR FINISH
(TIMBER / OTHER)

19mm T&G FLOORING
(STRUCTURAL GRADE)

FLOOR JOISTS

GALVANISED STEEL
JOIST HANGER
(TO SUIT JOIST SIZE)

TIMBER JOIST
45x195mm
(STRUCTURAL GRADE)

45x195mm @ 450mm CENTRES

1. SELECT JOIST HANGER TO SUIT JOIST SIZE.
2. USE APPROPRIATE MASONRY ANCHORS

TO ACHIEVE REQUIRED CAPACITY.

SUSPENDED TIMBER FLOOR SUPPORTED ON HELICAL PILE

200mm
CLEARANCE

NOTES:

2

e

’

SPECIFICATIONS.

1. ALL TIMBER TO BE TREATED TO

SUIT DURABILITY CLASSIFICATION.
ALL STEEL TO BE HOT DIP
GALVANISED TO AS/NZS 4680.

PILE TO BE INSTALLED VERTICALLY
TO REACH DESIGN BEARING CAPACITY
AS PER GEOTECHNICAL ADVICE.

ALL FIXINGS TO BE IN ACCORDANCE
WITH MANUFACTURER'S

FLOOR FINISH
(TIMBER / OTHER)

19mm T&G FLOORING
(STRUCTURAL GRADE)

FLOOR JOISTS
45x195mm @ 450mm CENTRES

JOIST HANGER
GALVANISED STEEL

BEARER / RIM JOIST
45x195mm TREATED TIMBER

PILE CAP / BRACKET
GALVANISED STEEL

HELICAL PILE
GALVANISED STEEL

PILE HELIX PLATE(S)
TO SUIT DESIGN LOAD
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