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50mmØ BALL CAPPING TO TOP OF POSTS.

50mm SQUARE POSTS.

EQUALLY SPACED VERTICAL BARS WITH
MAXIMUM 100mm SPACING BETWEEN.

100mm GAP AT BOTTOM RAIL.
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12
00

TYPICAL FENCE PANEL DETAIL.
scale 1:20

50mmØ BALL CAPPING TO TOP OF
POSTS.

60mm SQUARE POSTS.

EQUALLY SPACED VERTICAL
BARS WITH MAXIMUM 100mm
SPACING BETWEEN.

100mm GAP AT BOTTOM RAIL.

ALL METALWORK TO BE POWDER
COATED.
COLOUR RAL 9005. JET BLACK.

ALLOW FOR GATE STAY & SLIDING BOLTS TO
EACH LEAF. ALLOW TO DRILL OUT HOLE IN
PAVING SLAB AT SLIDING BOLT POSITIONS.

50mmØ BALL CAPPING TO TOP OF POSTS.

50mm SQUARE POSTS.

EQUALLY SPACED VERTICAL BARS WITH
MAXIMUM 100mm SPACING BETWEEN.

ALLOW FOR GATE STAY & SLIDING BOLTS TO
EACH LEAF. ALLOW TO DRILL OUT HOLE IN
PAVING SLAB AT SLIDING BOLT POSITIONS.

50mmØ BALL CAPPING TO TOP OF POSTS.

EQUALLY SPACED VERTICAL BARS WITH
MAXIMUM 100mm SPACING BETWEEN.

100mm GAP AT BOTTOM RAIL.

ALLOW FOR GATE STAY & SLIDING BOLTS TO
EACH LEAF. ALLOW TO DRILL OUT HOLE IN
PAVING SLAB AT SLIDING BOLT POSITIONS.

50mm SQUARE POSTS.
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50mmØ BALL CAPPING TO TOP OF POSTS.

EQUALLY SPACED VERTICAL BARS WITH
MAXIMUM 100mm SPACING BETWEEN.

100mm GAP AT BOTTOM RAIL.

50mm SQUARE POSTS.

FENCE POST DETAIL - REMOVABLE POSTS.
scale 1:10.

50mmØ BALL CAPPING TO TOP OF POSTS.

EQUALLY SPACED VERTICAL BARS WITH
MAXIMUM 100mm SPACING BETWEEN.

100mm GAP AT BOTTOM RAIL.

50mm SQUARE POSTS.

50mmØ BALL CAPPING TO TOP OF POSTS.

50x50mm GALVANISED STEEL POSTS. POWDER
COATED FINISH TO ALL SURFACES.
RAL 9005 - JET BLACK.

FENCE PANEL FIXED TO BRACKET WITH M10
BOLT & NUT.
TOP BRACKET 'A' WELDED TO POST.

EQUALLY SPACED VERTICAL BARS WITH
MAXIMUM 100mm SPACING BETWEEN.

BOTTOM BRACKET TYPE 'B' WELDED TO
BOTTOM OF FENCE PANELS.

TOP BOLT FIXED THROUGH TOP RAIL. 13mmØ
HOLE THROUGH TOP RAIL.

FENCE PANEL FIXED TO BRACKET WITH M10
BOLT & NUT.

BOTTOM BRACKET TYPE 'A' WELDED TO POST.

WHERE FENCE POSTS ARE REMOVABLE
ALLOW TO PROVIDE CAPTIVE HINGED
PAVEMENT SURFACE BOX COVER OVER
SUB-SURFACE GROUND SOCKETS. EG:
SAINT-GOBAIN P.A.M. REF: HH90 (SAP
CODE: 187022) OR SIMILAR SURFACE BOX
SUITABLE FOR BS5834 GRADE B23H
LOADING. SURFACE BOX SET IN MORTAR
BEDDING & HAUNCHING ON TOP OF PAD
FOUNDATIONS TO POSTS TO
MANUFACTURERS RECOMMENDATIONS.

ALLOW FOR PROVIDING MIN 30mmØ HOLE
ON BOTTOM PLATE OF POST & BOTTOJM
PLATE OF SOCKET TO AID DRAINAGE
THROUGH TO GRAVEL FILL BELOW.

150mm DEEP GRAVEL FILL UNDER PAD
FOUNDATIONS TO PROVIDE DRAINAGE.

PLEASE NOTE THAT A FULL AND ACCURATE MEASURED SURVEY HAS NOT BEEN
UNDERTAKEN BY SODA GROUP LTD AT THIS SITE.

THIS DRAWING AND ALL OTHER DRAWINGS RELATING TO THIS PROJECT HAVE
BEEN PRODUCED FROM INFORMATION EITHER PROVIDED TO US BY OTHERS, OR
OBTAINED BY US FROM OTHERS.

ANY DIMENSIONS INDICATED ARE FOR INFORMATION ONLY AND ALL MUST BE
CHECKED & SET OUT ON SITE PRIOR TO THE ORDERING & MANUFACTURING OF
ANY ITEMS, AND COMMENCEMENT OF ANY WORKS ON SITE.

DIMENSIONS MARKED WITH '*' ARE SUBJECT TO VARIATION DEPENDANT ON SITE
DIMENSIONS.

NUT & BOLT FIXINGS:
TO ALL FIXED FENCING PANELS - NUTS, BOLTS & WASHERS ETC ARE TO BE
FINISHED WITH MINIMUM 2no COATS OF JET BLACK METAL PAINT ONCE FENCE
PANELS HAVE BEEN SECURELY FIXED IN PLACE.
TO ALL REMOVABLE FENCING PANELS - STAINLESS STEEL NUTS, BOLTS &
WASHERS ARE TO BE USED TO PREVENT RUSTING/CORROSION ETC.

EXISTING PAVING SLABS ARE TO BE LIFTED AS
REQUIRED WHERE POSTS ARE TO BE FITTED &
ARE TO BE CUT TO ALLOW INSTALLATION OF
SURFACE BOXES OR FIXED POSTS. REFIT ALL
PAVING SLABS FLUSH WITH SURROUNDING
SURFACES WITH ALL MORTAR BEDDINGS ETC
TO MATCH EXISTING.

70x70x5mm GALVANISED STEEL SHS SECTION
FORMING GROUND SOCKET. BOTTOM OF
SOCKET TO HAVE 5mm WELDED PLATE WITH
30mmØ DRAINAGE HOLE TO CENTRE. PRIOR TO
INSTALLATION FINISH ALL EXTERNAL FACES
OF SHS SECTION WITH 2no COATS
SYNTHAPRUFE OR SIMILAR BITUMINOUS PAINT.
NOTE: USE OF 70x70x5mm SHS SECTION AS
GROUND SOCKET WILL GIVE A 5mm
CLEARANCE AROUND THE 50mm FENCE POST
(THICKNESS OF POWDER COATING
EXCLUDED). FENCING SUPPLIER IS TO BE
CONSULTED TO CHECK IF THIS CLEARANCE
WILL ALLOW EASY REMOVAL OF THE FENCE
POSTS TAKING INTO ACCOUNT ANY FUTURE
CORROSION, DIRT INGRESS, RUSTING OF
SURFACES ETC;)

MIN 300mm SQUARE CONCRETE PAD
FOUNDATIONS.

50mmØ BALL CAPPING TO TOP OF POSTS.

50x50mm GALVANISED STEEL POSTS. POWDER
COATED FINISH TO ALL SURFACES.
RAL 9005 - JET BLACK.

FENCE PANEL FIXED TO BRACKET WITH M10
BOLT & NUT.
TOP BRACKET 'A' WELDED TO POST.

EQUALLY SPACED VERTICAL BARS WITH
MAXIMUM 100mm SPACING BETWEEN.

TOP BOLT FIXED THROUGH TOP RAIL. 13mmØ
HOLE THROUGH TOP RAIL.

FENCE POST DETAIL - FIXED POSTS.
scale 1:10.

EXISTING PAVING SLABS ARE TO BE
LIFTED AS REQUIRED WHERE POSTS ARE
TO BE FITTED & ARE TO BE CUT TO ALLOW
INSTALLATION OF POSTS. REFIT ALL
PAVING SLABS FLUSH WITH
SURROUNDING SURFACES WITH ALL
MORTAR BEDDINGS ETC TO MATCH
EXISTING.

MIN 300mm SQUARE CONCRETE PAD
FOUNDATIONS.

BOTTOM BRACKET TYPE 'B' WELDED TO
BOTTOM OF FENCE PANELS.

FENCE PANEL FIXED TO BRACKET WITH M10
BOLT & NUT.

BOTTOM BRACKET TYPE 'A' WELDED TO POST.

WELDED PLATE TO BOTTOM OF POST

BRACKET TYPE 'A'.
BRACKET WELDED TO POSTS.
(NOTE - BRACKETS & FIXINGS ARE USUALLY SUPPLIED WITH
THE FENCE PANELS).
scale HALF FULL SIZE.

25mm RETURN LEG TO PREVENT
SNAGGING WHEN  FENCE PANELS
HAVE BEEN REMOVED TO LEAVE
BRACKET EXPOSED.

ALL OPEN CORNERS TO HAVE 5mm
RADIUS.

13x20mm SLOT CUT IN TOP FACE TO
ALLOW FOR TOLERANCE WHEN
FITTING FENCE PANELS IN PLACE.

BRACKETS FORMED IN 4mm MS
PLATE. 4mm RADIUS TO ALL
PRESSED CORNERS.

25mm RETURN LEG TO PREVENT
SNAGGING WHEN  FENCE PANELS
HAVE BEEN REMOVED TO LEAVE
BRACKET EXPOSED.

BRACKET TYPE 'A'.
BRACKET WELDED TO BOTTOM SECTION OF FENCE PANELS.
(NOTE - BRACKETS & FIXINGS ARE USUALLY SUPPLIED WITH
THE FENCE PANELS).
scale HALF FULL SIZE.

13x20mm SLOT CUT IN TOP FACE TO
ALLOW FOR TOLERANCE WHEN
FITTING FENCE PANELS IN PLACE.

BRACKETS FORMED IN 4mm MS
PLATE. 4mm RADIUS TO ALL
PRESSED CORNERS.

ALL OPEN CORNERS TO HAVE 5mm
RADIUS.

13mmØ HOLE TO THIS FLANGE FOR
BOLT FIXING.

50mm SQUARE POSTS.
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1800 POST CENTRES SHOWN.
SEE PROPOSED LAYOUT FOR

TYPICAL POST CENTRE VARIATIONS.
ALL ARE SUBJECT TO SETTING OUT ON SITE.

100mm GAP AT BOTTOM RAIL.
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