
50mm minimum mulch.

300mm minimum topsoil for trees and planting.
Topsoil  to meet  BS3882:2015 requirements.

600mm minimum subsoil for trees and planting.
Subsoil  to meet  BS8601:2013  requirements.

Break existing subsoil as
necessary to ensure free draining.

K2-150x75x900mm Tobermore Fusion Edge.
Colour: Silver.

P1c-Tobermore Tegula Hydropave duo paving.
Permeable. Size: 208x173x60mm/173x173x60
Colour ‘Bracken’. Laid in running bond.

Existing Building

Proposed planting.
See planting schedule for
species and size.

Bedding and subbase to
Engineer's detail.

Fall 1:40

Assumed F.F.L.+12.65

Proposed tree. See planting plan for species and size.

Topsoil level min 150mm
below the DPC level.

Footing to Engineer's detail.

Aeration/Irrigation perforated pipe.Timber stake
with rubber strap
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NOTES:

1. This drawing is to be read in conjunction with all
relevant contract documentation from the design team,
with any conflicting information to be brought to the
attention of Davis Landscape Ltd in writing before
commencing on site.

2, The contractor is to check and verify all levels and
dimensions before construction.  Any discrepancies are
to be brought to the attention of Davis Landscape Ltd in
writing before commencing on site.

3. All dimensions in mm, unless otherwise stated.

4. Do not scale from this drawing.

5. All sub base and concrete specification, fixings,
brackets & the like to Engineers' details & specification.

6. We are not liable for the detailed design of above
ground drainage, ground drainage, sub-bases,
foundations, retaining structures, fall from height barriers
and building waterproofing details.

7. All proprietary products shall be installed in
accordance with manufacturers written instructions.

8. Submit Shop drawings for Davis Landscape Ltd
approval before constructing any bespoke landscape
item.
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Davis Landscape Architecture

15 Iliffe Yard, London, SE17 3QA
020 7277 1035
mail@davisla.com     I     www.davisla.com
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