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Window Details - Timber
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Typical GF Jamb Detail.  
Scale: 1:51

37.5mm insulated plasterboard to
window surround. 3mm skim and paint

finish.

Insulated cavity closers.

Timber frame window with adhered 
glazing beads as per 
SHELD-CGA-00-ZZ-DR-A-3150 
'Window Types' drawing sheet.

Single skin brick masonry in flemish 
bond.
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Typical detail directly applies

Typical FF Head Detail (steel beam)
Scale: 1:55

Concealed blind box. Size TBC 
(assumed 100x100mm). Timber 
packing to surround.

37.5mm insulated plasterboard to 
window surround. 3mm skim 
and paint finish.

Air tightness tape to lap with 
VCL and sealed to window 
head.

Timber cavity closer.

Timber casement window.

Weather resistant sealant.

Steelwork to SEs detail.

VARIES

115

Timber lintel.

min. 30
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9Typical FF Jamb Detail.  
Scale: 1:54

37.5mm insulated plasterboard to 
window surround. 3mm skim and paint 
finish.
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Insulated cavity closer.
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Timber casement window frame.

All window frames to be set min. 
30mm back from the inside face of the 
facing brickwork.
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Typical FF Sill Detail
Scale: 1:56
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25mm timber sill board.

Insulation cavity closer.

Weather resistant mastic with insulated
packer behind.

Masonry wall ties shown 
indicatively. To be set out 
with max 450mm vertical 
centres and 900mm 
horizontal centres, with max 
225mm away from openings 
and movement joints.

Air tightness tape.

Timber packer.

Min. 35

Typical GF Head Detail
Scale: 1:52

Concealed blind box. Size TBC 
(assumend 100x100mm). Plywood 
packing to surround.

37.5mm insulated plasterboard to 
window surround. 3mm skim and paint 
finish.

Air tightness tape to lap with VCL and 
sealed to window head.

IG bespoke brick slip lintel
(CONTRACTOR DESIGN)

Insulated cavity closer

Timber casement window.

125

13mm plaster skim and paint finish.

Weather resistant sealant.

Concrete lintel to SEs specification.

18

DPC taken down inside face of brick
slip lintel.

Cavity tray.

Weep hole.
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47

Typical GF Sill Detail
Scale: 1:53

2
5

25mm timber sill board.

Insulation cavity closer.

Weather resistant mastic with insulated
packer behind.

Masonry wall ties shown indicatively. To 
be set out with max 450mm vertical 
centres and 900mm horizontal centres, 
with max 225mm away from openings 
and movement joints.

Air tightness tape.

Timber packer.

Min. 35

NOTE :

REFER TO WINDOW SCHEDULE FOR MORE DETAILS.
REFER TO STRUCTURAL ENGINEER'S DRAWINGS FOR ALL
STRUCTURAL DETAILS.
REFER TO BAY WINDOW DRAWINGS
FOR FURTHER TIMBER WINDOW DETAILS.

Typical FF Head Detail (concrete lintel)
Scale: 1:57

Concealed blind box. Size TBC 
(assumed 100x100mm). Timber 
packing to surround.

37.5mm insulated plasterboard to 
window surround. 3mm skim 
and paint finish.

Air tightness tape to lap with 
VCL and sealed to window 
head.

Timber cavity closer.

Concrete lintel to SEs specification.

115

Timber casement window.

Weather resistant sealant.

VARIES

Timber lintel.

35

Timber wall plate.

Steel beam head detail Concrete lintel head detailS C
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