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Tree Survey
Summary

Ref. Species B.S Cat.
T Plane A2 [high quality + value
T2 Plane A2  [high quality + value o
T3 Plane A2 high quality + value
T4 Plane A2 high quality + value T1
T5 Black Poplar C2 [low quality + value
T6 Sycamore B2 oderate quality + value G 1
T7 Elder C2 [low quality + value

Root Protection
Areas (RPA)

Tree Stem

Tree No.

Tree Group No.

Guide To Tree Quality
Assessment Categories

OO

U - category tree

A - category tree

B - category tree

C - category tree

This drawing has been prepared in
accordance with BS 5837:2012.

This drawing replicates the submitted

\ Site Boundary

\ Highway works
\, Boundary

survey information shown on SHA

Drawing SHA_1391 TSP - 1:250@A1 -
3/11/21 and information supplied by JFP

D

NORTH

This drawing has been prepared in accordance with
British Standard BS5837:2012. it draws upon info
gathered in 2021 and a recent topgraphic survey in
2023.

The original of the drawing was produced in colour -
and a black & white copy should not be used.

This Tree Survey Plan is to be used to inform the
design and layout of the proposed development,
including demolition, earthworks, buildings, roads, and
services.

To be read in conjunction with all current Tree
Survey Reports.

It forms an appendix of a tree report which expands
on the data presented and therefore it must not be
read without referring to that report and method
statements

Contractors to check all dims on site

It is the responsibility of the contractor to ensure all
consents for tree works are in place

This drawing is based on information supplied by JFP

ROOT PROTECTION AREAS (RPAs):

BS.5837: 2012 recommends that an area around each

retained tree should be protected from disturbance and

damage to tree roots by ensuring the prevention of

compaction and contamination of the rooting 5 notes ammended
environment. A first issue
RPAs are calculated for all category A, B and C grade REV. DESCRIPTION

CN 13.12.23
CN 05.12.23
APP. DATE

trees in accordance with the recommendation of the ondon
Standard, and are shown as solid colored lines 702070171786
according to the tree category.

RPAs are calculated and shown as a

concentric circle centred on the trunk of each tree or a
series of overlapping circles where a group is shown, if
there appeared to be a significant obstructions to root
growth both natural and manmade these can be
adjusted

and where applicable reshaped to illustrate more
accurately the likely distribution of roots.

The RPAs are shown unadjusted on this plan. L ondon N17
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DATE December 2023

SCALE 1/200@A1
STATUS Planning
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