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External Walls - New dormer walls to be clad with natural slate.
- Parapet & party walls to be red facing brick with cast stone capping to match existing.
- Existing rendered gable to be re rendered in breathable lime render. 
- Existing brickwork to be repointed with lime mortar.

Flat Roof - Dark Grey EPDM membrane.

Pitched Roof - Existing plain tiles to roof over kitchen removed and replaced with natural slate.

Fascia - Painted timber.

Windows - Painted timber sash windows to match existing.

Doors - Front door replaced with new panelled edwardian style painted timber door.

Rainwater Goods - Existing rainwater goods replaced with painted cast iron.
- New rainwater goods to be painted cast iron.
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1 31.01.24 Dormer Reduced

Painted timber sash windows to match existing.

Natural slate cladding to dormer walls.

Existing plain tiles removed and replaced with 
natural slate tiles to match main roof.

Existing chimney stack raised to suit new roof 
level. Brickwork & detailing to match existing.

Dark grey EPDM membrane roof with painted 
timber fascia.

Existing rainwater goods replaced with painted 
cast iron.

Existing brickwork repointed with lime mortar.

Existing rainwater goods replaced with painted 
cast iron.

Existing brickwork repointed with lime mortar.

Existing rainwater goods replaced with painted 
cast iron.

Existing brickwork repointed with lime mortar.

Existing front door in poor condition to be 
replaced with new painted timber panelled 
edwardian door.

Natural slate cladding to dormer walls.

Existing plain tiles removed and replaced with 
natural slate tiles to match main roof.

Dark grey EPDM membrane roof with painted 
timber fascia.

Existing brickwork repointed with lime mortar.

Existing chimney stack raised to suit new roof 
level. Brickwork & detailing to match existing.

Existing modern render removed and replaced 
with breathable lime render colour to match 
existing.

Dark grey EPDM membrane roof with painted 
timber fascia.

Natural slate cladding to dormer walls.

Existing casement window removed and original 
opening reinstated to receive new timber sash 
window with arch soldier course over. 

Existing modern render to gable to be removed 
and replaced with breathable lime render colour 
to match existing.
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