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Existing Ground floor Flat 75sq m inculding the cellar
Proposed Ground Floor Flat 90sq m inculding the cellar
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Elevation AA  Garden End of Extension

First Floor
Window

Elevation BB Courtyard Wall

Existing Brick Wall

Sloping Slat Roof

Velux Window

London Stock Bricks

Skirting

Sloping  Roof with Roof Lights

Coping Stone

Double Glazed Bi Fold Doors

London Stocks

Existing Garden Brick Wall
to be retained at existing height 2200mm FFL.

Section CC Kitchen Wall

Velux Window

Existing Garden Brick Wall

Rendered Skirting

Double Glazed Bi Fold Doors

New KitchenUtility Room

Existing Brick Wall

New concrete
block work wall
built within
property demise

Existing party wall
extended by 900mm

New stud work wall
cladd in wooden
cladding

Existing beam to
remain in place

New filch wooden
beam 150 x 118
span 5200
across opening
above new Bi-Fold
Doors supported
on 300 x 200
concrete pad
stones set onto
concrete block walls

Line of neighbours extension

Proposed New Roof Plan
Over New Ground Floor Extension

Courtyard

Ridge tiles

Three new roof lights, tripled glazed
on 150mm high kerbs laid to fall.

New copping stones
to match existing

New slate roof
over Utility Room

Existing Slate roof
over first floor flat

Main roof with Dormers
over second floor flat

Line of Neighbours Ground Floor Extenstion

Existing brick garden walls on both sides
to be retained and refurbished.

New Velux Window

New copping stones
on top of new concrete
block work wall

Rear Garden

New Filch wooden
beam 150 x 118mm
above Bi Fold doors
set onto concrete pads
in new side concrete
blockwork walls

Hopper and down pipe
into new back inlet gully

Internal gutter laid to fall

Slopping warm roof construction:
Lateral Filch beams 150 x 118
18mm O/S roof deck
Vapor barrier dressed up all up stands
150mm King Span Insulation
18mm O/S roof covering fixed to roof deck
GRP roof covering dressed up all upstands
Green lead flashings on all perimeter wall

New concrete foundations

Floor vents

New drainage inspection
and collection chamber

Air gap and vapor barrier
between existing garden
and new extension wall

New suspended wooden
joist floor with150mm
kignspan insulation on
concrete pad stones
vented at both ends

Floor vents

Outline of neighbours
ground floor extension

Proposed Electrical Layout

Electrical Key:

Double switch socket

Double switch scoket counter high

Double switch external socket

Light Switch

Recessed Down lighter

Smoke detector

Heat detector

External spot lights

Switched spur (cooker)

Switched spur (electrical combination boiler)

Under wall cupboard lighting

Proposed New Drainage and Plumbing Layout

Courtyard
laid to fall
with traped gully
into new inspection
chamber

Existing brick garden walls on both sides
to be retained and refurbished.

New drainage inspection
and collection chamber
combined

All other electrical sockets and lights in the flat to be retained as is

SD

HD
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Typical section through warm roof
on ground floor extension NTS

Slopping warm roof construction:
Lateral Flich beams either side of roof lights
18mm O/S roof deck laid to 5* fall
S/W upstands around Roof lights
150mm above finished roof surface
Vapour barrier dressed up upstands
150mm King Span Insulation
18mm O/S top board
GRP Roof covering dressed up upstands
Triple glazed roof lights laid to fall

Triple Glazed Roof Light

GRP roof covering dressed up and over
upstands for rooflights

Vapour barrier dressed up upstands
for roof light

S/W upstands around roof lights
clad in 18mm O/S board

150mm Kingspan
insulation board

18mm O/S board roof deck
laid to fall

150mm x 118mm Flitch beams
either side of roof lights

Internal face of roof light openings
clad in 18mm O/S board and 12mm
plaster board

12mm plaster board ceiling

18mm O/S board

All existing plumbing and drainage
in existing bathroom to remain as is.
Existing supplies to be picked up and
plumbed to new boiler
Existing external dainage to be re directed
into new inspection chamber

Back inlet gully
to pick up rain
water off new
flat roor

Existing rain water off first floor roof
diverted onto sloping slate roof then
gutter and down pipe onto courtyard.

50mm drain laid to fall
with 50mm branches
for kitchen sink, washing
machine and dish washer

Emergency exit door

New electrical combi boiler
with 75lt storage tank

Two zones of electrical underfloor heating

New 15mm hot and cold supplies
insulated and run in floor void
to Kitchen, Utility and cold to
external tap

New Consumer Board

Existing rain water off first floor roof
diverted onto sloping slate roof then
gutter and down pipe onto courtyard.

Internal gutter on flat roof laid to fall
and into hopper, down pipe
and fed into back inlet gully into
new combined drain.

Slopping warm roof construction:
Lateral Filch beams 150 x 118
18mm O/S roof deck
Vapor barrier dressed up all up stands
150mm King Span Insulation
18mm O/S roof covering fixed to roof deck
GRP roof covering dressed up all upstands
Green lead flashings on all perimeter wall

Roof Frame Construction:
5No. Lateral Filch beams
150 x 118 x 5200mm span
Tied together with 150 x 50 noggings
at sides of rooflights and at 400 centers
connected with joist hangers.

New concrete
blockwork wall
built within
property demise
2650mm FFL
Rendered above
existing garden wall

Secondary fire escape for Frist Floor
Rope ladder to be stored on flat roof

Secondary
Fire Escape

New Rear Kitchen Extension
103a Florence Road N4 4DL
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Rev C 31 Jan 24 Hard cladding
replaced by London Stock bricks
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5000

Rev B: 13 Dec 23 Additional
dims added


