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Elevation Material Key:

Clay facing brickwork

Clay facing brickwork in a Saw tooth system

Clay facing brick piers.

Clay facing hit and miss brickwork to external plant.

PPC Aluminium triple glazed curtain walling system 
with 270mm deep projecting PPC picture framing. 
Dark Bronze Colour. TBA. 

PPC Aluminium triple glazed curtain walling system, 
with side hung inward opening casements. 
Dark Bronze Colour. TBA.

PPC Aluminium triple glazed single leaf door set, 
within glazed curtain walling system. Dark Bronze 
Colour to match frame and TBA.

PPC Aluminium triple glazed double leaf (unequal) 
door set, within glazed curtain walling system. Dark 
Bronze Colour to match frame and TBA.

PPC Aluminium triple glazed double leaf (equal) door 
set, within glazed curtain walling system. Dark Bronze 
Colour to match frame and TBA.

PPC Aluminium double leaf solid door set. Dark 
Bronze Colour. TBA.

PPC Aluminium double leaf louvred door set to plant 
room, within glazed curtain walling system. All glazing 
to comprise triple glazed spandrel panels, with an 
opaque ceramic backing to the inner glass leaf. Dark 
Bronze Colour to match frame and TBA.

PPC Aluminium louvred panel within curtain walling 
system. Dark Bronze Colour. TBA.

Triple glazed spandrel/ Fritted panels, with an opaque 
ceramic backing to the inner glass leaf. Colour TBA.

Wet-cast reconstituted stone cappings to all parapets.

Reconstituted cast stone banding around floor slab 
zone.
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GENERAL NOTES
Architectural drawings are to be read in conjunction with 
other relevant disciplines reports and drawings, including 
Atkins Structures & Civils, Introba MEP, Introba Fire 
Strategy Report, 24 Acoustics Report and specifications. 

All dimensions are in millimetres unless noted otherwise. 
Drawings should not be scaled by either hand or from the 
computer digital data, only figured dimensions are to be 
used.

This drawing uses colour, colours are indicative, not actual 
finish.

SAFETY, HEALTH AND ENVIRONMENTAL
INFORMATION

In addition to the hazards/risks normally associated with the types of work
detailed on this drawing, note the following:

CONSTRUCTION

MAINTENANCE/CLEANING

DECOMMISSIONING/DEMOLITION

It is assumed that all works will be carried out by a competent contractor
working, where appropriate, to an approved method statement
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-Working at height for works at high internal levels.
-Working with plant & machinery, risk of collision or electrocution.

-Working at height for installation of high level construction and proposed finishes.
-Working in confined spaces or voids, for servicing of any mechanical/electrical services
-Glass cleaning is envisaged to be via poles from ground level
-Glass replacement will be via a mobile platform

-Demolition works associated with removal of existing building walls and construction of new internal walls,
  risk of collapse.
-Working at height for works at high levels.
-Risk associated with the stripping of existing services.
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Elevation Material Key:

Clay facing brickwork

Clay facing brickwork in a Saw tooth system

Clay facing brick piers.

Clay facing hit and miss brickwork to external plant.

PPC Aluminium triple glazed curtain walling system 
with 270mm deep projecting PPC picture framing. 
Dark Bronze Colour. TBA. 

PPC Aluminium triple glazed curtain walling system, 
with side hung inward opening casements. 
Dark Bronze Colour. TBA.

PPC Aluminium triple glazed single leaf door set, 
within glazed curtain walling system. Dark Bronze 
Colour to match frame and TBA.

PPC Aluminium triple glazed double leaf (unequal) 
door set, within glazed curtain walling system. Dark 
Bronze Colour to match frame and TBA.

PPC Aluminium triple glazed double leaf (equal) door 
set, within glazed curtain walling system. Dark Bronze 
Colour to match frame and TBA.

PPC Aluminium double leaf solid door set. Dark 
Bronze Colour. TBA.

PPC Aluminium double leaf louvred door set to plant 
room, within glazed curtain walling system. All glazing 
to comprise triple glazed spandrel panels, with an 
opaque ceramic backing to the inner glass leaf. Dark 
Bronze Colour to match frame and TBA.

PPC Aluminium louvred panel within curtain walling 
system. Dark Bronze Colour. TBA.

Triple glazed spandrel/ Fritted panels, with an opaque 
ceramic backing to the inner glass leaf. Colour TBA.

Wet-cast reconstituted stone cappings to all parapets.

Reconstituted cast stone banding around floor slab 
zone.
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GENERAL NOTES
Architectural drawings are to be read in conjunction with 
other relevant disciplines reports and drawings, including 
Atkins Structures & Civils, Introba MEP, Introba Fire 
Strategy Report, 24 Acoustics Report and specifications. 

All dimensions are in millimetres unless noted otherwise. 
Drawings should not be scaled by either hand or from the 
computer digital data, only figured dimensions are to be 
used.

This drawing uses colour, colours are indicative, not actual 
finish.

SAFETY, HEALTH AND ENVIRONMENTAL
INFORMATION

In addition to the hazards/risks normally associated with the types of work
detailed on this drawing, note the following:

CONSTRUCTION

MAINTENANCE/CLEANING

DECOMMISSIONING/DEMOLITION

It is assumed that all works will be carried out by a competent contractor
working, where appropriate, to an approved method statement
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-Working at height for works at high internal levels.
-Working with plant & machinery, risk of collision or electrocution.

-Working at height for installation of high level construction and proposed finishes.
-Working in confined spaces or voids, for servicing of any mechanical/electrical services
-Glass cleaning is envisaged to be via poles from ground level
-Glass replacement will be via a mobile platform

-Demolition works associated with removal of existing building walls and construction of new internal walls,
  risk of collapse.
-Working at height for works at high levels.
-Risk associated with the stripping of existing services.
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Elevation Material Key:

Clay facing brickwork

Clay facing brickwork in a Saw tooth system

Clay facing brick piers.

Clay facing hit and miss brickwork to external plant.

PPC Aluminium triple glazed curtain walling system 
with 270mm deep projecting PPC picture framing. 
Dark Bronze Colour. TBA. 

PPC Aluminium triple glazed curtain walling system, 
with side hung inward opening casements. 
Dark Bronze Colour. TBA.

PPC Aluminium triple glazed single leaf door set, 
within glazed curtain walling system. Dark Bronze 
Colour to match frame and TBA.

PPC Aluminium triple glazed double leaf (unequal) 
door set, within glazed curtain walling system. Dark 
Bronze Colour to match frame and TBA.

PPC Aluminium triple glazed double leaf (equal) door 
set, within glazed curtain walling system. Dark Bronze 
Colour to match frame and TBA.

PPC Aluminium double leaf solid door set. Dark 
Bronze Colour. TBA.

PPC Aluminium double leaf louvred door set to plant 
room, within glazed curtain walling system. All glazing 
to comprise triple glazed spandrel panels, with an 
opaque ceramic backing to the inner glass leaf. Dark 
Bronze Colour to match frame and TBA.

PPC Aluminium louvred panel within curtain walling 
system. Dark Bronze Colour. TBA.

Triple glazed spandrel/ Fritted panels, with an opaque 
ceramic backing to the inner glass leaf. Colour TBA.

Wet-cast reconstituted stone cappings to all parapets.

Reconstituted cast stone banding around floor slab 
zone.
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GENERAL NOTES
Architectural drawings are to be read in conjunction with 
other relevant disciplines reports and drawings, including 
Atkins Structures & Civils, Introba MEP, Introba Fire 
Strategy Report, 24 Acoustics Report and specifications. 

All dimensions are in millimetres unless noted otherwise. 
Drawings should not be scaled by either hand or from the 
computer digital data, only figured dimensions are to be 
used.

This drawing uses colour, colours are indicative, not actual 
finish.

SAFETY, HEALTH AND ENVIRONMENTAL
INFORMATION

In addition to the hazards/risks normally associated with the types of work
detailed on this drawing, note the following:

CONSTRUCTION

MAINTENANCE/CLEANING

DECOMMISSIONING/DEMOLITION

It is assumed that all works will be carried out by a competent contractor
working, where appropriate, to an approved method statement
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211 Gray’s Inn Road
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-Working at height for works at high internal levels.
-Working with plant & machinery, risk of collision or electrocution.

-Working at height for installation of high level construction and proposed finishes.
-Working in confined spaces or voids, for servicing of any mechanical/electrical services
-Glass cleaning is envisaged to be via poles from ground level
-Glass replacement will be via a mobile platform

-Demolition works associated with removal of existing building walls and construction of new internal walls,
  risk of collapse.
-Working at height for works at high levels.
-Risk associated with the stripping of existing services.
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Elevation Material Key:

Clay facing brickwork

Clay facing brickwork in a Saw tooth system

Clay facing brick piers.

Clay facing hit and miss brickwork to external plant.

PPC Aluminium triple glazed curtain walling system 
with 270mm deep projecting PPC picture framing. 
Dark Bronze Colour. TBA. 

PPC Aluminium triple glazed curtain walling system, 
with side hung inward opening casements. 
Dark Bronze Colour. TBA.

PPC Aluminium triple glazed single leaf door set, 
within glazed curtain walling system. Dark Bronze 
Colour to match frame and TBA.

PPC Aluminium triple glazed double leaf (unequal) 
door set, within glazed curtain walling system. Dark 
Bronze Colour to match frame and TBA.

PPC Aluminium triple glazed double leaf (equal) door 
set, within glazed curtain walling system. Dark Bronze 
Colour to match frame and TBA.

PPC Aluminium double leaf solid door set. Dark 
Bronze Colour. TBA.

PPC Aluminium double leaf louvred door set to plant 
room, within glazed curtain walling system. All glazing 
to comprise triple glazed spandrel panels, with an 
opaque ceramic backing to the inner glass leaf. Dark 
Bronze Colour to match frame and TBA.

PPC Aluminium louvred panel within curtain walling 
system. Dark Bronze Colour. TBA.

Triple glazed spandrel/ Fritted panels, with an opaque 
ceramic backing to the inner glass leaf. Colour TBA.

Wet-cast reconstituted stone cappings to all parapets.

Reconstituted cast stone banding around floor slab 
zone.
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GENERAL NOTES
Architectural drawings are to be read in conjunction with 
other relevant disciplines reports and drawings, including 
Atkins Structures & Civils, Introba MEP, Introba Fire 
Strategy Report, 24 Acoustics Report and specifications. 

All dimensions are in millimetres unless noted otherwise. 
Drawings should not be scaled by either hand or from the 
computer digital data, only figured dimensions are to be 
used.

This drawing uses colour, colours are indicative, not actual 
finish.

SAFETY, HEALTH AND ENVIRONMENTAL
INFORMATION

In addition to the hazards/risks normally associated with the types of work
detailed on this drawing, note the following:

CONSTRUCTION

MAINTENANCE/CLEANING

DECOMMISSIONING/DEMOLITION

It is assumed that all works will be carried out by a competent contractor
working, where appropriate, to an approved method statement
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-Working at height for works at high internal levels.
-Working with plant & machinery, risk of collision or electrocution.

-Working at height for installation of high level construction and proposed finishes.
-Working in confined spaces or voids, for servicing of any mechanical/electrical services
-Glass cleaning is envisaged to be via poles from ground level
-Glass replacement will be via a mobile platform

-Demolition works associated with removal of existing building walls and construction of new internal walls,
  risk of collapse.
-Working at height for works at high levels.
-Risk associated with the stripping of existing services.
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