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C O N T E N T S0 . 0

(i)	 External facing materials and glazing, including sample boards of 
all cladding materials and finishes

(ii)	 Sectional drawings at 1:20 through all typical external elements/
façades, including all openings in external walls including doors 
and window-type reveals, window heads and window cills

(iii)	 Sectional and elevational drawings at 1:20 of junctions between 
different external materials, balconies, parapets to roofs, roof 
terraces and roofs of cores

(iv)	 Plans of ground floor entrance cores and entrance-door thresholds 
at 1:20 and elevations of entrance doors at 1:20

(a)	 No works of demolition or alteration to Nos. 823-827 High Road 
shall commence until details of all proposed external materials 
for that building have been submitted to and approved by the 
Local Planning Authority. These details shall include:
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S U M M A R Y  O F  U P D AT E S0 . 0

C O N D I T I O N  1 6  -  P R E  C O M M E N C E M E N T  ( S P E C I F I C  W O R K S  O N L Y )   

(1)	 No. 827 existing gable wall photo added. Further clarification 
provided on the proposed specification of new brickwork for High 
Road buildings

(2)	 Masonry cleaning methodology updated

(3)	 Façade finish brick type 3 changed to match the existing

(4)	 Historic image C. 1893 of No. 819-829 High Road added

(5)	 Graphical amendments - façade altered, shopfront door location 
amended, glazed brick plinth changed to timber

(6)	 Minor graphical amendments to balcony section. Material 
elevation and balustrade detail added.

(7)	 Rear elevation updated to show gauged flat arches
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(a) - No works of demolition or alteration to Nos. 823-827 High Road shall commence until details of all proposed 
external materials for that building have been submitted to and approved by the Local Planning Authority. These details 
shall include:

(i) External facing materials and glazing, including sample boards of all cladding materials and finishes

C O N D I T I O N  1 6  -  P R E  C O M M E N C E M E N T  ( S P E C I F I C  W O R K S  O N L Y )  1 . 1



F igure      1 .   Proposed view of Nos. 823-827 High Road from Nor thumberland Park

F3 Response: 

•	 The overall existing High Road building brick facade is retained. All 
elevations are to be carefully cleaned, restored, and reinstated as 
shown.  That to the west is cleaned of its paint to reveal the original 
brickwork*, with some minor alteration to window and door openings 
and new red rubber flat arches to Nos. 823-825. 

•	 The north elevation to No. 827 is revealed with the removal of No. 829 
– this is to present as a finished brick façade with three blind windows 
to the upper floor and three fixed shop front openings at ground.

•	 The east elevation to the High Road is also to have all paint removed, 
the brickwork restored, including the glazed brick to the shop front, 
and the timber shop fronts themselves repaired and reinstated to suit 
the proposed layout.* The Printworks sign is reinstated.

•	 No new cladding is proposed to the High Road Buildings. 

Please refer to the following pages which provide further details regarding 
facade treatment and proposed materiality. 

* Works subject to further site investigation and opening up. 

1 .1 C O N D I T I O N  1 6  ( a - i )  -  P R E  C O M M E N C E M E N T  ( S P E C I F I C  W O R K S  O N L Y )
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1 .1

A P P E A R A N C E  A N D  M AT E R I A L S 

F igure      2 .   Exist ing High Road Material i ty Diagram

E X I S T I N G

C O N D I T I O N  1 6  ( a - i )  -  P R E  C O M M E N C E M E N T  ( S P E C I F I C  W O R K S  O N L Y )
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H E R I T A G E  C O N T E X T  -  B R I C K  M A K I N G

A P P E A R A N C E  A N D  M AT E R I A L S 

Extracts from the Bruce Cast le Archive:

•	‘Brick-making, the only medieval industry of note, also flourished in 
1430’

•	‘Brick making flourished by 1435-6, when 28,500 ‘bricks’ were sold. 
The date was an early one for the use of the term, and for such 
activity so far inland.’

•	Over 100,000 bricks were sold over three years, and it is possible 
that sales increased thereafter. (In the 15th Century)

•	‘Brickearth, which lay close to the parish church as well as east 
of High Road, was exploited by Sir William Compton for rebuilding 
Bruce Castle.’

•	The residential nature of most new building gave late-18th-century 
Tottenham the appearance of an extended, semi-rural suburb 
rather than a town. Industry, apart from brick-making, was virtually 
confined to riverside mills

•	‘The Industry flourished during the 19th Century’

•	‘By the 1890s, [A number of the Brick Works] were potteries.

•	‘The Tottenham and White Hart Lane potteries were near together, 
north of White Hart Lane, and a brick-works operated in the south.

The rich history of brick making and brick construction within Tottenham 
and along the High Road has informed the design from the early stages 
of the project. 

Bruce Castle is one of the earliest brick buildings in the area, with the 
round tower being the earliest of the examples within the grounds. Bruce 
Castle was analysed as an important architectural reference, and the 
detail, colour, and materiality was used to inform our design.

F igure      3 .   Bruce Cast le Round Tower

F igure      4 .   A Tottenham Claypit  (1960)

F igure      5 .   Bruce Cast le F igure      6 .   Bruce Cast le

F igure      7.   Bruce Castle Tower F igure      8 .   All  Hal lows Church

F igure      9 .   All  Hal lows Church F igure      1 0 .   All  Hal lows Church

C O N D I T I O N  1 6  ( a - i )  -  P R E  C O M M E N C E M E N T  ( S P E C I F I C  W O R K S  O N L Y )
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O V E R V I E W,  U S E  &  C O M P O S I T I O N

A P P E A R A N C E  A N D  M AT E R I A L S 

The approach to the architectural appearance of the project, and the 
use of materials, considers both historic and new build elements of the 
scheme.

The historic terrace is restored, with the intention to reveal the existing 
brick elevations, subject to site investigations and trials, drawing the 
street frontage together and enhancing the setting of the project within 
the conservation area.  The ambition to improve the continuity of the High 
Road frontage, while acknowledging the different phases of construction, 
extends to the shop fronts where the timber ‘portals’ are carefully restored, 
and consistent colour applied to tie the commercial units together.  The 
low-level glazed brick plinths are also re-instated where possible and used 
as a point of reference for some of the new build architectural detailing.

The corner of the High Road and Brunswick Square marks the point at 
which the existing buildings and new development join. The north most 
gable of No. 827 is re-cast to follow the existing brickwork to the street 
with low level timber plinth below new ground floor windows. Colour and 
specs TBC following investigative work and light clean of existing adjacent 
elevation.

Behind No. 827 sits the ‘knuckle building’, mediating between the terrace 
and the new development beyond by way of layout, scale, and massing, 
but also in terms of the materials used as a buff brick is employed to 
transition from the yellow of the existing to the red tones of the new.

The new development ‘behind the high street’ is inspired by the printing 
process and the historic context of brick making, and brick use, in the area.  
This conceptual basis has led to a new development which is, externally, 
horizontal, planar, and massive, speaking of the continuous ‘ribbon’ of 
paper running through a printer.  The internal courtyard treatment is 
different, lighter, and more playful, in response to its use. 

The external horizontality of the scheme is reinforced by the approach 
to ‘top, middle, and bottom’, breaking up the mass and grounding the 
building while defining its ‘ribbon’ quality with a dark, recessed base, red 
brick body and further recessed metal clad top floor storey.  Radiused 
corners of varying scales respond to the size and location of the massing 
and also help to create a sense of dynamism and continuity between the 
elevations, wrapping and weaving the PBSA blocks through The Site.  

Facing the surrounding streets, the elevations are articulated by the 
stepping massing and fenestration.  The punched windows, and blind, 
widows aim to celebrate the mass of the brickwork through generous 
reveals and some canted, recessed, bays which also speak of the ribbon 
aesthetic and are suggestive of movement – this is reinforced by the 
composition of generally stacked windows which breaks down at the 
radiused corners where they begin to subtly stagger.

The fenestration is generally made up of a repetitive module but a language 
or ‘paired’ and ‘single’ windows has been developed to provide further 
articulation and visual interest. This language is layered with additional 
variation by way of colour and lintel treatment to increase the modelling 
of the elevations and respond to particular elements of the massing within 
the overall arrangement of a façade.

Floor plate edges are celebrated with a continuous triple brick header 
course, again speaking of the ribbon and horizontality of the design 
concept, that at first floor defining the base plinth of the scheme is treated 
differently – a saw tooth band is proposed, reminiscent of a geared cog.   

Metalwork throughout the project is cast in a bronze tone to unify the 
architectural detail extending to cladding, window and door frames, 
railings, grilles, and soffits. 

The materiality of the architectural scheme is completed by the 
landscaping proposals.  This consists of the treatment of the surrounding 
lanes and entrances to the project, courtyards, roof terrace, and flat roofs, 
with planting, and further constructed details such as arches, seating, and 
pergolas employed to soften the appearance of the building elements.

F igure      1 1 .   Exist ing brickwork to the Gable Wal l  of No. 827

C O N D I T I O N  1 6  ( a - i )  -  P R E  C O M M E N C E M E N T  ( S P E C I F I C  W O R K S  O N L Y )

F igure      1 2 .   Brunswick Square Bay Study
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H I S T O R I C  T E R R A C E  -  S H O P  F R O N T S

A P P E A R A N C E  A N D  M AT E R I A L S 

The Historic Terrace Character Area contains two Grade II statutorily 
listed buildings (819-821) and three locally listed buildings (823-827). It 
sits within an important part of the North Tottenham Conservation Area 
(NTCA). 

Maintaining and enhancing the historic linear nature of the High Road is a 
key driver of the conservation area, with the restoration of historic shop 
fronts of high importance. 

The shop fronts of the heritage assets still have historic features of note, 
such as joinery and glazed brick, although many of these are in a state 
of disrepair. These would be restored to a high standard, in line with the 
NTCA Appraisal and Management Plan (NTCAAMP). Further conservation 
work to these historic properties would include the restoration of the 
historic brickwork, and the reinstatement of historic roofs and chimneys, 
subject to site investigation.

F igure      1 3 .   NTCAAMP Shop Front Diagram F igure      1 4 .   Example of compliant shop fronts in Tottenham

F igure      1 5 .   NTCAAMP Example of Poor Shop Front Design F igure      1 6 .   NTCAAMP Example of Good Shop Front Design

F igure      1 7.   Example of Proposed Shop front Signage

C O N D I T I O N  1 6  ( a - i )  -  P R E  C O M M E N C E M E N T  ( S P E C I F I C  W O R K S  O N L Y )

9T H E  P R I N T W O R K S  |  PA R T  C O N D I T I O N  D I S C H A R G E 



1 .1

E N T R A N C E S ,  F R O N T A G E S  &  T H R E S H O L D S

A P P E A R A N C E  A N D  M AT E R I A L S 

F igure      1 8 .   Brunswick Square Elevation

Facing the High Road, the historic stretch of terrace from Nos. 819 to 827 
form an overarching front door to the scheme, bolstered by the addition of 
the 24/7 PBSA entrance, and new threshold to Brunswick Square.  

This main gateway to the scheme is re-imagined as a small public space 
with metal arch, seating, signage totem, planting, and new lighting – the 
arch holds lettering spelling out the Brunswick Square name, celebrating 
this primary way into the Printworks and the future masterplan beyond, and 
echoing London street market archway signs.  With the HRWMF brought 
forwards the lane could become fully pedestrianised and accommodate 
a market function.

C O N D I T I O N  1 6  ( a - i )  -  P R E  C O M M E N C E M E N T  ( S P E C I F I C  W O R K S  O N L Y )
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A R C H I T E C T U R A L  S T Y L E ,  D E T A I L I N G  &  M A T E R I A L S

A P P E A R A N C E  A N D  M AT E R I A L S 

Within the overall architectural composition of the scheme a number 
of details have been developed to make for a high quality, contextual, 
response to this important site.

The High Road buildings are restored and their former use as newspaper 
offices and printers celebrated with the reinstatement of the ‘Herald 
Office’ sign above Nos. 823-825, re-presented as ‘The Printworks’.  

The signage theme extends to the re-worked shop fronts and proposed 
metal archway to Brunswick Square - this gateway arch motif is then 
repeated halfway along the lane to mark the cut through to the courtyard 
garden offering a visual connection to the future Peacock Park.

Brunswick Square is also enlivened by the knuckle building which acts as 
a connecting element between the existing and new parts of the project, 
accommodating student amenity space at ground floor, a potential gym 
space, and student bedrooms above.  The ground floor storey is built from 
blue glazed brick to echo the use of this material on the High Road.   

Radiused corners are strategically placed, as previously described, and 
given that they are a key feature of the scheme, further embellished 
either through a quarter brick course projection at every other course, or 
a projecting header course with a slightly varied radius from the primary 
wall plane below.  

F igure      1 9 .   819-821 Roof Front Detai l F igure      2 0 .      
Brick Material i ty

F igure      2 1 .   Examples of Curved Brickwork in the Amsterdam Style

C O N D I T I O N  1 6  ( a - i )  -  P R E  C O M M E N C E M E N T  ( S P E C I F I C  W O R K S  O N L Y )
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1 .1

A R C H I T E C T U R A L  S T Y L E ,  D E T A I L I N G  &  M A T E R I A L S

A P P E A R A N C E  A N D  M AT E R I A L S 

E X I S T I N G  B R I C K W O R K P R O P O S E D  M AT E R I A L I T YThe projecting brick coursing speaks to the historic scarring of existing 
brick walls found around The Site, and the offset of the curved headers 
is suggestive of the movement of the printing process, both evoking the 
tension created around a print machine’s rollers.

Calmer façades are held between these dynamic corners, punctured 
by simple, stacked, fenestration.  The window proportion follows the 
Georgian vernacular found up and down the High Road, based on a typical 
four foot wide by six and half foot tall sash, re-cast in a simple metal frame 
throughout. 

Red brick main elevations face the surrounding streets and follow the dark 
tone used at the nearby Bruce Castle Round Tower, thought to be the 
earliest use of brick in the local area.  The internal PBSA courtyard is 
treated differently with white brick employed in playful contrast to the 
exterior walls, with the header courses in white glazed brick to follow the 
banding detail used elsewhere in the scheme.

F igure      2 2 .   819-821 Roof Rear Detai l

F igure      2 3 .   London Stock

F igure      2 4 .   Exist ing Brickwork

F igure      2 5 .   Glazed Brick

F igure      2 6 .   Brick Textures

F igure      2 7.   Horizontal  Br ick F igure      2 8 .   Zinc

F igure      2 9 .   Red Brick

C O N D I T I O N  1 6  ( a - i )  -  P R E  C O M M E N C E M E N T  ( S P E C I F I C  W O R K S  O N L Y )
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1 .1

In order to safeguard the special architectural or historic interest of the 
building, a method statement will be provided by the contractor carrying 
out the works to demonstrate their competence and understanding of 
conservation principles, and are experienced in conservation practice and 
similar work. It shall also take account of health and safety hazards and 
provide adequate provisions. 

A series of samples will be planned to agree methodologies and test 
for the most appropriate cleaning solution. A water/steam clean DOFF 
system is proposed to remove surface dirt. Pressure and temperature 
would be slowly, and incrementally increased, until the cleaning impacts 
the existing soiling.

Pressure, temperature, and nozzle distance from the surface would be 
trailled to find the most effective methodology.

Care will be taken to protect the surrounding substrate.

The images adjacent show that the brightness and colour of the substrate 
has been revealed without damage to, or significant alteration to the 
original fabric on a nearby historic facade. A similar, light-clean approach 
is to be followed at No. 827 to reveal the existing historic fabric.

F igure      3 0 .   Proposed masonry cleaning 
machine to be used

F igure      3 1 .   Cleaning sample from No. 794 High Road

C O N D I T I O N  1 6  ( a - i )  -  P R E  C O M M E N C E M E N T  ( S P E C I F I C  W O R K S  O N L Y )

M A S O N R Y  C L E A N I N G  -  M E T H O D O L O G Y

E X I S T I N G  B R I C K W O R K
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P R O P O S E D  M AT E R I A L I T Y 

F igure      3 2 .   Proposed High Road Elevation

AA22  -- IISSSSUUEEDD  FFOORR  PPLLAANNNNIINNGG

Except for Planning purposes, figured dimensions only are to be taken 
from this drawing.
All dimensions are in millimetres unless otherwise stated.
All dimensions shall be checked on site prior to works commencing. 
Any discrepancies shall be reported to the Architect.
© Copyright F3 Architecture + Design. All rights reserved.
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Health and Safety
Refer to relevant Construction (Design and Management) documentation where applicable. The Contractor 
shall plan, manage and monitor the works inclusive of temporary erection stability. Any works that are 
found to be unstable in the temporary state are to be reported directly to the structural engineer and Main 
Contractor/ Package Manager in order to provide safe temporary support. Check on site prior to 
commencement of works/fabrication etc.
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INTERNAL LAYOUTS SHOWN FOR INDICATIVE PURPOSES ONLY

Glazed bricks - to match existing adjacentTimber framed glazing system
Portland stone coping with 

weathering

M AT E R I A L  PA L E T T E 

Brick type 3 - buff shadesBrick type 1 - red shades

P R E C E D E N T  I M A G E S  -  S H O P  F R O N T  D E V E L O P M E N T

Historic image C1880 Historic image C1893 Historic image C1980

SCALE 1:100

PROPOSED EAST ELEVATION1

819 HIGH ROAD 821 HIGH ROAD 823-825 HIGH ROAD 827 HIGH ROAD CONTEXT (831 HIGH ROAD)CONTEXT (817 HIGH ROAD) BRUNSWICK SQUARE

M AT E R I A L  D E S C R I P T I O N : 

1. FACADE FINISH - BRICK WORK
Brick type 1: red shades

2. FACADE FINISH - BRICK WORK
Brick type 2 - grey shades 

3. FACADE FINISH - BRICK WORK
Brick type 3 - to match existing

4. FACADE FINISH - BRICK WORK
Brick type 4 - white shades

5. FACADE FINISH - BRICK WORK
To match existing

6. FACADE FINISH - BRICK WORK (HEADER COURSE)
Brick type 1: red shades

7. FACADE FINISH - BRICK WORK (HEADER COURSE)
Brick type 3: buff shades

8. FACADE FINISH - BRICK WORK (HEADER COURSE)
Brick type 4: white shades

9. FACADE FINISH - BRICK WORK
Glazed bricks (as shown)

10. FACADE FINISH - STANDING SEAM CLADDING
Bronze coloured metal panel

11. DOOR FINISH 
Proprietary grey louvred double door with solid top panel

12. BALUSTRADES
Painted metal

13. WINDOW FINISH
Proprietary PPC aluminium glazing system 
(bronze,white or grey as shown)

14. DOOR FINISH 
Proprietary bronze PPC aluminium glazing system
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F igure      3 4 .   Proposed Internal  Elevation through No. 827 gable wal l 
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14. DOOR FINISH 
Proprietary bronze PPC aluminium glazing system
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detail)
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18. PARAPET - COPING 
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20. GATEWAY ARCH
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Historic image C1893 Historic image C1980

Brick type 3 - to match existing

5 13 18
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F igure      3 6 .   Proposed view of Nos. 823-827 High Road from Brunswick Square
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(a) No works of demolition or alteration to Nos. 823-827 High Road shall commence until details of all proposed external 
materials for that building have been submitted to and approved by the Local Planning Authority. These details shall 
include:

(ii) Sectional drawings at 1:20 through all typical external elements/façades, including all openings in external walls 
including doors and window-type reveals, window heads and window cills;

C O N D I T I O N  1 6  -  P R E  C O M M E N C E M E N T  ( S P E C I F I C  W O R K S  O N L Y )  1 . 2



F3 Response: 

Sectional drawings at 1:20 through all typical external elements/façades, 
including all openings in external walls including doors and window-type 
reveals, window heads and window cills have been completed as part of  
works to external fabric. 

•	 As part of the proposal, all existing openings to the existing buildings 
at Nos. 823-827 are retained. 

•	 All existing sash windows to the High Road elevations are retained, 
restored and overhauled with like for like timber repairs and decorations 
to the sashes. New double doors are proposed to restore the original 
plan form and replace the modern double door at Nos. 823-825 and 
No. 827 respectively. 

•	 Three new casement windows and blind windows are proposed to the 
north end along the gable wall, details of which are provided below: 

•	 Existing window openings to the rear are retained and new casement 
windows with flat arches are proposed to replace the existing C20th 
windows. 

Please refer to the following pages which provide further details regarding 
openings in external walls. 

C O N D I T I O N  1 6  ( a - i i )  -  P R E  C O M M E N C E M E N T  ( S P E C I F I C  W O R K S  O N L Y )1 . 2
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F igure      3 7.   Nos. 819-829 High Road C. 1893



C O N D I T I O N  1 6  ( a - i i )

* Works subject to further opening up and investigative works and specific details to be developed at later stages. 

Remove modern timber 
boarding and reveal 
glazed brick plinth if 
any. If no glazed brick 
plinth exists, allow to 
reinstate timber plinth 
to match historic 1893 
photo. Carefully carry 
out like for like repairs 
and make good to suit 
new proposed design.

A2 - ISSUED FOR PLANNING

Except for Planning purposes, figured dimensions only are to be taken 
from this drawing.
All dimensions are in millimetres unless otherwise stated.
All dimensions shall be checked on site prior to works commencing. 
Any discrepancies shall be reported to the Architect.
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NOTES:

Further opening up works and investigation will be required to existing 
structures, drawings are indicitive and will require development for later 
stages.

Structural - For design, detailing and setting out of structural elements 
refer to Structural Engineers drawings.

Services - For design, detailing and setting out of services both above and 
below ground, including power, water, SVP's, RWP's, electrics, comms, life 
safety etc refer to MEP Engineers and Structural Engineers drawings

Finishes/ Types - For wall, floor and roof type build-up's refer to 20 series 
drawings, for details and strip sections refer to 21 series drawings

Landscaping - For plant, planters, lighting and finishes etc refer to 
Landscape Architecs and MEP details and specification

All Information on this drawing must be read in conjunction with the relevant 
series and specification.

KEY

FT-xx Floor Type

* Refer to drawings for build up information.
"xx" refers to the number of the type.

External Wall TypeEXTxx

Internal Wall Type

R-xx Roof Type
Wxxx Window Reference

ExtD-xx External Door Reference
ID-xx Internal Door Reference

WTxx

CWxx Curtain Wall Reference

S0 - Work in progess

Except for Planning purposes, figured dimensions only are to be taken 
from this drawing.
All dimensions are in millimetres unless otherwise stated.
All dimensions shall be checked on site prior to works commencing. 
Any discrepancies shall be reported to the Architect.
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DO NOT SCALE this drawing (printed or electonic versions). Contractors must check all dimensions on 
site.

All other design team elements, where indicated have been imported from the consultant's drawings and 
reference should be made to the individual consultant's drawings for exact setting out, size and type of 
component.

Discrepancies and / or ambiguities within this drawing, between it and information given elsewhere, must 
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All works are to be carried out in accodance with the latest British Standards and Codes of Practice 
unless specifically directed in the specification.

Responsibility for the reproduction of this drawing in any format, lies with the recipient to check that all 
information has been replicated in full and is correct when compared to the original paper or electronic 
image. Graphical representations of equipment on this drawing are approximations only. Please refer to 
specifications and / or details for actual sizes and / or specific contractor construction information.
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confidential nature. Further copies and circulation will be strictly in accordance with the confidentiality 
agreement under the contract. This original must be destroyed or returned to the originator.
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It is assumed that all works on this drawing will be carried out by a competant contractor, working where 
appropriate to an approved method statement.

Levels shown have been interpolated from a topographical survey received from a third party and F3 
Architects do no warrantee the accuracy of that information. It is the responsibility of the Main Contractor 
to check all information contained within this drawing prior to work being carried out. Any discrepancies 
or ambiguities within this drawing, between it and the existing site, must be reported immediately to the 
Design Team before proceeding. The boundary redline shown is indicative.

Refer to relevant Construction (Design and Management) documentation where applicable. The Contractor 
shall plan, manage and monitor the works inclusive of temporary erection stability. Any works that are 
found to be unstable in the temporary state are to be reported directly to the structural engineer and Main 
Contractor/ Package Manager in order to provide safe temporary support. Check on site prior to 
commencement of works/fabrication etc.
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Existing brickwork stripped out of any
modern paint to reveal historic fabric if
any. Rack out loose pointing and allow for
10% brick replacement to suit.

Reinstate Cornice and associated
leadwork, joinery profile to match existing.
Material nature of repairs to be informed
by trial investigations.

Allow like for like timber repairs to fascia
to match original historic detail.

New timber frame glazing to front facade.
Match existing adjacent profile where
sufficiently significant. Details within
timber and masonry to be informed by
initial investigations

New double doors to replace C20th

modern doors

Existing roof to be retained. Allow to
unblock any existing gutters and
associated pipeworks

Existing column to the shopfront to be
retained and redecorated

Existing stone cill

Existing sash window

* Works subject to further opening up and investigative works and specific details to be developed at later stages. 

Remove modern timber boarding and reveal 
glazed brick plinth if any. If no glazed brick 
plinth exists, allow to reinstate timber plinth to 
match historic 1893 photo. Carefully carry out 
like for like repairs and make good to suit new 
proposed design.

Timber moulding where existing to retained 
and re-decorated as white. Details to be 
informed by initial investigation 

F igure      3 9 .   No. 823-825 East Elevation Shop Front Detai l F igure      4 0 .   Section through No. 823-825 Shop Front
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All works are to be carried out in accodance with the latest British Standards and Codes of Practice
unless specifically directed in the specification.

Responsibility for the reproduction of this drawing in any format, lies with the recipient to check that all
information has been replicated in full and is correct when compared to the original paper or electronic
image. Graphical representations of equipment on this drawing are approximations only. Please refer to
specifications and / or details for actual sizes and / or specific contractor construction information.

This original document is issued for the purpose indicated in the title block and contains information of a
confidential nature. Further copies and circulation will be strictly in accordance with the confidentiality
agreement under the contract. This original must be destroyed or returned to the originator.

SAFETY, HEALTH AND ENVIRONMENTAL INFORMATION

It is assumed that all works on this drawing will be carried out by a competant contractor, working where
appropriate to an approved method statement.

Levels shown have been interpolated from a topographical survey received from a third party and F3
Architects do no warrantee the accuracy of that information. It is the responsibility of the Main Contractor
to check all information contained within this drawing prior to work being carried out. Any discrepancies
or ambiguities within this drawing, between it and the existing site, must be reported immediately to the
Design Team before proceeding. The boundary redline shown is indicative.

Refer to relevant Construction (Design and Management) documentation where applicable. The Contractor
shall plan, manage and monitor the works inclusive of temporary erection stability. Any works that are
found to be unstable in the temporary state are to be reported directly to the structural engineer and Main
Contractor/ Package Manager in order to provide safe temporary support. Check on site prior to
commencement of works/fabrication etc.
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Existing roof to be retained. Allow to
unblock any existing gutters and
associated pipeworks

Existing brickwork stripped out of any
modern paint to reveal historic fabric if
any. Rack out loose pointing and allow for
40% brick replacement to suit.

Reinstate Cornice and associated
leadwork, joinery profile to match existing.
Material nature of repairs to be informed
by trial investigations.

Allow like for like timber repairs to fascia
to match original historic detail.

New timber frame glazing to front facade.
Match existing adjacent profile where
sufficiently significant. Details within
timber and masonry to be informed by
initial investigations

New double doors to replace C20th

modern doors
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S0 - Work in progess

Except for Planning purposes, figured dimensions only are to be taken
from this drawing.
All dimensions are in millimetres unless otherwise stated.
All dimensions shall be checked on site prior to works commencing.
Any discrepancies shall be reported to the Architect.
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Existing roof to be retained. Allow to
unblock any existing gutters and
associated pipeworks

Existing brickwork stripped out of any
modern paint to reveal historic fabric if
any. Rack out loose pointing and allow for
40% brick replacement to suit.

Reinstate Cornice and associated
leadwork, joinery profile to match existing.
Material nature of repairs to be informed
by trial investigations.

Allow like for like timber repairs to fascia
to match original historic detail.

New timber frame glazing to front facade.
Match existing adjacent profile where
sufficiently significant. Details within
timber and masonry to be informed by
initial investigations

New double doors to replace C20th

modern doors

C O N D I T I O N  1 6  ( a - i i )

* Works subject to further opening up and investigative works and specific details to be developed at later stages. 

Remove modern timber boarding and reveal 
glazed brick plinth. Allow like for like repairs 
and make good

Timber moulding where existing to retained 
and re-decorated as white. Details to be 
informed by initial investigation 
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