
Hallway

PROPOSED SECTION AA

doubled up timber
headers around the
perimeter of the dormer

timber wall plate

floor joists with  chipboard
or timber board flooring

the responsibility of the client / contractor  to
be achieved minimum 2.0m height & the
given heights are for indicative only and the
final height to be checked on site by the
builder before commencement of any works.

rise 220mm max

treads 220mm min

pitch 42° max

headroom 2000mm min
above pitch line

handrail 900mm high min

spindals 100mmc/c max

staircase

12.5mm plasterboard
to underside

angle bracket typ

angle bracket typ

double up timber
wall plate

bolt between
the two joists

Bathroom

roof joists

Existing ridge not to be
moved or altered

rafters 12.5mm plasterboard
to underside

bolt between the
two joists

provide noggin between
the ceiling joists

t1 : double joists
bolted together

timber fascia 19x175mm c24

upvc gutter

doubled up timber
headers around the
perimeter of the dormer

timber wall plate

timber nosing piece

roof joists

ridge beam r.b

beam b1

velux window

timber joists bolted
together around
new velux window

FFL -0.6m

FFL1 -3.17m

FCL1 -5.67m

FFL -0.2m

FFL1 -3.46m

FCL1 -6.28m

RIDGE -8.98m

floor joists with  chipboard
or timber board flooring

provide noggin between
the ceiling joists

2.1m Approx

2.1m Approx

862

beam b1

Bedroom

Kitchen

Bedroom

NOTES
THIS DRAWING IS FOR PLANNING USE ONLY,
STRUCTURE AND BUILDING CONTROL
APPROVAL IS REQUIRED BEFORE
COMMENCEMENT OF ANY BUILDING
WORKS.DO NOT REPRODUCE THIS
DRAWING WITHOUT PERMISSION, THIS
DRAWING IS SUBJECT TO COPYRIGHT .
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