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1. For typical window jamb & cill detail references,
refer to GA plans, sections & schedules.

1 (WTE27) (WTF25) 3 (WTF24)

65
i
_|
1
N
NI
o
A
965
i
_|
1
No
N
965
i
_|
1
No
—
965
i
—|1
5
N
(@)

2)
e _ . . _ i O
& B 2. For confirmation of all proposed external finished - Indicates movement joint. Movement
- - :
.................................................................. — ground levels refer to Civil Engineer's drawings. (MJ) joints have begn located in
. N accordance with the Structural

3. Temporary works designers must ensure that the Engineer's instructions.
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= Structural Engineer.

Indicates location of extract vent
termination. Refer to GA plans for
more information.
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Materials Legend:
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_ Indicates powder coated aluminum roof
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Indicates light buff brick facing brickwork
(Burwell White by Vanderanden) laid
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See Dwg No. 23-1116-250 For Continuation of Elevation
:

‘/09\‘ Indicates acoustic louvres. Colour RAL
N 7038.
/e ™\ Indicates external render finish. Colour to
(10) .
N be confirmed.
. Indicates colour coated galvanised and
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- privacy screen. Colour RAL 7038.
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(12) powder coated steel balustrade with
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glass backing to create impervious
upstand. Colour RAL 7038.
TN ,
(13) Communal entrance doors and windows
7 to be proprietry curtain walling system.
L Colour RAL 7038. )
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