
50m = approx. 1000 m/2
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CHANNING PLAYING FIELDS

PROPOSED STANHOPE BRIDGE COMPOUND

FOR INFORMATION

EM SS MAR 23 1:150

1000007569-4-010 3

- 15.07.21 FIRST ISSUE AB SS BG

1 22.02.22 FOR DISCUSSION EM SS BG

2 23.03.23 MINOR AMENDMENTS SS SS BG

3 23/03/2023 MINOR AMENDMENT SS SS BG

Notes:
1. New access.
New gates required, and new 'heavy duty' crossover. Both to be sized and
constructed by Stanhope Contractor to achieve turning movements in and out of
site. Channing school fence to be temporarily altered to accommodate new gate
and made good on completion or new gate pattern to be agreed with Channing
and gate to remain as Channing property when the compound is vacated.

2. Storage CabinS.
To be relocated to a position agreed with Channing.

3. Compound fencing.
To be Heras fencing or similar, 2m high.
Size of compound shown as 50m x 20m ave., giving an area of around 1000m2.

4. Compound construction.
Topsoil to be stripped including grass and stored in bunds not exceeding 1m
high and 2m width to maintain soil structure. 150 - 200mm of granular material
on Terram 1000 geotextile, contractor's design. On completion, granular material
and Terram to be removed, sub soil 'lifted' to relieve compaction, topsoil
re-spread and area turfed. 1 year maintenance on turfing to be written into
Stanhope contract.
Long jump pit to be beamed/boarded over or fenced according to contractor's
preference.

5. Compound use.
Offices/welfare/parking to be located adjacent to Avenue Road to minimise
overlooking of playing field, remaining area for storage/laydown.
Limitations will be placed on the volume and types of materials that the
contractor will be allowed to store within the compound.

6. Access to be maintained to Channing school field by prior arrangement
during site hours
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