Condition C36 - HGY/2024/0948: Responses 28.06.24

The SEER figures for the VRF heat pump systems are as follows, with the heating shown as
SCOP figures and not SEER figures.

Size 300 Unit. Cooling 9.63
Size 350 Unit. Cooling 9.67
Size 400 Unit. Cooling 9.28

Testing Standard EN14825 EN14825 NDBSCG (modified for
UK conditions inc. heating)

Indoar Unit High efficiancy ducted Standard ducted Standard ducted
PEFY-P{M)-VMA3(2) PEFY-P(M)-VMA PEFY-P{M)-VMA
HVRF High efficiency ducted Standard ducted Standard ducted
PEFY-W-VMAZ PEFY-W-VMA PEFY-W-\MA
Indoor condition - cooling 27°CDB/19°CWE 27*CDB/19°CWB 21*CDB/15°CWB
Indoor condition - heating 20°CDB 20°CDE 20°CDE
System standby power [ cycling included? Yes Yes No
Indoor unit power consumption included? Nao No No

| R410A VRF Heat Recovery - Standard Efficiency |

Best Possible Sta
o] sw [ mo | s | wwe | s
PURY-P200YNW-AL 7.47 396 .52 342 1195 6.41
PURY-P250YMNW-AL 6.94 4.05 5.74 342 — 7.09
PURY-P300YNW-AL &.62 38 531 342 9.63 7.00
PURY-P350YNW-AL &.60 372 5.64 342 Q.67 6.99
PURY-P400YNW-AL 6.31 410 5.23 342 5.28 5.34
PURY-P400YSNW-AL 7.39 384 5.35 332 1183 624
PURY-PA50YMNW-AL 6.40 403 5.44 342 9.71 553
PURY-P450YSNW-AL 7.09 393 .44 332 12.06 6.58
PURY-P500YMNW-AL 6.32 4.05 5.28 342 5.28 bh3
PURY-PS0O0OYSNW-A1 &.84 393 5.57 332 1229 &6.87
PURY-P550YMNW-AL 6.06 4.05 5.05 342 B.aa 5.42




