
18A

PPC aluminium coping; RAL
7048 (matte)

Drained Cavity (min. 50mm)

Mineral fibre cavity fire
barrier

Sawtooth brickwork bond 
parapet coping head detail. 
Brickwork restrained to shear 
wall with wall ties

Mortar laid to falls inbetween void of 
sawtooth bond to prevent water 
pooling in space

Continuous fire-rated Cavity
Barrier

PPC aluminium hopper &
square section RWP; RAL 7048

Precast concrete banding 
fixed back to structural slab 
as specialist subcontractor 
design. Profile & finish to 
match banding generally.

Site formed non-combustible
flexible sheet cavity tray with
weepholes to rise min 150mm
across cavity with stop ends.
Visqueen Zedex or equivalent

VCL sealed and taped down to
slab/ structure with laps as per
manufacturers
recommendations

m
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Proprietary parapet thru-
wall rainwater outlet with 
debris grate to roof side 

DWELLING

Top course of stretcher bond 
brickwork

RC SLAB TO STRUCTURAL ENGINEER'S SPECIFICATION

External grade A1
fire-rated cement particle
board with suitable
pull-out strength
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Bed joint reinforcement to
stacked brickwork bonds,
to S.E. specifications

Parapet upstand thermal
break connector to SE
design

RF10

Min. 50mm Ballast (A1 Rated
to achieve BRoof(t4) Class)

ProTherm XPS X MK Water
flow reducing layer

Inverted roof insulation
ProTherm G XPS X 300 SL

Waterproofing protection sheet

PermaQuik PQ6100 hot melt
waterproofing layer, built-up as
required to eliminate backfalls
and ponding

Precast stone band 
locally cut on site to suit 
outlet, concealed by 
hopper.

Radmat detailing 
membrane

min. 45
min. 45

680

Promat RockFace A2 upstand
board (26mm). Restrained at
head. Finished with masonry
paint

Waterproofing protection sheet

PermaQuik PQ6100 hot melt
waterproofing layer, built-up as
required to eliminate backfalls
and ponding

levittbernstein.co.uk

Notes
1. Do not scale this drawing.
2. All dimensions must be checked on site and any 
discrepancies verified with the architect.
3. Unless shown otherwise, all dimensions are to structural 
surfaces.
4. Drawing to be read with all other issued information. Any 
discrepancies to be brought to the attention of the 
architect.
5. This drawing is the copyright of Levitt Bernstein and 
may not be copied, altered or reproduced in any form, or 
passed to a third party without license or written consent.
6. This document is prepared for the sole use of 

and no liability to any other persons is accepted by Levitt 
Bernstein. Levitt Bernstein accepts no liability for use of 
this drawing by parties other than the party for whom it 
was prepared or for purposes other than those for which it 
was prepared.

This is not a construction drawing, it is 
unsuitable for the purpose of construction 
and must on no account be used as such.
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