
Notes
1.  Fixing and stability of cast stone units to be
determined and designed by project Structural
engineer.
2.  D.P.C to Architect's specification
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A2/525 Unit Drawing

Preliminary

P4

Mk No. No.ReqWeight
4noA2/525 103kg

Comments
Jambs required for Pedestrian Entrances
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75mm minimum facing

SIDE ELEVATION OF JAMB: TYPE A2/525FRONT ELEVATION OF JAMB: TYPE A2/525

SECTION OF JAMB: TYPE A2/525

2no required per Pedestrian Entrance

2no lifting loops per unit

P1: First Issue OP  06/06/2024

06/06/2024

P2: Hand finish to match 230mm wall OP  11/06/2024

75mm minimum facing
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Ø30mm hole, 300mm deep,
4no per jamb

2no Ancon Omega 21/18 Cast-in
Channel, 425mm long

M10 Stainless Steel Cast-In inserts,
4no in bottom of jamb
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Fixing & Reinforcement
Details as per design by
The Cox Clifford
Partnership
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P3: Fixings and reinforcement included OP  04/07/2024

REINFORCEMENT
DETAILS

Handling Reinforcement only

6no H6 Bars
Handling reinforcement only
H6 links 300x135mm
at 200 c/c

380

P4: Length increased RAB 27/09/2024
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