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Masonry Elevation Key:

Notes: 

1. Please note that these drawings have been produced for 'Stage 4 Technical Design’
information purposes only and should not be used for undertaking construction 
activities.

2. Please note materials which are part of the external wall should achieve A2-s1, d0
classification, notwithstanding permitted exclusions as identified in the Amended 
Regulations to Approved Document B.

3. All below ground works are shown indicatively only, please refer to structural 
engineer details and specification.

4. Please note that all waterproofing and tanking details are shown indicatively only. 
The Architect is not responsible for below ground waterproofing or tanking. Please 
refer to structural engineer / waterproofing specialist construction details and 
specification. The detailed waterproofing design (by others) should be designed by a 
Certified Surveyor in Structural Waterproofing (CSSW) as per NHBC requirements.

5. All details and products must be installed fully in accordance with manufacturers 
requirements and be part of a warranted, tested and certified system.

6. Please note masonry support sizes and locations are shown indicatively. Please 
refer to S. Eng design and specification.

7. Please note that all fire stopping, including cavity barriers etc and fire performance 
is shown indicatively only and is the design responsibility of others. All fire design items 
and fire stopping should be installed based on construction drawings produced by the 
specialist firestopping subcontractor / designer.

8. Wall ties are shown indicatively only and are to SE/ specialist design and 
specification, in line with NHBC 2024 requirements. 

9. All masonry support angles, movement joints and secondary steelwork interfaces, 
including bearing lintel and cill support, to SE design.

To be read in conjunction with the following drawings:

51500 Series - Precast Coping Types
55000 Series - Metalwork Types

Precast Element (Window Sill, Wall Coping, Portal)

BLXX COXX

Engineering Brick

White Brick - Plot A

Balustrade Type Concrete Coping Type

MWXX Metalwork Type

F.J

Flexible Joint - Non-Bonding (allows for vertical/settlement movement) 

CO63

Pr_25_93_50_23_Type 1

Precast concrete coping  See
(Ss_25_13_50_90)

Stainless steel coping support to
S.E. design & specification

Restraints, ties and support
systems to SE specification See
(Ss_25_13_50_90)
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NOT FOR CONSTRUCTION

DISCLAIMER:

1. This drawing has been prepared for the sole use of the Stage 4 Technical Design and St Ann's 
Phase 1A noted down below and is limited to the scope and terms of KCA’s appointment. 
2. KCA shall not be liable for the use of this drawing for any purpose other than that for which it was 
originally prepared or for the modification or alteration of the drawing by others. 
3. KCA own all intellectual property rights including any copyright contained in the designs unless 
stated otherwise in our appointment. 
4. Do not scale from this drawing. Refer to written dimensions only. 
5. All levels and dimensions should be checked on site and any discrepancies notified to the architect 
prior to proceeding with any works. 
6. Please note that KCA are not the Principal Designer (Building Safety Act), the Principal Designer is 
Hill Partnerships Ltd. All drawings and designs must be reviewed and approved by the Principal 
Designer.

SUPPLEMENTARY NOTES:

• This drawing and site boundary is based on survey information provided by others including site levels 
and topographical survey information prepared by Digital Inc and arboricultural information produced by 
others. KCA are not liable for any errors, discrepancies or omissions arising from this information.
• This drawing should be read in conjunction with the relevant notes, drawings and supporting 
documentation by KCA and others including specification and all relevant health & safety and CDM 
information.
• Information shown on KCA drawings outside the building footprint is indicative only. Please refer to 
Landscape Architect and Civil Engineers information for site levels and detailing of external 
landscaping.
• MEP and structural items shown are indicatively only. Refer to MEP engineer and Structural 
Engineer’s drawings and specification for this information.

7. This drawing sets out design intent only and is not for construction.
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External Additional Details -Sheet 2 -
Plot A Boundaries Wall @ Site
Entrance

St. Ann's New Neighbourhood,
Phase 1A

08/07/24

KCA ZZ ZZ DR A 53401

S5 - Suitable for review and acceptance

1 : 50

Site Entrance Boundary Walls - Plan (1st Course above plinth)
1

1 : 50

West Wing Wall - Elevation A
A

1 : 50

West Wing Wall - Elevation B
B

1 : 50

East Wing Wall - Elevation D
D

1 : 50

East Wing Wall - Elevation C
C

Blue line indicates the revised ground 
level as advised by the landscape 

architect by email on 24/09/12

1 : 10

Typical Boundary Wall Section
3

- Dashed blue lines & shaded area  
indicated footing outline underneath (to Str. 
Eng Design)
- Structure Engineer to confirm that the 
piers are sufficient and if any windpost or 
steelwork is required. 

1 : 5

Interface with Site Boundary Wall
2

P01 S2 Stage 4B Issue 13/08/24

P02 S1 Amended as per structure engineer
advice & requirements.

03/09/24

P03 S2 Updated Following Str. Eng input &
coordination

11/09/24

P04 S2 Updated as per revised landscape
levels

17/09/24

C01 S5 Stage 4B Issue. Amended as per
latest agreed footing arrangement.

12/02/25

C02 S5 Copings Code Amended 16/03/25
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