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FORM NEW CLOSE BOARDED TIMBER FENCING WITH SINGLE PASS GATE
HERE BETWEEN PUBLIC HOUSE BUILDING & BOUNDARY WALL TO SOUTH
OF SITE.

FENCING FORMED WITH 100x100mm SW SUPPORT POSTS AT MAX
1800mm CENTRES WITH 100x20mm FENCING BOARDS TO CAR PARK
SIDE. PROVIDE 75x47mm SW HORIZONTAL TOP, MID & BOTTOM RAILS
FIXED TO POSTS. NEW GATE FORMED TO HAVE 900mm WIDE CLEAR
OPENING WHEN IN OPEN POSITION.

OVERALL FENCE HEIGHT ABOVE CAR PARK SURFACE LEVEL TO BE
1800mm.

SEE DRAWING 1061-P-04 FOR DETAILS.

EXISTING CLOSE BOARDED TIMBER GATES HERE TO BE REMOVED & NEW
BLACK PAINTED OPEN STYLE METAL GATES TO BE ADDED TO EXISTING
WALL OPENING TO ALLOW VISION THROUGH TO GARDEN AREA.. SEE
SEPARATE DETAIL FOR GATE STYLE.

EXISTING TREE CROWN TO BE REDUCED BY APPROX 1.00m ALL ROUND.
SUBJECT TO APPROVAL UNDER SEPARATE APPLICATION FOR TREE
WORKS IN A CONSERVATION AREA WHERE APPLICABLE.

TRUNK & LOWER BRANCHES OF TREE HERE TO HAVE LOW ENERGY LED
STRING LIGHTS OR NET LIGHTS ADDED TO PROVIDE LOW LEVEL
ILLUMINATION. BULBS TO HAVE WARM WHITE COLOUR GLOW.

LED LIGHT SPECIFICATION TO BE CONFIRMED.

FESTOON LIGHTING CABLES SUPPORTED FROM TREE TRUNK USING AN
APPROVED ADJUSTABLE TYPE TREE MOUNTING STRAP SUITABLE FOR
THE CIRCUMFERENCE OF THE TREE TRUNK AS DETERMINED ON SITE.

NEW FESTOON LIGHTING CABLES & BULBS & CATENARY SUPPORT
CABLES TO SPAN BETWEEN FACE OF EXISTING PUBLIC HOUSE
BUILDING., NEW PERGOLA & EXISTING TREE TRUNK AS SHOWN. BULBS
TO BE LOW ENERGY TYPE WITH WARM WHITE COLOUR GLOW. BULB
HOLDERS & CABLING TO BE IN BLACK COLOUR.

ALLOW FOR FORMING NEW OPEN SIDED TIMBER PERGOLA STRUCTURE
HERE WITH 150mm TIMBER MAIN CORNER & INTERMEDIATE SUPPORT
POSTS. ROOF TO PERGOLA FORMED WITH 75x250mm DOUBLED
SUPPORT BEAMS FIXED TO SUPPORT POSTS IN TWO LOCATIONS SHOWN
WITH 75x250mm RAFTERS SPANNING BETWEEN BEAMS WITH 50mm
WIDE SW TILTING FILLETS TO TOP OF RAFTERS TO GIVE 1IN 60 ROOF
FALL TO EQGE GUTTER & RWPs. RAFTERS TO BE NOTCHED OVER

FIXED THROUGH TO SUPPORT POSTS.

ROOF TO FALL TO DRAIN TO 100mm@ HALF ROUND GUTTER & TO 75mm@
RWPa TO DRAIN TO YARD SURFACE.

TO UNDERSIDE OF PERGOLA ROOF PROVIDE NEW LOW ENERGY LED
BULB FESTOON LIGHTING CABLE & BULBS. BULBS TO HAVE WARM
WHITE COLOUR GLOW.

SEE DRAWING 1061-P-05 FOR FURTHER DETAILS OF PROPOSED
PERGOLA.

NEW FESTOON LIGHTING CABLES & BULBS & CATENARY SUPPORT
CABLES TO SPAN BETWEEN FACE OF EXISTING PUBLIC HOUSE
BUILDING., NEW PERGOLA & EXISTING TREE TRUNK AS SHOWN. BULBS
TO BE LOW ENERGY TYPE WITH WARM WHITE COLOUR GLOW. BULB
HOLDERS & CABLING TO BE IN BLACK COLOUR.
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EXISTING TREE CROWN TO BE REDUCED BY APPROX 1.00m ALL ROUND.

SUBJECT TO APPROVAL UNDER SEPARATE APPLICATION FOR TREE
WORKS IN A CONSERVATION AREA WHERE APPLICABLE.

— FESTOON LIGHTING CABLES SUPPORTED FROM TREE TRUNK USING AN
APPROVED ADJUSTABLE TYPE TREE MOUNTING STRAP SUITABLE FOR
THE CIRCUMFERENCE OF THE TREE TRUNK AS DETERMINED ON SITE.
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